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Chapter 1
Introduction

1-1. Purpose

This manual presents procedures for the design analysis
and criteria of design for improved channels that carry
rapid and/or tranquil flows.

1-2. Scope

Procedures are presented without details of the theory of
the hydraulics involved since these details can be found in
any of various hydraulic textbooks and publications avail
able to the design engineer. Theories and procedures in
design, such as flow in curved channels, flow at bridge
piers. flow at confluences, and side drainage inlet struc
tures, that are not covered fully in textbooks are discussed
in detail with the aid of Hydraulic Design Criteria (HOC)
charts published by the US Army Engineer Waterways
Experiment Station (USAEWES). The charts and other
illustrations are included in Appendix B to aid the desig
ner. References to HOC are by HOC chart number. The
use of models to develop and verify design details is
discussed briefly. Typical calculations are presented to
illustrate the principles of design for channels under vari
ous conditions of flow. Electronic computer program
ming techniques are not treated in this manual. However,
most of the basic hydraulics presented herein can be
adapted for computer use as illustrated in Appendix D.

1-3. References

References are listed in Appendix A.

1-4. Explanation of Tenns

Abbreviations used in this manual are explained in the
Notation (Appendix I). The symbols employed herein
conform to the American Standard Letter Symbols for
Hydraulics (American Society of Mechanical Engineers
1958) with only minor exceptions.

1-5. Channel Classification

In this manual, flood control channels are considered
under two broad classifications: rapid- and tranquil-flow
channels. The most important characteristics that apply to
rapid and tranquil flows are listed below:

a. Velocities. Rapid flows have supercritical
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velocities with Froude numbers greater than I (F > I),
and tranquil flows have subcritical velocities with Froude
numbers less than I (F < I).

b. Slopes. Invert slopes in general are greater than
critical slopes (So> Sc) for rapid flow and less than criti
cal slopes (So < Sc) for tranquil flow.

c. Channel storage. Channel storage is usually
negligible in.rapid flow, whereas it may be appreciable in
natural rivers with tranquil flow.

d. Discharge. All discharges are normally confined
within the channel for rapid flow (no overbank flow).

Other characteristics such as standing waves. surges. and
bed configuration that differ under the influence of rapid
or tranquil-flow conditions should be recognized and
considered as the occasion demands. Rapid and tranquil
flows can occur within a longitudinal reach of a channel
with changes in discharge~ roughness, cross section, or
slope. Channel improvements may bring about changes in
flow characteristics.

1-6. Preliminary Investigations for Selection of
Type of Improvement

The investigation required in selecting the type of channel
improvement to be adopted involves three considerations:
physical features of the area. hydraulic and hydrologic
aspects, and economy.

a. Physical features. The topography of the area
controls in a general way the channel alignment and
invert grades. Of prime importance, also, are width of
available right-of-way; location of existing channel; and
adjacent existing structures, such as bridges, buildings,
transportation facilities, utility structures, and outlets for
local drainage and tributaries. Invert slopes may be con
trolled by elevations of existing structures as well as by
general topography, elevations at ends of improvements,
and hydraulic features.

b. Historical and observed elements. The flow char
acteristics noted in historical records and indicated from
detailed observation of existing conditions will usually be
basic to the selection of type of improvement or design.
With the flood discharges determined, the interdependent
factors that determine improvement methods and general
channel alignment are slope of invert, width and depth of
flow, roughness coefficient, the presence or nature of
aggradation and degradation processes, debris transporta
tion, bank erosion, cutoffs, and bar formations.

1-1
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c. Preliminary layout. A preliminary map or aerial
mosaic of the area showing the topography and other
control factors to a scale satisfactory for plotting the cen
ter line of the channel should be obtained. A scale of
1 inch (in.) to 100 feet (ft) with 2-ft-eontour interval is
suggested, although judgment based on local conditions
should be used. A preliminary profile should be prepared
that will show all pertinent elevations of the ground and
existing structures along the banks and along the center
line of the proposed channel.

d. Preliminary alternative designs. From a study of
the preliminary plan, profiles, and available widths, tenta
tive channel cross sections are adopted. These are gener
ally rectangular or trapezoidal sections. Low velocity
flows can usually be carried in natural-bottom trapezoidal
channels with or without stone-revetted side slopes.
High- velocity flows normally would be carried in

.concrete-lined chanm;ls. Preliminary hydraulic analyses

1-2

of the Proposed channels are then made with a view
toward establishing the most efficient channel improve
ment from the standpoint of hydraulic efficiency and
economic feasibility.

e. Economy. Approximate cost estimates are pre
pared, inclUding costs of channel construction, appurtenant
works and bridges, and rights-of-way. It may be neces
sary to consider several channel alignments, cross sec
tions, and construction materials before the least-eost
design consistent with sound engineering principles is
determined. Assured performance, consistent with project
formulation based on sound engineering jUdgment, is a
necessary part of economic consideration. With an
optimum general design thus tentatively established, and
provided the cost is economically feasible for the project
as a whole, the detailed hydraulic design is presented in
Chapter 2.
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(3) Most channels (including concrete-lined chan
nels) with appreciable velocity are hydraulically rough.
Plates 4 and 5 are furnished as an aid for determining
friction coefficients from equivalent roughness. Irrigation
and power canals generally fall in the transition zone
shown in Plate 3.

(4) Table 2-1. extracted from HOC sheets 631 to
631-2. provides acceptable equivalent roughness values
for straight. concrete-lined channels.

(5) See Chapter 3 for friction coefficients for riprap.

(6) Values of k for natural river channels usually
fall between 0.1 and 3.0 ft (see Table 8-1 of Chow

Table 2·1
Acceptable Equivalent
Roughness Values
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d. Flow classification. There are several different
types of flow classification. Those treated in this para
graph assume that the channel has a uniform cross
sectional rigid boundary. The concepts of tranquil and
rapid flows are discussed in (1) below. The applicability
of the newer concepts of steady rapid flow and pulsating
rapid flow to design problems are treated in (2) below.
All of these concepts are considered from the viewpoint
of uniform flow where the water-surface slope and energy
grade line are parallel to the bottom slope. How classifi
cation of nonuniform flow in channels of uniform solid
boundaries or prismatic channels is discussed in (3)
below. The design approaches to flow in nonprismatic
channels are treated in other portions of this manual.

(1) Tranquil and rapid flows.

(a) The distinction between tranquil flow and rapid
flow involves critical depth. The concept of specific
energy ~ can be used to defme critical depth. Specific
energy is defmed by

Design Problem

Discharge Capacity

Maximum Velocity

Proximity to Critical
Depth1

Tranquil Flow

Rapid Flow

k,ft

0.007

0.002

0.002

0.007

v2
He'" d + a_

2g

where

d =depth

a =energy correction factor

(2-8)

Note:
1. To prevent undesirable undulating waws. ratios of flow depth

to critical depth between 0.9 and 1.1 should be avoided where
economically feasible.

1959). These values will normally be much larger than
the spherical diameters of the bed materials to account for
boundary irregularities and sand waves. When friction
coefficients can be determined from experienced flow
information. k values should then be computed using the
relations described in Equation 2-6. The k values so
determined apply to the surfaces wetted by the experi
enced flows. Additional wetted surfaces at higher stages
should be assigned assumed k values and an effective
roughness coefficient computed by the method outlined in
Appendix C if the increased wetted surfaces are estimated
to be appreciably smoother or rougher. Values of k for
natural channels may also be estimated from Figures 8
and 9 of Chow (1959) if experimental data are not
available.

V2{lg =velocity head

Plate 6 shows a specific energy graph for a discharge q
of 100 cubic feet per second (cfs) (two-dimensional
flows). Each unit discharge has its own critical depth:

(2-9)

The development of this equation is given by pp 8-8 and
8-9 of Brater and King (1976). It may be noted that the
critical depth occurs when the specific energy is at a
minimum. Howat a depth less than critical (d < de) will
have velocities greater than critical (V > Vd. and the
flow is described as rapid. Conversely. when d > de
and V < Ve • the flow is tranquil.

2·3



. The limiting Froude number Fs for use in this equation
was derived by Escoffier and Boyd (1962) and is given
by
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(b) It may be noted in Plate 6 that in the proximity
of critical depth. a relatively large change of depth may
occur with a very small variation of specific energy.
How in this region is unstable and excessive wave action
or undulations of the water surface may occur.
Experiments by the US Anny Engineer District (USAED).
Los Angeles (1949). on a rectangular channel established
criteria to avoid such instability. as follows:

0.0463R 1/6 _ 4 04 I ( F Jf3
---- - .- oglO -n Fs

(2-10)

•

•

•
Tranquil flow: d> 1.1dc or F < 0.86

Rapid flow: d < 0.9dc or F > 1.13

where F is the flow Froude number. The Los Angeles
District model indicated prototype waves of appreciable
height occur in the unstable range. However. there may
be special cases where it would be more economical to
provide sufficient wall height to confme the waves rather
than modify the bottom slope.

(c) Flow conditions resulting with Froude numbers
near 1.0 have been studied by Boussinesq and Fawer.
The results of their studies pertaining to wave height with
unstable flow have been summarized by Jaeger (1957.
pp 127-131), including an expression for approximating
the wave height. The subject is treated in more detail in
paragraph 4-3d below. Determination of the critical depth
instability region involves the proper selection of high and
low resistance coefficients. This is demonstrated by the
example shown in Plate 6 in which the depths are taken
as normal depths and the hydraulic radii are equal to
depths. Using the suggested equivalent roughness design
values of k =0.007 ft and k =0.002 ft , bottom slope
values of So = 0.00179 and So = 0.00143 , respectively,
are required at critical depth. For the criteria to avoid the
region of instability (0.9dc < d < l.ldJ, use of the
smaller k value for tranquil flow with the bottom slope
adjusted so that d ~ l.ldc will obviate inaeased wall
heights for wave action. For rapid flow, use of the larger
k value with the bottom slope adjusted so that d ~ 0.9dc
will obviate increased wall heights should the actual
surface be smoother. Thus, the importance of equivalent
roughness and slope relative to stable flow is emphasized.
These stability criteria should be observed in both uniform
and nonuniform flow design.

(2) Pulsating rapid flow. Another type of flow
instability occurs at Froude numbers substantially greater
than 1. This type of flow is characterized by the
formation of slugs particularly noticeable on steep slopes
with shallow flow depth. A Manning's n for pulsating
rapid flow can be computed from

2-4

(2-11)

where ~, the flow function, is given by

where Q is the total discharge and ~, the depth-width
ratio, is given by

where b is the bottom width.

Plate 7 shows the curves for a rectangular channel and
trapezoidal channels with side slopes. Z of 1,2, and 3.

(3) Varied flow profiles. The flow profiles discussed
herein relate to prismatic channels or uniform cross sec
tion of boundary. A complete classification includes
bottom slopes that are horizontal, less than critical. equal
to critical, greater than critical. and adverse. However.
the problems commonly encountered in design are mild
slopes that are less than critical slope and steep slopes
that are greater than critical slope. The three types of
profiles in each of these two classes are illustrated in
HOC 010-1. Chow (1959) gives a well-documented
discussion of all classes of varied flow profiles. It should
be noted that tranquil-flow profiles are computed proceed
ing upstream and rapid-flow profiles downstream. How
proflles computed in the wrong direction result in diver
gences from the correct profIle. Varied-flow computa
tions used for general design should not pass through
critical depth. Design procedures fall into two basic cate
gories: uniform and nonuniform or varied flow. Many

•

•

•

•

•

•

•

•



Chapter 2
Open Channel Hydraulic Theory

2-1. Physical Hydraulic Elements

a. General. -The physical hydraulic elements con
cerned in hydraulic design of channels consist of invert
slope (SO>' cross-sectional area (A), wetted perimeter (P),
and equivalent boundary surface roughness (k). The
hydraulic radius (R) used in resistance formulae is the
ratio AlP. The invert slope of proposed channel im
provement is controlled primarily by elevations of the
ground along the alignment as determined by preliminary
layout discussed in paragraph 1-6d. A center-line proflle
between controlling elevations along the proposed align
ment will indicate a preliminary channel slope.

b. Channel cross section.

(1) The proper channel cross section for a given
re~~ is the one that has adequate hydraulic capacity for a
mIDlffiUffi cost of construction and maintenance. The
economics must include the costs of right-of-way and
structures such as bridges. In rural areas a trapezoidal
cross section may be least costly, whereas in urban areas
a rectangular cross section is often the least costly.

(2) Plate 11 shows a sample cost computation and
related cost curve for a reach of curved rectangular con
crete channel. Similar procedures may be applied to
compute the cost for any type of cross section considered
for design. Special types of concrete channel cross sec
tions are shown in Plate 2: the V-bottom channel and the
modified trapezoidal channel The latter has a small
low-flow channel in the center.

(a) In the V-bottom channel, low flows are concen
trated along the channel center line. This prevents moder
ate flow from meandering over the entire channel width,
which would result in random deposition of material
across the invert as in the case of a horizontal bottom.
Deposition in the center of the V-bottom is removed by
larger flows. Because the wear caused by bed load is
also concentrated near the center line, maintenance cost is
reduced.

(b) In the modified trapezoidal cross section, vertical
sidewalls reduce the top width. This design is desirable
when the width of the right-of-way is limited. A small,

Plates mentioned in this and succeeding chapters are
included in Appendix B as Plates B-1, B-2. etc.

EM 1110-2·1601
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l~w-flow channel in the center of the cross section pro
VideS a fl~w way into which subdrainage can be emptied.
In cold cbmates. the low-flow channel reduces the invert
area subjected to the deleterious effects of freezing and
thawing. In some cases the low-flow channel may serve
as a fishway.

c. Roughness. The concept of surface roughness as
the basic parameter in flow resistance (friction) is almost
universally accepted. Absolute roughness is determined
from the physical dimensions of the wetted surface irregu
lari~es and is normally of theoretical interest only.
Eqwvalent roughness is a linear dimension (effective
roughness height) directly related to the boundary resis
tance of the channel (Plate 3). The relations between
roughness and the various coefficients for friction formu
l~ ~e adequately covered by Chow (1959, chap 8).
Fnction formulae and their uses are discussed in
paragraph 2-2, below.

d. Composite roughness. Where there is material
variation in roughness between various portions of the
wetted perimeter such as might be found in natural chan
nels or channels with protected banks and natural inverts,
an equivalent or effective roughness or friction coefficient
f~r eac~ stage considered should be determined. Appen
dix C illustrates a method for determining a composite
value of k for each stage. Plates 4 and 5 give the rela
tion between k and Manning's n for flows in the rough
flow zone shown in Plate 3. HOC sheets 631-4 and
631-4/1 also give a procedure for determining an effective
Manning's n.

e. Hydraulic efficiency. The problem of the most
efficient cross section is treated by Brater and King
(1976, see pp 7-5 to 7-7) and Chow (1959. see
paragraph 7-6).

2-2. Hydraulic Design Aspects

a. General. This presentation assumes that the
design engineer is fully acquainted with the hydraulic
theories involved in uniform and gradually varied flows,
steady and unsteady flows, energy and momentum princi
ples, and other aspects such as friction related to
hydraulic design normally covered in hydraulic texts and
handbooks such as those by Brater and King (1976) and
Chow (1959). The following is presented as guidance in
the method of application of textbook material and to give
additional information not readily available in reference
material. The use of k is emphasized herein because
computational results are relatively insensitive to errors in

_assigned values of k. However, use of Manning's n

2-1
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(2-4)

(2-5)

C R 1
/6 10.8

~:_:--
1.486 n /112

c. Friction cOefficients.

(a) For hYdraUlically smooth channels

(2) When detellltining friction coeffiCients. it shOuld
be fCCoguized lhat the one'l1y grade line and lhece(nee lhe
frictinn coefficient mclude unifonnJy OC'''01ing lIuholence
and eddy lOSSes as well as lhe frichon loss. Equivalen,
mugbnesa fnr the same reason. Special. locau

y
nccllning

IncbuJenee and eddy loss" ate to be delennmed sepa.
'ately as COvered in hY<lmn1ic lex'bonks and elseWhere mthis manUal.

(S.2Rn)C ~ 32.6 10g1O (--c-

(1) The equations fne USing equi>:den, mugbn", todetermine friction coefficients (Plate 3) are

(2-1)

(2-2)

b. Friction losses.

(a) Chezy:

has been ""';ned m seve". Pmcedures beeanse of i"
wide accePtance and simpIidty of use. This appli"
paniculady to varied now protil". Pulsating now. and lhe
design of fiee-surface hYdraulic models.

(1) The fmPoltance lhat friction pJays in 'he delenni.
nation o( now Chatacteristi" in channels canoo' be OVer.
slressed. Three eqUation, (Chezy',. Manning'

s
• and

DarcY's) ate m gen..., use (orlhe delenninalion o( losses
due '0 friction. These eqUation, ""Pressed as friction
slnpe Sr. i.e.• slnPe nf lhe energy /lrade line. ate

(b) Manning:

(c) Darcy:

(2-3)

(b) For hYdrauliCally rough channels

(2-6)
•

~lOCity

lezy coefficient

lTcY-Weisbach resistance
~fficient

~leration of graVity

ion between lhe CoeffICients in lhose equationspressed as

where ~ is the ReynOlds number.

(2) For the channel SWface to be hYdmuucan
yS1noolh. the equivalen, mug,,- must be Jess than lhe

Critical >:due Ii... by j)aragrnph g.J2 of Chow (1959).

(2-7)

Where v is the kinematic viscosity of Water.

•
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•
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channel where both bottom width and side slope vary.
Successive approximations of water-surface elevations are
made until a balance of energy is obtained. Friction
losses hr are based on the Manning equation.

Bridge piers located in channels result in energy losses in
the flow and create disturbances at the bridge section and
in the channel sections immediately upstream and down
stream. As bridge pier losses materially affect water
surface elevations in the vicinity of the bridge, their
careful determination is important Submergence of
bridge members is not desirable.

For the sample computation a mild slope upstream and
steep slope downstream of sta 682+40 have been
assumed. Critical depth would occur in the vicinity of
sta 682+40 and has been assumed as the starting condi
tion. Initially, column 21 has the same value as column
10. The computations proceed downstream as the flow is
rapid. The length of reach is chosen such that the change
in velocity between the ends of the reach is less than
10 percent. The energy equation is balanced when
column 21 checks column 10 for the trial water surface of
column 5. Plate 9 repeats the computation, substituting
k =0.002 ft for n = 0.014. For rough channel
conditions

(2-6 bis)

(2-1 and 2-2 bis)

C .. 32.6 log10 (12~'lR)

2·3. Flow Through Bridges

graphs and tables have been published to facilitate compu
tation of unifonn flow. Brater and King (1976) have
specially prepared tables for trapezoidal channels based on
the Manning equation. HDC 610-1 through 610-4/1-1
give graphs that afford rapid solution for the nonnal depth
in trapezoid channels. Nonunifonn or varied flow in
prismatic channels can be solved rapidly by use of the
varied flow function. (It should be noted that different
authors have used the tenns "nonunifonn" flow and "var
ied" flow to mean the same thing; "varied flow" is used in
this manual.) Varied flow in nonprismatic channels, such
as those with a gradually contracting or a gradually ex
panding cross section, is usually handled by "step meth
ods." It should be noted that short, rapidly contracting or
expanding cross sections are treated in this manual as
transitions.

(a) Prismatic channels. A prismatic channel is char
acterized by unvarying cross section, constant bottom
slope, and relatively straight alignment. There are three
general methods of detennining flow proflles in this type
of channel: direct integration, direct step, and standard
step, as discussed in Chow (1959, pp 252-268). The
direct integration and direct step methods apply exclu
sively to prismatic channels, whereas the standard step
method applies not only to prismatic channels but is the
only method to be applied to nonprismatic channels. The
direct integration method (with certain restrictions as to
the constancy of hydraulic exponents) solves the varied
flow equation to detennine the length of reach between
successive depths. Use is made of varied-flow-function
tables to reduce the amount of computations. This
method is not nonnally employed unless sufficient
profJles and length of channel are involved to warrant the
amount of precomputational preparation. The direct step
method detennines the length of reach between successive
depths by solution of the energy and friction equations
written for end sections of the reach. The standard step
method is discussed in (b) below.

(b) Nonprismatic channels. When the cross section,
alignment, and/or bottom slope changes along the channel,
the standard step method (Chow 1959, p 265) is applied.
This method determines the water-surface elevation
(depth) at the reach extremity by successive approxima
tions. Trial water-surface elevations are assumed until an
elevation is found that satisfies the energy and friction
equations written for the end sections of the reach. Cross
sections for this method should, in general, be selected so
that velocities are increasing or decreasing continuously
throughout the reach. EM 1110-2-1409 contains further
infonnation on this method. Plate 8 shows a sample
computation for a gradually contracting trapezoidal

Q. Abutment losses. Bridge abutments should not
extend into the flow area in rapid-flow channels. In
tranquil-flow channels they should be so designed that the
flow depth between abutments or between the abutment
and an intennediate pier is greater than critical depth.
The Bureau of Public Roads (BPR) (Bradley 1978) has
published design charts for computing backwater for
various abutment geometries and degrees of contraction.
The design procedure and charts developed by BPR are
recommended for use in channel designs involving bridge
abutments. For preliminary designs, a step backwater
computation using abrupt expansion and contraction head
losses of 1.0 and 0.5, respectively, times the change in

2·5
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g = acceleration of gravity, ft/sec2

(c) The total hydrostatic force m (in pounds) in the
channel section can be expressed as

In Equation 2-12 p is generally assumed to be equal to
1.0. Since

v=average channel velocity. feet per
second (fps)

•

•

•

•

(2-14)

(2-13)

2
M:'YQ

gA

Q: AV

Equation 12 can be written

(1) Class A flow (energy method). Chow (1959,
paragraph 17-10) presents a discussion and several energy
loss formulae with appropriate coefficients that may be
used for computing bridge pier losses for tranquil flow
(class A). While the momentum method presented below
may also be used for class A flow. the energy method
usually gives better results.

b. Pier losses. Rapid•. tranquil. or a combination of
rapid- and tranquil-flow conditions may occur where only
bridge piers are located in the flow area. Flow through
bridge piers for this condition is classified as class A. B.
or C. according to the depth of flow in relation to critical
depth occurring upstream. between piers. and downstream.
Plate 10 is a graphic description of these classes. which
are discussed below. Plate 11 is useful in determining the
class of flow in rectangular channels.

velocity head may be used. This method under the same
circumstances may be applied to bridge openings contain
ing piers.

where y is the distance from the water surface to the
center of gravity (centroid) of the flow section.

(d) Combining Equations 14 and 15 results in

(2) Classes B and C flows (momentum method).

(a) A graph (example shown in Plate 12) constructed
from the equation proposed by Koch and Carstanjen
(Chow 1959) and based on the momentum relation can be
used for determining graphically the flow classification at
constrictions due to bridge piers. In addition, the graph
can be used for estimating unknown flow depths. A
summary of the equation derivation follo~s.

(b) In a given channel section the momentum per
unit time of the flow can be expressed by

m : yj"A

2
m + M : yj"A + yQ

gA

(2·15)

(2-16)

•

•
(2-12) By the momentum principle in an unconstricted channel

•
where

(2·17)

M =momentum per unit time. pounds (lb)
(from pounds-second per second
(Ib-sec/sec))

p =momentum correction coefficient

where rna and mb are the total hydrostatic forces of
water in the upstream and downstream sections,
respectively. lb.

•
y =specific weight of water. pounds per

cubic foot (pet)

Q = total discharge, cfs

(e) Based on experiments under all conditions of
open-channel flow where the channel was constricted by
short. flat surfaces perpendicular to the flow. such as with •
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constriction.
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Q = total discharge, cfs

ml =total hydrostatic force of water in
upstream section, lb

(f) Equating the summation of the external forces
above and below the structures with those within the con
tracted section yields

..J12 [[A] [..J12]m + I~ - P I~

I gAl Ai" gAl

and

Combining these equations results in

This reduces to the Koch-Carstanjen equation

where

'Y =specific weight of water, pounds
per cubic foot (pef)

(2-18)

(2-19)

(2-20)

(2-21)

m2 =total hydrostatic force of water in
pier section, lb

m3 =total ~ydrostatic force of water in
downstream section, lb

rr;, = total hydrostatic force of water on
pier ends, lb

Al =cross-sectional area of upstream
channel, square feet, ff

~ =cross-sectional area of channel
within pier section, f~

A3 =cross-sectional area of downstream
channel, ttl

~ =cross-sectional area of pier
obstruction, f~

(g) Curves based on the Koch-Carstanjen equation
(Equation 2-21) are illustrated in Plate 12a. The resulting
flow profIles are shown in Plate 12b. The necessary
computations for developing the curves are shown in
Plate 13. The downstream depth is usually known for
tranquil·flow channels and is greater than critical depth.
It therefore plots on the upper branch of curve III in
Plate 12a. If this depth A is to the right of (greater force
than) the minimum force value B of curve II, the flow is
class A and the upstream design depth C is read on curve
I immediately above point A. In this case, the upstream
depth is controlled by the downstream depth A plus the
pier contraction and expansion losses. However, if the
downstream depth D plots on the upper branch of curve
III to the left of (less force than) point B, the upstream
design depth E is that of curve I immediately above point
B, and critical depth within the pier section B is the con
trol The downstream design depth F now is that given
by curve ill immediately below point E. A varied flow
computation in a downstream direction is required to
determine the location where downstream channel condi
tions effect the depth D.

(h) In rapid-flow channels, the flow depth upstream
of any pier effect is usually known. This depth is less
than critical depth and therefore plots on the lower branch
of curve 1. If this depth G is located on curve I to the
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right of point B, the flow is class C. The downstream
design depth H and the design flow depth within the pier
section I are read on curves III and II, respectively, im
mediately above depth G. A varied flow computation is
required to determine the location where downstream
channel conditions again control the depth. However, if
the unaffected upstream rapid-flow depth J plots on the
lower branch of curve I to the left of point B, the design
upstream depth K is read on curve I immediately above
point B. The design downstream depth L is read on curve
II immediately below point B. In this case, class B flow
results with a hydraulic jump between depths J and K
(plate 12b) upstream of the pier as controlled by critical
depth within the pier section B. A varied flow computa
tion is again required to determine the location where
downstream channel conditions control the flow depth.

(3) Design charts, rectangular sections. A graphic
solution for class A flow in rectangular channels,
developed by USAED, Los Angeles (1939), and published
as HOC 010-6/2, is reproduced in Plate 14. The drop in
water surface H3 in terms of critical depth is presented
as a function of the downstream depth d:3 and critical
depth in the unobstructed channel. Separate cmves are
given for channel contraction ratios of between 0.02 and
0.30. In rectangular channels, a is the horizontal con
traction ratio. The basic graph is for round nose piers.
The insert graph provides correction factors (1) for other
pier shapes. Use of the chart is illustrated in Plate 15.
Plate 16 (HOC 010- 6/3) presents the USAED, Los
Angeles, (1939), solution for class B flow using the mo
mentum method. Plate 17 (HOC 010-6/4) presents the
USAED, Chicago, solution for class B flow by the energy
method. The use of these charts for rectangular channel
sections is shown in Plate 15.

c. Bridge pier extension. Upstream pier extensions
are frequently used to reduce flow disturbance caused by
bridge piers and to minimize collection of debis on pier
noses. In addition, it is often necessary and economical
to make use of existing bridge structures in designing
flood channels. In some instances there is insufficient
vertical clearance under these structures to accommodate
the design flow. With class B flow, the maximum flow
depth occurs at the upstream end of the pier and the criti
cal depth occurs within the constriction. Field observa
tions and model studies by USAED, Los Angeles (1939),
indicate that the minimum depth within the constricted
area usually occurs 15 to 25 ft downstream from the
upstream end of the pier. Pier extensions are used to
effect an upstream movement of the control section,
which results in a depth reduction in the flow as it enters
the constricted pier section. The use of bridge pier

2·8

extensions to accomplish this is illustrated in USAED,
Los Angeles (1943), and USAEWES (1957). The general
statements relative to bridge pier extensions for class B
flow also apply to class C flow. However, in the latter
case, the degree and extent of the disturbances are much
more severe than with class B flow. Excellent illustra
tions of the use of bridge pier extensions in high-velocity
channels are given in USAED, Los Angeles (1943), and
USAED, Walla Walla (1960). The bridge pier extension
geometry shown in Plate 18 was developed by USAED,
Los Angeles, and pier extensions of this design have been
found to perform satisfactorily.

d. Model studies. Where flow conditions at bridge
piers are affected by severe changes in channel geometry
and alignment, bridge abutments, or multiple bridge
crossings, consideration should be given to obtaining the
design flow profIle from a hydraulic model study.

2-4. Transitions

a. General. Transitions should be designed to ac
complish the necessary change in cross section with as
little flow distuIbance as is consistent with economy. In
tranquil flow, the head loss produced by the transition is
most important as it is reflected as increased upstream
stages. In rapid flow, standing waves produced by
changes of direction are of great concern in and down
stream from the transition. Streamlined transitions reduce
head losses and standing waves. As transition
construction costs exceed those of uniform channel cross
section and tend to increase with the degree of streamlin
ing, alternative transition designs, their costs, and the
incremental channel costs due to head losses and/or stand
ing waves should be assessed

b. Types. 11le three most common types of transi
tions connecting trapezoidal and rectangular channels are
cylindrical quadrant, warped, and wedge, as shown in
Plate 19. For comparable design, the wedge-type transi
tion, although easier to construct, should be longer than
the warped because of the miter bends between channel
and transition faces. Warped and wedge types can be
used generally for expansions or contractions.

(1) Tranquil flow. Each of these three tranSItion
types may. be used for tranquil flow in either direction.
The cylindrical quadrant is used for expansions from
rectangular to trapezoidal section and for contractions
from trapezoidal to rectangular section. An abrupt or
straight-line transition as well as the quadrant transition
can be used in rectangular channels.

•

•

•

•

•

•

•

•

•

•

•
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(2) Rapid flow. The cylindrical quadrant is used for
transitions from tranquil flow in a trapezoidal section to
rapid flow in a rectangular section. The straight-line
transition is used for rectangular sections with rapid flow.
Specially designed curved expansions (c(2)(b) below) are
required for rapid flow in rectangular channels.

tan ~l (/1 + 8F; sin
2 ~l - 3)

2 tan2 ~l + Jt + 8F; sin
2 ~l - 1

(2-22)

c. Design.

(I) Tranquil flow. Plate 20 gives dimensions of
plane surface (wedge type) transitions from rectangular to
trapezoidal cross section having side slopes of 1 on 2; 1
on 2.5, and 1 on 3. In accordance with the recommenda
tions of Winkel (1951) the maximum change in flow line
has been limited to 6.0 degrees (deg). Water-surface
profIles should be detennined by step computations with
less than 20 percent (less than 10 percent in, important
instances) change in velocity between steps. Adjustments
in the transition should be made, if necessary, to obtain a
water-surface proftle that is as nearly straight as
practicable.

(2) Rapid flow. In rapid flow, stationary waves
result with changes in channel alignment. These distur
bances may necessitate increased wall height, thereby
appreciably increasing constIUction costs. USAED, Los
Angeles, uses the criterion in Table 2-2 for the design of
straight-line or wedge-type transitions to confIne flow
disturbances within the nonnal channel freeboard
allowance:

Y2 1 ~, 2 . 2- ,. - 1 + 8Fl sm ~l
Yl 2

and

where

a=wall deflection angle

F =Froude number

~ =wave front angle

y =flow depth

(2-23)

(2-24)

Table 2·2
Recommended Convergence and Divergence Transition Rat..

(a) Rectangular contractions. Ippen (1950), Ippen
and Dawson (1951), and Ippen and Harleman (1956) aIr
plied the wave theory to the design of rectangular channel
transitions for rapid flow and developed the following
equations for computing flow depths in and downstream
from the convergence:

Mean channel
velocity, fps

10-15

15-30

30-40

Wall flare for each
wall (horizontal to
longitudinal)

1:10

1:15

1:20

The subscripts 1,2, and 3 refer to the flow areas indicated
on the sketches in Plate 21. For straight-line convergence
(plate 21b), the maximum flow disturbance results when
the initial wave front intersection, point B, occurs at the
downstream transition ee: When the reflected waves BD
and BD' intersect the channel walls below or above sec
tion ee: diamond-shaped cross waves develop in the
channel. However, the change in wall alignment at sec
tion ee' results in negative wave disturbances that should
tend to decrease the downstream effects of positive wave
fronts. This should result in somewhat lower depths
where the waves meet the downstream walls. The mini
mum disturbance occurs when the reflected waves BD and
BD' meet the channel walls at section ee: This, theoreti
cally, results in the flow fIlaments again becoming parallel
to the channel center line. If the reflected waves meet the
walls upstream from section ee: the waves would be
deflected again with a resulting increase in depth.
Graphic plots of Equations 2-22 through 2-24 have been
published (Ippen 1950, Ippen and Dawson 1951, and
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Ippen and Harleman 1956). Plate 22 presents design
curves based on these equations. The extent of the curves
has been limited to flow conditions normally occurring in
rapid-flow flood control channels. The required length of
the transition is a function of the wall deflection angle 9
and the channel contraction b i - b3 • or

(2-25)

(2-28)

where

Z =transverse distance from channel
center line

•

•

where

b i =upstream channel width. ft

b i =approach channel width

x=longitudinal distance from
beginning of expansion •

~ =downstream channel width. ft F I =approach flow Froude number

and

The theory indicates that the surface disturbances are
minimized when L = L I + Lz (Plate 21). The equations
for L I and L2 are

The correct transition design for a given change in chan
nel width and Froude nwnber involves selection of a
value of 9 so that L =L1 + Lz. A computation illus
trating the design procedure is given in Plate 23.

•

•

•

•

•

•

Equation 2-28 is for an infmitely wide expansion. Opti
mwn design of expansions for rapid flow necessitates
control of wall curvature so that the negative waves gen
erated by the upstream convex wall are compensated for
by positive waves fonned by the downstream concave
wall. In this manner. the flow is restored to uniformity
where it enters the downstream channel. A typical design
of a channel expansion is shown in Plate 24b. Plate 24a
reproduces generalized design curves presented in Rouse.
Bhoota, and Hsu (1951). It is to be noted that the convex
wall curve equation is appreciably less severe than that
indicated by Equation 2-28. Equations for laying out the
transition and a definition sketch are given in Plate 24b.
The data given in Plate 24 should be adequate for prelimi
nary design. In cases where the wave effects are critical.
the design should be model tested. Laboratory experi
ments based on the generalized curves have indicated that
the downstream channel depths may be appreciably in
excess of those indicated by the simple wave theory. The
simple wave theory can be applied to the design of
straight-line transitions. An illustration of the computa
tion procedure is given on pages 9-10 through 9-12 of
Beater and King (1976). It is to be noted that this compu
tation does not include any wave effects reflected from
one sidewall to the other. Also. an abrupt positive wave
exists where the expanding wall intersects the downstream
channel wall. Application of this method of characteris
tics is illustIated on pages 9-12 through 9-16 of Brater
and King (1976).

(c) Nonrectangular transitions. The necessary tech
niques for applying the wave theory to channel transitions
involving both -rectangular and trapezoidal sections have
not been developed. and generalized design curves are not
available. Limited tests on straight-line and warped-wall

(2-26)

(2-27)

(b) Rectang\llar expansions. In channel expansions
the changes in flow direction take place gradually in
contrast to the steep wave front associated with contrac
tions. In 1951. Rouse. Bhoota, and Hsu (1951) published
the results of a study of expanding jets on a horizontal
floor. A graphical method of characteristics. described in
Ippen (1951). was used for the theoretical development
of flow depth contours. These results were verified
experimentally. The following equation based on theoreti
cal and experimental studies was found to give the most
satisfactory boundary shapes for the expansion of a
high-velocity jet on a horizontal floor.
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where

for contractions and as

channel transitions for trapezoidal to rectangular sections
and for rectangular to trapezoidal sections have been
made at Pennsylvania State University (Blue and Shulits
1964). Tests were limited to three different transition
shapes for Froude numbers of 1.2 to 3.2. Each shape was
tested for five different transition lengths. The trapezoidal
channel invert was 0.75 ft wide. The rectangular channel
was 1.071 ft wide. Generalized design curves were not
developed However, the study results should be useful
as design guides.

(2-29)

(2-30)

Ce = expansion coefficient

Table 2-3
Transition Loss Coefficients

Cc =contraction coefficient

for expansions. Equations 2-29 and 2-30 have been
obtained and published (Chow 1959, Beater and King
1976, US Bureau of Reclamation (USBR) 1967). The
values in Table 2-3 are generally accepted for design
purposes.

Source

Chow
1959

Chow
1959,
Srater
and King
1976

Chow
1959

USSR
1967

0.50

0.20

0.50

0.15

0.30

0.30

Transi-
tion

Type
C C

C 8

Warped 0.10 0.20

Wedge

CyUn
drical
Quadrant

Straight
Une

d. Transition losses.

(a) The design of rapid-flow channels may require
the use of transitions effecting flow transfonnation from
rapid to tranquil flow. Such transitions normally involve
channel expansions in which the channel shape changes
from rectangular to trapezoidal.

(3) Rapid to tranquil flow.

(b) Channel expansions in which the flow changes
from rapid to tranquil are normally of the wedge type.
The flow transformation can be accomplished by means
of the abrupt hydraulic jump or by a gradual flow change
involving an undular-type jump. In either case, it is
necessary that the flow transformation be contained in the
transition section. The use of a stilling-basin type of
transition to stabilize the hydraulic jump is illustrated in
USAED, Los Angeles (1961) and USAEWES (1962). A
typical example of this type of transition is given in
Plate 25.

(c) USAED, Los Angeles (1958, 1961, 1962) has
designed and model tested a number of transitions trans
forming rapid flow in rectangular channels to tranquil
flow in trapezoidal channels without the occurrence of an
abrupt hydraulic jump. The high-velocity jet from the
rectangular channel is expanded in the transition by means
of lateral and boundary roughness control in such a man
ner that an undular-type jump occurs in the downstream
reach of the transition. Plate 26 illustrates a typical
design developed through model tests.

(2) Rapid flow. Transition losses may be estimated
for rapid-flow conditions from the information supplied in
(1) above. However, the effects of standing waves and
other factors discussed in c(2) above make exact

(1) Tranquil flow. Transitions for tranquil flow are
designed to effect minimum energy losses consistent with
economy of construction. Transition losses are normally
computed using the energy equation and are expressed in
terms of the change in velocity head &t., from upstream
to downstream of the transition. The head loss hI
between cross sections in the step computation may be
expressed as

Square
End

0.30 0.75 Chow
1959
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where

C =coefficient (see Table 2-4)

v =mean channel velocity

g =acceleration of gravity

•

•

•

•

•

•

•

Value of C

0.5
0.5
1.0
1.0
0.5
1.0
0.5

Simple Circular
Simple Circular
Simple Circular
Simple Circular
Spiral Transitions
Spiral Transitions
Spiral Banked

Rectangular
Trapezoidal
Rectangular
Trapezoidal
Rectangular
TapezoidaJ
Rectangular

Table 2-4
Superelevation Formula Coefficients

Tranqu~

Tranquil
Rapid
Rapid
Rapid
Rapid
Rapid

Use of the coefficient C in Equation 2-31 allows compu
tation of the total rise in water surface due to
superelevation and standing waves for the conditions
listed in Table 2-4. If the total rise in water surface
(superelevation plus surface disturbances) is less than
0.5 ft, the normally detennined channel freeboard (para
graph 2-6 below) should be adequate. No special
treatment such as increased wall heights or invert banking
and spiral transitions is required.

Channel
Flow Type Cross Section Type of Curve

r =radius of channel center-line
curvature

!::.y =rise in water surface between a
theoretical level water surface at
the center line and outside water
surface elevation (superelevation)

W =channel width at elevation of
center-line water surface

(2) The required amount of superelevation is usually
small for the channel size and curvature commonly used
in the design of tranquil-flow channels. The main
problem in channels designed for rapid flow is standing
waves generated in simple curves. These waves not only
affect the curved flow region but exist over long distances
downstream. The total rise in water surface for rapid
flow has been found experimentally to be about twice that
for tranquil flow.

2·5. Flow In Curved Channels

a. General.

determinations of losses difficult. Model tests should be
considered for important rapid-flow transitions.

(1) The so-called centrifugal force caused by flow
around a curve results in a rise in the water surface on the
outside wall and a depression of the surface along the
inside wall. This phenomenon is called superelevation.
In addition, curved channels tend ib create secondary
flows (helicoidal motion) that may persist for many chan
nel widths downstream. The shifting of the maximum
velocity from the channel center line may cause a disturb
ing influence downstream. The latter two phenomena
could lead to serious local scour and deposition or poor
performance of a downstream structure. There may also
be a tendency toward separation near the inner wall, espe
cially for very sharp bends. Because of the complicated
nature of curvilinear flow, the amount of channel align
ment curvature should be kept to a minimum consistent
with other design requirements.

(3) Generally, the most economical design for rapid
flow in a curved channel results when wave effects are re
duced as much as practical and wall heights are kept to a
minimum. Channel design for rapid flow usually involves
low rates of channel curvature, the use of spiral transi
tions with circular curves, and consideration of invert
banking.

b. Superelevation. The equation for the transverse
water-surface slope around a curve can be obtained by
balancing outward centrifugal and gravitational forces
(Woodward and Posey 1941). If concentric flow is
assumed where the mean velocity occurs around the
curve, the following equation is obtained

!::.y = C V
2
W

gr
(2-31)

(1) Tranquil flow. The amount of superelevation in
tranquil flow around curves is small for the normal chan
nel size and curvature used in design. No special treat
ment of curves such as spirals or banking is usually
necessary. Increasing the wall height on the outside of the
curve to contain the superelevation is usually the most
economical remedial measure. Wall heights should be
increased by /iy over the full length of curvature. Wall
heights on the inside of the channel curve should be held

•

•
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to the straight channel height because of wave action on
the inside of curves.

(a) Spiral transition curves. For channels in which
surface disturbances need to be minimized. spiral transi
tion curves should be used. The gradual increase in wall
deflection angles of these curves results in minimum wave
heights. Two spiral curves are provided, one upstream
and one downstream of the central circular curve. The
minimum length of spirals for unbanked curves should be
determined by (see Douma, P 392. in Ippen and Dawson
1951)

(2) Rapid flow. The disturbances caused by rapid
flow in simple curves not only affect the flow in the
curve. but persist for many channel widths downstream.
The cross waves generated at the beginning of a simple
curve may be reinforced by other cross waves generated
farther downstream. This could happen at the end of the
curve or within another curve. provided the upstream and
downstream waves are in phase. Wall heights should be
increased by the amount of superelevation. not only in the
simple curve. but for a considerable distance downstream.
A detailed analysis of standing waves in simple curves is
given in Ippen (1950). Rapid-flow conditions are
improved in curves by the provision of spiral transition
curves with or without a banked invert, by dividing walls
to reduce the channel width. or by invert sills located in
the curve. Both the dividing wall and sill treatments
require structures in the flow; these structures create
debris problems and. therefore. are not generally used.

(2-33)

to be made for superelevation around the curve. The
minimum length of spiral should be 30 times the amount
of superelevation (~y) (USAED. Los Angeles. 1950).

c. Limiting curvature. Laboratory experiments and
field experience have demonstrated that the helicoidal
flow. velocity distribution distortion. and separation
around curves can be minimized by properly proportion
ing channel curvature. Woodward (1920) recommends
that the curve radius be greater than 2.5 times the channel
width. From experiments by Shukry (1950) the radius of
curvature should be equal to or greater than 3.0 times the
channel width to minimize helicoidal flow.

The detailed design of spiral curves is given in
Appendix D. A computer program for superelevation and
curve layout is included. Banked inverts are not used in
trapezoidal channels because of design complexities and
because it is more economical to provide additional free
board for the moderate amount of superelevation that
usually occurs in this type of channel.

(1) Tranquil flow. For design purposes a ratio of
radius to width of 3 or greater is suggested for tranquil
flow.

(2) Rapid flow. Large waves are generated by rapid
flow in simple curves. Therefore a much smaller rate of
change of curvature is required than for tranquil flow. A
1969 study by USAED. Los Angeles (1972). of as-built
structures shows that curves with spiral transitions. with
or without banked inverts. have been constructed with
radii not less than

(2-32)vwL s == 1.82 __

ill

where y is the straight channel flow depth.

(b) Spiral-banked curves. For rectangular channels.
the invert should be banked by rotating the bottom in
transverse sections about the channel center line. Spirals
are used upstream and downstream of the central curve
with the banking being accomplished gradually over the
length of the spiral. The maximum amount of banking or
difference between inside and outside invert elevations in
the circular curve is equal to twice the superelevation
given by Equation 2-31. The invert along the inside wall
is depressed by ~y below the center-line elevation and
the invert along the outside wall is raised by a like
amount Wall heights are usually designed to be equal on
both sides of the banked curves and no allowance needs

(2-34)

where

rmin =minimum radius of channel curve
center line

v =average channel velocity

W=channel width at water surface

y =flow depth
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The amount of superelevation required for spiral-banked
curves (b above) is given by

in the channels; and variation of resistance or other coeffi
cients from those assumed in design.

•

•

However, this study indicates that the maximum allowable
superelevation compatible with Equation 2-34 is

t:.y ~ C V
2
W

gr

2t:.y ~ W tan 10 ~ 0.18W

(2-35)

(2-36)

(2) Local regions where water- surface elevations are
difficult to determine may require special consideration.
Some examples are locations in or near channel curves,
hydraulic jumps, bridge piers, transitions and drop
structures, major junctions, and local storm inflow struc
tures. As these regions are subject to wave-action
uncertainties in water-surface computations and possible
overtopping of walls, especially for rapid flow, conserva
tive freeboard allowances should be used. The backwater
effect at bridge piers may be especially critical if debris
accumulation is a problem.

•

•
or

t:.y ~ 0.09W

d. Bend loss. There has been no complete, sys
tematic study of head losses in channel bends. Data by
Shukry (1950), Raju (1937), and Bagnold (1960) suggest
that the increased resistance loss over and above that
attributable to an equivalent straight channel is very small
for values of r/W > 3.0. For very sinuous channels, it
may be necessary to increase friction losses used in de
sign. Based on tests in the Tiger Creek Flume, Scobey
(1933) recommended that Manning's n be. increased by
0.001 for each 20 deg of curvature per 100 ft of channel,
up to a maximum increase of about 0.003. The small in
crease in resistance due to curvature found by Scobey was
substantiated by the USBR field tests (Tilp and Scrivner
1964) for r/W > 4. Recent experiments have indicated
that the channel bend loss is also a function of Froude
number (Rouse 1965). According to experiments by
Hayat (Rouse 1965), the free surface waves produced by
flow in a bend can cause an increase in resistance.

2-6. Special Considerations

a. Freeboard.

(1) The freeboard of a channel is the vertical dis
tance measured from the design water surface to the top
of the channel wall or levee. Freeboard is provided to
ensure that the desired degree of protection will not be
reduced by unaccounted factors. These might include
erratic hydrologic phenomena; future development of
urban areas;' unforeseen embankment settlement; the accu
mulation of silt, trash. and debris; aquatic or other growth

2-14

(3) The amount of freeboard cannot be fixed by a
single, widely applicable formula. It depends in large part
on the size and shape of channel, type of channel lining,
consequences of damage resulting from overtopping, and
velocity and depth of flow. The following approximate
freeboard allowances are generally considered to be satis
factory: 2 ft in rectangular cross sections and 2.5 ft in
trapezoidal sections for concrete-lined channels; 2.5 ft for
riprap channels; and 3 ft for earth levees. The freeboard
for riprap and earth channels may be reduced somewhat
because of the reduced hazard when the top of the riprap
or earth channels is below natural ground levels. It is
usually economical to vary concrete wall heights by 0.5-ft
increments to facilitate reuse of forms on rectangular
channels and trapezoidal sections constructed by channel
pavers.

(4) Freeboard allowances should be checked by
computations or model tests to determine the additional
discharge that could be confmed within the freeboard
allowance. H necessary, adjustments in freeboard should
be made along either or both banks to ensure that the
freeboard allowance provides the same degree of protec
tion against overtopping along the channel.

b. Sediment transport. Flood control channels with
tranquil flow usually have protected banks but unprotected
inverts. In addition to reasons of economy, it is some
times desirable to use the channel streambed to percolate
water into underground aquifers (USAED, Los Angeles,
1963). The design of a channel with unprotected inverts
and protected banks requires the determination of the
depth of the bank protection below the invert in regions
where bed scour may occur. Levee heights may depend
on the amount of sediment that may deposit in the chan
nel. The design of such channels requires estimates of
sediment transport to predict channel conditions under
given flow and sediment characteristics. The subject of

•
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sediment transport in alluvial channels and design of
canals has been ably presented by Leliavsky (1955).
Fundamental information on bed-load equations and their
background with examples of use in channel design is
given in Rouse (1950) (see pp 769-857). An excellent
review with an extensive bibliography is available (Chien
1956). This review includes the generally accepted
Einstein approach to sediment transport. A comparative
treatment of the many bed-load equations (Vanoni.
Brooks. and Kennedy 1961) with field data indicates that
no one formula is conclusively better than any other and
that the accuracy of prediction is about ±100 percent. A
recent paper by Colby (1964b) proposes a simple. direct
method of empirically correlating bed- load discharge
with mean channel velocity at various flow depths and
median grain size diameters. This procedure is adopted
herein for rough estimates of bed-load movement in flood
control ·channels.

c. Design curves. Plate 27 gives curves of bed-load
discharge versus channel velocity for three depths of flow
and four sediment sizes. The basic ranges of depths and
velocities have been extrapolated and interpolated from
the curves presented in Colby (1964a) for use in flood
control channel design. Corrections for water temperature
and concentration of fine sediment (Colby 1964a) are not
included because of their small influence. The curves in
Plate 27 should be applicable for estimating bed-load dis
charge in channels having geologic and hydraulic charac
teristics similar to those in the channels from which the
basic data were obtained. The curves in this plate can
also be used to estimate the relative effects of a change in
channel characteristics on bed-load movement. For exam
ple. the effect of a series of check dams or drop structures
that are provided to decrease channel slope would be
reflected in the hydraulic characteristics by decreasing the
channel velocity. The curves could then be used to esti
mate the decrease in sediment load. The curves can also
be used to approximate the equilibrium sediment dis
charge. If th~ supply of sediment from upstream sources
is less than the sediment discharge computed by the rating
curves. the approximate amount of streambed scour can
be estimated from the curves. . Similarly. deposition will
occur if the sediment supply is greater than the sediment
discharge indicated by the rating curves. An example of
this is a large sediment load from a small side channel
that causes deposition in a major flood channel. If the
location of sediment deposition is to be controlled. the
estimated size of a sediment detention facility can be
approximated using the curves. An example of the use of
a sediment discharge equation in channel design is given
in USAED. Los Angeles (1963).
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2·7. Stable Channels

a. General.

(1) The design of stable channels requires that the
channel be in material or lined with material capable of
resisting the scouring forces of the flow. Channel armor
ing is required if these forces are greater than those that
the bed and bank material can resist. The basic principles
of stable channel design have been presented by Lane
(1955) and expanded and modified by Terrell and Borland
(1958) and Carlson and Miller (1956). An outline of the
method of channel design to resist scouring forces has
been given in Simons (1957). The most common type of
channel instability encountered in flood control design is
scouring of the bed and banks. This results from rela
tively large discharges. steep channel slopes. and normally
limited channel right-of-way widths. These factors fre
quently require the use of protective revetment to prevent
scouring.

(2) While clay and silt are fairly resistant to scour.
especially if covered with vegetation, it is necessary to
provide channel revetment when tractive forces are
sufficiently high to cause erosion of channels in fine
material. Little is known about the resistance of clay and
silt to erosion as particles in this size range are influenced
to a large extent by cohesive forces. A summary of some
of the effects is given by the Task Committee on Prepara
tion of Sedimentation Manual (1966). Suggested maxi
mum limiting average channel velocities for noncohesive
materials are listed in c below and plotted in Plate 28.

b. Prevention of scour. Scour and deposition occur
most commonly when particle sizes range from [me sand
to gravel, i.e., from about 0.1 rom through 50 mm
(plate 28). Erosion of sands in the lower range of sizes is
especially critical as the sand particle weight is small.
there is no cohesion between grains. and there is usually
little vegetation along the channel. This particle size
range comprises the majority of the bed and suspended
load in many streams. Paragraph 2-6 above discusses
sediment movement and presents a sediment rating curve
as a guide to predicting channel stability.

c. Permissible velocity and shear. The permissible
velocity and shear for a nonerodible channel should be
somewhat less than the critical velocity or shear that will
erode the channel. The adoption of maximum permissible
velocities that are used in the design of channels has been
widely accepted since publication of a table of values by
Fortier and Scobey (1926). The latest information on
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critical scour velocities is given by the Task Committee
on Preparation of Sedimentation Manual (1966).
Table 2-5 gives a set of pennissible velocities that can be
used as a guide to design nonscouring flood control cha
nnels. Lane (1955) presents curves showing pennissible
channel shear stress to be used for design, and the Soil
Conservation Service (1954) presents infonnation on
grass-lined channels. Departures from suggested

Table 2·5
Suggested Maximum Permissible Mean Channel Velocities

permissible velocity or shear values should be based on
reliable field experience or laboratory tests. Channels
whose velocities and/or shear exceed pennissible values
will require paving or bank revetment The pennissible
values of velocity and/or shear should be detennined so
that damage exceeding nonnal maintenance will not result
from any flood that could be reasonably expected to occur
during the service life of the channel.

•

•

•

•
Mean Channel

Channel Material Velocity, fps

Fine Sand 2.0

Coarse Sand 4.0 •
Fine Gravel1 6.0

Earth
Sandy Silt 2.0

Silt Clay 3.5

Clay 6.0 •
Grass-lined Earth

(slopes less
than 5%)2

Bermuda Grass
Sandy Silt 6.0

Silt Clay 8.0 •
Kentucky Blue

Grass
Sandy Silt 5.0

Silt Clay 7.0

Poor Rock (usually
sedimentary) 10.0 •

Soft Sandstone 8.0

Soft Shale 3.5

Good Rock (usually
igneous or hard
metamorphic) 20.0 •

Notes:
1. For particles larger than line gravel (about 20 milUmetres (mm)

=3/4 in.), see Plates 29 and 30.
2. Keep velocities less than 5.0 fps unless good coll9r and proper

maintenance can be obtained.

•

2·16 •



Chapter 3
Riprap Protection

Section I
Introduction

3-1. General

The guidance presented herein applies to riprap design for
the following conditions: open channels not immediately
downstream of stilling basins or other highly turbulent
areas (for stilling basin riprap, use HOC 712-1), and chan
nel slopes less than 2 percent. The ability of riprap slope
protection to resist the erosive forces of channel flow
depends . on the interrelation of the foIlowing factors:
stone shape, size, weight, and durability; riprap gradation
and layer thickness; and channel alignment, cross-section,
gradient, and velocity distribution. The bed material and
local scour characteristics detennine the design of toe
protection which is essential for riprap revetment stability.
The bank material and groundwater conditions affect the
need for filters between the riprap and underlying mate
rial. Construction quality control of both stone production
and riprap placement is essential for successful bank
protection. Riprap protection for flood control channels
and appurtenant structures should be designed so that any
flood that could reasonably be expected to occur during
the service life of the channel or structure would not
cause damage exceeding nominal maintenance or replace
ment (see ER 1110-2-1150). While the procedures pre
sented herein yield defmite stone sizes, results should be

. used for guidance purposes and revised as deemed nec
essary to provide a practical protection design for the
specific project conditions.

3-2. Rlprap Characteristics

The foIlowing provides guidance on stone shape,
size/weight relationship, unit weight, gradation, and layer
thickness. Reference EM 1110-2-2302 for additional
guidance on riprap material characteristics and
construction.

a. Stone shape. Riprap should be blocky in shape
rather than elongated, as more nearly cubical stones "nest"
together best and are more resistant to movement. The
stone should have sharp, angular, clean edges at the inter
sections of relatively fbt faces. Stream rounded stone is
less resistant to movement, although the drag force on a
rounded stone is less than on angular, cubical stones. As
rounded stone interlock is less than that of equal-sized
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angular stones, the rounded stone mass is more likely to
be eroded by channel flow. If used, the rounded stone
should be placed on flatter side slopes than angular stone
and should be about 25 percent larger in diameter. The
following shape limitations should be specified for riprap
obtained from quarry operations:

(1) The stone shall be predominantly angular in
shape.

(2) Not more than 30 percent of the stones distri
buted throughout the gradation should have a ratio of alc
greater than 2.5.

(3) Not more than 15 percent of the stones distri
buted throughout the gradation should have a ratio of ale
greater than 3.0.

(4) No stone should have a ratio of alc greater than
3.5.

To determine stone dimensions a and c, consider that
the stone has a long axis, an intermediate axis, and a short
axis, each being perpendicular to the other. Dimension a
is the maximum length of the stone, which defines the
long axis of the stone. The intermediate axis is defined
by the maximum width of the stone. The remaining axis
is the short axis. Dimension c is the maximum dimen
sion parallel to the short axis. These limitations apply
only to the stone within the required riprap gradation and
not to quarry spalls and waste that may be allowed.

b. Relation between stone size and weight. The
ability of riprap revetment to resist erosion is related to
the size and weight of stones. Design guidance is often
expressed in terms of the stone size D%, where %
denotes the percentage of the total weight of the graded
material (total weight including quarry wastes and spalls)
that contains stones of less weight The relation between
size and weight of stone is described herein using a spher
ical shape by the equation

(3-1)

where

D% =equivalent-volume spherical stone diameter, ft

W% =weight of individual stone having diameter of D%
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'(s =saturated surface dry specific or unit weight of stone,
pef

Plate 31 presents relations between spherical diameter and
weight for several values of specific or unit weight.
Design procedures for determining the stone size required
to resist the erosive forces of channel flow are presented
in paragraph 3-4 below.

c. Unit weight. Unit weight of stone 'Ys generally
varies from 150 to 175 pef. Riprap sizing relations are
relatively sensitive to unit weight of stone, and 'Ys should
be determined as accurately as possible. In many cases,
the unit weight of stone is not known because the quarry
is selected from a list of approved riprap sources after the
construction contract is awarded. Riprap coming from the
various quarries' will not be of the same unit weight.
Under these circumstances, a unit weight of stone close to
the minimum of the available riprap sources can be used
in design. Contract options covering specific weight
ranges of 5 or 10 pef should be offered when sufficient
savings warrant

d. Gradation.

(1) The gradation of stones in riprap revetment
affects the riprap's resistance to erosion. Stone should be
reasonably well graded throughout the in-place layer
thickness. Specifications should provide for two limiting
gradation curves, and any stone gradation as detennined
from quarry process, stockpile, and in-place field test
samples that lies within these limits should be acceptable.
Riprap sizes and weights are frequently used such as
D30(min), DHXl(max), Wso(min), etc. The 0 or W
refers to size or weight, respectively. The number is the
percent finer by weight as discussed in b above. The
(max) or (min) refers to the upper or lower limit
gradation curves, respectively. Engineer Form 4794-R is
a standard form for plotting riprap gradation curves
(plate 32). The gradation limits should not be so restric
tive that production costs would be excessive. The choice
of limits also depends on the underlying bank soils and
filter requirements if a graded stone filter is used. Filters
may be required under riprap revebnents. Guidance for
filter requirements is given in EM 1110-2-1901. Filter
design is the responsibility of the Geotechnical Branch in
each District.

(2) Standardized gradations having a relatively nar
row range in sizes (DssfDlS of 1.4-2.2) are shown in
Table 3-1. Other gradations can be used and often have a
wider range of allowable sizes than those given in
Table 3-1. One example is the Lower Mississippi Valley
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Division (LMVD) Standardized Gradations presented in
Appendix F. The LMVD gradations are similar to the
gradations listed in Table 3-1 except the LMVD
Wso(max) and W lS(max) weights are larger, which can
make the LMVD gradations easier to produce. Most
graded ripraps have ratios of DssfDlS less than 3. Uni
form riprap (DssfDlS < 1.4) has been used at sites in the
US Army Engineer Division, Missouri River, for reasons
of economy and quality control of sizes and placement.

(3) Rather than a relatively expensive graded riprap,
a greater thickness of a quarry-run stone may be consid
ered. Some designers consider the quarry-run stone to
have another advantage: its gravel- and sand-size compo
nents serve as a filter. The gravel and sand sizes should
be less by volume than the voids among the larger stone.
This concept has resulted in considerable cost savings on
large projects such as the Arkansas and Red River Navi
gation Projects. Not all quarry-run stone can be used as
riprap; stone that is gap graded or has a large range in
maximum to minimum size is probably unsuitable.
Quarry-run stone for riprap should be limited to
DssfDlS S 7.

(4) Determining optimum gradations is also an
economics problem that includes the following factors:

(a) Rock quality (durability under service conditions)

(b) Cost per ton at the quarry (including capability of
quarry to produce a particular size)

(c) Number of tons required

(d) Miles transported

(e) Cost of transportation per ton-mile

(f) Cost per ton for placement

(g) Need for and cost of filter

(h) Quality control during construction (it is easier to
ensure even coverage with a narrow gradation than with a
wide gradation)

(i) Number of different gradations required. Some
times cost savings can be realized by using fewer
gradations.

See EM 1110-2-2302 for further discussion of these
factors.

•
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Table 3·1
Gradations for Rlprap Placement in the Dry, Low-Turbulence Zon.

Limits of Stone Weight Ib1, for Percent Ughler by Weight

D100(max) 100 50 15 D30(min) D90(min)
in. Max Min MaX2 Min Max2 Min It It

Specific Weight = 155 pet

12 81 32 24 16 12 5 0.48 0.70
15 159 63 47 32 23 10 0.61 0.88
18 274 110 81 55 41 17 0.73 1.06
21 435 174 129 87 64 27 0.85 1.23
24 649 260 192 130 96 41 0.97 1.40
27 924 370 274 185 137 58 1.10 1.59
30 1,268 507 376 254 188 79 1.22 1.77
33 1,688 675 500 338 250 105 1.34 1.94
36 2,191 877 649 438 325 137 1.46 2.11
42 3,480 1,392 1,031 696 516 217 1.70 2.47
48 5,194 2,078 1,539 1,039 769 325 1.95 2.82
54 7,396 2,958 2,191 1,479 1,096 462 2.19 3.17

Specific Weight ". 165 pet

12 86 35 26 17 13 5 0.48 0.70
15 169 67 50 34 25 11 0.61 0.88
18 292 117 86 58 43 18 0.73 1.06
21 463 185 137 93 69 29 0.85 1.23
24 691 276 205 138 102 43 0.97 1.40
27 984 394 292 197 146 62 1.10 1.59
30 1,350 540 400 270 200 84 1.22 1.77
33 1,797 719 532 359 266 112 1.34 1.96
36 2,331 933 691 467 346 146 1.46 2.11
42 3,704 1,482 1,098 741 549 232 1.70 2.47
48 5,529 2,212 1,638 1,106 819 346 1.95 2.82
54 7,873 3,149 2,335 1,575 1,168 492 2.19 3.17

Specific Weight". 175 pet

12 92 37 27 18 14 5 0.48 0.70
15 179 72 53 36 27 11 0.61 0.88
18 309 124 92 62 46 19 0.73 1.06
21 491 196 146 98 73 31 0.85 1.23
24 733 293 217 147 109 46 0.97 1.40
27 1,044 417 309 209 155 65 1.10 1.59
30 1,432 573 424 286 212 89 1.22 1.77
33 1,906 762 565 381 282 119 1.34 1.94
36 2,474 990 733 495 367 155 1.46 2.11
42 3,929 1,571 1,164 786 582 246 1.70 2.47
48 5,864 2,346 1,738 1,173 869 367 1.95 2.82
54 8,350 3,340 2,474 1,670 1,237 522 2.19 3.17

Notes:
1. Stone weight limit data from ETL 1110·2·120 (HQUSACE, 1971 (14 May), "Adcfltional Guidance for Riprap Channel Protection, Ch 1;

us Government Printing Office, Washington, DC). Relationship between cfl8lT1eter and weight is based on the shape of a sphere.
2. The maximum limits at the Wso and W15 sizes can be increased as in the Lower Mssissippi Valley Division Standardized Gradations

shown in Appendx F.
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e. Layer thickness. All stones should be contained
within the riprap layer thickness to provide maximum
resistance against erosive forces. Oversize stones, even in
isolated spots, may result in riprap failure by precluding
mutual support and interlock between individual stones,
causing large voids that expose filter and bedding
materials, and creating excessive local turbulence that
removes smaller size stone. Small amounts of oversize
stone should be removed individually and replaced with
proper size stones. The following criteria apply to the
riprap layer thickness:

(1) It should not be less than the spherical diameter
of the upper limit W100 stone or less than 1.5 times the
spherical diameter of the upper limit Wso stone, which
ever results in the greater thickness.

(2) The thickness determined by (1) above should be
increased by 50 percent when the riprap is placed under
water to provide for uncertainties associated with this type
of placement. At one location in the US Army Engineer
Division, Missouri River, divers and sonic sounders were
used to reduce the underwater thickness to 1.25 times the
dry placement thickness.

Section /I
Channel Characteristics

3-3. Side Slope Inclination

The stability of riprap slope protection is affected by the
steepness of channel side slopes. Side slopes should ordi
narily not be steeper than IV on 1.5H. except in special
cases where it may be economical to use larger
hand-placed stone keyed well into the bank. Embankment
stability analysis should properly address soils characteris
tics, groundwater and river conditions. and probable
failure mechanisms. The size of stone required to resist
the erosive forces of channel flow increases when the side
slope angle approaches the angle of repose of a riprap
slope protection. Rapid water-level recession and piping
initiated failures are other factors capable of affecting
channel side slope inclination and needing consideration
in design.

3-4. Channel Roughness, Shape,
Alignment, and Gradient

As boundary shear forces and velocities depend on chan
nel roughness. shape, alignment, and invert gradient, these
factors must be considered in determining the size of
stone required for riprap revetment. Comparative cost
estimates should be made for several alternative channel
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plans to determine the most economical and practical
combination of channel factors and stone size. Resistance
coefficients (Manning's n) for riprap placed in the dry
should be estimated using the following form of
Strickler's equation:

(3-2)

where

K =0.036. average of all flume data

=0.034 for velocity and stone size calculation

=0.038 for capacity and freeboard calculation

D9Q(min) =size of which 90 percent of sample is finer.
from minimum or lower limit curve of
gradation specification. ft

The K values represent the upper and lower bounds of
laboratory data determined for bottom riprap. Resistance
data from a laboratory channel which had an irregular
surface similar to riprap placed underwater show a
Manning's n about 15 percent greater than for riprap
placed in the dry.

Section III
Design Guidance for Stone Size

3-5. General

Riprap protection for open channels is subjected to hydro
dynamic drag and lift forces that tend to erode the revet
ment and reduce its stability. Undermining by scour
beyond the limits of protection is also a common cause of
failure. The drag and lift forces are created by flow
velocities adjacent to the stone. Forces resisting motion
are the submerged weight of the stone and any downward
and lateral force components caused by contact with other
stones in the revetment Stone availability and experience
play a large part in determining size of riprap. This is
particularly true on small projects where hydraulic param
eters are ill-defined and the total amount of riprap
required is small.

3-6. Design Conditions

Stone size computations should be conducted for flow
conditions that produce the maximum velocities at the
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riprapped boundary. In many cases. velocities continue to
increase beyond bank-full discharge; but sometimes back
water effects or loss of flow into the overbanks results in
velocities that are less than those at bank-full. Riprap at
channel bends is designed conservatively for the point
having the maximwn force or velocity. For braided chan
nels. bank-full discharges may not be the most severe
condition. At lesser flows. flow is often divided into
multiple channels. Flow in these channels often impinges
abruptly on banks or levees at sharp angles. Guidance is
laclcing in defming design flow conditions for braided
channels.

3-7. Stone Size

This method for determining stone size uses depth
averaged local velocity. The method is based on the idea
that a designer will be able to estimate local velocity bet
ter than local boundary shear. Velocity and flow depth
are used in this procedure to quantify the imposed forces.
Riprap size and unit weight quantify the resisting force of
the riprap. This method is based on a large body of lab
oratory data and has been compared to available prototype
data (Maynord 1988). It dermes the stability of a wide
range of gradations if placed to a thickness of
lDlOO(max). Guidance is provided for thickness greater
than IDlOO(max) for riprap gradations similar to grada
tions given in Table 3-1. This method is applicable to
side slopes of IV on 1.5H or flatter.

a. Velocity estimation. 11le characteristic velocity for
side slopes Vss is the depth-averaged local velocity over
the slope at a point 20 percent of the slope length from
the toe of slope. Plate 33 presents the ratio VssfVAVG
were VAYG is the average channel velocity at the
upstream end of the bend as a function of the channel
geometry. which is described by R/W. where R is the
center-line radius of bend and W is the water-surface
width. For straight channels sufficiently far (>5W) from
upstream bends. large values of R/W should be used.
resulting in constant values of VssfVAVG' Plate 34
describes Vss and Plate 35 shows the location in a
trapezoidal channel bend of the maximum Vss .
Plate 36 shows the variation in velocity over the side
slope in a channel bend. Plates 35 and 36 are presented
to illustrate concepts; the designer should consider the
specific geometry. Other parameters. such as side slope
angle. ratio of bed and bank roughness. and aspect ratio
(channel width/depth). are probably important in defining
VssfVAVG • but data do not exist to derme these effects.
For. equal cross-sectional areas, steep side slopes tend to
move the maximum velocities away from the side slope
whereas mild side slopes allow the maximum velocities to
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occur over the side slope. An alternate means of velocity
estimation based on field observation is discussed in
Appendix G. The alpha method (Appendix C), or
velocities resulting from subsections of a water-surface
profUe computation. should be used only in straight
reaches. When the alpha method is used, velocity from
the subsection adjacent to the bank subsection should be
used as Vss in design of bank riprap.

b. Stone size relations. The basic equation for the
representative stone size in straight or curved channels is

where

D30 =riprap size of which 30 percent is rmer by weight,
length

Sf =safety factor (see c below)

Cs =stability coefficient for incipient failure, thickness
= IDlOO(max) or 1.5Dso(max), whichever is
greater. DssfDlS =1.7 to 5.2

=0.30 for angular rock

=0.36 for rounded rock

Cy =vertical velocity distribution coefficient

=1.0 for straight channels, inside of bends

= 1.283 - 0.2 log (RIW), outside of bends (l for
(R/W) > 26)

=1.25, downstream of concrete channels

=1.25, ends of dikes

Cr =thickness coefficient (see d(l) below)

d =local depth of flow. length

Yw =unit weight of water, weight/volume

V =local average velocity, usually VS5 ' length/time
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K1 = side slope correction factor (see d(1) below)

g =gravitational constant. length/time2

This equation can be used with either SI (metric) or
non-SI units.

c. Safety factor. Equation 3-3 gives a rock size that
should be increased to resist hydrodynamic and a variety
of nonhydrodynamic-irnposed forces and/or uncontrollable
physical conditions. The size increase can best be accom
plished by including the safety factor, which will be a
value greater than unity. The basic safety factor is Sf =
1.1. The basic safety factor may have to be increased in
consideration for the following conditions:

(1) Imposed impact forces resulting from logs,
uprooted trees. loose vessels, ice, and other types of large
floating debris. Impact will produce more damage to a
lighter weight riprap section than to a heavier section.
For moderate debris impact. it is unlikely that an added
safety factor should be used when the blanket thickness
exceeds 15 in.

(2) The basic stone sizing parameters of velocity,
unit weight of rock, and depth need to be determined as
accurately as possible. A safety factor should be included
to compensate for small inaccuracies in these parameters.
If conservative estimates of these parameters are used in
the analysis, the added safety factor should not be used.
The safety factor should be based on the anticipated error
in the values used. The following discussion shows the
importance of obtaining nearly correct values rather than
relying on a safety factor to correct inaccurate or assumed
stone sizing parameters. The average velocity over the
toe of the riprap is an estimate at best and is the param
eter to which the rock size is the most sensitive. A check
of the sensitivity will show that a 10 percent change in
velocity will result in a nearly 100 percent change in the
weight limits of the riprap gradation (based on a sphere)
and about a 30 percent change in the riprap thickness.
The riprap size is also quite sensitive to the unit weight of
the rock to be used: a 10 percent change in the unit
weight will result in a 70 percent change in the weight
limits of the riprap gradation (based on a sphere) and
about a 20 percent change in the riprap thickness. The
natural variability of unit weight of stone from a stone
source adds to the uncertainty (EM 1110-2-2302). The
rock size is not nearly as sensitive to the depth parameter

(3) Vandalism and/or theft of the stones is a serious
problem in urban areas where small riprap has been
placed. A W50(min) of 80 lb should help prevent theft
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and vandalism. Sometimes grouted stone is used around
vandalism-prone areas.

(4) The completed revebnent will contain some
pockets of undersized rocks, no matter how much effort is
devoted to obtaining a well-mixed gradation throughout
the revetment. This placement problem can be assumed
to occur on any riprap job to some degree but probably
more frequently on jobs that require stockpiling or addi
tional handling. A larger safety factor should be consid
ered with stockpiling or additional hauling and where
placement will be difficult if quality control cannot be
expected to address these problems.

(5) The safety factor should be increased where
severe freeze-thaw is anticipated.

The safety factor based on each of these considerations
should be considered separately and then the largest of
these values should be used in Equation 3-3.

d. Applications.

(1) The outer bank of straight channels downstream
of bends should be designed using velocities computed for
the bend. In projects where the cost of riprap is high, a
channel model to indicate locations of high velocity might
be justified. These coefficients are applicable to a thick
ness of IDlOO(max). Equation 3-3 has been developed
into Plate 37, which is applicable to thicknesses equal to
10100(max), 'Ys of 165 pef, and the basic Sf of 1.1.
Plate 38 is used to correct for values of other than 'Ys of
165 pef (when 030 is determined from Plate 37). The
K1 side slope factor is normally defined by the relation
ship of Carter, Carlson, and Lane (1953)

(3-4)

where

.e=angle of side slope with horizontal

~ =angle of repose of riprap material (normally 40 deg)

Results given in Maynord (1988) show Equation 3-4 to be
conservative and that the repose angle is not a constant
40 deg but varies with several factors. The recommended
relationship for K1 as a function of e is given in
Plate 39 along with Equation 3-4 using ~ = 40 deg.
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Also shown on Plate 39 is the correction for side slope
when 030 is determined from Plate 37. Correction for
the vertical velocity distribution in bends is shown in
Plate 40. Limited testing has been conducted to deter
mine the effects of blanket thickness greater than
1D1Q0(max) on the stability of riprap. Results are shown
in Plate 40.

(2) The basic procedure to determine riprap size
using this method is as follows:

(a) Determine average channel velocity (HEC-2 or
other uniform flow computational methods, or measure
ment)

(b) Find V55 using Plate 33

(c) Find 030 using Plate 37

(d) Correct for other unit weights, side slopes, verti
cal velocity distribution, or thicknesses using Plates 38
through 40

(e) Find gradation having 030(min) ~ computed

°30"

(3) This procedure can be used in both natural chan
nels with bank protection only and prismatic channels
having riprap on bed and banks. Most bank protection
sections can be designed by direct solution. In these
cases, the extent of the bank compared to the total
perimeter of the channel means that the average channel
velocity is not significantly affected by the riprap. The
fIrst example in Appendix H demonstrates this type of
bank protection.

(4) In some cases, a large part of the channel
perimeter is covered with riprap; the average channel
velocity, depth, and riprap size are dependent upon one
another, and the solution becomes iterative. A trial riprap
gradation is fIISt assumed and resistance coeffIcients are
computed using Equation 3-2. Then the five steps
described in (2) above are conducted. If the gradation
found in paragraph (e) above is equal to the assumed trial
gradation, the solution is complete. If not, a new trial
gradation is assumed and the procedure is repeated. The
second example in Appendix H demonstrates this type of
channel riprap.

(5) In braided streams and some meandering
streams, flow is often directed into the bank line at sharp
angles (angled flow impingement). Guidance is lacking
on determining the imposed force for this condition.
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Until better guidance can be developed. a local velocity of
1.5 times the average velocity in the approach channel is
recommended for use in riprap design.

(6) Transitions in size or shape may also require
riprap protection. The procedures in this paragraph are
applicable to gradual transitions where flow remains
tranquil. In areas where flow changes from tranquil to
rapid and then back to tranquil, riprap sizing methods
applicable to hydraulic structures (HOC 712-1) should be
used. In converging transitions, the procedures based on
Equation 3-3 can be used unaltered. In expanding transi
tions, flow can concentrate on one side of the expansion
and design velocities should be increased. For installa
tions immediately downstream of concrete channels. a
vertical velocity distribution coefficient of 1.25 should be
used due to the difference in velocity proflle over the two
surfaces.

3-8. Revetment Top and End Protection

Revetment top and end protection requirements, as with
all channel protective measures, are to assure the project
benefIts, to perform satisfactorily throughout the project
economic life, and not to exceed reasonable maintenance
costs. Reference is made to ER 1110-2-1405, with
emphasis on paragraph 6c.

a. Revetment top. When the full height of a levee is
to be protected, the revetment will cover the freeboard,
i.e., extend to the top of the levee. This provides protec
tion against waves, floating debris, and water-surface
irregularities. Similar provisions apply to incised channel
banks. A horizontal coDar, at the top of the bank, is pro
vided to protect against escaping and returning flows as
necessary. The end protection methods illustrated in
Plate 41 can be adapted for horizontal coDars. Plate 36
provides general guidance for velocity variation over
channel side slopes that can assist in evaluating the
economics of reducing or omitting revetment for upper
bank areas. Revetment size changes should not be made
unless a suffIcient quantity is involved to be cost effec
tive. Many successful revetments have been constructed
where the top of the revetment was terminated below the
design flow line. See USACE (1981) for examples.

b. Revetment end protection. The upstream and
downstream ends of riprap revetment should be protected
against erosion by increasing the revetment thickness T
or extending the revetment to areas of noneroding veloci
ties and relatively stable banks. The following guidance
applies to the alternative methods of end .protection illus
trated in Plate 41.
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(1) Method A. For riprap revetments 12 in. thick or
less. the nonnal riprap layer should be extended to areas
where velocities will not erode the natural channel banks.

(2) Method B. For riprap revetments exceeding 12
in. in thickness. one or more reductions in riprap thick
ness and stone size may be adopted for a distance a
(plate 41) in which velocities decrease to a noneroding
natural channel velocity.

(3) Method C. For all riprap revetments that do not
tenninate in noneroding natural channel velocities. the
ends of the revetment should be enlarged. as shown in
Plate 41. The dimensions a and b should be 3 and 2
times the layer thickness. respectively. The decision to
tenninate the revetment in erosive velocities should be
made with caution since severe erosion can cause the
revetment to fail by progressive flanking.

c. Length. Riprap revetment is frequently carried too
far upstream and not far enough downstream of a channel
bend. In a trapezoidal channel. the maximum velocities
along the outer bank are often located in the straight reach
immediately downstream of the bend for relatively large
distances downstream. In a natural channel. the limit of
protection on the downstream end should depend on
where the flow crosses to the opposite bank, and should
consider future bar building on the opposite bank.
resulting in channel constriction and increased velocities.
Guidance is generally lacking in this area, but review of
aerial photographs of the subject location can provide
some insight on where the crossover flow occurs. Model
tests in a sand bed and bank flume (USACE 1981) were
conducted to determine the limits of protection required to
prevent scour that would lead to destruction of the revet
ment. These tests were conducted in a Ilo-deg bend
having a constant discharge. The downstream end of the
revetment had to be 1.5 channel widths downstream of the
end of the bend. Geomorphic studies to detennine revet
ment ends should be considered.

Section IV
Revetment Toe SCour Estimation and Protection

3-9. General

Toe scour is probably the most frequent cause of failure
of riprap revetments. This is true not only for riprap. but
also for a wide variety of protection techniques. Toe
scour is the result of several factors. including these three:

a. Meandering channels, change in cross section that
occurs after a bank is protected. In meandering channels
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the thalweg often moves toward the outer bank after the
bank is protected. The amount of change in cross section
that occurs after protection is added is related to the
erodibility of the natural channel bed and original bank
material. Channels with highly erodible bed and banks
can experience significant scour along the toe of the new
revetment.

b. Meandering channels, scour at high flows. Bed
proftle measurements have shown that the bed observed at
low flows is not the same bed that exists at high flows.
At high flows the bed scours in channel bends and builds
up in the crossings between bends. On the recession side
of the flood. the process is reversed. Sediment is eroded
from the crossings and deposited in the bends. thus
obscuring the maximum scour that had occurred.

c. Braided channels. Scour in braided channels can
reach a maximum at intermediate discharges where flow
in the channel braids attacks banks at sharp angles.

Note that local scour is the mechanism being addressed
herein. When general bed degradation or headcutting is
expected. it must be added to the local scour. When
scour mechanisms are not considered in the design of
protection works. undermining and failure may result.
Plate 42 may be used for gross depth of scour estimates.
Neill (1973) provides additional information on scour
depth estimation.

3-10. Revetment Toe Protection Methods

Toe protection may be provided by two methods:

a. Extend to maximum scour depth. Place the lower
extremity below the expected scour depth or found it on
nonerodible material. These are the preferred methods.
but they can be difficult and expensive when underwater
excavation is required.

b. Place launchable stone. Place sufficient launch
able stone to stabilize erosion. Launchable stone is
defined as stone that is placed along expected erosion
areas at an elevation above the zone of attack. As the
attack and resulting erosion occur below the stone. the
stone is undermined and rolls/slides down the slope. stop
ping the erosion. This method has been widely used on
sand bed streams. Successful applications include:

(1) Windrow revetments: riprap placed at top of
bank
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(2) Trench-fill revetments: riprap placed at low
water level

(3) Weighted riprap toes: riprap placed at intersec
tion of channel bottom and side slope

Trench-fill revetments on the Mississippi River have
successfully launched to protect for a vertical scour depth
of up to 50 ft. On gravel bed streams, the use of
launchable stone is not as widely accepted as in sand bed
streams. Problems with using launchable stone in some
gravel bed rivers may be the result of underestimating
stone size, scour depth, or launchable stone volume
because the concept of launchable stone has been success
ful on several gravel bed rivers.

3-11. Revetment Toe Protection Design

The following guidance applies to several alternative
methods of toe protection illustrated in Plate 43.

a. Method A. When toe excavation can be made in
the dry, the riprap layer may be extended below the exist
ing groundline a distance exceeding the anticipated depth
of scour. If excavation quantities are prohibitive, the
concept of Method D can be adapted to reduce
excavation.

b Method B. When the bottom of the channel is
nonerodible material, the normal riprap should be keyed
in at streambed level.

c. Method C. When the riprap is to be placed under
water and little toe scour is expected (such as in straight
reaches that are not downstream of bends. unless stream
is braided), the toe may be placed on the existing bottom
with height a and width c equal to 1.5T and 5T.
respectively. This compensates for uncertainties of under
water placement.

d. Method D. An extremely useful technique where
water levels prohibit excavation for a toe section is to
place a launchable section at the toe of the bank. Even if
excavation is practicable, this method may be preferred
for cost savings if the. cost of extra stone required to
produce a. launched thickness equal to or greater than
1.5T is exceeded by the cost of excavation required to
carry the design thickness T down the slope. This con
cept simply uses toe scour as a substitute for mechanical
excavation. This method also has the advantage of
providing a "built-in" scour gage, allowing easy monitor
ing of high-flow scour and the need for additional stone
reinforcement by visual inspection of the remaining toe
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stone after the high flow subsides or by surveyed cross
sections if the toe stone is underwater. It is readily
adaptable to emergency protection, where high flow and
the requirement for quick action make excavation imprac
tical. Shape of the stone toe is not critical. For trench
fill revetments, the height of the stone section is generally
one-half to one times the length. For weighted riprap
toes, heights as low as 2 times the bank protection
thickness have been used. Providing an adequate volume
of stone is critical. To compute the required launchable
stone volume for Method D, the following assumptions
should be used:

(1) Launch slope = 1V on 2H. This is the slope
resulting from rock launched on noncohesive material in
both model and prototype slD"Veys. Launch slope is less
predictable if cohesive material is present, since cohesive
material may fail in large blocks.

(2) Scour depth = existing elevation - maximum
scour elevation.

(3) Thickness after launching = 1.5 times the thick
ness of the bank revetment T.

Using these assumptions, the
volume =1.5T times launch slope length

=1.5T times scour depth times .{5

=3.35T (scour depth)

Add a safety factor if data to compute scour depth are
unreliable, if cohesive bank material is present, or if
monitoring and maintenance after construction cannot be
guaranteed. Guidance for a safety factor is lacking, so to
some extent it must be determined by considering
consequences of failure.

3-12. Delivery and Placement

Delivery and placement can affect riprap design. See
EM 1110-2-2302 for detailed guidance. The common
methods of riprap placement are hand placing; machine
placing, such as from a skip, dragline, or some form of
bucket; and dumping from trucks and spreading by bull
dozer. Hand placement produces the most stable riprap
revetment because the long axis of the riprap particles are
oriented perpendicular to the bank. It is the most expen
sive method except when stone is unusually costly and/or
labor unusually cheap. Steeper side slopes can be used
with hand-placed riprap than with other placing methods.
This reduces the required volume of rock. However. the
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greater cost of hand placement usually makes machine or
dumped placement methods and flatter slopes more
economical. Hand placement on steep slopes should be
considered when channel widths are constricted by
existing bridge openings or other structures when
rights-ofway are costly. In the machine placement
method, sufficiently small increments of stone should be
released as close to their fmal positions as practical.
Rehandling or dragging operations to smooth the
revetment surface tend to result in segregation and break
age of stone. Stone should not be dropped from an
excessive height or dumped and spread as this may result
in the same undesirable conditions. However, in some
cases, it may be economical to increase the layer thick
ness and stone size somewhat to offset the shortcomings
of this placement method. Smooth, compact riprap sec
tions have resulted from compacting the placed stone sec
tions with a broad-tracked bulldozer. This stone must be
quite resistant to abrasion. Thickness for underwater
placement should be increased by 50 percent to provide
for the uncertainties associated with this type of place
ment. Underwater placement is usually specified in terms
of weight of stone per unit area. to be distributed
uniformly and controlled by a "grid" established by shore
line survey points.

Section V
Ice, Debris, and Vegetation

3-13. Ice and Debris

Ice and debris create greater stresses on riprap revetment
by impact and flow concentration effects. Ice attachment
to the riprap also causes a decrease in stability. The Cold
Regions Research Engineering Laboratory, Hanover, NH,
should be contacted for detailed guidance relative to ice
effects on riprap. One rule of thumb is that thickness
should be increased by 6-12. in.. accompanied by
appropriate increase in stone size, for riprap subject to
attack by large floating debris. Riprap deterioration from
debris impacts is usually more extensive on bank lines
with steep slopes. Therefore, riprapped slopes on stteams
with heavy debris loads should be no steeper than IV on
2.5H.
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3-14. Vegetation

The guidance in this chapter is based on maintaining the
riprap free of vegetation. When sediment deposits form
lowflow berms on riprap installations, vegetation may be
allowed on these berms under the following conditions:
roots do not penetrate the riprap; failure of the riprap
would not jeopardize project purposes prior to repairs; and
the presence of the berm and vegetation does not
significantly reduce the discharge capacity of the project.
For riprap areas above the 4 or 5 percent exceedence flow
line, consideration may be given to overlaying the riprap
with soil and sod to facilitate maintenance by mowing
rather than by hand or defoliants. This may be
particularly appropriate for riprap protecting against eddy
action around structures such as gate wells and outlet
works in levees that are otherwise maintained by mowing.
Recognizing that vegetation is, in most instances, inimical
to riprap installations, planned use of vegetation with
riprap should serve some justifiable purpose, be accounted
for in capacity computations, be controllable throughout
the project life, have a strengthened riprap design that will
withstand the additional exigencies, and account for
increased difficulty of inspection.

Section VI
Quality Control

3-15. Quality Control

Provisions should be made in the specifications for samp
ling and testing in-place riprap as representative sections
of revetment are completed. Additional sample testing of
in-place and in-transit riprap material at the option of the
Contracting Officer should be specified. The primary
concern of riprap users is that the in-place riprap meets
specifications. Loading, transporting, stockpiling, and
placing can result in deterioration of the riprap.
Coordination of inspection efforts by experienced staff is
necessary. Reference EM 1110-2-2302 for detailed
sampling guidance and required sample volumes for
in-place riprap.
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Chapter 4
Special Features and Considerations

4-1. Sediment Control Structures

a. General. Two basic types of control structures
are used:

(1) stabilizers designed to limit channel degradation
and

(2) drop structures designed to reduce channel slopes
to effect nonscouring velocities.

These structures also correct undesirable, low-water
channel meandering. Gildea (1963) has discussed channel
stabilization practice in USAED, Los Angeles. Debris
basins and check dams are special types of control struc
tures that are used to trap and store bed-load sediments.

b. Stabilizers.

(I) A stabilizer is generally placed normal ~o the
channel center line and traverses the channel mvert.
When the stabilizer crest is placed approximately at the
elevation of the existing channel invert, it may consist of
grouted or ungrouted rock, sheet piling, or a concrete sill.
The stabilizer should extend into or up the channel bank
and have adequate upstream and downstream bed and
bank protection. Plate 44 illustrates the grouted s~~e

type of stabilizer used in USAED, Los Angeles. Stabiliz
ers may result in local flow acceleration accompanied by
the development of scour holes upstream and downstream.
As indicated in Plate 44, dumped stone should be placed
to anticipated scour depths. Maximum scour depths
usually occur during peak discharges.

(2) Laboratory tests on sheet piling stabilizers .for t.he
Hoyd River Control Project were made by the Umverslty
of Iowa for USAED, Omaha (Linder 1963). These stud
ies involved the development of upstream and down
stream bed and bank riprap protection for sheet piling
stabilizers in a channel subject to average velocities of
14 Cps. The fmal design resulting from ~se tests. is
shown in Plate 45. Plate 46 is a general deSIgn chart gIv
ing derrick stone size required in critical flow areas as a
function of the degree of submergence of the structure.
Plate 47 presents design discharge coefficients in terms of
the sill submergence T and critical depth de for the
channel section. Use of Plates 46 and 47 is predicated on
the condition that the ratio Tide is greater than 0.8. For
smaller values the high-velocity jet plunges beneath the
water surface, resulting in excessive erosion. The top of
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the sheet piling is set at an elevation required by the
above-mentioned criteria. Plate 47 is used with the
known discharge to compute the energy head at 5dc
upstream of the structure. The head H on the structure
is determined from the energy equation and used with
Plate 46 to estimate the required derrick stone size. The
cwves in Plates 29 and 30 should be used as guides in the
selection of riprop sizes for the less critical flow area.

c. Drop structures.

(I) Description and pwpose. Drop structures are
designed to check channel erosion by controlling ~e

effective gradient, and to provide for abrupt changes m
channel gradient by means of a vertical drop. They also

provide a satisfactory means for discharging accumulated
surface runoff over fills with heights not exceeding about
5 ft and over embankments higher than 5 ft provided the
end sill of the drop structure extends beyond the toe of
the embankment The hydt'aulic design of these structures
may be divided into two general phases, design of the
notch or weir and design of the overpour basin. Drop
structures must be so placed as to cause the channel to
become stable. The structure must be designed to pre
clude flanking.

(2) Design rules. Pertinent features of a typical drop
structure are shown in Plate 48. Discharge over the well"
should be computed from the equation Q = CLH312 ,
using a C value of 3.0. The length of the ~eir should
be such as to obtain maximum use of the available chan
nel cross section upstream from the structure. A
trial-and-error procedure should be used to balance the
weir height and width with the channel cross section.
Stilling basin length and end sill height should be deter
mined from the design curves in Plate 48. Riprap
probably will be required on the side slopes and on the
channel bottom immediately downstream from the
structure.

d. Debris basins and check dams.

(1) General. Debris basins and check dams are built
in the headwaters of flood control channels having severe
upstream erosion problems in order to trap ~g~ bed-load
debris before it enters main channels. This IS done to
prevent aggradation of downstream channels and deposi
tion of large quantities of sediment at stream mouths.
Also, the passage of large debris loads through reinforced
concrete channels can result in costly erosion damage to
the channel. Such damage also increases hydraulic
roughness and reduces channel capacity. A general ~u.m

mary of data on the equilibrium gradient of the depoSItion
profile above control structures has been presented by
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Woolhiser and Lenz (1965). The principles of design and
operation of large debris basins as practiced by USAED.
Los Angeles. have been presented by Dodge (1948).
Ferrell and Barr (1963) discuss the design. operation. and
effects of concrete crib check dams used in the
Los Angeles County Flood Control District on small
streams.

(2) Debris storage. Debris basins. usually located
near canyon mouths at the upper end of alluvial fans. are
designed to settle out and provide storage space for debris
produced from a single major storm. In the Los Angeles
area. the debris basin design capacity has been based on
100.000 cubic yards (cu yd) per square mile of drainage
area. or 62 acre-feet per square mile. This quantity was
obtained as an envelope curve of observed debris pro
duction during the storm of 1938 (Dodge 1948). Later
estimates by Tatum (1963). taking into account factors
affecting debris production such as fire history of the
area. indicated a value of about twice this amount. Debris
storage in the basin is usually maintained by reexcavation
after a major storm period. The debris stored in the basin
after anyone flood should not be allowed to exceed
25 percent of the basin capacity. When permanent debris
storage is more economical than periodic excavation. the
average annual rate of debris accumulation multiplied by
the project life should be used for storage capacity. Data
from the Los Angeles County Flood Control District
(Moore. Wood. and Renfro 1960) on 49 debris dams and
basins give a mean annual debris production of 5,500 cu
yd per square mile of drainage basin. This figure applies
in the Los Angeles and similar areas. and can be used to
determine the economic feasibility of long-term storage
versus periodic debris removal.

(3) Debris basin elements. c A debris basin consists
of five essential basic parts:

(a) A bowl-shaped pit excavated in the surface of the
debris cone.

(b) An embankment. usually U-shaped in plan. con
structed from pit material. located along the two sides and
the downstream end of the pit. and joining the hillside at
each end where possible.

(c) One or more inlet chutes at the upstream end of
the pit. when necessary to prevent excessive streambed
degradation upstream of the debris basin.

(d) A broad-crested spillway at the downstream end
of the basin leading to a flood control channel.

4-2

(e) An outlet tower and conduit through the embank
ment at the spillway for basin draining.

Plate 49 shows general design plans for a debris basin.
The basin shape. the inlets. and the outlet should be
located so that the debris completely fills the basin before
debris discharge occurs over the spillway.

(4) Design criteria. The slope of the upper surface
of the debris deposit must be estimated to determine the
proper basin shape and to estimate the total debris ca
pacity of the basin. A value of 0.5 times the slope of the
natural debris cone at the basin site has been used for
design. The basin side embankments should be of suffi
cient height and extend far enough upstream to confme
the maximum debris line slope projected upstream from
the spillway crest. The spillway should be designed to
pass the design flood discharge with the basin filled with
debris. The tops of the basin embankments should pro
vide 5 ft of freeboard with the foregoing conditions. The
design criteria for debris basins in the Los Angeles area
should be used only for general guidance because of large
differences in geology. precipitation patterns. land use.
and economic justification in different parts of the coun
try. The following conditions are peculiar to the
Los Angeles area:

(a) Phenomenal urban growth in the desirable land
area of the lower alluvial fans.

(b) Large flJ'e potential.

(c) Hot, dry climate over a large portion of the year
which inhibits vegetative growth.

(d) Sudden torrential rainfall on precipitous mountain
slopes during a short rainy season.

(e) Unstable soil conditions subject to voluminous
slides when saturated.

Debris and sediment production rates vary throughout the
country depending on many factors~ some of which are
controllable by man. Extensive construction. strip mining
operations. intensive agricultural use. and timber cutting
operations are only a few examples of land uses that can
have a profound local effect on sediment production and
thus determine the type of sediment control necessary.
Formulation of a sediment control plan and the design of
associated engineering works depend to a large extent on
local conditions.
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4-2. Air Entrainment
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S =sine of angle of chute inclination

b. Early design criteria. The USAED, Sacramento,
developed the following equation based on data reported
by Hall (1943):

a. General. Air entrainment should be considered in
the design of rapid- flow channels. The entrainment of
air may result in bulking of the flow and necessitate in
creased wall heights. Presently available data indicate
that appreciable air entrainment should not occur with
Froude numbers less than about 1.6.

d =flow depth including air

The term y2/gd is the Froude number squared. Equa
tion 4-1 with minor differences in the definition of terms
has been published by Gumensky (1949). The basic
equation has been used extensively for design purposes in
the past

c. Modern investigations. The mechanics of
self-aerated flow in open channels with sand grain sur
faces has been studied at the University of Minnesota by
Straub and Anderson (1960). The results of the
Minnesota tests have been combined with selected Kittitas
chute prototype data (Hall 1943) and published as HOC
050-3. The chart includes the following suggested design
equation:

v2
m= __

200gd

where

m = air-water ratio

y =theoretical average flow velocity
without air

C = 0.701 log10 (..!.-.) + 0.971
q I/S

where

C =ratio of experimentally determined
air volume to air plus water volume

(4-1)

(4-2)

q =discharge per unit width of channel

d. Design criteria. Use of Equation 4-2 or fIDe
050-3 requires the assumption that the experimental water
flow depth dw in the term C=<V(da + <!w) where da
is depth of air-water mixture, ft, is the same as the
theoretically .computed flow depth. The Minnesota data
indicate that this assumption is valid only for small
Froude numbers. For large Froude numbers, the theoreti
cally computed depths for nonaerated flow were found to
be 50 to 75 percent greater than the observed experimen
tal flow depth. For this reason and for convenience of
design, the Minnesota and Kittitas data have been com
puted and plotted in terms of the observed total flow
depth (air plus water) and the theoretical flow depth and
Froude number for nonaerated flow (plate 50a). The
resulting design curve has been extrapolated for low
Froude numbers and replotted as Plate SOb. This plate
should be used for air-entrained flows in flood control
channels. A comparison of fIDe 050-3 and Plate SOb
indicates that this plate results in more conservative
design for low Froude numbers.

4-3. Hydraulic Jump In Open Channels

a. General. Flow changes from the rapid to tranquil
state will usually occur in the form of a hydraulic jump.
The hydraulic jump consists of an abrupt rise of the water
surface in the region of impact between rapid and tranquil
flows. Flow depths before and after the jump are less
than and greater than critical depth, respectively. The
zone of impact of the jump is accompanied by large-scale
turbulence, surface waves, and energy dissipation. The
hydraulic jump in a channel may occur at locations such
as:

(1) The vicinity of a break in grade where the chan
nel slope decreases from steep to mild.

(2) A short distance upstream from channel constric
tions such as those caused by bridge piers.

(3) A relatively abrupt converging transition.

(4) A channel junction where rapid flow occurs in a
tributary channel and tranquil flow in the main channel.

(5) Long channels where high velocities can no
longer be sustained on a mild slope.
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b. Jump characteristics.

where y is the depth to the center of gravity of the
stream cross section from the water surface. For a rectan
gular channel the following jump height equation can be
obtained from Equation 4-3:

(1) The momentum equation for the hydraulic jump
is derived by setting the hydrodynamic force plus momen
tum flux at the sections before and after the jump equal.

as follows:

2 2
AtYt + Q '" A~v + Q

gAt .v2 gA2

(4-3)

(Equation 4-4 for rectangular channels). The location of
the jump is estimated by the sequent depths and jump
length. The mean location is found by making backwater
computations from upstream and downstream control
points until Equation 4-3 or 4-4 is satisfied. With this
mean jump location, a jump length can be obtained from
Plate 51 and used for approximating the location of the
jump limits. Because of the uncertainties of channel
roughness, the jump should be located using practical
limits of channel roughness (see paragraph 2-2c). A
trial-and-error procedure is illustrated on page 401 of

Chow (1959).

(2) The wall height required to confine the jump and
the backwater downstream should extend upstream and
downstream as determined by the assumed limits of chan
nel roughness. Studies also should be made on the height
and location of the jump for discharges less than the
design discharge to ensure that adequate wall heights
extend over the full ranges of jump height and location.

•

•

•

•
(4-4)

where the subscripts 1 and 2 denote sections upstream and
downstream of the jump. respectively. Equation 4-3 also
gives good agreement for trapezoidal channels as shown
by tests reported by Posey and Hsing (1938). However.
flood channels should not be designed with jumps in
trapezoidal sections because of complex flow patterns and
increased jump lengths.

(2) The energy loss in the hydraulic jump can be
obtained by use of the energy equation and the derived
jump height relation (Chow 1959). This results in an
equation that is a function only of the upstream Froude
number. The relations between the Froude number, the
jump height (Equation 4-4), and the energy loss
(Equation IS-I, Brater and King 1976) are presented in
Plate 51. The relation between the Froude number and
the jump length. based on the data by Bradley and Peterka
(1957) for rectangular channels, is also presented in this

plate.

c. Jump location.

(1) The location of the hydraulic jump is important
in determining channel wall heights and in the design of
bridge piers. junctions. or other channel structures. as its
location determines whether the flow is tranquil or rapid.
The jump will occur in a channel with rapid flow if the
initial and sequent depths satisfy Equation 4-3

4-4

(3) In channels with relatively steep invert slopes.
sequent depths are somewhat larger than for horizontal or
mildly sloping channels and jump lengths are somewhat
smaller than those given in Plate 51. Peterka (1957) sum
marizes the available knowledge of this subject This
reference and HOC 124-1 should be used for guidance
when a jump will occur on channel slopes of 5 percent or

more.

d. Undular jump. Hydraulic jumps with Froude
numbers less than 1.7 are characterized as undular jumps
(Bakhmeteff and Matzke 1936) (see Plate 52). In addi
tion, undulations will occur near critical depth if small
disturbances are present in the channel. Jones (1964)
shows that the rust wave of the undular jump is consider
ably higher than given by Equation 4-4. The height of
this solitary wave is given by

(4-5)

where a is the undular wave height above initial depth
yl' Additional measurements were also made by
Sandover and Zienkiewicz (1957) verifying Equation 4-5
and giving the length of the rust undular wave. Other
measurements with a theoretical analysis have been re
ported by Komura (1960). Fawer (Jaeger 1957) has also
given a formula for the wavelength based on experimental
data; Lemoine (Jaeger 1957) used small-amplitude wave
theory to give the wavelength of the undular jump. The

•

•

•

•

•

•
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4-4. Open Channel Junctions

results of these investigations are summarized in Plate 52,
which gives the undular jump surge height, breaking surge
height (Equation 4-4), and the wavelength of the f11'St
undular wave. Also shown in this plate is a relation given
by Keulegan and Patterson (1940) for the height of the
f11'St undulation

Experiment and theory indicate that the undular wave will
begin to spill at the first crest when the Froude number
exceeds about 1.28. Undulations persist. however, until
the Froude number exceeds about 13 (... 1.7). This is
the limit for breaking waves when Equation 4-4 gives a
value of Y2!Yt =2. Further configuration information
on undular jumps may be obtained from Figures 44, 45,
and 46 of USBR (1948).

e. Stilling basins. Stilling basin design for high
Froude numbers is covered in EM 1110-2-1603. The
design of stilling basins in the range of Froude numbers
from 1.0 to about 1.3 is complicated by undular waves
that are dissipated only by boundary friction with increas
ing distance downstream. This range of Froude numbers
should be avoided whenever possible because of flow
instability. The hydraulic jump with Froude numbers of
1.3 to 1.7 is characterized by breaking undulations with
very little energy dissipation (see Plate 51). Wall heights
in this range of Froude numbers should be designed to
contain waves up to the value given by the Keulegan and
Patterson (1940) limit

(3) Peak flows from the side channel may not occur
simultaneously with peak flows in the main channel.
Laboratory tests by Behlke and Pritchett (1966) indicate
that occurrence of the design flow in one of the channels
with zero flow in the other can result in very high wave
pileup on the junction walls. Plates 54a and b show
maximum wave height as a function of upstream Froude
number for conditions of zero flow in the side channel
and main channel, respectively. This plate demonstrates
the need for keeping the angle of the junction intersection
relatively small. The data are also useful in designing
wall heights; for example, the maximum wave pileup on
the main channel wall would be greater than twice the
side channel flow depth for F2 =3.0 , a junction angle of
15 deg, and no flow in the main channel.

(2) Wave conditions that may be produced by rapid
flow in and downstream of a typical junction are shown
in Plate 53. One area of maximum wave height can
occur on the side channel wall opposite the junction point
and another on the main channel right wall downstream
from the junction. Behlke and Pritchett (1966) have
conducted a series of laboratory tests indicating that wave
pileup against the channel walls can be up to 7 times the
initial depth with a flow Froude number of 4. The design
of walls to contain these wave heights over long channel
distances is usually not economical. 'The practical remedy
is to reduce or minimize standing waves.

by Bowers (1950) indicate that a hydraulic jump may
form in one or both of the inlet channels, depending on
the flow conditions.

c. Wave height criteria. Behlke and Pritchett's
(1966) recommended criteria for the design of channel
junctions in rapid flow to minimize wave effects are listed
below:

(4-6)~ .: ~ (Y2 - Yt J
Yt 2 Yt

a. General. The design of channel junctions is com
plicated by many variables such as the angle of intersec
tion, shape and width of the channels, flow rates, and type
of flow. Appendix E presents a theoretical analysis,
based on the momentum principle, that can be used for
several types of open channel junctions. The design of
large complex junctions should be verified by model tests.

b. Wave effects.

(1) Standing waves (lppen 1951) in rapid flow at
open channel junctions complicate flow conditions. These
w~ves are similar to those created in channel curves de
scribed in parngraph 2-4, and may necessitate increased
wall heights in the vicinity of the junction. The studies

(1) Enlarge the main channel below the junction
apex to maintain approximately constant flow depths
throughout the junction.

(2) Provide equal water-surface elevations in the side
and main channels in the vicinity of the junction.

(3) Ensure that the side channel wave originating at
the junction apex impinges on the opposite side channel
wall at its intersection with the enlarged main channel
wall.

(4) Provide tapered training walls between the main
channel and the side channel flows.
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•
(5) Ensure that maximum wave heights occur with

maximum flows. Plate 55 illustrates typical design
examples for rectangular and trapezoidal channels using
these criteria. Important junctions in rapid flow designed
to reduce wave effects should be model tested at all prob
able flow combinations as well as at design flow.

d. Confluence design criteria.

(1) The results of several model studies in USAED.
Los Angeles, indicate that some general guides can be
adopted for the design of confluence junctions. Gildea
and Wong (1967) have summarized some of these criteria:

(a) The design water-surface elevations in the two
joining channels should be approximately equal at the
upstream end of the confluence.

(b) The angle of junction intersection should be
preferably zero but not greater than 12 deg.

(c) Favorable flow conditions can be achieved with
proper expansion in width of the main channel below the
junction.

(d) Rapid flow depths should not exceed 90 percent
of the critical depth (Froude number should be greater
than 1.13) to maintain stable rapid flow through the junc
tion (paragraph 2-2d(1)).

width is required downstream from the confluence. the
transition should be made gradually.

e. Design procedure. The design procedure for the
typical open channel confluence shown in Plate 56 in
volves the following steps:

(1) Determine side-channel requirements relative to
discharge, alignment, l;lfld channel size.

(2) Select junction point to obtain an entrance angle
less than 12 deg. This angle requirement may necessitate
a long, spiral curve for the side channel upstream from
the junction.

(3) Determine the increase of channel width ~1>:3

from the Q2/Q3 ratio curve in Plate 57. Compute the
required downstream channel width b3 =bI + ~1>:3 and
the confluence width be =bI + U1>:3.

(4) Make the confluence layout on a straight-line
basis by setting the main channel walls parallel to and at
distances of (1/2)1>:3 and be - (1/2)1>:3 from the center
line as shown in Plate 500.

(5) Connect the left walls of the side and the main
channels by a curve determined by the apex angle a and
a radius rL given by

•

•

•

•

•

(8) Set the side-channel invert elevation so that the
design water-surface levels in both channels approximate

(7) Determine the average depth of flow at midpoint
of the confluence by the momentum method (Appendix E)
assuming bm=(l!2)(bI + b2 + bJ .

Equation 4-7 results from a study of a number of con
fluences built by USAED, Los Angeles. The term
(4V2b2)/gy is the same as that used in Equation 2-34.

(6) Make the right wall of the side channel concen
tric with the left wall and locate the junction intersection
point. The right wall radius rR is given by

•

•

•

•

(4-8)

(4-7)

(3) Typical confluence layouts model tested by
USAED, Los Angeles, and proven to have good flow
characteristics are shown in Plate 56. The design with the
offset in the main channel center line is normally used
(plate 56a). When the main chanriel center-line alignment
cannot be offset, a layout with a transition on the wall
opposite the inlet side should be used (plate 56b). The
proper amount of expansion in the main channel down
stream of the confluence is very important in maintaining
good flow conditions. Plate 57 gives the USAED, Los
Angeles, empirical curve for the required increase in
channel width, ~1>:3, as a function of the discharge ratio.
I[ the junction angle is zero, the width of the channel at
the confluence will be equal to the sum of the widths of
the main and side channels plus the thickness of the
dividing wall between the channels. I[ a reduction in

(2) Model tests of many confluence structures indi
cate very little crosswave formation and turbulence at the
junction if these criteria are followed. Moreover, experi
ence has shown that the momentum equation approach
given in Appendix E can be used for junctions involving
small angles and equal upstream water-surface elevations.
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each other. A stepped invert in either of the channels
may be required.

(9) Determine the length of transition and invert
slope required to reduce the channel width from be to
~ without exceeding the criterion Y/Ye S 0.90 in the
transition. Convergence rates should be in agreement
with those recommended in paragraph 2-4.

f. Side drainage inlets. Flow disturbances occur
where storm drains or industrial waste lines discharge into
flood control channels, commonly referred to as "inlets."
Small side-drainage flows are commonly conveyed in a
pipe storm drain system. Criteria for box and pipe culvert
inlet design are given in h below. Economical design fOl'
intermediate tributary flows normally requires free surface
structures. A side-channel spillway type of inlet for this
range of discharge has been developed by USAED, Los
Angeles, which reduces disturbances to a minimum in the
main channel. This type of junction is described in g
below. The conventional confluence structure described
in d above should be used for large tributary discharges.

g. Side-channel drainage inlet.

(1) The side-channel spillway type of drainage inlet
was developed and model tested by USAED, Los Angeles
(l96Ob). The recommended structure consists. of a com
mon wall between the side channel and the main channel.
A weir notched in this wall allows the tributary flow to
enter the main channel with minimum disturbance. A
typical design of this type of structure is illustrated in
Plate 58. A small drain should be placed at the lowest
point of the side channel. The objective of this design is
to discharge the side flow with reduced velocity into the
main channel gradually over a relatively long spillway
inlet Model tests (USAED, Los Angeles, 1960b) indicate
that this effectively reduces wave action and disturbances
in the main channel for all flow combinations. Satisfac
tory operation may require periodic sediment removal
from behind the weir.

(2) The procedure for designing the side-channel
spillway inlet structure follows:

(a) Set the spillway crest 0.5 ft above the parallel to
the design watersurface level in the main channel.

(b) Determine the ~uired length L of the crest by
the equation, L =Q/(CH no) , so that the maximum H
is not greater than 1.5 ft with critical depth over the crest
C equal to 3.097.
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(c) Determine the side-channel flow depth d at the
upstream end of the spillway.

(d) Set the side-channel invert so that the spillway
approach depth is equal to d - H .

(e) Determine the side-channel convergence required
to maintain a constant flow depth in the side channel
behind the spillway. This should result in a reasonably
constant unit discharge over the spillway equal to that
computed by the equation in (b) above.

(f) Plot the computed side-channel alignment points
obtained from step (e) on the channel plan and connect
them by a smooth curve or straight line to intersect the
main channel wall so that the side channel has a mini
mum width of 2 ft behind the spillway.

(g) Adjust the side-channel convergence and repeat
step (e) if the spillway length in step (f) does not approxi
mate that determined in step (b).

h. Box and pipe culvert inlets. Gildea and Wong
(1967) have determined design criteria for pipe inlets.
The variables to be considered in the design are width of
the main channel, angle of entrance of the storm drain.
size of the storm drain, volume and velocity of flow, and
elevation of the storm drain with respect to the channel
bottom. Model tests (USAED, Los Angeles, 1960b,
1964) have shown that flow disturbances in the main
channel are minimized when side-drain openings are small
and side- drainage flows are introduced reasonably par
allel to the main flow. The following criteria should be
used for design:

(1) The maximum angle of entrance for side culverts
should be:

(a) 90 deg for diameters of 24 in. or less.

(b) 45 deg for diameters from 24 to 60 in.

(c) 30 deg for diameter 60 in. or greater.

(2) The culvert invert should be placed no more than
18 in. above the main channel invert to give the maxi
mum submergence practicable.

(3) Automatic floodgates or flap gates should be
installed when· damage from backflooding from the main
channel would exceed that resulting from local pondage
caused by gate operation. These gates should be recessed
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to prevent projecting into the main channel flow when in
a full-open position. Head loss coefficients for flap gates
are given in HOC 340-1.

4-5. Hydraulic Model Studies

a. General. The use of hydraulic models has
become a standard procedure in the design of complex
open channels not subject to analytical analyses or for
which existing design criteria based on available model
and field tests are inadequate. Hydraulic models afford a
means of checking performance and devising modifica
tions to obtain the best possible design at minimum cost.
Model tests should be used to supplement but not replace
theoretical knowledge, good judgment, and experience of
the design engineer. They often indicate design changes
that save substantial amounts in construction costs as well
as effect improvements in operation. Model tests of large
flood control channels are generally desirable where sup
ercritical flow results in standing waves and other major
disturbances in channels containing junctions, transition
structures, alignment curvature, multiple bridge piers, or
stilling basins.

b. Model design.

(1) The theory of model design is treated in
EM 111O-2~1602 and other publications (Rouse 1950,
Davis and Sorenson (1969), American Society of Civil
Engineers (ASCE) 1942). For open channel models, the
gravity force will dominate the flow and similitude will
require equality of Froude number in the model and pr0

totype. The Froudian scale relations (model-to-prototype)
in Table 4-1 apply to undistorted models. The length ratio
~ is the model-to- prototype ratio L~. These
transfer relations are based on equal force of gravity and
density of fluid in model and prototype. The procedure
for initiation of model studies is discussed in
EM 1110-2-1602.

(2) Model scale ratios for flood control channels
have ranged from 1:15 to 1:70, depending on the type of
problem being studied, the relative roughness of the
model and prototype, and the size of the prototype

structure. Scale ratios of I: 15 to I:30 are usually
employed where supercritical flow wave problems are
involved. They are also used for sectional models of drop
structures, spillways, etc. The smaller scale ratios (1:30
to 1:70) are used for general model studies where long
channel lengths are reproduced. The accuracy of possible
model construction and flow measurements may control
the permissible scale ratios. Most models of channels are
generally built to give depths of flow about 0.5 ft or more
and channel widths of about 1 to 2 ft. The most common
scale ratios used by the USAED, Los Angeles, Hydraulic
Laboratory for channel model studies are from 1:25 to
1:40.

c. Model roughness. Turbulent flow will prevail
with model channel velocities and depths commonly used
in testing. In most cases, the channel flow is
rough-turbulent or nearly so; therefore, hydraulic resis
tance is determined primarily by the relative size of the
roughness elements. However, the model Reynolds num
ber will always be smaller than the prototype, and this
will to some extent cause scale distortion of certain phe
nomena such as zones of separation, wave dissipation,
flow instability, and turbulence in the model. Particular
care should be taken in interpreting those effects that are
known to be strongly dependent on viscous forces.

d. Slope distortion. An empirical equation of the
Manning type may be used to give the required model
roughness (Rouse 1950) for large-scale models where
fully rough-turbulent flow prevails. This condition is
expressed by the equation

(4-9)

If this roughness criterion cannot be fulfilled, slope ad
justment or distortion must be applied to the model so
that prototype flow conditions can be simulated in the
model. The amount of additional slope required is given
by the equation (Rouse 1950)

•

•

•

•

•

•

•

•

•
Table 4-1
Scale Relations

Minnlngs
Length Area Volume Time Velocity Discharge n •
'-r ~ ~ ~12 ~12 ~12 ~16
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(4-10) (4-12)

Equation 4-10 applies only when the model and prototype
channels are geometrically similar in cross section. With
out slope distortion (Sr =1), this equation would reduce
to Equation 4-9.

e. Scale distortion.

(1) Distorted scales are generally used in models of
river channels, floodways, harbors, and estuaries.
Movable~bed models are distorted in order to ensure the
movement of particle-size bed material under model flow
conditions. Flood control projects for the improvement of
river channels through urbanized areas often require the
reproduction of long channel lengths and wide floodway
widths. Most such channels have mild slopes and the
flows are tranquil at very low Froude numbers. In order
to fit this type of model in a reasonably economical
space, the horizontal scale ratio has to be limited and
vertical scale distortion selected to give measurable depths
and slopes as well as to ensure turbulent flow in the
model. The use of distorted models should be generally
limited to problems involving tranquil flows. A number
of reports (USAEWES 1949a. 1949b. 1953) have been
published that illustrate the application of distorted models
for the solution of complex local flood protection prob
lems and channel improvements.

(2) The scale relations feX' distorted models are given
in ASCE (1942). If the bed slope ratio is made equal to
the energy slope ratio. the slope ratio will also be equal to
the amount of model distortion.

(4-11)

where Yr is the vertical scale ratio and Lr is the hori
zontal scale ratio. model to prototype. The Manning
equation can then be used to obtain a roughness criteria
for model design (Rouse 1950).

For a wide channel Equation 4-12 reduces to

(4-13)

The required roughness in the model can be computed by
Equation 4-12 and used as a guide in designing the
model. Distorted models should be verified using mea
sured field data or computed prototype data prior to test
ing of improvement plans. Flood control channel models
should be built to as small a distortion as is economically
feasible. A distortion of 3 or less is desirable. but de
pends to some extent on the type of information needed
from the model study. It may sometimes be economically
feasible to divide a long channel study into several prob
lem areas and model each one independently. In this
manner different scales could be used as required by the
problem to be studied in each reach.

f. Movable-bed models. Open channel studies in
volving problems of sediment erosion, transportation, or
deposition require a bed of sand or other material that will
move when subjected to flow. Rouse (1950), Davis and
Sorenson (1969), and ASCE (1942) give considerable
detail on design, construction. verification, and use of
movable-bed models. Qualitative indication of bed move
ment has been used in flood control channel models for
design purposes. For example, the effectiveness of a
hydraulic jump to dissipate energy is often obtained
through the relative extent of downstream scour. The sta
bility of riprap protection can also be obtained from
model studies. A typical example of a study to determine
the relative scour and design of riprap protection at inlet
and outlet channels is given in USAED, Los
Angeles (19603).
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Appendix 8
Plates

Plate Plate
No. Title No. Title

B-1 Cost Computations, Rectangular B-17 Rectangular Section, Energy
Concrete Channel Method, Class B Flow

B-2 Special Concrete Channel Cross B-18 Design for Bridge Pier
Sections Extension

B-3 Open Channel Flow, Resistance B-19 Transition Types
Coefficients

B-20 Wedge-Type Transition
B-4 Open Channels, C-n-R-k Relation, Geometry

0.008 < n < 0.04
B-21 Transitions, Rectangular

B-5 Open Channels, C-n-R-k Relation, Channels
0.03 < n < 0.15

B-22 Transition Design Curves,
B-6 Depth vs Specific Energy Rectangular Channels

B-7 Flow Stability vs Froude Number B-23 Rectangular Transitions,
Example of Design Computation

B-8 Varied Flow Profile, Standard
Step Method, Sample Computation B-24 Expanding Transition, Rect-
Using Manning's n angular Channel, Rapid Flow

B-9 Varied Flow Profile, Standard B-25 Stilling Basin Transition
Step Method, Sample Computation
Using k and Chezy C B-26 Roughness Control Transition

B-lO Classification of Flow Through B-27 Bed-Load Discharge
Bridges

B-28 Gradation and Permissible
B-11 Classification of Flow Through Velocity

Bridges, Rectangular Section
B-29 Stone Stability, Velocity vs

B-12 Trapezoidal Section, Momentum Stone Diameter
Method, Example Curves

B-30 Stone Stability, Velocity vs
B-13 Momentum Method, Example Compu- Stone Diameter

tations, Trapezoidal Section
B-31 Stone Weight vs Spherical

B-14 Rectangular Section, Energy Diameter
Method, Class A Flow

B-32 Riprap Gradation Curves
B-15 Rectangular Section, Energy

Method, Sample Computation B-33 Riprap Design Velocities

B-16 Rectangular Section, Momentum B-34 Parameters Used in Stone Size
Method, Class B Flow Calculation
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Plate Plate

No. Title No. Title

•B-35 Velocity Distribution in B-47 Sheet Piling Stabilizer,

Trapezoidal Channel; Discharge Energy Loss

6.75 cfs, Depth 0.455 ft, IV:2H
Side Slopes B-48 Details and Design Chart for

Typical Drop Structure

B-36 Side Slope Velocity Distribution •in Channel Bends B-49 Debris Basin, Typical Design

B-37 Depth Averaged Velocity versus B-50 Air Entrainment

D30 and Depth
B-51 Hydraulic Jump Charac-

B-38 Correction for Unit Stone Weight teristics, Rectangular •Channel

B-39 Correction for Side Slope Angle
B-52 Undular Jump, Rectangular

B-40 Correction for Vertical Velocity Channel

Distribution in Bend and Riprap
Thickness B-53 Open Channel Confluence, •)

Standing Waves-Rapid Flow

B-41 Riprap End Protection
B-54 Maximum Wave Height, Channel

B-42 Scour Depth in Bends Junction

B-43 Revetment Toe Protection B-55 Tapered Junction Walls •
B-44 Rock Stabilizer B-56 Typical Confluence Layouts,

Rectangular Channels

B-45 Sheet Pile Stabilizer
B-57 Confluence Design Chart

B-46 Sheet Pile Stabilizer, Derrick •Stone Size B-58 Side Channel Spillway Inlet

•
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EQUATION 2·10 TO
COMPUTE MANNING'S n

FLOW STABILITY VS
FROUDE NUMBER

PLATE B-7

EM 1110.2-1601
1 Jul91
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VARIED FLOW PROfiLE
STANDARD STEP METHOD
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5' •." '2.00 .... 2.... 9.'" ".'"
SIJ,IJ IlJO .... 21.96 1,92 ~.!?!

g~,~

~~:..'!

$1'.02 II.!(l UZ4 29.\) I),. ~5,.

512.52 '2.00 ,OO. "''''' '2.17 ~!:!!
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FT FY FT

IO.U

'vo
~ ~~ lOG,o 81 ~_~_)!..:.~ SI 0 v' CiA 51

65,51$

66,:t6I!I

"@_@) h.

FT FT

"'0.
r ..(c,,@

"

I 17S6

"
EL soua

h, h,'''.

m•........

"'tJ

Em
OJ.
<0

!:h!!!
INC SCALE)

o 91,500 CFS

51 ""C'Ft

• 0002F'

C l261-0G,O('-'''?''!)
I S'Q[ S,,-OPE IHOR,ZON,Al to

\lEIU'C"L

h.Ol\h.

(.R'T'CAI- OEPTH AT 'io'A 682'01(') I) I!IO fel

.!!!!..!!:!
INQSCALE)

VARIED FLOW PROFILE.
STANDARD STEP METHOD

SAMPLE COMPUTATION
USING k AND CHEZY C

m
3:................ f?

c.. ~•5. ....
en

CD 0.... ....
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8·12

CLASS A

1 ~ ,0/" :T,,~
d, > de ,,~

~

-T - --= 0/
d] > de

CLASS B
--' - <"---.

~ dZ >d(2 .... r r\~ /I
~ r=;.=

I ~
d] > de

,,~

d, > de dz =deZ '=f
I

d] <de

V-'= --=- --1- ~
CLASS C t:f/ ,,~

~f-= -= T d~ ~d(2d, <de d]r
e

+

ELEVATION

NOTE: d, = UPSTREAM DEPTH

d
Z
~ DEPTH WITHIN PIER SECTION

d] = DOWNSTREAM DEPTH

d = CRITICAl. DEPTH WITHIN THE UNOBSTRUCTED
e

CHANNEl. SECTION

dez = CRITICAl. DEPTH WITHIN THE PIER SECTION

CLASSIFICATION OF
FLOW THROUGH BRIDGES

PLATE 8-10

•

•

•

•

•

•

•

•

•

•

•
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17

f--

"

1.3

"!"Il'
"'"

I..

0'

0.7

0.' 1--. f---

~CLASS C

CLASS A OR B F-:

LIMITING ~ 6Y ENERGY METHOD (yAltNCLL) • ~f=

CLASS B

LIMITING .1, BY MOMCNTUM MCTHOD (IrOCH-CARSTANJCN)

00 01 02
a: :: HORIZONTAL. CONTRACTION RATIO

03

EQUATIONS FOR LIMITING 71

"3 - ENERGY METHOD (YAANEW (CHOW ,_,

r .)""0:: - 3"3
_1- L 2"~+1

"3 -MOMENTUM METHOD (KOCH 1821)

0::-,-[ 371, J3- (1-0::)"1+2
'" - MOMENTUM METHOD (KOCH 1112I)

0:: =,- [ ;'" l't
". +2

NOTE >., :: eI,/de
X3 :: ci3/dc

cI, :: UPSTRE~ WATtR OEPTH
dJ :: DOWNSTREAM WATEr:t DEPTH

de :: C~,TrC"L O£F'TI-I WITM'N THE

uNOBSTRUCTED Cl"tANN(L SECTION

ex :: 1ol0RIZONTAL. CONTRACTION R....TIO

(I PIER WIDTMS - Cr1ANN(L WIOTIo4)

d :: DEPTH WITHOUT BRlDeE PI(RS

=t=t=.---~- ---,
~I __ d:l

, ,
DEFINITION SKETCH

CLASSIFICATION OF
FLOW THROUGH BRIDGES

RECTANGULAR SECTION

PLATE 8-11

8-13



-m
OJ c.. :i:•- E...-. -CD ---C?

N•-g-

@

...

mn

b. FLOW PROFILES

CHANNEL SECTION

© !
..

!
PIER I _

®-'
© ® 1\

1 ... - ®

! .-
1\

!
FLOW

I !\. ® l/

r--
______..1

I

I Q)

~Q): 1/-

~~i @

I .. -t<--
I

RAPID FLOW
CLASS I

TRANQUIL FLOW
CLASS A

@

RAPID now
CLASS C

TRANQUIL 'LOW
CLASS I

d. FORCE CURVES FOR
CHANNEL SECTIONS I, II, AND m

........................................ -.... .......
'..·';;o---!••:-----;.~.---:!:'o-::.-~~oo'"'.--="":!

TOTAL fORC[, ",ILLlON POUNDS

",---,---,---,----,-,r-""7""""">
"Em
OJ

I-I\)

I-m -m +~ (A,-Ap,)
-, " gA,'

II'm2+~
gA2

~0;= m 3 - m p3 + qA)

~~ = MOMENTUM FORCE

m= "'JA
c. FORCE EQUATIONS FOR CHANNEL

SECTIONS I,ll, AND m
d. CHANNEL SECTION II

Q = 140,000 CFS

TRAPEZOIDAL SECTION
MOMENTUM METHOD

EXAMPLE CURVES

•• • • • • • • • • •



o =140.000 CFS

CHANNEL WIOTH B =300 FT

SIDE SLOPE =1:2.25

PIER WIDTI-l =5 FT

NO. OF PIERS =3

SPECIF"IC F"ORCE EQUATIONS

).Q2 (
I=m -1ft t- A -A )

I P, S1A~ , P,

EM 1110-2-1601
1 Jul91

SOLVE F"ORCE EQUATIONS F"OR ASSUMEO VALUES OF" F"LOW DEPTH

F"OR d =CONSTANT' ., '= "':I' ..
"

=m

"
Ill, - .p, '= " 2 ,

A, '= A
J

• A" =A A - A '= A ... '= A
'J ' P, :I P J 2

0 0 G) 0 0 @ (]

A, =A) ., =Ill) • =A m =.. • - A m - m
P, ':1 " " ' " ' "

UNITS UNITS ~ ~ ~ UNITS ~
fFTI -;;;z;- (LBl lLB) (LB) IF;z) (LB)

13 .280 1.687 '" 0.079 C08. 1.608I. 4641 1.966 210 0.092 4431 1.874

15 5000 2.267 22. 0.105 4781 2.162

'6 5376 2.59Z 2CO 0.120 5136 2.472

07 .,"" 2.940 255 0.135 5495 2.904

18 0'" 3.311 270 0.152 5859 3.159

" 651Z 3.706 28. 0.16S1 6227 3.537

20 6900 4.125 300 0.'88 6600 3.937

21 729Z 4.568 315 0.Z07 6977 ".361

22 76B9 5.037 330 0.Z27 7359 4.810

23 8090 5.530 3•• 0.24S 774$ 5.282

2. 8495 6.048 360 0.270 8135 5.778

2. 8900 6.592 375 0.293 8531 6.299

0 0 @

yo'
~

)'02(A 1 - A,,)

S1(A 1 - ",,) lA, t":
MILLIONS MILLIONS MILLIONS

CL.B) (LB) IL.B)
9.313 8.BS9 8.484

e.586 8.197 7.826

7.957 7.600 7.258

7.407 7.077 6.761

6.923 6.616 6.323

6.493 6.207 5.934

6.109 5.842 5.586

5.764 5.514 5.274

5.458 5.217 4.992

5.170 4.948 4.735

4.9t2 4.703 4.502

4.676 4.478 4.288

4.459 4.272 4.09Z

NOTE: m =I-lYDROSTATIC FORCE =yVA. LB

Y =SPECIFIC WEIGHT OF WATER. LB

Y=OISTANCE FROM WATER SURFACE TO
CENTER OF GRAVITY. FT

A =CROSS-SECTION AREA. SO FT

)'0
2

=MOMENTUM FORCE. LB
IA

g.: ACCELER,t,TION OF GRAVITY, FT.'SEC l

@ @ @

, n m

0+@ 0+0 0+0
MILLIONS MIL.LIONS MILLIONS

(LBI (LSI 'LBI
10.092 '0.921 10.497

9.700 10.460 10.071

9.4Z0 10.119 9.762

9.232 9.879 9.549

9.126 9.727 9.420

'.093 9.652 9.366

9.123 9·646 9.379

9.211 9.701 9.451

9.353 9.819 9.578

9.545 9.990 9.758

9.784 10.194 9.984

10.066 10.454 10.256

10.391 10.758 10.571

MOMENTUM METHOD
EXAMPLE COMPUTATIONS
TRAPEZOIDAL SECTION

PLATE 8-13

B-15
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.2

1.0
000 0.02 0.04 0.0& o.oa 0.10

x.~ (ROUND NOSE PIERS)
de

0.12 0.14 0.18

•

•

•

•

•

•

•

8·16

d.>dcz

I
dl-d,+HJ

DEFINITION SKETCH

PLATE 8-14

NOTE· de =CRITICAL. DEF'TH WITHIN THE
UNOBSTRUC'TEO CHANNEL SECTION

del =CRITICAL DEPTH WITHIN THE
PIER stCTION

H, =Xde (ROUND NOSE PIERS)
H, =Xde"(' (INDICATED SHAPES)

RECTANGULAR SECTION
ENERGY METHOD

CLASS A FLOW

•

•

•

•
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GIVEN:
Rectangul or channel section
Round nose piers'
Channel discharge (Q) = 40,000 cls
Channel width (We! = 200 ft
Total pier width (Wp) = 20 ft
Depth without bridge pie,. (d) = 14.3 ft

r-~3t1t~~r
I_ 200' -I

COMPUTE:

1. Hari zental contraction ratio (cr)

ex: = W
p

=~ = 0.10
We 200

2. Discharge (q) per ft of channel width

q =.£. = 40,000 = 200 els
We 200

3. Critical depth (de) in unobstructed channel
From Chari 610-8, de =10.8 ft
Iar q = 200 els.

4. A= dlde = 14.3/10.8
= 1.324

5. Flaw clallificatian
On Plate 11, intersection
of cr = 0.10 and ,,= 1.324 is
in lone marleed Clall A or B.

6. Upstream depth (d,)
a. Clall Allow· Energy Method

d, = d3 +'H3 (Plate 14)

H3= Xde

X = 0.127 Iar cr = 0.10
and A3 = A= 1.324

H3= 0.127 x 10.8 = 1.37

d, = 14.3 + 1.37 = 15.67 ft

b. Class Bilow· Momentum Method

dl = Al de (Plate 16)
Al = 1.435 Iar cr = 0.10

d, =1.435 x 10.8 =15.50 ft

c. Clall Bilow· Energy Method

dl = Al de (Plate 17)
AI = 1.460 Iar cr = 0.10

d, = 1.460 x 10.8 = 15.77 ft

RECTANGULAR SECTION
ENERGY METHOD

SAMPLE COMPUTATION

PLATE B-15

8·17
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•

Ii ~ +:.r±i~m fIT ~
~f --t+- .... +-Wt ~:..+~? ~H I+-~rt

:;..c W~.lJW .UJl IU:'I:;;l rtF tIl w,t i','
Ie ~ t+ ... tr-t ~t~ I ~; It: I' Ii! It Ii-U" of

d:":"; ~'-' IH" t 1::ft:-t Tl: jJ, j H, 'f' :'~1: rH i j' ,,. +
H ~ ~t- +=:1 H-~:! rLr H-1-t.:: rtt·tt tti: ~-1:h h.flt t

17 1:r ~;H' H-f-t~: i Wit Tli Ij'ri ,t
"'t m ~

+ ' "

;.

•

•

•

•

•

•

040,302
CX=HORtZONTAL CONTRACTtON RATIO

0.1

t

tt

..
+ 0

II

iH
lot t

00

IS
++
+
J :t

m +t
'+'+i
+-++-t

14

Rl ~.T1H,. ttU

13
~

.,.
~t

'tt l.t jt + :11 + +

12
~ +

H1 ++
t-4H

H tHo

NOTE)., =d1/dc
d. = UPSTREAM WATER DEPTH

de = CRITICAl- OEPTH WITHIN THE
UNOBSTRUCTED CHANNEL. SECTION

dez = CRITICAL. OEPTH WITHIN
THE PIER SECTION

(X = HORIZONTAL. CONTRACTION RATIO

RECTANGULAR SECTION
MOMENTUM METHOD

CLASS B FLOW •
PLATE 8·16

•

8·18 •
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'.4

H·+.

t:': fit:
>I J 1 ! ~ t '

: ~ :! -:-:-:-:-
+'.f ••••
+.,..~ ~ !'".It- , •..

~iiiU:::
:-:.:-. ->

.;+ If·

1.3
+

.p
I,·

'.2 f++
0.00

:1+

M-"+
0,041

11 . Hi
+I H br

0.08 0,12 016 0.20
ex:. HORIZONTAL CONTRACTION RATIO

j

0.24 028

Hi

0.32

EQUATIONS

__1__ • _I_ +.lli
(.-ex)"· J).~ 3

NOTE }., • d,/dc
A] • d]/dc
~ • L1UITING AJ BY ENERGY .... ETHOD
d, • UPSTREAM WATER DEPTH
dJ • DOWNSTREAM WATER OEPTH
de • CRITICAL DEPTH WITHIN THE

UNOBSTRUCTED CHANNEL SECTION
dG2· CRITICAL D[Ftn'l WITHIN THE

PIER SECTION
a:: • HORIZONTAL CONTRACTION RATIO
I'l., - YARNELL PIER - SHAPE CO[F'fICIENT

(. 0 FOR ROUND NOSE)

(s 0 FOR SOUARE NOSt)

DEFINITION SKETCH

RECTANGULAR SECTION
ENERGY METHOD

CLASS B FLOW

PLATE B-17

8·19
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SECTION A-A

3

I r-=:::::::::

3/2 b I 6.0' I PIER I--.....::.;.;'---~_---=~----t ....,r"".O-=;';'--+-.. LENGTH r--

....
x..,
iUx
....
ILl,.
ILl....

•

•

•

•

•

•

•

•

8-20

DESIGN FOR
BRIDGE PIER EXTENSION

PLATE 8-18

•

•

•
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CYLINDRICAL QUADRANT

.. "l'r------'''- I

WARPED

~

~'~'"2&,....

.... : .

TRANSITION TYPES

PLATE B-19

8-21
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•

•

TABLE OF GEOMETRIC VALUES •
N AD/BC DE/BC "E/BC CE/BC BE/BC ANG "ECa ANG BECa

2.0 0.4000 22.8344 22.8379 22.9602 22.9820 4.9964 2.4939

2.0 0.6000 24.7373 24.7446 24.8735 24.8936 4.6106 2.3022
2.0 0.8000 26.6402 26.6522 26.7869 26.8056 4.27119 2.1380

2.0 '.0000 28.5438 28.5605 28.7002 28.7'77 3.9935 1.9955
2.0 1.2000 30.4459 30.4695 30.6136 30.6299 3.7429 1.8709

2.0 1.4000 32.3488 32.3790 32.5269 32.5423 3.52'9 1.7609 •2.0 '.6000 34.2516 34.2890 34.4403 34.4548 3.3255 1.6632

2.5 0.4000 27.5916 27.5945 27.7436 27.7616 5.1694 2.0643
2.5 0.6000 29.4945 29.5006 29.6569 29.6738 4.8346 1.9312

2.5 0.8000 31.3973 31.4075 31.5703 31.5861 4.5404 1.8143
2.5 1.0000 33.3002 33.3'52 33.4836 33.4986 4.2799 '.7106

2.5 1.2000 35.2031 35.2235 35.3970 35.4111 4.0477 1.6182
2.5 '.4000 37.1059 37.1323 37.3103 37.3237 3.8393 1.5353

2.5 1.6000 39.0088 39.0416 39.2237 311.2364 3.65' 3 1.4604 •3.0 0.4000 32.3488 32.3512 32.5269 32.5423 5.2916 1.7609

3.0 0.6000 34.2516 34.2569 34.4403 34.4548 4.9964 1.6632
3.0 0.8000 36.1545 36.1633 36.3536 36.3674 4.7324 1.5757

3.0 1.0000 311.0574 38.0705 38.2670 38.2801 4.4948 1.4969
3.0 1.2000 39.9602 39.9783 40.1803 40.11128 4.2799 1.4257

3.0 1.4000 41.863' 41.8865 42.0937 42.1056 4.0846 1.3609
3.0 1.6000 43.7660 43.71152 44.0070 44.0184 3.9063 1.3017

a DEGREES •

NOTE:

•

8·22

PLATE 8·20

Be =EF
EG =OH

LCEO = 6° ~:
DEFINITION SKETCH

WEDGE·TYPE TRANSITION
GEOMETRY

•

•

•

•
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ALONG WALL,

CENTER LINE __
r - - -"'--,.----r--
I
I

I - I

~~==~ ~~~__ J Y3

FLOW _

.'.": .~; ~ •• ':~"," :~':. '6" /::.:': •• '~.::::.:~"::.'~ .. :'.".~':.::;.;.: ~ ", ~,'

Q. SCHEMATIC PROFILE

....... : ... ~.: .. .;. ...
.'/iJ.' .' ~ .' :.....

h, ---Ii ---

: ~'::. '.'~".'::' ~:.. A

~
V, 0'

::-:-~.:.~..,L:":'~.~•.. .,....,..-:.'~.,--... .'·-If-4-__';~··_·_~~:_·_·~··-~_··:_:---,-:-,_·.:_.. "_I>:---,:':_:L=--:~_:·-.I-·_·~··=-:=-L-=-2=-::r'··'··:':
b. PLAN

TRANSITIONS
RECTANGULAR CHANNELS

PLATE 8-21

8·23
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•

•

•

•

•

I."1.31.2

%.0

1.1

I~:"

I~~ -- :z·
~~~~:~"";";'.6
-~ ._._.,...c::;. z.e

30;..;. .....~-=:.::;;

3 Z '->==- ,."
36
3.8..

1.0

3D'

3~'

20'

,~'

2e'

"
2'3'..'~'

'8

1.0

I"I'f'-t+1+t- ,.6
I.e

U

Jo

J~

J"

J.e

J.IJ

2.0

J.~

Ie
ZO

Z Z

·~;-z·

2 6

2.8

3 0

3. Z

3'

3·e
38

.0

•

•
.. ' ".0

1.0 I."

•NOTt· ~EE PLATE 21 FOR DEFINITION
OF ~y ...eoL~.

TRANSITION DESIGN CURVES
RECTANGULAR CHANNELS

PLATE 8-22 •

8-24 •
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REOUIRED

CONVERGENCE ANGLE ()

FROUOE NO. F 3

FL.OW OEPTH 11

TRANSITION LENGTH L = L, + L Z

FROUOE NO. F I = 3.5

FLOW DEPTH Y I = 5 FT

CHANNEL.. WIOTH b, =160 FT

CHANNEL WIDTH b3 = 140 FT

PROCE:JURE

ASSUME VALUES OF a AND BY REPETITIVE USE OF PLATE Z2 SOLVE EOUA·
TlONS Z·25 Z·Z6 AND 2·27 UNTIL L • L, • l.., IF COL 6 IS GREATER THAN COL g,
CONTINUE COMPUTATION USING VALUE OF a WITH F, IN SAME MANNER AS WAS
DONE WITH;:, -:-0 COMPUTE COL 11 THROUGH 18, EACH SUBSCRIPT IN PLATE ZZ
IS ASSUMED TO BE INCREASEO BY ONE UNIT

COMPUTATION

(1) 0

IL, > L; ASSUME SMALLER ()I

3.25 1.12 6.27

3.34 1.08 5.78

3.35 1.08 5.72

0 @

L. FT =(b, - b,l'"
TAN () 2 ITAN ())

0.0524 191

0.0349 287

0.0227 441

0.0209 478

@ (D @
Y,

F, Y, Y,. FT

461 > L

477 > L

483. L

L.., + L.. 2' FT

219

226
229

G) 0

Y" FT fJ,. DEG

6.00 19.2

5.60 18.3

5.35 17.6

5.30 17.5

®

L,. FT =@~0

230

242

251

254

@ @

~
TAN IfJ, - ())

2

70 0.319

70 0.310

70 0.306

80

eo
80

80

b,
-;-. FT

1.20

1.12

1.07

1.06

3.05

3.20

3.22

TAN fJ
0.348

0.331

0.319

0.315

fJ,

()

3.0

2.0

1.3

1.2

19.7

18.5

'8.2

RECTANGULAR TRANSITIONS
EXAMPLE OF DESIGN COMPUTATION

PLATE B-23

B-25
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•

•

•

'211'0

! ,-

~. i(.,"FY .t -<:~~~,-;~::±==~:;~~~~~~2~.~J=~
I ~ ~

PO/NT OF·.-j---i.::~~:..-=:::j:::=::!!l:==:F b,"' 2.5'_--1__+-_-+_--1
~~~;:.S~E:....L~~__t-'>--t-
(PACI .---'1--+---1--+--+--+---1

oL....l...-.l...-.l...-.l...-.l...-.l...-J....J....J....J....J.....l...-.l...-.l...-J.....l...-.l...-J.....l...-.l...-.L...-.l...-.l-J
o

2.0 r-.,....""""",,,,,,,,,,,,,,-,,,,,,,,,"""""''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''''-''''''''''''''''''''''''''''''''''''''''--'
I.,

NLa"

l.L 1.2

°'""'~
.J 0.8

•>

)(

V"'L.U!:SOF~

o. GENER...LIZED DESIGN CURVES
(REPFlOOUCED FROM FIG. St. ROUSE.
SHOOT.... "'ND HSU ttStl

t
PC

/",Oll/GIN OF"COOIlO/NATES

-f- .,F, ----
H"'LF PL...N
(NO SCALE)

(,

FLO"

PT

- ·2
Z·

2

•

•
z "

POINTS ~ ~

PC .!. 0

PRC 11 (~) +!! [*(f. -.)J ZI'
60 10. 60

PT
.10, !1(~)_!
2~ 4 hI •

PC TO PflltC .!.(-"-r/ 2

"'~ o TO (10,:,)e "IF I 2 .00
10, [(") "J VF ,).00 TO (bIXFJ~TPRe TO PT

21., -q ~ PT·~

•

•
WH~RE

b. EQUATIONS ... PPROX 11MTlNG CURVES

2~', - (~)
AND

k:') -k:') 'IZ

, : -~Io~,-'·-'T'--(-2-)_;...;..0;o.C (~)(b ,:J
21t, - ~ IlIttC.00

•
NOTE. TRANSITION COORDINATES CAN BE SeAL-EO

FROM CURVES OR CCMPUT EO FROM EQUATIONS

USING It," Itz' A... O F I ,

EXPANDING TRANSITION
RECTANGULAR CHANNEL

RAPID FLOW

PLATE 8-24

•
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1

"·
".

SECTION A-A

r r =r r r T T L-J ..
--------------_._~

l

• or ..· 'J', it
.

BAFFLE DETAIL

,CIoLt: lIa......__riiJ".==!:·';._lIlittO nlT

_.l __~_......t...-.---'-__ ----J. •• __ --"--_•. _._'- ....

ro+oo ".00 .... • ••00

""l\Ofll ....C)lIIII CllnE"'11C

,
r

110 _----'- ..1.

"fOO

"'0

Em
OJ.
I\)
U1

STILLING BASIN TRANSITION

to•N.....

m
::
-4
-4
-4

-4 C?
c.. N•5. -4

en
CD 0
-4 -4



... m
C- 3:
5. ...
CD

.........
C?
1'1)
•...
g...

Iin'

"'0

~ , 2
OJ ~

I
N
en _-'-'0'

I

~[

ROUGHNESS CONTROL TRANSITION

• • • • • • • • • • •
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:IEPTIo4 ] FT
'00

~ 50

;
0
i

Z
z·u
~

C

~

z

'",
>·
Z

'",
'"Z
0

cO
•
"
"'""

o. ,
) '0 )0 '0 .0 '0

"'IEAN CHANNEL VEL.OCITY. ,-PS

.ASIC OAT A SOU"CES

FL.UME DATA

L.OCATION INVESTIGATOR
DATil!: OF

T'IESTS

"IDDL.II!: L.OO~.
.... IO.RA .. A I.
EL.I<HOIitN
:..OwE" COL.O"AOO
PIGEON IltOOST CI<.
"ISIISSI~~I

CEDA"
I-ITTL.IE BLUE
.... OIltTH 1-00111
SOUTH L.OO~

"10 GIltANDE
RIO PUEIltCO

DUNNING. NE81ltASKA
COO", NE.lltASKA
WATEIltL.OO.N....AS~A

NO"THl!"N MISS'SSI~.1

ST. ,"-OUIS. MO.
NE.IlIASKA
.... E."ASKA
NE.IIltASKA
NI!."ASKA
NEW MEXICO
NEw MEXICO

GIL.BI: ..T
BAIIITON AND L.IN
SIMONS. lET AI-.
BROOKS

'9'"
1955
"51
, 9S1

NOTE. SOURCES OF PUBUSHED FLUME AND FIELD DATA ARE GIVEN IN
COLBY ('~I: SOME FIELD DATA HAVE NOT BEEN PUBLISHED.
CURVES ARE FOR WATER TEMPERATURE OF 60 F AND NO SUS
PENDED FINE SEDIMENT LOAD AND ARE EXTRAPOlATED FROM A
PLOT IN ~E REFERENCE.

• TOTAL LOAD MEASURED FOR THESE TWO STREAMS: SUSPENDED LOAD
MEASURED AND BED LOAD COMPUTED FOR O~ER FIELD DATA

BED·LOAD DISCHARGE

PLATE 8-27

8·29



HYDROMETER
"'tJ

Em
OJ
Nen

U.S. STANDARD SIEVE OPENING IN INCHES U.S. STANDARD SIEVE NUMaERS
6 ~ 3 2 I y, 1 'h y, ~ 3 ~ 6 a 10 1~ 16 20 30 ~o 50 70 100 ,~o 200

10r-r--"'c--.--~-n;11''''''~rr-'-r-i-"";-;;'-";;"":'''':;''''::'I,~:'-'T,c:;..,~~~~I~I~~--.----r---,---,,--rr-r-r--r-r-r-.----,

:f--+-I-+\- II rl~' - t+-+----i-H+-H-+--+-+---+---++++l--+-+---+----_l --++++++-f-+-+--------j---

.\ UN~!A~LE ZONE f-- ._....._.

~ 71--+-j-i-- t -1+1-1-1-+-1-1-._-__+-_-+++-1-1-_+-.--4.. -._--4f----I-+---+I-I-I-I-+--I-I-+---4jl+++~I-_.+.-_.+.-_--J-I__----1

t=.' 6H-I-I--+++++-+-+-+-+---fIH--I-I-H-I-+---++++-+++-+--+--jf+++++-iH-+---++++-+-++-+--+[7.".-j
~ .-. - - - --- f---- -'::;----

~ 5 f----f-- r'-.
~ 1\ I -.1'\ -- ,! Ilk"
ei ~ 1--- --- +-----jf+-l-I_I_I-f\~-+-__I__I++-++~k-+--I++-I_I_I-+-+_+_-+H''+++-I-+-+--+++hiI4-H----l---I

~ 1 j ~0r":--H+H-+t--I. PARA. 2,7c Jk.el --- f---- -----;
3 l-

t (ISIlASH Tel If""" ---f----.:: f- - -~[> ~--

2 1---' --r---tjHtttH-lr--ittiitTt-t--ttttrft-..t-f;:::l::=:=:j~H1Tt--r--ittttttT--t---j
i
STABLE ZONE

~oo!-;;-l---J:'--.L---:Cl0:!-:0~....L;5l;;-0...L...L-L--:-,1'::J~1..w.j...L!5~-l._L---'1f-.LL.w,0;:l_'5.L-.L-....L-~0.~I.u..J,0~.0:-::5L-L-...L--:;0,-!.0,J;1.u..,0;!-,.0;!;0.-.;5L....L···....J_-:0~.001
GRAIN SIZE MILLIMETERS

"'m
c..==:
5, ...
co'"......

9
~...
eno...

COULES GRAVEl
CO.....Sf 'IN!: COAlSf ...OKI..

SAND
flNIE

SilT 01 CA'

"SE LF ARMORING"
RIPRAP SIZES

SCOUR AND DEPOSITION
BED·LOAD SIZES

SCOUR ONLY
WASH·LOAD SIZES

NONCOHESIVE SEDIMENT GRADATION
AND PERMISSIBLE VELOCITY

• • • • • • • • • • •



2.4Z.O"I0.8 0.7 0.8 0.1 1.0 1.2

SPHERICAL DIAMETER 050. fT

0.5ZZ10.4IIa I 10 14

AVERAGE VELOCITY, FPS

'ff- r-,. --
f++-

~ [IJS
.-

~ I~' -
.- - ~I-

- -
HIGH TURBULENCE " /$5 - --
(STILLING aAS'NS) .... "' -- -- I I- '-7

l "5 - -I-1-f7~ 101

-
-- -~ _.- - -

- - i-

TI ~ ,•• ----= I=.
~ :~~= 1-1-

I II
~ u:~II I I ~ 13'

1/ / II 1/ I I I

"T::~ ~ OW TURPULENCE
III ~ M,vER CLOSUREs)
III
~DJ )':'

.....L Ll.o
I

0 - -- -
I---

I I - -

rJ 'I l-f-- . I-

If" -Ii - r t-- f-- - -l-

V/
-I- - -

11 ItFt rl .._- - --

0 It

zo

eo

'00

1000

40

300

3

400

100

100

II
.J ZOO.."
X

"~...
z
o
t;
o 150;

::I
;>

~
~
:I

."

~
m
OJ.
I\)
to

BASIC EQUATIONS

V -C [29 (7s;:w)]'/Z(Osot

(
6W )'/3O. so

so nl's

WHERE: V • VELOCITY, FPS"s • SPECIFIC STONE WEIGHT, LS/FT]'w • SPECIFIC WEIGHT OF WATER, 12.5 u!t/Fr]
W50 • WEIGHT OF SlONE. SU8SCRIPT OENOTES

PERCENT OF TOTAL WEIGHT OF MATERIAL
CONTAINING STONE or LESS WEIGHT

0'0 - SPHERICAL DIAUETER or STONE HAVING
THE s ...lr.t4[ WEIGHT AS w,o

C • ISBASH CONSTANT (0.81S FOR HIGH
TURBULENCE LEVEL FLOW AND 1.20
fOR LOW TURBULENCE LEVEL fLOW)

• ACCELERATION OF GRAVITY, FT/SEc 2

STONE STABILITY
VELOCITY VS STONE DIAMETER

HYORAULtc DESIGN CHART 71Z-1
(SHEET , or Z)

WES 8-51

OJ•Co)....

m
3:................ .,.

c.. N•5. ....
0)

CD 0.... ....



aJ .... m• c.. ;:Co)
N 5. ....

CD ............
9
N•....
g....

o

T,.5
HIGH TURIIULENCE ~ "5-

f- (sTILLING IIASINs) ~ ::

~ 601

r~ "J-
tit "5-
.... 1$5-:
l 1.5~

II .:' 135_

I I Y,

,nrI~J k.
,., ~ LOw TURIlULENCE

I-::~ ,OlIVER CLOSUREs)

0
IDJ ~

0

0

I .I
II '11 11/11 1/ II

10 12 14 II II 20 30 40 412.0 3.0 4.0 S.O '.0 7.0 1.0 1.0 10.

.,000

1,000

10,000

3,00

2,00

30,000

1.000

100,000

10,000

••00

10,000

..
~.. 20,000
J:
~
w
J

!
o
;
::I
:>

I

""D

S
m
OJ
l.>o

AVERAG( VELOCITY. fPS SPHERICAL DIAMETER 0SCh'T

BASIC EQUATIONS

V•C[29 (7S;:W)]'/2(Osot

(6W )"3O. 50
50 nl's

WHERE: V • VELOCITY. FPS
TS • SPECIFtc STONE. WEIGHT. Le/FT'
l'w • SPECIFIC WEIGHT Of WATER, 'Z.~ LB/FT3
Wso • WEIGHT Of STONE. SUBSCRIPT DENOTES

PERCENT OF TOTAL WEIGHT Of MATERIAL
CONTAINING STONE OF LESS WEIGHT

0'0 • SPHERICAL DIAMETER Of STOHE HAVING
THE SAWE WEIGHT AS Wso

C • ISBASH CONSTANT (0,86 FOR HIGH
TURBULENCE LEVEL FLOW AND 120
FOR LOW TURBULENCE LEVEL FLOW)

9 • ACCELERATION OF GRAVITY. f115[C 2

STONE STABILITY
VELOCITY VS STONE DIAMETER

HYDRAULIC DE.SIGN CHART 712-'
(SHE ET 2 or 2)

REV 1-5a, 1·10

• • • • • • • • • • •



iIi::
w
zo
f
C/l

I,'

0.2 0.3

EQUATION:

200

"'i I!

0.6 0.8 1.0 2.0 3.0 4.0 6.0 8.0

SPHERICAL DIAMETER D.,.o • FT

EM 1110-2-1601
1 Jul 91

't"fs D~WO
f

• __0

'0 6
(6Wol.~ 1/3

OR Do;. • \_0
° "ll)'s

STONE WEIGHT VS
SPHERICAL DIAMETER

PLATE 8-31

8-33



""0

Em
OJ

I

Co>
N

WEIGHT OF STONE, LBS
o
o
t')

3

PROJECT _
SPECIFIC WEIGHT OF STONE---LBS/CU FT AREA, _

DATE BY _

RIPRAP GRADATION CURVES
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40 506 8 10 20

R/'W

TRAPEZOIDAL CHANNEL

4

v.
V.
ss = 1.71 - 0.78 LOG (R/W')

~o.vg

~
"-

~
~

""~

1.6

1.4

1.0

0.8
2

~
V
V

ss = 1.74 - 0.52 LOG (R/W')
.........o.vg

...............
l'-.......-....

...............

~
~

~
~

1.6

1.4

Cl
>

-:J 1.2
"Ul
>Ul

1.0

0.8
2 4 6 8 10

R/'W

NATURAL CHANNEL

20 40 50

NOTEt Vss IS DEPTH-AVERAGED VELOCITY AT 20 PERCENT
OF SLOPE LENGTH UP FROM TOE

RIPRAP DESIGN VELocrTES

PLATE B·33

8·35
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TRAPEZOIDAL CHANNEL MODEL (SEE PLATE 35)

HAD HIGHEST V 55 HERE~
~ A-

•

•

•

•
A--

~

•
~1

•

8-36

Vss

1 /-----
'~_¥_-J7

SECTION A-A

R = CENTER-LINE RADIUS

Vss = DEPTH-AVERAGED VELOCITY
IN THE VERTICAL OVER SLOPE
AT 20 PERCENT OF SLOPE
LENGTH UP FROM TOE. PARAt.E'1'ERB USED "

STotE SIZE CALctl.AllON

PLATE 8-34

•

•

•

•

•



8

"
~
m

I

w
U1

AVERAGE VELOCITY IN VERTICAL
NOTE: .1.04 REPRESENTS AVERAGE CHANNEL VELOCITY

BOTTOM SLOPE "'WATER-SURFACE SLOPE· 0.0025 FTIFT
RIPRAP: 50% #4 - 3/8, SO% 3/8 -1/2
AVERAGE CHANNEL VELOCITY· 1.87 FPS
FROUDE NO. =0.52
STATIONARY IN FEET
SEE PLATE 36 FOR VELOCITY X-SECTIONS

VELOCITY DISTRIBUTION IN
TRAPEZOIDAL CHANNEL

DISCHARGE 6.75 CFS DEPTH 0.455 fT
IV: 2H SIDE SLOPES

m
3:.........

... 9
c.. N
c~
- 0)
CD 0......



M) 100 00 0 0

~~.~Ib===~~~~C:=::~~~~=-'.'O----:~~:_ci_~ci-:

o I I I

.3 ·2 ., 0 2
)(Jd

STATION 11.6

00000 oW)
.,... at 0 --
0: 00 0:"; ..;...:

o -,
Xid

STATION 65

·2

.... m
c..3::::
5. ....
CO ............

C?
~....
g....

Xid
STATION 16.6

·2 .,

til lit 0 0 000

o 2
XId

STATION 70

,., .

Xtd
STATION 21.6

POINT VELOCITY

AVERAGE VELOCITY AT XId • 0

00 00 ote 1ft..... _at 0 ~ ~

00 00 ..:-

~
w~ ~I.O

. ~ )~
!,_---':-__-L-__.L-~bi_~~! _
2 0·,·2·3

Xtd
STATION 75

SIDE SLOPE VELOCITY DISTRIBUTION
IN CHANNEL BENDS

• • • • • • • • • • •



o

l- I- l- I- l- I- l- I- l- I- l-
t... t... t... t... t... t... t... t... t... ...... L

M ..,. If) 'l! I':: CD f1'o 0 (\J ..,. 'l!
ci d ci d 0 ci ci ...; ...; ...; ...;

II II II II

0 0 0 0 0 0 0 0 0 a 0
M M M M M M M M M M M
~ ~ ~ ~ ~ ~ ~ ~ ~ A ~

40

30

D30 = 1.8 FT

l-
t... 20
:J:
l-
ll.
W
~

10

6 8 10 12 14 16 18 20

VELOCITY, FTISEC

DEPTH-AVERAGED VeLOCiTY"
VS 030

AND DEPTH

NOTE. APPLICABLE TO THICKNESS lD 100 (Mo.X)

AND CHANNEL BOTTOMS DR SIDE SLOPES
FLATTER THAN DR EQUAL TO 1V ON 4H.
STONE 'w'EIGHT 165 pcf, Cs = 0.30, CV= Cr = 1.0
Sf = 1.1 BASED ON EQUAlION 3-3.

"tJ

~m
to,~L .....

to.
W
CD
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1.3

u

-w
1.0

I~ 160 16~ 1711

"s' peF
180

•

•

•

•

•

•

8-40

PLATE 8-38

D30 = C1-CD 30 FROM PLATE 37)

VHERE Cl= CORRECTION FOR UNIT STONE VEIGHT

NOTE. DO NOT MAKE THIS CORRECTION IF

D30 COMPUTED FROM EQUATION 3-3

CORAEC11ON FOR UNIT STONE WEIGiT

•

•

•

•

•



4.03.0

COT e
2.0

""-- --- .....

1.0

2.0

1.8

C 1.6
21.4

1.2

1.0

4.03.0

COT e
2.0

--- ....- -
/' ---V ,./

/ ,/

Cl /

/

-=c- _______ RECOMMENDED FOR DESIGN

__ CARTER, CARLSON. AND

LANE (1953~ ~ = 40 DEG

I0,0
1.0

1.0

0.6

0.4

0.8

0.2

"
~
OJ

I
Co)
co

K1 SIDE SLOPE CORRECTION COEFFICIENT

FOR USE IN EQUATION 3-3 ONLY.

DJo = C2-(D30 FROM PLATE 37>

VHERE C2 = CORRECTION FOR SIDE SLOPE ANGLE

NOTE I DO NOT MAKE THIS CORRECTION IF

D30 COMPUTED FROM EQUATION 3-3.

CORRECTION FOR SI)E SLOPE ANGLE

m
i:

OJ
~....

............
.... C?
LN
c":"
-0)
CD 0........



30

IS GREATER

=

"'U

E
m
OJ
~o

1.0 ...~~--,...-- .......--.....

~ ...... -
.DB5 /D15 = 2.1 .. DB5 /D15 =5.2
• DB5 /D15 = 2.5 ABT ET AL (19BB
- -DB5/D15 = 1.7 (INTERPOLATED

0.0 i' •
1.0 1.5 2.0 2.5

N = THICKNESS
T-

V~ERE CT = CORRECTION FOR THICKNESS

D30 FOR THICKNESS OF NT*

D30 FOR THICKNESS OF T*

T* = 1D 100 DR 1.5D 50 ' VHICHEVER

I-C V 1.2 !==""'-=__:---1r----i---+~-----l--~

r-.t-r--- .....
1.0 L-__--l__.l--L--l ~~....J

2 4 6 8 10 20

R/V

D 30 = Cv*<D30 FROM PLATE 37)

VHERE Cv = CORRECTION FOR VERTICAL

VELOCITY DISTRIBUTION

COARECllON FOR VERTlCAL YaOCfTY

DIS11EU11ON ~ BEND AN) AIPRAP lHCKNESS

"'m
c..3:
Eo ...
co'"......

C?
I\)
•...
g...

• • • • • • • • • •



~ x

"-k"x
~

")(')( X

I

PLAN VIEW

_ FLOW

....L OR_T_
: ',.;." ....

I: ~;I
A3 - A3

METHOD C

END VIEW

LEGEND

EHI RIPRAP

1·::::::·:-.1 FILTER LAYER AS REQUIRED

RIPRAP
END PROTECTION

PLATE 8-41

EM 1110-2·1601
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ROCK

KEY IN TO
PREVENT
SUDING\

EM 1110-2·1601
1 Jul 91

METHOD A.

LOW WATER
-o.6r -

..-br-t.

METHOD C

METHOD B

....... ,;;><. LAUNCHED

SCOUR
METHOD D

REVETMENT TOE
PROTECTION

PLATE B-43

B·45



DUMPED

STONE

GROUTED STONE

PROFILE

DUMPED STONE

ROCK STABILIZER

• • • • • • • • • • •
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.....
.....

~
~ I I
r1~ ! I xlI • /' /;f

I I A ~ I
o I I C

7 ~12_L-- I._~_
I 6' THICKNESS 2000- TO
l- 8 6000- DERRICK STONE

SLOPE RIP RAP IC,
---j12' t- SO'~ SO -t--'1

L J--..,""', 1

-~o STEEL SHEET
~ PILING

\< ' .....-/l .....,...
I A 'y/ ION 6 I

FLOW... l H 36' RIP RAP

-I_-r..dil.-+--- -I---L=-'-

HALF PLAN

FLOW I •
CHANNEL INVERT

4S' . I BACKFILL

SECTION A-A

,
fo-_..:2:.::S_'"'''';11--.--2 INVERT WIDTH • I

{.

REPRODUCED FROM FIGURES 10
AND 11 OF LINDER (1g63)

SECTION C-C
SHEET PILING STABILIZER

PLATE 8-45

8·47
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•

•

•

•

0.260.220.18.

SUGGESTED DESIGN CURVE

0.140.10

NOTE: 0'0 IS THE MEDIAN DERRICK STONE DIAMETER 1-4----\----l
o 0 0 =0.4S INCHES}

6 0:
0

= 0.62 INCHES MODEL. ROCK SIZES

o 0
00

= 0.83 INCHES

CURVES ARE APPL.ICABL.E FOR SIDE SL.OPES
BETWEEN 1 ON 2 AND I ON 3

0.2 L........L.._I....-....L.._.l.-....L.._I....-....L.._I....-....L........I~....L........I~....L........I_....L........I_...l_......I_...l_--I

0.06

0.4

---
O.B f------f----:=O".....:J'----::::....-----1------+------1

1.0 .........,......,;---r-,-""""""",,-"""""""'-""""--'-"'T""--'-"'T""--'-"'T""--r--r---.--r--,

2. 0.6 1------I-------1------1----=~---:::~------I
H

,----- Ll FLOW.. ~-------T

SHEET PILING •

DEFINITION SKETCH

STABIL.IZED

...... . :.;.

JOdc

. .... ,'-:
',.':: ..

•
GRAPH L.IMITED TO

.l> 08d - .
e

de = CRITICAL. DEPTH

REPRODUCED FROM FIGURE 17. UNDER (1G63)

SHEET PILING STABILIZER
DERRICK STONE SIZE

•
PLATE 8-46

•

8·48 •
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0.50

0.46

°l~
0.42

0.38
U

....
Z 0.34
III
U
u.
u. 0.30III
0
U

0.26

0.22

LEGEND

X TWO-DIMENSIONAL CHANNEL A/A = ZERO

o TRAPEZOIDAL CHANNEL A/A VARIES

A HALF CHANNEL AvfA VARIES

1.901.801.701.601.501.201.101.000.90

0.'8 L_-l__~__..J..__.J...._-JI.-_.....l.__....l..__..J-__L.-_"""'__"'"
0.80

NOTE:
0 2

E =---
H 2A 2C 2g
0= TOTAL DISCHARGE

EM =ENERGY (TOTAL HEAD, H + ~:)
ABOVE THE CREST sd

e
UPSTREAM

OF THE CREST

T =TAILWATER DEPTH ABOVE THE

CREST lode DOWNSTREAM OF
THE CREST

de = CRITICAL DEPTH FOR THE
TRAPEZOIDAL CREST SECTION

CURVE IS APPLICABLE FOR SIDE
SLOPES FROM VERTICAL TO 1 ON 3

A =TOTAL AREA ABOVE THE CREST
AT sde UPSTREAM OF THE CREST

A v = AREA IN THE END SECTIONS OF
CREST sde UPSTREAM OF THE
CREST

NUMBERS BESIDE THE PLOTTED
POINTS REPRESENT VALUES

OF Av/A

REPRODUCED FROM FIGURE 16, UNDER (11163)

SHEET PILING STABILIZER
ENERGY LOSS

PLATE B·47
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d :z CRITICAL DEPTH OVER CREST
c
h =HEIGHT OF DROP
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C
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L =LENGTH OF BASIN

L = LENGTH OF WEIR CREST
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BASIN EXCAVATION

4" , 12" HOLES
IN TOWER

PROFILE

OUTLET
CHANNEL

S : O.osa

DEBRIS BASIN
TYPICAL DESIGN

PLATE 8·49
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8-52

4~~~~§fb;m
~ LEGEND'

t::t 0 MINNESOTA DATA

dm
I,

d
,

,
2

,
,-.++ +~+, --

I
SEE DESIGN I
CURVE ~e;LOWW-+-++h-""'I!lI5-~-t+-~tt-l- r-+ti1 f±+-t

1 ~EEB'~,~~~~~1''''Httf1jJ§,3~j-ljH~ttitt~£.t+E,t+lm+
o 4 B 12 16

F = ::L..
lid

Q. EXPERIMENTAL DATA

NOTE: d m = DEPTH OF WATER AND AIR MIXTURE

d = COMPUTED DEPTH FOR NON.
AERATED FL.OW

V =COMPUTED VELOCITY FOR NON
AERATED FL.OW

9 =GRAVITATIONAL. ACCELERATION

F = FROUDE NUMBER FOR NONA ERA TED
FLOW

AIR ENTRAINMENT

PLATE 8-50
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I JUMP I JUMP I WAVY SURFACE I JUMP

6.0 0.5

L
L Yz

YZ 5.0 0.4

YZ

Y,

4.0 0.3

Yz
f',H .2.!::!.- H, H,Y,

3.0 0.2

2.0 0.1

1.0 0.0
1.0 2.0 3.0 4.0 5.0

V,
F 1 =vgY,'

-~ ------- ~
toH L =JUMP LENGTH

1
W~

- f--- t.H = ENERGY LOSS

~:2, H, =TOT AL HEAD
2, Y = SEQUENT DEPTHSH,
- ~-~-..,

~ YZY,... . . .. . . . --. . ., . .
DEFINITION SKETCH

HYDRAULIC JUMP
CHARACTERISTICS
RECTANGULAR CHANNElS

PLATE 6-51
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I
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2.0

SMOOTH UNOULAR
JUMP

I
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WA.VE THEORY, A
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•
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DEFINITION SKETCH

NOTE: FAWER AND LEMOINE CURVES FROM JAEGER (11157).
KEULEGAN CURVE FROM KEUlEGAN AND PATIERSON
(11W11.

PLATE 8·52

A - WAVE LENGTH
0- WAVE HEIGHT

Y - FLOW DEPTH

UNDULAR JUMP
RECTANGULAR CHANNEL
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•

•
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/
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FOR DESIGN PURPOSES e
SHOUL.D BE NOT GREATER
THAN 12 DEG.

OPEN CHANNEL CONFLUENCE
STANDING WAVES - RAPID FLOW

PLATE 8-53
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I
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•
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I
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~
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~
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~
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1

MAIN CHANNEL
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2

J;,

~
s":«'~-1--1-

iA,"- «
-

MAIN CHANNEL

b. MAIN CHANNEL FLOW ONL Y

4

•

•
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FOR DESIGN PURPOSES (I SHOULO NOT
BE GREATER THAN 12 CEG

NOTE: 1. DATA AND CURVES BASED ON
FIGURES lG-12. BEHLKE AND PRITCHETT (11l66).

2. CI 0 .:. TRAPEZOIDAL CHANNELS
• • • RECTANGULAR CHANNELS

MAXIMUM WAVE HEIGHT
CHANNEL JUNCTION

PLATE 8-54
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0,
~ FITAPER =~

::::::.........
SECTION THROUGH TAPERED WALL

RECTANGULAR CHANNEL

~==~======::==::=::::==~:~T;AP~EREDVERTICAL WALLTAPER =!1
SO

TAPERED SLOPING WALL
•

•

TRAPEZOIDAL CHANNEL

FOR DESIGN PURPOSES (J SHOULD
BE NOT GREATER THAN 12 DEG.

TAPERED
JUNCTION WALLS

PLATE 8-55
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Appendix C
Notes on Derivation and Use of Hydraulic
Properties by the Alpha Method

e-1. General

The Alpha method for determining the local boundary
shear and composite roughness is applicable to uniform
and gradually varied flow problems. Computations for
effective average channel roughness k with and without
considering the energy correction factor are included as
well as computations for Manning's n. The necessary
basic equations and a computation procedure are given in
the paragraphs that follow. illustrations of the Alpha
method applied to the effective channel roughness prob
lem are given in Plates C-I through C-4.

e-2. Basic Procedure and Equations

EM 111()'2-1601
1 Jul91

where

C =Chezy's coefficient

R =hydraulic radius, ft

k =equivalent roughness dimension, ft

This equation is plotted in Plate C-2.

c. As (CR1/2)n is proportional to Vn ' then
(CR1/2)nAu is proportional to On.2 From this the fol
lowing equations are derived

(C-3)

a. The cross section (Plate C-I) is divided into sub
sections bounded by vertical lines extending from water
surface to the wetted perimeter. The mean velocity in the
vertical of the subsection is given by Vn and the subsec
tion discharge by VnAu. The integer subscript n
defines the channel subsection. As explained in para
graph 6-5 of Chow (1959),1 a simplifying assumption
becomes necessary. It is assumed that the energy grade
line has the same slope across the entire cross section,
that S in the familiar Chezy equation (V = C(RS)l/2) is
constant at each subsection, and that the following propor
tion may be written

Q (cR I /2)
V '" T n

n E [(cR1/2);A;J
(C-4)

(C-5)

(C-I)
(C-6)

where C is Chezy's coefficient and R is the hydraulic
radius.

b. The resistance equation for hydraulically rough
channels (paragraph 2-2(c» is

(C-7)

C '" 32.6 10g1O 12.2R
k

I References cited in this appendix are listed in
Appendix A.

(C-2)
where

Qn =discharge in subsection, cfs

Or =total discharge, cfs

2 The subscript assumes all values of n.

C-1



e-5, Energy Correction Factor

The velocity head correction factor (Brater and King
1976) is expressed as

Hydraulic losses tending to cause breaks in the energy
grade line, such as expansion and· contraction, should be
evaluated separately. Computations are presented in
Plate C-4 showing the use of the Alpha computation
results for determining an effective channel k value and
the relation between k and n.

EM 1110-2-1601
1 Jul 91

A = cross-sectional area, f~

-
V =flow velocity in subsection, Cps

R =hydraulic radius of subsection

e-3. Backwater Computation

a. All the cross-section hydraulic parameters
necessary for backwater computations are computed in
Plates C-2 and C-3. Computing the same parameters at
several water-surface elevations and plotting the results
permits ready interpolation for intermediate values. The
method is programmed for digital computer use if manual
computations for a particular project are too time
consuming.

A

I f 3a· _ Vx dA
AV3

0

(C-8)

•

•

•

•
b. The boundary and hydraulic characteristics of a

channel reach are assumed to be those obtained by aver
aging the conditions existing at each end of the reach.
This procedure implies that the roughness dimensions k
assigned to the upstream and downstream sections extend
to the midsection of the reach. Therefore, it is important
that the reach limits be carefully selected. Two different
sets of subsection roughness values should be assigned in
cases where the boundary condition changes abruptly such
as at the beginning or end of an improved reach. One set
of values would apply in the improved reach and the
other in the natural channel.

where

a =velocity head correction factor

V=mean velocity of the section

Vx =mean velocity in the vertical at horizontal location
x throughout the cross section

The mean velocity may be expressed

•

•

Substituting the relation given by Equation C-I into Equa
tion C-IO yields

e-4. Roughness Relation

The roughness dimension k may be taken as equivalent
spherical diameter of the average size bed material when
the hydraulic loSses in the flow regime are attributable to
friction alone. In a flow regime where hydraulic losses in
addition to friction are present, k may still be used if the
losses result in a reasonably uniform slope of the energy
grade line. In this case, k will be larger dimensionally
than the equivalent spherical diameter of the average size
bed material. As CheZ)' C and Manning's n are
equatable (C/1.486 = R l l6/n), k may be determined
from a knowledge of Manning's coefficient n. While k
remains fairly constant with changing R, n varies with
the onesixth power of R. Therefore, it is better to
extrapolate from known conditions to unknown by the use
of k rather than n. The k must be evaluated for each
subsection. Subsections should be chosen with this in
mind so that differing bed materials or bed conditions
producing frictionlike losses, such as ripples, dunes, or
other irregularities will appear in separate subsections.

A

fvx ciA

V ,. _0_-:--_
A

Substituting Equation C-9 in C-8 yields

(C-9)

(C-IO)

•

•

•

•

•
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(C-12)
a .. A2 E [(cR 112): An]

[E(cR 112) i A;f(C-lI)
Af (CR 112)xdA
o

a '" -r-_o --r~
3

or

Computations illustrating the application of the Alpha
method for determining the energy correction factor a
are given in Plate C-4. In addition. the effect of the
energy correction factor on the apparent average channel
roughness value is shown.

C·3
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60'

xI. n. I

,,~OPI
k

n

SUB-SECTION n

13'

@) I
y Y4.

ETC

57'
I· X

2
, ETC ·1
SO'

0
liz

~ ~

2

CHANNEL GEOMETRY

Q T =~Qn = 20,000 CFS

SUBSECTION <D ® ~ @ ®
X n • FT 30,0 50.0 57.0 13.0 60.0

Yo, FT 7.5 14.0 11.5 8.0 3.0

AREA An' FT
2

225.0 700.0 655.0 104.0 180.0

k
0

1.33 2.0 2.5 3.0 4.0

P 33.5 50.0 57.0 13.6 60.3
0

HYDRAUI..IC RADIUS R 6.7 14.0 11.5 7.7 3.0
0

C IPI..ATE Co2) 59 63 57 48 31

(CR'Ii) 153 236 193 134 54
0

(CR'Ii) A )( 10-3 34.4 165.2 126.4 13.9 9.7o 0

ICR' ")'A )( 10-e 0.81 9.20 4.71 0.25 0.03
0 0

ICR 3I ') A x 10-- 0.23 2.31 1.45 0.11 0.03
o 0

II.
A n=Xnyn , WETTED PERIMETER Po =[x~ + It-yo)']

A
A o ko =EFFECTIVE ROUGHNESS HEIGHTn=p'

0

Qo=AnV o ' A = LA i , Q T =~Qi

GEOMETRIC PROPERTIES

ALPHA METHOD
GEOMETRIC COMPUTATIONS

PLATE C-1

C-5
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1. CALCULATE THE AVERAGE VELOCITY, V.

V = QT/A

V:: 120.0001/\1864.01:: 10,7 FF'S

2. CALCULATE THE. DISCHARGE THROUGH EACH SUB-SECTION, On'

0
1

:: 0,0572(344001

0, = 0.057211552001 =

0
3

:: O.OS72! 1254001 ::

Q 4:: O.OS7Zf139QOI

0, :: O.OS72f9700l

~Qn ::

20.000(CR'! ')n An

349,500

'958 CF5

9449

7230
79.

555

19,997

3. CALCULATE THE VELOCITY THROUGH EACH SUS-SECTION

On

V n :: An

VI:: (1968}'(225.0):: 8.7 FPS

V, = 194491 '1700.01 = 13.5

V, = 172301 '1555.01 = 11.0

V. = 17951:1104.01 7.5

V,=15551:1180.01 = 3.1

4. CALCULATE THE MEAN SLOPE OF ENERGY GRAOE LINE. 5.

5 = Ivl'

(CR '/')~UN

'/2 I[(CRI/')i Ail· 349600
(CR ) MUN= A = 18~•• 0 = '88

5 = (10.7) '.'( 188)' = 0.0032.

5. CALCULATE THE MEAN HYCRAULIC RACIU5. I'l.

I[(CR'/'), A.}
R :: I I

I[(CR'/'); Ail

I'l = (•• 13 • 10")/(0.3496' '0") = 11.8 FT

L CALCULATE THE AVERAGE SHEAR FORCE ~

"0 = yl'l5

= 152.51l" .81l0.003241 = 2.39 LB/FT'

ALPHA METHOD
HYDRAULIC PROPERTIES

PLATE C-3

c-7



I. CALCULATE ENERGY CORRECTION FACTOR
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a =
AZ~[(CR1/2)~ AJ
[~(CR ,/2); , AJ

•

•

•
\

FROM PLATE C-1

A" =(~Ail" =('664.0)" =3.47' '0'

~ [(CR 1/ Z)t AJ = 15.00 III 10'

[~( CR'/l); A;]' = (349.6' '0')3 = 42.7 x '0"

a = (3.474 x '0')('5.00 x 10') = 1.22

42.7)l 10 I 5

2. EFFECTivE k la NEGLECTED'

•
l 122!!.=yii"C =32.6LOG,•• L. ~

FOR V = 10.7 ANO ~ =2.39

(62.5' jQ.7l)'/l 7
C = = 54.

2.39

R
FOR C = 54.7.1'= 3.9

FORR=II.6 'PLATE C'3'

k = 3.03 FT

3. EFFECTIVE k la CONSIDERED}

a VZ =11.2211'0.7,2 = 2.17 FT
2g 64.4

Vi = (~.4 III 2.171 1/ 2 =fl.8 FPS

[
162.5) 111.8,l ]11 Z

C = =60.3
2.39

R
1'= 5.6 (PLATE C-2)

k = 2.03 FT FOR If = I 1.6 FT

(PLATE C-3) •

•

•
4. CALCULATE MANNING'S n (a NEGLECTED)

Cas

PLATE C-4

1 ,'86 R2.') 5 II Z
n =

= 0.041

(1.486)( 11.8) l/ 3(0.00324)' I 2

10.7

ALPHA METHOD
BACKWATER COMPUTATION DATA

•

•

•

•



Appendix D
Computer Program for Designing Banked
Curves for Supercrltlcal Flow in
Rectangular Channels

0·1. Introduction

a. General. The design of curves for supercritical
flow may include several alternatives which produce
curves that perform satisfactorily for the design flow and
that are compatible with existing field conditions. The
solution for anyone alternative is time consuming,
requiring trial-and-error computations. The alternative
designs described in this appendix include basic limiting
design criteria developed by the US Army Engineer Dis
trict (USAED). Los Angeles. Combining the results of
two or more of these alternatives should produce a
satisfactory design for nearly any condition. A list of
symbols used in the program (Plate 0-1), a program
listing (plate 0-2), a program flow chart (plate 0-3),
subroutine flow charts (plates 0-4 and 0-5), an example
input sheet (plate 0-6), and an example output listing
(plate 0-7) are included herein. The computer program is
written in FORTRAN IV and has been tested on a
GE-42S computer through a remote teletype terminal

b. Hydraulic elements. 1be hydraulic elements are
computed using an equation for open channel flow
adapted from the Colebrook-White equation for pipe flow
(HOC 224-1). The equivalent open channel flow equation
in terms of Chezy C is

EM 1110-2·1601
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Appendix B. Its derivation is described in HOC 631 to
631-2. The equation has been used in the program
subroutine because it is equally applicable to all flow
zones and eliminates the need of advanced prediction of
the channel flow type.

c. Spiral transition. The modified spiral
(McCormick 1948) is used for the transition between the
tangent and fully banked sections of the curved channel.1

This type of curve permits location of the channel interior
and exterior walls by means of a simple coordinate sys
tem based upon a series of circular arcs of uniform length
compounded to approximate a conventional spiral. The
initial arc has a large radius. and the radius of each suc
ceeding are is decreased in a prescribed manner until the
desired channel curve radius is attained. The advantage
of the modified spiral over a conventional spiral is real
ized during field layout of the short chord lengths
required for the concrete wall forms.

d. Tables of spiral transition. Tables have been
prepared for 22 different spirals (McCormick 1948) to
facilitate design layout and field location. The curve
numbers in the tables correspond to the number of
seconds in the central angle of the first arc of the spiral.
This designation is followed in the computer program.
However, the curve and corresponding number computed
by the program may not be listed in the modified spiral
tables because the program selects the exact curve for the
specified radius and spiral length.

0-2. Description of Problem

C .. -32.6 log10 (~+ 2
k"D]S.'2R PI 1.'"'-

where

(0-1)

The basic criteria for the design of spiral-banked curves
for rectangular channels are given by Equations 2-33, 2
34, and 2-36 of the main text A review of these equa
tions reveals that the designer has several alternatives at
his disposal to satisfy the design criteria. For example, if
the minimum radius of curvature is selected from Equa
tion 2-34, i.e.•

~ =Reynolds number =4RV/V

R =hydraulic radius

v =velocity

2
r . ..~ .. 4WF2
nun gy

(2-34,0-2)

v =kinematic viscosity of water at
given temperature

k ~ assigned equivalent roughness
height

Equation 0-1 is graphica11y presented in Plate 3,

then the maximum allowable amount of banking (differ
ence between inside and outside invert elevations in the
circular curve) is required. The amount of banking (e •

References cited in this appendix are included in
Appendix A.

0·1
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•

Plate 0-8) is equal to twice the superelevation given by
Equation 2-36. For C =0.5 ,

v2w V 2we .: 2ay : (2)(0.5)__ .: __
gr gr

(2-36,0-3)

satisfied in some cases is that the channel be free drain
ing. Banking is introduced by rotation of the bottom
about the channel invert center line. Therefore, to provide
free drainage along the inside wall, the product of the exit
spiral length and centerline invert slope must be greater
than the superelevation (ay), i.e.

•

•
Where r =rmin' e is therefore a maximum, or LsS > liy (0-7)

Also, the minimum recommended spiral length for banked
curves (Equation 2-33) is

The choice of minimum radius of curvature in Equa
tion 2-34 (0-2), maximum banking (Equation 0-3), and
the corresponding spiral lengths (Equation 0-5) results in
the shortest total curve length. If radii greater than mini
mum are selected, then according to Equation 2-36 (0-3),
the amount of banking would be less than that expressed
by Equation 0-4. Moreover, both the radius of curvature
and the spiral lengths may be arbitrarily selected to satisfy
field conditions so long as they exceed the minimum
criteria as expressed by Equations 2-33 (0-5) and 2-34
(0-2). Also, the entering and exit spiral lengths do not
have to be equal as long as each exceeds the value deter
mined by Equation 2-33 (O-5). It should be noted that
with banked inverts, an upper limit on the radius of cur
vature exists at which the banking (Uy) is less than O.5ft.
In this case banking and spiral transitions may not be
necessary (paragraph 2-5b). Substituting this limiting
(0.5 ft) value for e into Equation D-3 and solving for
r , the limits for the radius of curvature where banking is
required can be expressed as

_ V2W _ Y
emax - -- --

grmin 4
(0-4)

(2-33,0-5)

(0-6)

GeneraIfy, the curves designed for minimum radii (Equa
tions 0-2, 0-4, and 0-5) will not be free draining unless
the channel center-line invert slope is extremely steep.
There are several ways of accomplishing free drainage by
varying independently or dependently the spiral length and
channel invert slope. However, the most common method
is illustrated in Plate 0-8. In this plate the length of the
exit spiral is increased to satisfy Equation 0-7 while the
channel invert slope is held constant. The unequal spiral
lengths generated by increasing the exit spiral should per
form satisfactorily, but if symmetry is desired, the
entering spiral may be equally increased.

b. Alternatives. The following list of design alterna
tives is based on the previously discussed criteria.

(1) Minimum radius of curvature (Equation 0-2),
maximum banking (Equation 0-4), and corresponding
spiral length (Equation 0-5). Shortest total length. Not
free draining. Equal spiral lengths.

(2) Minimum radius of curvature (Equation 0-2),
maximum banking (Equation 0-4), and arbitrary spiral
length greater than value given by Equation 0-5. Not
free draining. Equal spiral lengths.

(3) Arbitrary radius of curvature greater than Equa
tion 0-2, banking in accordance with Equation 0-3, and
corresponding spiral length (Equation 0-5). Not free
draining. Equal spiral lengths.

(4) Arbitrary radius of curvature and spiral length
both greater than value given by Equations 0-2 and 0-5,
respectively. Banking per Equation 0-3. Not free drain
ing. Equal spiral lengths.

•

•

•

•

•

•

Lastly, the transverse slope Uy/W of the water surface
should not exceed 0.18 which corresponds to a slope
angle cjl o'f 10 deg (Equation 2-36, 0-3).

a. Free drainage. Another criterion that must be

0-2

(5) Arbitrary radius of curvature greater than value
given by Equation 0-2. Arbitrary entering and exit spiral
lengths (unequal) but both greater than value given by
Equation 0-5. Banking computed using Equation 0-3.
Not free draining. Unequal spiral lengths.

•

•



(6) Same as (1) above except free drainage provided
by increasing exit spiral length. Entering spiral remains
per Equation 0-5. Unequal spiral lengths.

(7) Same as (1) above except free drainage provided
by increasing length of both spirals. Equal spiral lengths.

(8) Same as (3) above except free drainage provided
by increasing exit spiral length; entering spiral remains
per Equation 0-5. Unequal spiral lengths.

(9) Same as (3) above except free drainage provided
by increasing length of both spirals. Equal spiral lengths.

(10) Same as (4) above except free drainage
provided by increasing exit spiral length. Entering spiral
length retains arbitrary assigned value. Unequal spiral
lengths.

(11) Same as (4) above except free drainage
provided by increasing lengths of both spirals. Equal
spiral lengths.

(12) Same as (5) above except free drainage
provided by increasing exit spiral length. Unequal spiral
lengths.

The various characteristics of these alternatives are com
pared in Plate 0-9.

0·3. Description of Program

The program herein described is comprehensive in that
any of the above-listed alternatives can be solved. The
program is written for remote terminal use because of the
increasing use of remote terminals and the definite
advantages gained through this mode of operation
provided the volume of input-oulput data is moderate.
The main advantage of the remote terminal is that the
program can be written so that it is user oriented. The
user is guided by typewritten messages throughout the
program execution, and the program is controlled by the
user's response to these typed questions. Communication
between the user and the computer during program solu
tions results in advantages in problems having alternative
solutions. Conversion to batch processing is relatively
simple and only requires modification of the READ state
ments in the program. A complete description of each
input variable is given prior to its respective READ state
ment in the program listing (plate 0-2).

EM 1110-2·1601
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0-4. Input Data

a. Hydraulic parameters. Plate 0-6 shows sample
input data formal The first line of input represents the
given design data, which include the discharge (cfs).
channel center-line invert slope (ft/ft). channel width (ft).
equivalent roughness height (ft), water temperature ~.
and the deflection angle (deg) between the curve tangents.
Since the hydraulic elements are solved by trial and error
using Equation 0-1, the roughness parameter is the
equivalent roughness height k. 'The curve design should
be based on the maximum average channel velocity. for
which the recommended minimum value of k for
concrete-lined channels is 0.002 ft (paragraph 2-2c). The
k value should always be the lowest value of the
expected equivalent roughness height range if the mini
mum of that range is less than 0.002 flo However. the
wall heights in the curve, as in the case of the straight
channel. should be designed for capacity based on k
=0.007 ft (paragraph 2-2c) or a higher value if
anticipated.

b. Circular curve data. 'The second line of input is
the design radius for the circular curve. The recom
mended minimum radius as calculated from the given
flow conditions (Equation 0-2) is stated in the typed
request for this variable. If the minimum radius is
desired, then 0.0 is assigned, otherwise, the desired value
is typed in. The third and fourth lines of input are for the
entering and exit spiral lengths, respectively. Similar to
the request for the radius. the minimum spiral length
based on Equation 2-33 (0-5) is stated. Either 0.0 or the
desired value for each spiral length is assigned.

c. Radius of curvature. Occasionally. field condi
tions will limit the radius of curvature such that it must be
less than the recommended minimum. The program can
design a curve for values of radius and spiral length that
are less than the recommended minimums, but the amount
of banking will exceed the value given by Equation 0-4.
Furthermore, the cross-slope angle of the water surface
will be greater than that which would occur with the
recommended minimum radius. Should it exceed 10 deg.
a message will be generated to advise the user that this
criterion has been violated. Model testing of curves that
violate any of these criteria should be considered.

d. Free drainage. The fJfth line of input is for pro
viding free drainage. The question is typed on the key
board, and the user replies "yes" or "no." If yes, the

0·3
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program computes the length of spiral necessary to
provide free drainage and compares it with the exit spiral
length as per input line 4. If the value supplied by input
line 4 is less than the length required for free drainage,
the exit spiral length is increased accordingly. Input
line 6 affords the user the option to make both spirals
equal length for symmetry and appears only if the reply
of "yes" is made to input line 5.

0-5. Program Output

The program output (plate D-7) consists of the hydraulic
and geometric design of the channel curve. The hydraulic
elements include a listing of all the given design data and
the pertinent computed hydraulic parameters. The charmel
curve elements are presented in two parts. The ftrst part

0-4

gives the information required to prepare contract
drawings. The second part gives the detailed data for
fteld layout of the channel center line. The fteld book
format is set up under the assumption· that the entering
spiral is rust surveyed from TS; then the transit is moved
to the end of the curve (S1') and the exit spiral backed in;
ftnally, the transit is moved to the downstream end of the
entering spiral (SC) and the circular curve surveyed. This
is the recommended procedure for fteld layout found in
most route survey textbooks. Curve stations are estab
lished using l2.5-ft chords around the spiral and lOO-ft
chords around the circular curve rather than the actual
curve lengths. Shorter chord lengths may be required at
the beginning and end of the circular curve, but these can
be easily computed during the actual fteld layout.

•

•

•

•

•

•

•

•

•

•

•
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A: DEFLECTiON ANGLE FOR POINTS ALONG
SPIRAL,OEG

lANG: DEFLECTION ANGLE BETWEEN INITIAL
AND FINAL TAHGENTS; TOTAL CENTRAL
ANGLE OF CIRCULAR CURvE AND
SPIRALS, OEG

ARC( II: LENGTH OF ENTERING SPIRAL, FT

ARCI21: LENGTH OF EXIT SPIRAL. FT

ARCF: DIGITS TO RIGHT OF PLUS SIGN IN STATION
NUMaER CORRESPONDING TO L.ENGTH OF
ENTERING SPIRAL, I.E. DO'tQQ.QQ

ARCIF; DIGITS TO RIGHT OF PLUS SIGN IN STATION
NUMBER CORRESPONDING TO LENGTH OF
EXIT SPIRAL, I.E.OO~

ARCL: LENGTH OF ENTERING SPIRAL, FT

ARCLI: LENGTH OF EXIT SPIRAL, FT

ARCL2: MINIMUM LENGTH OF EXIT SPIRAL TO
PROVIDE FREE DRAINAGE, FT

AREA: CROSS~SECTIONAREA OF FLOW IN
CHANNEL, FT~

B: CHANNEL WIDTH, FT

C: CHORD LENGTH OF INDIVIDUAL ARCS
ALONG THE SPIRAL, FT

CHORoe: CHORD LENGTH uSED IN STAKING OUT
CIRCULAR CURVE; IN THIS CASE 100 FT

CHZC: CHEZV C AS CALCULATED BY CHEZv'S
EQUATION

CHZCI: CHEZY C AS CALCULATED BY COLEBROOK
WHITE TRANSITIONAL ZONE EQUATION

CLGTHE: CIGITS TO RIGHT OF PLUS SIGN IN STATION
NUMBER CORRESPONDING TO LENGTH OF
CIRCULAR CURVE, I.E.oo~

CSS; POINT OF CHANGE FROM CIRCULAR CURVE
TO SPIRAL

CSSF: DIGITS TO RIGHT OF PLUS SIGN IN STATION
NUMBER CORRESPONDING TO THIS POINT
(C.S.!, I.E. OOtOO.OO

CEFC: DEFLECTION ANGLES FOR POINTS ALONG
CIRCULAR CURVE, MIN

DEGC: DEGREE OF CURVATURE OF CIRCULAR
CURVE,DEG

DEL TA; CENTRAL ANGLE OF INDIVIDUAL. ARCS, SEC

DEL TAN: MEDIAN ANGLE OF INDIVIDUAL ARCS, SEC

DEL TAl: CENTRAL ANGLE OF WHOL.E SPIRAL, DEG

DEL TAC; CENTRAL ANGL.E OF CIRCUL.AR CURVE, DEG

DIFF: PERCENT DIFFERENCE BETWEEN CHlC
AND CHZCI

FRUDN: FROUDE NUMBER

G; ACCELERATION DuE TO GRAVITY. FT/SEC2

IARC: NUMBER OF HUNDRED DIGITS IN ENTERING
SPIRAL LENGTH, I.E., THE LENGTH OF
SPIRAL IS BROKEN DOWN INTO THE FORM
OOtOO.oo. THE HUNDRED DIGITS ARE THOSE
TO THE LEFT OF THE t SIGN, FT

IARCI: SAME AS IARC EXCEPT THAT IT DESIG
NATES EXIT SPIRAL LENGTH. FT

ICSS: DIGITS TO LEFT OF PLUS SIGN IN STATION
NUMBER OF C.S., I.E. QQtOO.OO

ISCC: SAME AS ICSS EXCEPT THAT IT DESIG
NATES THE STATION NUMBER OF THE S.C.

ICLGTH: SAME AS IARC EXCEPT THAT IT DESIG
NATES THE L.ENGTH OF THE CIRCULAR
CURVE

ISTA: DIGITS TO LEFT OF PLUS SIGN IN STATION
NUMBERS OF CI RCULAR CURVE

ISTT: DiGITS TO LEFT OF PLUS SIGN IN STATION
NUMBER OF S.T., I.E. QQtOO.OO

1STAS: DIGITS TO LEFT OF PLUS SIGN FOR ANY
STATION NUMBER ON EXIT OR ENTERING
SPIRAL

KS: EQUIVALENT ROUGHNESS HEIGHT OF
CHANNEL BOUNDARV, FT

KV: KINEMATIC VISCOSITV OF WATER. FT 2/SEC

LS: OESIGN EXIT SPIRAL LENGTH; MUST BE
GREATER THAN 30 TIMES THE SUPER
EL.EVATlON, FT

LSI: DESIGN ENTERING SPIRAL LENGTH; MuST
9E GREATER THAN 30 TIMES THE SUPER~

ELEVATION, FT

MOG, NUMBER OF DEGREES, MINUTES. AND SEC
MIN, ONDS, RESPECTIVEL Y, IN DEFL.ECTION

MSEC; ANGLE TO ANY POINT ON SPIRAL

MGDB, NUMBER OF DEGREES, MINUTES, AND SEC
MNIC, ONOS, RESPECTIVELY, IN BACK DEFLEC-

MSECB: TION ANGLE TO T.S. WITH TRANSIT AT S.C.

MOGC, NUMBER OF DEGREES, MINUTES, AND SEC·
MINC, ONDS. RESPECTIVELY, IN DEFLECTION

MSECC: ANGLE TO ANY POINT ON CIRCULAR CURVE
WITH TRANSIT AT S.C.

Q; DESIGN CHANNEL DISCHARGE, CFS

R RADIUS OF CURVATURE OF INDIVIDUAL
ARCS ALONG SPIRAL. FT

RC: DESIGN RADIUS OF CURVATURE. FT

RELRD; RATIO OF HYDRAUL.IC RADIUS TO EQUIVA
LENT ROUGHNESS HEI(itiT tRELA TLvE
ROUGHNESSI

REYN: REYNOLDS NUMBER

RMIN; MINIMUM RADIUS OF CURVATURE OF CIR
CUL.AR CURVE, FT

S; CHANNEL CENTER-LINE INVERT SL.OPE.
FTIFT

Scc: POINT OF CHANGE FROM SPIRAL TO CIR
CULAR CURvE MEASURED FROM, BEGINNING
OF CuRVE 15.5.1, FT

SCCFI: DIGITS TO RIGHT OF PL.uS SIGN IN STATION
NUMBER OF THE S.C., I.E. OOtOO.OO

STA: STATION NUMBERS OF POINTS ALONG
CIRCULAR CURVE

STAF: DIGITS TO RIGHT OF PLUS SIGN IN CIRCU
LAR cuRVE STATION NUMBERS, I.E. OOIQQ.,QQ

STAS: STATION NUMBERS OF 12.S-FT-CHORD
SPIRAL POINTS

STASF; DIGITS TO RIGHT OF PLUS SIGN IN STATION

NUMBERS OF SPIRAL POINTS, I.E. 00;00.00

STT: POINT OF CHANGE FROM SPIRAL TO
TANGENT OR S. T., FT

STTF; DIGITS TO RIGHT OF PL.uS SIGN IN STATION
NUMBER OF S.T.

TEMP: WATER TEMPERATURE, GF

TL: TANGENT DISTANCE OF SPIRAL.ED CURVE
DISTANCE FROM T .5. OR S. T. TO POINT OF
INTERSECTION OF TANGENTS IPII, FT

VEL: MEAN CHANNEL VELOCITY, FPS

VELH: VELOCITY HEAD OF FL.OW IN CHANNEL, FT

)(: CENTER-LINE COORDINATE OF POINTS ALONG
SPIRAL ALONG PRIMARY TANGENT, FT

yc: DEPTH OF FLOW IN CHANNEL, F T

Y: ORDINATE DR TANGENT OFFSET OF POINTS
AL.ONG SPIRAL, FT

Z: AMOUNT OF BANKING, OR DIFFERENCE IN
EL.EVATION BETlVEEN OUTSIDE AND INSIDE
INVERT OF CHANNEL.. FT

COMPUTER PROGRAM
SYMBOLS
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YC =IIQ •• 2.1/
IG • (8" 2.m
•• (1./3.)

CH2C =(Q/B'
YCII • SQRT
liB t 12, • YCIII
IS' B' YCII

A = (CHZC • KV
• IB t 12, • YCIllI
(20.8' QJ

At.; (KS • (B t (2••

VC))I/112.8" YC .. B)

C::: A + AI

CHZCl = -32.6
.. ALOG10 (C)

• •

GIVEN DESIGN DATA:

Q. S. B. KS. KV. ANG.
G =32.2

STEP 1: CALCULATE
CRITiCAL DEPTH FOR
GIVEN FLOW DATA.

STEP 2: CALCULATE
CHEZY "C" FOR
GIVEN DEPTH.

STEP 3: CALCULATE A NEW
CHEZY "C" BY COLEBROOK
WHITE TRANSITION ZONE
EQUATION USING THE VALUES
OF YC AND CHZC AS PRE
VIOUSLY CALCULATED,

STEP 4: CALCULATE
PERCENT DIFFERENCE
BETWEEN THE TWO
CHE2Y"C'S",

STEP 5: THE SIGN OF OIFF

DETERMINES CORRECT ION
OF VC TO MAKE THE TWO

VALUES OF CHEZY "C"
CONVERGE, IF DIFF IS I-I
THEN FLOW 1$ SUBCRITICAL;

IF (tl. SUPERCRITICAL. THE

VALUE OF VC WILL CON
VERGE TO NORMAL DEPTH.

• •

HYRAD =IYC • BI'
(B + 2... vel

AREA;::; YC • 8

VEL =Q·AREA

VELH =(VEL ...

2.1112.• GI
REYN';::; (4... VEL

.. HYRAO): KV

FRUDN::: VEL/
SQRT IG • YCI

RELRO ::: HYRAQ/KS

RlvtlN :.:: 25... VELH

Z = IIVEL .. 2.' •
Bl/IG .. RMIN)

ARCL ='5.• Z

•

STEP 6: AFTER NORMAL

DEPTH IS DETERMINED.

CALCULATE OTHER HY·

DRAULIC PARAMETERS.

STEP 7; CALCULATE
MINIMUM RADIUS OF

CURVATURE, AMOUNT
OF BANKING. AND

MINIMUM RECOMMENDED

SPIRAL LENGTH.

COMPUTER PROGRAM
HYDRAULIC SUBROUTINE

• • •



~U'AIUItEHIlMIN",

AHOEIIIWlkAL
LENG IHS IH 10 ~]A

IllAo1 NUIiIlEN fON
IIIAI.I£OO.OOoo

(OW'Ult

eAODHlE(liOM
ANGLE. 10 nlHH
TIlA"SIIAI\CAHO
(ONVUI100EG
IIIIH, AMOue

PkININf~lH

COMf'lEH(
LAtOU1II'ClUO
IH"'otflt:(lION
AHoGlBfOlil
fHTlIlE(UkVE

SUllOHHUIl8fll:
Of N,hAM( SEP
AMAnOINIO
OO.llOllOfOIlIllA'

COMPUTER PROGRAM
SPIRAL SUBROUTINE

lOU.lWIM4L,
AHGl-E, ptG

I
IHTtlllilltl>lATtCOlil
rtJlAlIOHSfOM
CALCUlAlINGl"'"

"'''ET"'
ENIElliHGWIIiAL
OVUALL T""'GENl
DIH.utCE

I
E.IIISPIRAL
OnRAlL
1AHGEN'

'''''''''1

LEHoG'HOfWIIlAl
fROM BEGINNING
01 CURVE LEMC.IH
'fPARATEOI.. ,O
liTATIOM"OIIBfIl
''*AT.IE

.. ···1
CUHRAl ANGlE
fOR"", ,tIC

I
IIIf[)lAH AtKilffORN.!
RADIUS Of
CURVATURE
......1lC I

MEDIAliIAMGlEMilo
...IlCCOMVtRTEO
TOIlA[)lAHli

I
CEMTUHINE
tHORO LENGTH
M....R(

CEMTUL:MECo
Oftl)IHArulJ..Qtt(.
AHO PfIlPEMOIC
Ulololl: 10 PRIMARY
TAHGfMT

I
DEflECTu .....Gl.E
fOMIII,lKENO
POlMTRElATlvE TO
PRIMARY TAttGfHl
COMVfRlfD TO OfG

1l",AHOSfC ..--_---'L-_-,

cu. JI'l" 1l(l,Jl 1

:~'::/~~I, JIll

ItI.JI·XlI.'-ll'
Cll.JI-COSl1H)

'II, JI' tn. J. II'
(U.JI·SlMl1HI

_n, JloHII, J I), I
lilAli (I. J) ~ 12li'

IIil,J)
IUAliU.JI·HAS
(l,JI'I.

lilAt.f{l. JI.!ilAli
CI,JI-UHAlU.JI

AIlGI, tn, JI'IU, II
A· "'ANIAIIG II'

"».1061
M(){,(I. JI- A')t,QO

MlHll. JI'IA fIIO(,U, Jl
"~l/"

Myellll .. MOGU, J)

")6II-l6INll,JI'"

(OMPUIE

ElUIEHHOf
EA(HlS'UIAlAIl:C
fOil UHEA,...G "'''''0
UIl\PIRAl!i

COlIIfi'UTE
MlJdfROfIB
flCMORDlitM
THE TWOWIIlAL
LENGTHli MUM·
atR ROUMOfD
TONfI1'1ttOlE
JllJdfRI'.
Ofe_

"li~GN lOCA110M
f~EMTEIbMG

IJ/IOUlf W1tiL
lUtGTH$

COMPtlTE
CEl'llAAL.UU:.l.f
Of flRH ARC Of
WIIIALfCMlIO'H
WIIl.\l~AJI(l ,tit
totAl UMGTH
OfUC"

r----- ,
-----T-l

I I DfLU'tll,tN(l.lLl_

1I I H~;l ~ 'I~LLL~~ ~r:o
I I ~~~~LTAllll/

I I O.II:I-.'iri)LI~t~~:HUI
I I L:',-,"c:'~="-r__...JI L _
I ~-'---.,-,

I
___ J

"'0

Em
o•U1

9co

............
.... 9
c..l\)
c::~
-0'1
CO 0........



EM 1110-2-1601
1 Jul 91

0-10

EXAMPLE PROBLEM:

GIVEN: Q = lS,OOO CFS S = 0.01 FT iFT B = SO.O FT
KS = 0.002 FT WATER TEMP = 6CJ' F

ANG =4S'

FIND: SHORTEST CURVE FOR GIVEN CONDITIONS AND PROVIDE
FREE DRAINAGE.

READ DESIGN DATA - ~.S.E.KS.TEMP.ANG

INPlIT :00250
?t5000.,.01,50 •• ·~0~.60•• 45.

0EAD THE DE5IGN PAD IUS OF Ct~VATURE. THE MINIMUM PECOMMFNDED
o~DIUS = 1~49.44FT. IF MINI~'M RADIUS 15 DESIPED. ASSIGN A VALUE
OF 0.0 TO THIS VARIAELE.
INPUT :00 3!'0
?0.0

0FAD DESIGN ENTERING SPIPAL LENGTH. THE MINIMUM PECO~ENDED

'PIPAL LENGTH = 30.40FT. IF MINIMUM LENGTH DESIRED. ASSIGN A VALUE
OF 0.0 TO THIS VARIABLE.
I"PUT:00410
?0.0

OF-AD DESIGN E~IT SPIRAL LENGTH. THE MINIMUM RECOMMENDED
<cIRAL LENGTH = 30.40FT. IF MINIMUM LENGTH DESIRED. ASSIGN A VALUE
OF 0.0 TO THIS VARIAELE.
INPUT :00460
?0.0

15 FREE DRAINAGE DESIRED? TYPE YES OR NO
IN"UT :0055'"

?YES

MUST INCREASE EXIT SPIRAL LENGTH TO 102.34FT. TO PPOVIDE FREE DRAINAGE.

~RE EQUAL SPIRAL LENGTHS DESIRED? TYPE YES OR NO!
INPUT :0"'6611

?NO

PROGRAM INPUT
EXAMPLE

PLATE 0-6

•

•

•

•

•

•

•

•

•

'.
•



HYDRAULIC ELEMENTS OF DESIGN

GIVEN DESIGN DATA

COMPUTED HYDRAULIC PARA!'ETERS

15000.

SLORE

.01"'0

WIDTH

5'!o0~

MS

.0020

WATER TEMP.

60.0

CFf\'TE'"l nq·: Cflf/Vf. IAYOlll
DEFL.I:"ClION ~~''CII·r j·t; ';'",'!'-"!' r ~t·F~·d. t'11~' T"«\~,I-l 1',1 T.~.

P~f!.. ~::(;i:C;.' r- .' ~•• ' •• ~' ., ..... '"' , : , . C~'r;"":::~:'~-:::~

DEG t':IN ~fC eFr) )(F'T> YCrT)
DEY.ANGLE TrANS IT AT T.~. ~0 + (l~1 .CD P(I.r>",:\i' r,0.{''10 'H~.0(11n

0 4 5 0 + l~.~f"I l~. ~(HJ I? .~ntl 0.015
45.000 0 12 16 0 25.0<'1 12. ~f~(l 2S .~l("''1 ~ .(1f ':'

0 25 5'1 l'l 37.5'" 12.500 37 .l,()~ f'.::P 3

DEPTH HYD RAD CHEZY C VEL FR.' REY.' RIMS
DEFLECTION ANGLES J'OH CHiCULAP Gu!-(ve; '.!Ilil TPI'I':SIT ('IT THE S_C.

8.11 6.12 149.52 37.01 2.29 0.7527E+08 3060.70
EACK DEfl.ECTION TO 1.S.= 0CDEG) 41(~1~~) 44(~~:C)

CHANNEL CURVE ELEMENTS

TANGENT OFFSET COOROINATES OF S.C. FROM T.S.
XIFT) YIFT)

37.50 0.n

r.s. c STA 00 + 00.00
o + 37.50 • LENGTH OF ENTERING SPIRAL' 491

S.C. STA 0 + 37.50
7 + 42.40 · LENGTH OF CIRCULAR CURVE

---------_ ...
C.S. STA 7 + 79.90

I + 12.S0 · LENGTH OF EXIT SPIRAL , 144.......... _-_ ..... __ ...
S.T. . STA 8 + 92.40 · TOTAL LENGTH OF CURVE

DEFl.ED 10" A~r-I.l STATION
DEG FIN St-:C

T~Af\'S .1 AT S-C- A + 3',. :-~1

I 42 2? I + n.rn
4 26 9 2 + V1.nfJl

7 9 56 3 + o .n[~

9 53 44 4 + (' .r·,~

12 37 31 5 + o .(On
15 21 19 6 + C'I.,H-,
18 5 6 7 . 0.('171

20 IS Sf 7 + ~/9. 9('1

DEI-TECT I 01'1 ANGl.E~ FOf' DIT 5PIFAL VITH P-P1\511 PT S.T·
(SPIRAL PliN RCl,Chl'i\~DS)

DEFL.eCT lO~' NTL.E SH" T I O~) Cl-l(\PD LfTGTH COQ!;['I,' ')'jE~

VEG !'IN SEC 1FT) xn T) YOT>
TRANS IT AT r.s. 8 + 92.ll~ OQl.~00 0'."' .r!~(~ 0C ."~f'

0 I 12 B + 79.90 12.~00 1 ~.5r:'~ C'I.0 n t:

0 3 35 B + 67.4"- 12.500- 2~ .(\0(1 ('I.Cl?6

0 7 35 8 + 5l,.9r: 12. SCl,,!, 37. !"1''''L'' 0.(\['3
0 13 II 8 + lt2.~~ 12.5C·0 l:c.;'.9C)S' ".1 ~?
0 20 23 R 29.90 12.500 62 .lt~,R 0.371
0 29 II R 11.110 t:?Se:0 7l• • <.H~:S ".6~1

0 39 35 8 4.90 I ?~C':f, ft.7.l'90 l.reF-<
0 51 35 7 + 92.4(} 12.5~,A 9'i.9fr:l 1.5(\ I
I 5 II 7 + 79.90 12·5r0 11 p .tl6tl 2013:\

STOP

1.2275
3.2400
450.31

1049.436

CENTRAL ANGIE OF ENTERING SPIRALIDEG) •
CENTRAL ANGLE OF EY.IT SPIRALIDEG' •
TOTAL ENTERING TANGENT LENGTHIFT) •
TOTAL EXIT TANGENT LENGTH. 487.45

PADJtJS OF ClJRVATtJRE(FT) •
PANMING 1FT' • 2.027

PROGRAM

"'U

~m
c

I
.......

TANGENT OFFSFT COORDINATFS OF C.S. FROM S.T.
XIFT) YIFT,

112.46 2.13

13.9 SEes I/O tu"c 06.1 SECS

OUTPUT EXAMPLE

m
3:

9........

............
.... 9
c..~c.=o.
-en
CDO.... ....
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INSIDE INVERT

INCREASED SPIRAL

LENGTH SUCH THA T
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0·12

PLATE 0-8

HORIZONTAL. DISTANCE AL.ONG CENTER L.IHE. FT

FREE DRAINAGE CRITERIA

•

•

•

•

•
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CURVE BOTH FREE i
ALTERNATIVE RADIUS CURVE BANKING ~ SPIRAL LENGTH DRAINAGE REMARKS I

(II M1NEQIl-Z IIAll EQ D~ EQUAl. M1NEQD-6 NO SHORTEST TOTAl. I
LENGTH

(21 MIN EQ D-2 IIAllEQ~ EQUAl. ~~EQD-6 NO

(31 ARIIT_ ~ EQ D-2 COfIAeIPOHDING EQUAl. COfIAeIPOHDING EQ D-I NO
EQN

(4) ARIIT_ ~ EQ D-2 COIUBl'OHDING EQUAl. ~~EQD-6 NO
EQN

(I) ARIIT_ ~ EQ D-2 COIUBl'OHDING UNEQUAl. ~~EQD-6 NO
EQN

(I) M1NEQD-2 IIAllEQ D~ - PfT_. MIN EQ D-6 YES SIMIUR TO (11
EllIT TO DIWH ~ EQ D-I

(71 MIN EQ D-2 IIAll EQ D~ EQUAl. ENTER • TO EllIT YES S1YLAR TO (1)
EllIT TO DIWN ~ EQ D-6

(I) ARIIIT_ ~ EQ D-2 CORRESI'ONDING UNEQUAl. ENTER • COAflElII'OHIll EQ D-6 YES S1YLAR TO (3)

EQN EllIT TO DIWN ~ EQ D-I

(II AAIIIT_ ~ EQ D-2 COfIAeIPOHDING EQUAl. PfTER • EllIT YES S1YLAR TO (3)

EQD-3 EllIT TO DIWN ~ EQ D-5

(101 AAIIIT_ ~ EQ D-2 COfIAeIPOHDING UNEQUAl. ENTER.~.EO D-6 YES 51_TO (4)

EQN EllIT TO DIWN ~ EQ D-5

(III AAIIIT_ ~ EQ D-2 CORRESPONDING EQUAl. PfTERo EllIT YES "';'::LtP, ro (41
EQN EllIT TO DIWN ~ EQ D-5

(121 AAIIIT_ ~ EQ D-2 CORRESPONDING UNEQUAl. ENTER. AAIIITIIARY • EQ D-6 YES SIIollWlrO{~l

EQD-3 EllIT TO DRAIN. EQ D-5 --
SPIRAL ALTERNATIVES

COMPARISONS

............ cr
c... N
c':'"
-m
(00... ...



Appendix E
Theory of Combining Flow at Open Chan
neIJunctions(Confluence~

E-1. General

In the design of flood-eontrol channels, one of the more
important hydraulic problems is the analysis of the flow
conditions at open channel junctions. The junction prob
lem is common in flood- control channel design as flows
from the smaller drainage basins generally combine with
those in larger main channels. The momentum equation
design approach has been verified for small an¥les by
Taylor (1944) and Webber and Greated (1966). The
US Army Engineer District (USAED), Los Angeles
(1947), developed equations, based on the momentum
principle; for the analysis of several types of open channel
junctions commonly used in flood-control channel sys
tems. Model tests of several confluence structures with
various conditions of flow have been made, and the
experimental results substantiated those calculated
theoretically by the equations. This appendix is a
presentation of the detailed derivation of the momentum
equation.

E-2. Theory and Assumptions, Tranquil Flow

a. Plate E-I gives a defmition sketch of a junction.
The following assumptions are made for combining Iran
quil flows:

(1) The side channel cross section is the same shape
as the main channel cross section.

(2) The bottom slopes are equal for the main channel
and the side channel.

(3) Flows are parallel to the channel walls immedi
ately above and below the junction.

(4) The depths are equal immediately above the
junction in both the side and main channels.

(5) The velocity is uniform over the cross sections
immediately above and below the junction.

References cited in this appendix are included in
Appendix A.

EM 111002-1601
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Assumption (3) implies that hydrostatic pressure distribu
tions can be assumed, and assumption (5) suggests that
the momentum correction factors are equal to each other
at the reference sections.

b. The use of the momentum equation in the analysis
of flow problems is discussed in detail on page 49 of
Chow (1959). Plate E-lc shows the forces acting on the
control volume through the junction. The net force acting
in the direction of the main channel is given by

(E-l)

+ W sin a - Pf - P3 - U

where

PI' P2, P3 =hydrostatic pressure forces acting o~ the
control volume at the reference sectIOns

P =rbr12 for rectangular section

y =specific weight of water (62.5 pef)

b =width

y =depth

a =angle of intersection of the junction

W =weight of the water in the control volume

a =angle of the channel slope (tan a =channel
slope

Pf =total external force of frictional resistance
along the wetted surface

U =unknown reaction force exerted by the walls
of the lateral in the upstream direction

The change in momentum per unit of time in the control
volume is equal to the net force acting on the control
volume (Newton's Second Law of Motion). The change
in momentum in the direction of the main channel is

E-1



can be assumed as long as the flow is not rapidly varying.
This is the basic assumption of uniform flow; Le., the
total force of resistance is equal to the gravitational force
component causing the flow. Introducing those three
simplifications, the momentum equation reduces to

EM 1110.2-1601
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FI - 3 "" 1 Q3V3 -1 QIV1g g

- 1. Q2V2 cos 9
g

where

(E-2)

PI"" W sin a (E-4)

•

•

•
g =acceleration due to gravity =32.2 ft/sec2

V1- V2' V3 =average channel velocity at the reference
sections

Ql' Q2' Q3 =discharge of the appropriate channels

When Equations E-I and E-2 are equated, the basic
momentum equation for the flow through the junction is
obtained.

(E-5)

d. Introduction of the hydrostatic pressure distribu
tion in Equation E-5 leads to the following:

•

•

By the use of the continuity equation at each reference
section

E-3. Simplification of General
Equation, Rectangular Channels

a. If the slope is appreciable, the evaluation of the
hydrostatic.j'ressure distributions will involve a correction
factor cos a (Chow 1959). However, for slopes nor
mally employed for flood- control channels, this correc
tion factor will be negligible. For slopes less than
10 percent (a ... 6 deg) the cos a and 00s2 a terms
can be neglected in the momentum equation and the result
will be accurate to within I percent.

(E-6)

•

•
b. The unknown reaction force U has been

assumed by Taylor (1944) and Webber and Greated
(1966) to be equal and opposite to the pressure term from
the lateral; that is,

where A is the area. Dividing by the unit weight of
water, the equation can be simplified to

U + P2 cos 9 (B-3)
Q2 b 2 Q2 Q2 b 2

3 + Y3 1 2 YI__.._+_cos9+_
gA3 2 gAl gA2 2

(E-8)
•

and the pressure term from the lateral is balanced by the
pressure force on the curve wall BC in Plate E-Ia. This
assumption is reasonable as long as the depth in the
region of the ClD'Ved wall (area ABC in Plate E-Ia) is
basically uniform and the curvature of the streamlines is
not appreciable.

c. The component weight of fluid acting along the
main channel is equal to the frictional resistance for both
uniform flow and gradually varied flow; that is,

E-2

If a further assumption is made that the side channel
width is equal to the main channel width, this equation
can be generalized. The papers by Taylor (1944) and
Webber and Greated (1966) contain the details of the
derivation including graphs of the equation and experi
mental data.

•

•

•



E-4. Unequal Width of Main Channels

The derivation of the momentum equation for a
rectangular channel with unequal widths follows very
closely that outlined in the preceding paragraphs.
Plate E-Ib gives a definition sketch for this type of junc
tion. The only additional force is that pressure force not
balanced by the curved wall DC. The pressure API is
the component in the main channel direction of the hydro
static pressure acting over the width EF at reference
section 2. The effective width for computing API is <b:3
- bI ) and the pressure is

(E-9)

By adding appropriate subscripts and omitting 'Y f(X'
simplicity, the momentum equation then becomes:

EM 111D-2-1601
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where

-
y =distance of the centroid of the water area below the

surface of the flow

y =flow depth

b =bottom .width of the trapezoidal cross section

Z =side slope, hmzontal to vertical

Introduction of this term with the proper subscripts in the
basic momentum equation will give the following:

(B-13)

2
bIYI

+-+
2

(B-IO)

b. The equation for unequal widths of trapezoidal
channels is derived in much the same manner as for
unequal width of rectangular channels given in
paragraph E-4. The inclusion of the hydrostatic pressure
distribution terms for a trapezoidal cross section in that
equation will result in

This can be further simplified to

(B·ll)

E-5. Trapezoidal Channels

a. The hydrostatic pressure distribution in a
trapezoidal cross section is given by

(B-14)

E-6. Energy Loss

The energy loss at a junction HL can be obtained by
writing an energy balance equation between the entering
and exiting flow from the junction.

(B.12)
(B-IS)

E·3
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The momentum and continuity equations could be used to
obtain depths and velocities for evaluating the specific
energy at the sections. However. it is not desirable to
generalize the energy equation because of the many types
of junctions.

E-7. Rapid Flow

In contrast with tranquil flows at junctions. rapid flows
with changes in boundary alignments are generally
complicated by standing waves (lppen 1951). In tranquil
flow. backwater effects are propagated upstream. thereby
tending to equalize the flow depths in the main and side
channels. However. backwater cannot be propagated
upstream in rapid flow. and flow depths in the main and

E-4

side channels C3IUlot generally be expected to be equal.
Junctions for rapid flows and very small junction angles
are designed assuming equal water-surface elevations in
the side and main channels (paragraph 44d(1)(a». Model
tests by the USAED. Los Angeles (1949). on rapid-flow
junctions have verified the use of the momentum equation
developed in this appendix for this purpose.

E-8. sample Computation

Typical momentum computations for a confluence are
given in Plate E-2. The computation conditions are for
the type of junction developed by the USAED. Los
Angeles. to minimize standing wave effects.

•

•

•

•

•

•

•

•

•

•

•



MAIN CHANNEL

EM 1110-2-1601
1 Jul 91

B

Q. PLAN-CONSTANT

:!!.!QI!:!

..
B

c

PLAN-UNEQUAL

WIDTH

..

c. PROFILE THROUGH MAIN CHANNEL

RECTANGULAR CHANNEL
JUNCTION

DEFINITION SKETCHES

PLATE E-1

E-5



O;:I2~~1--==;::::==---- _

EM 1110-2-1601
1 Jul 91

t=Ej
I.. b .1

0, - .£"' .JJf'I1'l Q3~.
- -I-- - I- - -- -

l--L--

•

•

•
GIVEN DATA

DISCHARGES CHANNEL WIDTHS FLOW DEPTHS FROUDE NO.

0, 37,000 CFS b, 110 FT Y, 12.29 FT F, 1. 39

O. 5,000 CFS b 36 FT Yz 12.29 FT F. 0.57•
O. 42,000 CFS b. 145 FT Y. 10.40 FT F. 1.52

MOMENTUM EQUA TION *

ANGLE a. LENGTH

8 = O·

cos 8 = 1

L = 100.0 FT

IVI-4)

•

•

gA,

(b.-b,). 1145-110) X 112.29'"
--2-- y I = 2 = 2,643

Yc =13.80

•

MOMENTUM UPSTREAM"

_o_~ = 137,000)'

32.2 x 1,351.9

0_~_c_o_s_8= (5,000)' x 1
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REPORT ON STANDARDIZATION OF RIPRAP GRADATIONS

1. Purpose. This report on standardization of riprap gradations is prepared in
response to comments made by the Associated General Contractors (AGC) meeting on
specifications held in Biloxi, Mississippi, on 29 January 1981 (Inclosure 1).
The Lower Mississippi Valley Division (LMVD) concurred with AGC that it was
desirable to develop standard gradations for riprap at and adjacent to
structures, and agreed to make a study to determine the cost effectiveness within
the design criteria for such special riprap.

2. Scope. The report addresses the capability of the quarries to produce
various riprap gradations, and the sensitivity of changing gradations during a
production cycle. It also provides a review of the design guidance and
background information on their development. The economic solutions to all the
problems associated with producing the riprap gradations, transporting the
riprap, and meeting in-place gradation requirements are quite complex and beyond
the scope of this study. However, several of these problems are discussed from
the standpoint of the contractor, the quarry operator, and the designer in an
effort to properly evaluate the impact of riprap standardization. Finally, areas
were standardization can be accomplished are identified and actions to be taken
for implementation are outlined. Design and gradation of riprap for wave-wash
protection on earth embankments and construction of river dikes are beyond the
scope of the study; therefore, this report does not address the gradation of
graded stone A, B, or C or "stone bank paving," all of which are used extensively
in the Channel Improvement Program on the main stem Mississippi River.

3. Background. General guidance for the design of riprap to be used at U. S.
Army Corps of Engineers (Corps) structures and channels is provided 1n Engineer
Technical Letter (ETL) 1110-2-1201, E~gineer Manual (EM) 1110-2-1601 , and
Hydraulic Design Criteria (HOC) 712-1. These criteria specify methods that are
to be used in establishing the minimum 50 percent lighter by weight (W5 ) of a
stable layer of graded stone riprap for the hydrodynamic forces to whicg it will
be subjected. From this mean weight, the stone gradation and layer thickness are
established through specified relationships, depending on the specific gravity of
the stone and the degree of flow turbulence expected at the job site. Rather
than specifying a single gradation, a gradation band is established that is
intended to prOVide some latitude in the gradation of stone produced in the
quarry and delivered to the job site.

4. Field Investigations.

a. During the course of this study six quarries that produce riprap were
visited and one other was contacted by telephone to gain first-hand knowledge on
quarry operations and discuss the various aspects of riprap production. Quarry
managers were queried with respect to production capabilities, costs of changing
machinery to produce different gradations, and problems related to producing the
gradation bands presently being used. The visits also allowed the quarry
managers the opportunity to ask about the different gradation curves and the
reason for the curves overlapping in some cases. The following paragraphs
summarize these discussions as they relate to riprap gradations specified for
Corps projects.
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b. A major concern of the rock quarry managers during the past few years has
been the increasing number of different gradation curves specified for riprap
production. Those interviewed all felt that the number of different gradations
being requested was increasing. One quarry manager stated that he had received a
set of specifications which called for two separate riprap gradations, with the
two gradation curves having the same maximum and minimum 100 percent lighter by
weight (W100 ); and minimum 15 percent lighter by weight (W15 ) size. The quarry
manager further stated that the two gradations would have required two separate
sets of screens to produce, however, the final product would have looked the
same. The two sets of curves as originally specified are shown on Inclosure 2.
The District requesting the stone did change the specifications to one common
gradation.

c. Production rates of graded stone were found to vary considerably between
the quarries visited, with the production rate being a function of the shot
pattern, type of stone being produced, type of machinery being used to grade
stone, and the gradation of the stone being produced. Most of the quarries have
their operation set up to produce the graded stone first after it passes through
the grizzly and over the lower size screen. Stone falling outside the gradation
band is then used to produce other crushed stone and aggregate. Normally, this
means that when the grizzly and screens are changed to produce a different
gradation of stone, the total production has to shut down. Managers of the
larger quarries generally agreed that total stone production would usually
average about 1,200 tons per hour and of the total, the production of graded
stone could vary from 100 tons to 500 tons per hour depending on the variables
stated above. They generally agreed that making a change in the machinery
required a shutdown of 6 to 10 hours. Some of the managers stated that in order
for it to be cost effective to change their machinery to produce a special riprap
gradation, an order of at least 1 week's production would be required. This
would mean that small orders of graded stone would receive little or no interest
from some of the quarries unless they had the stone stockpiled or expected
another order of the same gradation in the immediate future. Quarry managers
were asked if production costs varied with a change from smaller to larger stone
gradations. There was no consensus of opinion, but most stated their total
production rate would increase if they were producing the coarser gradations,
however this required more screens to remove the greater amount of fines.

d. Selected sets of gradation curves covering the spectrum of gradations
commonly used in LMVD was prepared and shown the quarry managers (Inclosures 3
and 4). They all stated this full range of gradation bands could be produced,
however, they indicat~d that production cost would be increased due to the need
for additional screens. t~ile all managers were not in agreement, the concensus
of opinion was that the gradation bands were too tight at the 50 percent lighter
by weight point for the set of gradation curves shown them. Most also agreed
they would prefer the band be opened on the coarser side rather than the finer
side since there is a tendency for certain types of stone to break up and segre
gate during transit, resulting in a different gradation from that produced at the
quarry. Since some gradation tests are run at the job site rather than at the
quarry, they stated that some relaxation of the band width and amount of fines
allowed would assist in meeting gradation requirements. There appeared to be
some confusion among the quarry managers on the amount and size of fines allowed
below the minimum 15 percent lighter by weight point (W15 ) of the specified
gradation curves. Several of the quarry managers expressed concern over the lack
of fines allowed below the minimum ~15' while at least one manager asked
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specifically that 5 to 10 percent be allowed for fines below the minimum point.
By definition. up to 15 percent of the total sample weight can weieh below the
minimum W~5 stone weight. However. guidance furished in EM 1110-2-1601 for
establish~ng the allowed volume of fines states that. "the bulk volume of stone
lighter than the W15 stone should not exceed the volume of voids in revetment
without this lighter stone." Therefore. the amount of fines should be kept to
the minimum practical to be consistent with good riprap production practices and
handling procedures. Quarry producers. as well as Corps inspectors. should be
aware that small amounts of fines are acceptable.

5. Ripra? Design Analysis.

a. A review of the design criteria presently being used in LMVD to size
riprap and specify gradation and layer thickness was made during this study in
order to determine if any standardization in design could be accomplished. The
basic riprap design criteria being used to size riprap compare favorably to
prelimiRary results of recent Waterways Experiment Station (WES) hydraulic model
studies on riprap stability. The gradation curves furnished in ETL 1110-2-120
allow for some relaxation in the maximum 50 and 15 percent lighter by weight
points. which would result in a wider band as requested by quarry managers. The
resistance of riprap layers to tractive forces would not be affected by this
change. The following is a summary of the design guidance presently being used.

(1) Since 1970 the Corps has used riprap design guidance based on
Isbach's equation for movement of stone in floWing water. This guidance was
published in HDC 712-1 and has been used to design riprap sizes for channel
bottoms and side slopes downstream from stilling basins, river closures, and
flood control channels. The Isbach coefficient of 0.86 recommended for sizing
rip rap for use in high-turbulence flow areas downstream of stilling basins and a
coefficient of 1.20 was recommended for use in sizing riprap for low-turbulence
flow areas such as flood control channels. Guidance furnished in the above
referenced publication stated that the lower limit of the WSO stone should not be
less than the weight of stone determined using the Isbach equation.

Y5 - Yw
V = C {2g ----

Yw
where:

v ~ Velocity (Average)
C = Isbach coefficient
g ~ Acceleration of gravity, ft/sec2

Ys ~ Specified weight of stone, Ib/ft3
Yw ~ Specified weight of water. Ib/ft3
D = Stone diameter, ft, where the diameter of a spherical stone in terms of

its weight W is:

D = ( 6W5C)I/3
rry 5

(2) The thickness of the riprap blanket and the gradation are
interrelated. Depending on where the riprap will be placed. the thickness of the
riprap layer specified will vary from 1.0 to 1.5 time§ the maximum 0100 stone
size in the gradation. Miscellaneous Paper No. 2-777~ discusses this
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relationship and points out that with a broad size span of riprap gradation,
isolated pieces of large rock could protrude into the flow unless sufficient
layer thickness is provided. The flow will accelerate around the large stone and
remove smaller pieces, creating pockets where turbulence is intensified.
Therefore, the layer thickness should be increased to 1.5 times the maximum 0100
stone size in high-turbulence areas, such as around stilling basins, in order to
ensure the larger pieces are inbedded properly. In low-turbulence flow areas the
layer thickness can be reduced to the diameter of the largest stone in the
gradation band. A nominal increase (50 percent) in layer thickness for
underwater placement is normal to assure minimum layer thickness. Guidance
furnished in EM 1110-2-1601 is used to compute the shear forces on riprap layers
on both channel bottom and side slopes. The following is a summary of the
guidance furnished in EM 1110-2-1601 and ETL 1110-2-120 for determining riprap
gradation and thickness.

(a) Stone Gradation. The gradation of stones in riprap revetment
affects the riprap's resistance to erosion. The stone should be reasonably well
graded throughout the in-place layer thickness. Specifications should provide
for two limiting gradation curves, and any stone gradation as determined from a
field test sample, that lies within these limits should be acceptable. The
gradation limits should not be so restrictive that stone production costs would
be excessive. The choice of limits also depends on the underlying filter
requirements if a graded stone filter is used. The following criteria provide
guidelines for establishing gradation limits.

The lower limit of WSO stone should not be less than the weight of stone
required to withstand the design shear forces as determined by the procedure
given in EM 1110-2-1601 and iIDC 712-1.

The lower limit of WSO stone should not exceed: five times the lower
limit of WSO stone, that size which can be obtained economically from the quarry,
or that size which will satisfy layer thickness requirements specified in
paragraph 5a(2)(b) below.

The lower limit of W100 stone should not be less than two times the lower
limit of ~150 stone.

The upper limit of W100 stone should not exceed: five times the lower
limit of WSO stone, that size which can be obtained economically from the quarry,
or that size which will satisfy layer thickness requirements specified in
paragraph 5a(2)(b) below.

The lower limit of W15 stone should not be less than one-sixteenth the
upper limit of W100 stone.

The upper limit of W15 stone should be less than the upper limit of the
filter as deter~ined using guidance in EM 1110-2-1601.

The bulk volume of stone lighter than the W15 stone should not exceed the
volume of voids in revetment without this lighter stone.

Wo to \/25 stone limits may be used instead of ~J15 stone limits determined
by the above crIteria if desirable to better uti1i~e available stone sizes.
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(b) Riprap Layer Thickness. All stones should be contained reasonably
well within the riprap layer thickness to provide .:naximum resistance against
erosive forces. Oversize stones, even in isolated spots, may cause riprap
failure by precluding mutual support between individual stones, providing large
voids that expose filter and bedding materials, and creating excessive local
turbulence that removes smaller stones. Small amounts of oversize stone should
be removed individually and replaced with proper size stones. When a quarry
produces a large amount of oversize stone, consideration should be given to
changing the quarrying method, using a grizzly to remove the oversize stone,
obtaining the stone from another source, or increasing the riprap layer thickness
to contain the larger stone. The following criteria apply to the riprap layer
thickness:

It should not be less than the spherical diameter of the upper limit W100
stone or less than 1.5 times the spherical diameter of the upper limit \~50 stone,
whichever results in the greater thickness.

It should not be less than 12 inches for practical placement.

The thickness determined by either method abov~ should·be increased by 50
percent when the riprap is placed underwater to provide for uncertainties
associated with this type of placement.

An increase in thickness of 6 to 12 inches, accompanied by appropriate
increase in stone size, should be provided where riprap revetment will be subject
to attack by large floating debris or by waves from boat wakes, wind, and bed
ripples or dunes.

b. The placement of riprap is also an important part of riprap design since
the effectiveness of riprap layer can be decreased significantly if excessive
segregation and breakage occur. This concern is addressed in EM 1110-2-1601 and
is summarized as follows:

The common methods used to place riprap are hand placing; maching placing,
such as from a slip, dragline, or some other form of bucket; and dumping from
trucks and spreading by bulldozer. Hand placement produces the best riprap
revetment, but it is the most expensive method except when stone is usually
costly and/or labor unusually cheap. Hand placed riprap can be used on steeper
side slopes than with other placing methods. This reduces the required volume of
rock. However, the greater cost of hand placement usually makes machine or dump
placement methods and flatter slopes more economical. Hand placement on steeper
slopes should be considered when channel widths are constricted by existing
bridge openings or other structures and when rights-of-way are costly, provided
the steeper slopes satisfy the appropriate slope stability guidance. In the
machine placement method, sufficiently small increments of stone should be
released as close to their final positions as practical. Rehandling or dragging
operations to smooth the revetment surface tend to result in segregation and
breakage of stone and rough revetment surface. Stone should not be dropped from
an excessive height as this may result in the same undesirable conditions.
Riprap placement by dumping and spreading is the lease desirable method as a
large amount of segregation and breakage can occur. In some cases, it may be
economical to increase the layer thickness and stone size somewhat to offset the
shortcomings of this placement method.
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6. Standardization of Riprap Gradations.

a. There are several areas in which the criteria can be modified to reduce
the number of different gradations currently being used within the Corps The most
obvious is to establish a set of gradation limits for given design conditions and
layer thickness, to avoid arbitrary differences resulting from "rounding"
preferences. This action can and will be implemented within k~D. Other actions
that would result in a reduced number of gradations are:

(1) Increasing the incremental step between theoretical layer
thicknesses from the 3- and 6-inch increments currently used.

(2) Reducing the number of different riprap designs by using
overdesigned riprap in some areas to be protected rather than specifying
different gradations and layer thicknesses for two or more areas to be protected.

-(3) Selecting a single design value of specific weight for stone that is
representative of quarries in the region, and still ensure the stone meets
minimum standards.

(4) Eliminating the option of using a slightly open or closed gradation
band at the upper limits of the 050 and 015 points and adopting only one set of
gradation bands for given design conditions.

(5) Combining design gradations for low-turbulence and high-turbulence
areas; i.e., gradations established that will meet low-turbulence design guidance
with a set of layer thicknesses, and also meet high-turbulence design guidance
with a correspondingly different set of layer thickness. Each of these actions
is discussed in the following paragraphs.

b. Action 1. Constrained by the fact that the riprap must meet minimum
guidance, "standardizing" gradations becomes primarily an economic
consideration. Increasing the interval between layer thickness for a set of
standard gradations would result in an overdesigned riprap with increased
realibility, but would also require an increased volume of stone on some jobs.
In these cases, added cost would result due to the increased volume of riprap to
be produced at the quarry, and in transporting and placing the additional riprap
at the construction site. The trade-off in production savings that may be
obtained by not having to change the machinery to produce a smaller gradation may
be offset by the added cost of the increased volume and layer thickness required
for an overdesigned gradation. The design and materials engineer would be
required to determine the trade-off for each job. The cost effectiveness of
increasing the interval between gradation layer thickness versus using non
standard layers is difficult to analyze without knOWing the quarry that will be
used to supply the stone and the mode of transportation for moving the riprap
from the quarry to the job-site. If the quantity of stone is sufficiently large,
increasing the thickness of the riprap layer in order to use a standard gradation
would probably be more expensive than paying the extra unit production cost at
the quarry necessary to produce the non-standard gradation riprap. Information
provided by quarry managers which indicates that 1 week's production is normally
required for an economical change in gradation should be helpful in making this
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The following is a simplistic example of an analytical method to
relative economics of using standard or non-standard riprap
considers cost of riprap production, transportation, and

determination.
demonstrate the
gradations. It
placement.

Let: C1
,.

Cz
,.

X ,.
R ..
D ..
C3

..
C4

..

Cost per ton at the quarry for a "standard" layer.
Cost per ton at the quarry for a thinner "non-standard" layer.
Number of tons required at cost C1•
Ratio of non-standard thickness

standard thickness
Miles transported in 100 miles.
Cost of transportation per ton per 100 miles.
Cost per ton for stone placement.

Then: Standard layer cost • Cl X + C3DX + C4X *
Non-standard layer cost • C2RX + C3DRX + C4RX

>
If "non-standard" cost .. "standard cost, should "standard" layer be used?

Find relationships for break-even point:

C2 • Cl + C3D + C4 - C3D - C4 (break-even point)

R

Assume the following hypothetical situation: A job required 50,000 tons of
rip rap with a non-standard gradation layer thickness of 21 inches. The job site
requires the stone be barged ZOO miles at a cost of $10.00 per 100 ton-mile, and
the cost of standard gradation riprap is $3.50 per ton at the quarry. Placement
cost is $8.00 per ton for either gradation. The next larger standard riprap
gradation layer thickness is 24 inches. Using the cost relationship developed,
determine if the non-standard is cost effective:

Cz • 3.5 + 10(2) + B - 10(2) - 8
21
24

C2
.. $ 36.00 - 28

Cz .. $. 8.00 • break-even point

The analysis shows that if a non-standard gradation can be obtained at the quarry
for less than $8.00 per ton as compared to a standard gradation cost of $3.50 per
ton, it would be more economical to use the non-standard gradation because of the
reduced tonnage required. Conversely, if the non-standard gradation exceeds
$8.00 per ton, the standard gradation stone would be more cost effective. The
analysis has neglected to address the increase factor of safety (overdesign) that
would result with the thicker standard layer, and the fact that quarry operators
are reluctant to produce non-standard gradations when there is less than 1 week's
production, which is approximately 10,000 tons of graded riprap for the average
quarry. The cost of riprap protection, therefore, reducing the number of
gradations shown on Inclosure 3 would not be acceptable since the increased cost
of transportation and placement of extra stone required in most cases exceeds
cost savings at the quarry resulting from using the reduced nuaber of

*Change 3 Mar 89
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gradations. However, it is concluded that the 27-inch and 33-inch thick layers
be deleted because the gradations have a high degree of overlap with adjacent
layers, and they are not as commonly used as the 24-, 30-, and 36-inch layers.

c. Action (2). There are many examples where small quantities of several
different riprap gradations are specified in a single contract. A good example
would be where scour protection Is required at several bridges, and each design
indicates a different gradation. Good engineering practice requires the designer
to consolidate the minimum number of different designs and accept an overdesigned
job on some of the bridges in order to avoid the added cost of producing,
transporting, stockpiling, and placing several different gradations of stone in
small quantities.

d. Action (3). A study of practices within LMVD Districts indicates that
several different specific weight values are being used in riprap design,
resul ting in different gradations being specified to meet the same design
conditions. Since in the design stage the quarry that will supply the stone is
unknown, this procedure has little merit. A more logical procedure would be to
use the minimum specific weight for stone that normally meets other specified
requiements such as abrasion, hardness, absorption, etc., and does not eliminate
quarries from competition which are approved as supply sources. This weight has
been determined to be a specific weight of 155 pounds per cubic foot.

e. Action (4). Design guidance now allows some latitude in establishing the
upper weight limits for the gradation band at the WSO and W15 points as discussed
previously in paragraph 5 and shown on Inclosure 5 for a typical gradation. This
was intended to provide the designer with flexibility in establishing the
gradation band in order ~hat varying degrees of control would be exercised
depending on design conditions, anticipated problems in production; etc., as
previously discussed. Based on the field visits and discussions with quarry
managers, establishing standards at these points which specify the open gradation
band is highly desirable. Since this is also acceptable from a design
standpoint, it is concluded that the gradation bands be standardized to use only
the open bands.

f. Action (5). As discussed in paragraph 5, the design of riprap for low
turbulence and high-turbulence flow areas differ only slightly, however, the
layer thickness is increased in the latter case. An analysis of different design
cases reveals that there are gradation bands that are essentially identical,
although they represent entirely different design conditions. Slight adjustments
in the gradation bands and an accompanying slight shift in layer thicknesses for
the low-turbulence design would result in standardization of these bands and
essentially eliminate half the possible number of gradations previously used.
The table on Inclosure 6 shows the resulting standard gradations and layer
thicknesses for both high- and low-turbulence designs that are to be used.
Gradations shown are the slightly opened bands as discussed in paragraph e above.

7. Summary and Actions.

a. This report has addressed several steps that can and will be taken to
standardize riprap gradations and reduce the number of gradations currently in
use. The report also reviewed design criteria and quarry operations in relation
to the production of this riprap. The investigation revealed that there was some
misunderstanding of gradation bands, particularly with regard to the smaller
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stone. Mutual understanding of the gradation bands is needed among quarry
managers, contractors, and Government inspectors. It was also found that
quarries capable of producing graded riprap could produce almost any gradation
specified. However, there are inherent cost savings and increased efficiency
associated with using standard gradations that quarries have experience in
producing, and keeping the number of gradations to the minimum practical. An
analysis of cost versus production indicates that this is not necessarily an
overriding factor, but does lend merit to establishing a set of standardized
gradations. It is concluded that the almost unlimited number of gradations
currently in use should be reduced to eight machine produced gradations. This
will provide economy in construction and still retain sufficient flexibility for
design.

b. The conclusions summarized below, which ensure safety and economy in
design, will be implemented by the LMVD Districts.

(1) Use the standardized gradations shown on Inclosure 6 for specifying
rip rap at hydraulic structures. and in channels adjacent thereto. Both low- and
high-turbulence design gradations are included. There may be isolated cases
where the use of a non-standard gradation is appropriate and can be justified as
cost effective.

(2) Use overdesigned stone when cost effective, in order to reduce the
number of gradations required in a contract involving several small placements.

(3) Use a specific weight of 155 pounds per cubic foot for all riprap
design in order to prevent small gradation differences for the same design
conditions.

(4) Use the increased maximum WsO and \lls points on the gradation curve
(open hand) as shown in Inclosure 6 for both low- and high-turbulence flow
conditions.
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AGe We know that design requirements on some special structures require
different and special stone gradation from the normal A, B, and C. He have
noticed an increase in the number of special gradations in the past year and
believe that in some instances, one of the standard gradations would adequately
serve. We request that special gradations be held to the minimum practicable and
that standard gradation be used to the maximum extent possible.

LMVD As you may recall, several years ago we preformed a study of stone sizes
for use on the Mississippi River and navigable tributaries to help standardize
stone gradations and facilitate .procurement of stone. The resulting gradations
are called graded stone A, B, and C and are primarily used in trenchfill
revetments, protecting river banks, and for rock dikes. For protection at major
flood control and navigation structures, the use of A, B, or C stones is not cost
effective because these gradations allow too wide a range of stone sizes and
allow a high percentage of fines which do not prOVide proper protection in areas
of high velocity and turbulence which leads to riprap failure. Also, these
gradations do not meet the Corps of Engineers criteria for stone gradation in
such areas where high turbulence exists. At such structures a more uniformly
graded stone is required. For example, the ratio of the weight of the largest
size piece to that of the smaller pieces is in the neighborhood of 6, whereas
that same ratio for Graded Stones A, B, and C is in the range of 70 to 200.

We recognize the desirability of developing standard gradations for riprap
which can be used at structures, and we will undertake a study to do this. In
this regard, it will be necessary for us to check with some quarries to determine
the availability of stone sizes in the desired range in attempting to develop
these new standard gradations. The cost effectiveness of using standard
gradations will be evaluated. We will keep you informed of progress on this
study.

Incl 1
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Appendix G
Velocity Estimation Based on Field
Observations

G-1. General

Another means of velocity estimation is based on field
observations. Depth-averaged velocities at stages less
than design stages are used to estimate depth-averaged
v~locities at design conditions. Limited data supporting
thIS concept and the analytical relationship based on
Manning's equation are shown in Plate G-1. These data
were taken from a channel model bend having riprapped
bed and banks (IV on 2H side slope) and from channel
bends on the Sacramento River having 1V on 2H side
slopes. More data are needed and it is almost certain that
the lower the stage at observation, the poorer the estimate
of velocities at the design conditions.

G-2. Relationship of Surface and Depth-Averaged
Velocities

In co.n~unction with the extrapolation of depth-averaged
velocltles, tests were conducted to determine the relation
s~ip between surface velocities and depthaveraged veloci
ties. Based on model and field results taken in channel
bends near the downstream end of the bends. the
depth-averaged velocity was roughly 85 percent of the

EM 1110-2-1601
1 Jul 91

surface velocity. For the purpose of estimating velocities
for riprap design. the surface velocities should be taken at
various distances from the natural bank until the maxi
mum is found. A complicating factor results from the
fact that after an eroding bank is protected. the depth
along the outer bank increases. which results in an in
crease in velocity. Techniques are not available to define
this increase. A 25 percent increase is proposed until data
become available.

G-3. Example

For example. suppose that at the time of observation of an
eroding bank. the thalweg depth is approximately 15 ft.
If the maximum surface velocities are determined to be
6 ft/sec. then the depth-averaged velocity for the observed
condition will be 0.85(6) = 5.1 ft/see. If the thalweg
depth at design conditions is 2S ft. then from Plate G-l
(using the design curve). the design velocity will be
1.5(5.1) =7.7 ft/see. This velocity should then be in
creased by 2S percent to account for the increase in veloc
ity after the bank is protected. The design velocity is
1:25(7.7~ = 9.6 ft/see. It is obvious that many
site-specific factors can cause this method to yield veloc
ities that are substantially in error. Use of this method is
recommended only when no other techniques for deter
mining velocity are available.

G-1
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Appendix H
Examples of Stone Size Calculations

H-1. Problem 1

a. Problem. Detennine stable riprap size for the
outer bank of a natural channel bend in which maximum
velocity occurs at bank-full flow. Water-surface profile
computations at bank-full flow show an average channel
velocity of 7.1 ftlsec and a depth at the toe of the outer
bank of 15 ft. The channel is sufficiently wide so that the
added resistance on the outer bank will not significantly
affect the computed average channel velocity (true in
many natural channels). A nearby quarry has rock
weighing 165 pef and can produce the 12-. 18-. and 24-in.
DlOO(max) gradations shown in Table 3-1. A bank slope
of 1V on 2H has been selected based on geotechnical
analysis. A blanket thickness of lDlOO(max) will be used
in this design. Bend radius is 620 ft and water-surface
width is 200 ft.

b. Solution. Using Plate 33. the maximum bend
velocity V55 is 1.48(7.1) or 10.5 ftlsec. The side slope
depth at 20 percent up the slope is 12 fl Using either
Equation 3-3 or Plates 37 and 40. the required 0:30 is
0.62 ft. From Table 3-1. the 18-in. D1OO(max) gradation
is the minimum available gradation that has O:3O<min)
greater than or equal to 0.62 ft. This example
demonstrates the added safety factor that often results
from using standard gradations to avoid the extra

EM 111G-2-1601·
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production costs incurred by specifying a custom
gradation for every design condition.

H·2. Problem 2

a. Problem. Detennine stable riprap size in a bend
of a trapezoidal channel with essentially uniform flow.
Bank slope is 1V on 2H and both the bed and banks will
be protected with the same size of riprap. The bottom
width is 140 ft. slope is 0.0017 ftlft. and the design
discharge is 13.500 cfs. Use lDtoo(max) thiclrness and
the same quarry as in Problem 1. Bend radius is 500 ft.

b. Solution. In this problem the solution is iterative:
flow depth. velocity. and rock size depend on each other.
Use Strictler's equation n = 0.036 (D90(min»O.l66 to
estimate Manning's resistance coefficient Bend velocity
is determined using Plate 33.

(1) Assume trial gradation and solve for riprap size
as shown in Tables H-l and H-2. Use unifonn flow
computations listed in Table H-1.

(2) Use velocity estimation and riprap size equations
to obtain riprap size in Table H-2.

This example demonstrates that the increasing rock size
for the three trial gradations results in increasing depth
and decreasing velocity. The minimum acceptable
gradation is the 18-in. DtOO<max).

H-1
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Table H-1
Uniform Flow Computations

Trial Water· Average
D100(max) Manning's Nonnal Surface Velocity Side Slope
in. n Depth, ttl Width, It fpSl Depth, tt

12 0.034 10.6 182.4 7.9 8.5

18 0.036 11.0 184.0 7.6 8.8

24 0.038 11.3 185.2 7.3 9.0

1 From iterative solution of Manning's equation o/A. (1.49/nlR2I3S112 .

Table H-2
Velocity Estimation and Riprap Size

•

•

•

•
Trial D100(max)
in.

12

18

24

Vss ,1 fps

10.8

10.4

10.0

Computed D30 ,2
tt

0.73

0.66

0.59

0.48

0.73

0.97

•

1 From Plate 33 using trapezoidal channel.
2 From Equation 3-3 or Plates 37 and 40.
3 From gradation information given in Table 3-1.
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Appendix I
Notation C

a Undular wave height
above initial depth, ft.

Cemaximum length of revetment
stone

Ce

A Cross-sectional area,
f~ Cs

Aa Cross-sectional area of Cr
upstream section, f~

Cv
Ab Cross-sectional area of

downstream section, f~
CI

~ Cross-sectional area of
pier obstruction, f~

At Cross-sectional area of
upstream channel, f~

d

A2 Cross-sectional area of
channel within pier, da
section, f~; cross-
sectional area of downstream
channel, f~ de

A3 Cross-sectional area of dw
downstream channel, f~

b Channel bottom width, ft 0"

be Confluence width. ft
0 30

bm Average depth of flow at
midpoint of the confluence,
ft O~min)

bI Upstteam channel bottom
width, ft

Downstream channel
bottom width, ft f

c Maximum dimension of revet-
ment stone parallel to the F

short axis
FI

C Chezy's resistance coef-
ficient; superelevation
formula coefficient: weir
coefficient: critical depth over crest

EM 111D-2-1601
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Ratio of experimentally
determined air volume to
air plus water volume

Contraction coefficient

Expansion coefficient

Stability coefficient

Thickness coefficient

Vertical velocity distribu
tion coefficient

Correction for unit stone
weight other than 165 pef

Correction for side slope
angle

Depth of flow, ft

Depth of air-water mixture,
ft

Critical depth of flow, ft

Experimental water flow
depth, ft

Equivalent-volume spherical
stone diameter, ft

Riprap size of which 30 per
cent is finer by weight, ft

Size of stone of which
90 percent of sample is
finer, from minimum or lower
limit curve of gradation
specification, ft

Oarcy-Weisbach resistance
coefficient

Froude number

Froude number in upstream
channel of a rectangular
channel contraction

1·1
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F2 Froude number at intersec- m Total hydrostatic force of
lion of wave fronts in water in channel cross
transition of rectangular section, Ib: air-water ratio •channel conuaetion

mI Total hydrostatic force of
Fs Froude number for limit of water in upstream channel

stable flow cross section, Ib

g Acceleration due to gravity, m2 Total hydrostatic force of •ft/sec2 water in pier section, Ib

Energy loss due to friction, m3 Total hydrostatic force of
ft water in downstream channel

cross section, Ib
hI Head loss between cross •sections, ft rna Total hydrostatic force of

water in channel upstream
H ~otal energy head, ft section,lb

He Total specific energy of mb Total hydrostatic force of
flow, ft water in channel downstream •section,lb

kand~ Effective roughness
height, ft Total hydrostatic force of

water on pier ends, Ib
kc Critical value of effective

roughness height, ft M Momentum per unit time, •Ib-sec/sec
K Coefficient in Strickler's

equation, ft n Manning roughness
coefficient, ft

KI Side slope correction factor
Ratio of Manning's n , •L Length of channel transi- model-to-prototype

tion, ft, length of spillway
crest, ft P Wetted perimeter

Lm Length in model, ft PI' P2, P3 Hydrostatic pressure forces
acting on the control •~ Length in prototype, ft volume at the reference
sections, Ib

~ Length ratio, model-to-
prototype Pc total external force of

frictional resistance along
Ls Length of spiral transition, the wetted surface, Ib •ft

q Flow rate (discharge) per
LI Distance from beginning of unit width of channel,

transition to intersection ff/sec/ft
point of wave fronts, ft

Q Total flow rate, discharge, •Distance from end of transi- cfs
tion to intersection points
of wave fronts, ft Qn Discharge in subsection, cfs

1·2 •
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Qr Total discharge, cfs Vc Critical flow velocity,
Cps

r Center-line radius of bend,
ft Vss Characteristic velocity for

side slope equal to local
rL Radius of left channel wall, average velocity over slope

ft at a point 20 percent of the
slope length up from toe of

rR Radius of right channel slope, Cps
wall, ft

W Channel width at elevation
rmin Minimum center-line radius of center-line water surface,

of channel bend, ft ft; water-surface width, ft;
weight of the water in the

R Hydraulic radius, ft; control volwne
center-line radius of bend,
ft WtTo Weight of individual stone

- having diameter of OtTo' lb
R Hydraulic radius of

subsection X Longitudinal distance from
beginning of expansion, ft

~ Reynolds number
y Flow depth in straight

S Sine of angle of chute channel, ft
inclination

Yr Vertical scale ratio, model-
Sc Critical slope, Nft to-prototype

Sf Friction slope, i.e., slope y Distance from water surface
of energy grade line, ftlft; to center of gravity of the
safety factor flow section, ft

So Slope of channel invert, Yt Flow depth in upstream chan-
ftlft nel of rectangular channel

contraction, ft
Sr Ratio of model slope to

prototype slope Y2 Flow depth in transition at
wave front intersection of

T Thickness of riprap rectangular channel
revetment, ft; sill contraction, ft
submergence

Z Side slope, h<Xizontal to
U Unknown reaction force vertical, Nft; transverse

exerted by the walls of the distance from channel center
lateral in the upstream line. ft
direction

a Energy correction factor;
V Average flow velocity, angle of the channel slope

Cps (tan a = channel slope);
velocity head correction

V Flow velocity in subsection, factor
Cps

VAVG Average channel velocity at
upstream end of bend, fps
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(Xl Wave front angle from up- 1s Saturated surface dry

stream channel wall in specific weight of stone, •rectangular channel pef
transition, deg

~l Component in the main chan-
Wave front angle from nel direction of the hydro-
downstream channel wall static pressure acting over
in rectangular channel the width
transition, deg •v Kinematic viscosity of
Momentum correction water, fll/sec
coefficient; wave front
angle ~ Flow function, QJbSn.

~b:3 Required increase in channel 9 Angle of side slope with •width horizontal, deg; wave-front
reflected angle, deg; wall

~hy Velocity head change from deflection angle in rectan-
upstream to downstream of gular channel transition,
transition, ft deg; angle of intersection of

the junction of side channel •
~y Superelevation of water with main channel, deg

surface in channel bend,
ft Angle of repose of riprap

material, deg

~ Depth-width ratio •
yand Yw Specific weight of water,

pef

•

•

•

•
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