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December 21 1989

D.E. Sagramoso, P.E.
Chief Engineer and General Manager
Flood Control District of Maricopa County
3335 West Durango Street
Phoenix, Arizona 85009

Attention: Edward A. Raleigh, P.E.
Project Manager

Re: P.V.S.P.- Scottsdale Airport Detention Basin

Dear Ed,

Enclosed please find a copy of the construction plans, specifications,
engineers cost estimate, a construction project budget, a copy of our
tentative project schedule and a copy of a proposal by Gilbertson
Associates, Inc. to provide construction surveys and as-builts for the
Scottsdale Airport Detention Basin project.

In accordance with the P.V.S.P. agreement, we hereby request the use
of P.V.S.P. funds in the amount of $ 550,000.00 to be spent as detailed in
the enclosed Project Budget.

If you have any questions please feel free to call me at your
convenience.

Sincerely,

~~#/~
~~;tore K. isseri, P.E.

Senior Project Coordinator

3939 CIVIC CENTER BOULEVARD.• SCOTTSDALE, ARIZONA 85251 • PHONE (602) 994-2600



COST ESTIMATE
SCOTTSDALE AIRPORT DETENTION BASIN

Novenber, 1989
JOB #23003

ITEM
NO. DESCRIPTION

ESTIMATED
QUANTITY UNIT

UNIT
COST

TOTAL
COST

==== ======================================================= =========

BASE BID - DETENTION BASIN EXCAVATION AND OUTLET CHANNEL
1 REMOVE EXISTING A.C. PAVEMENT
2 REMOVE EXISTING CATCH BASIN AND PLUG PIPES
3 REMOVE EXISTING PIPES
4 REMOVE EXISTING FENCE
5 REMOVE EXISTING GABIONS
6 CLEAR AND GRUBB
7 EARTHIJORK
8 LINED CHANNEL (SLOPE PROTECTION)
9 PLAIN RIPRAP WITH FABRIC AND CUTOFF WALL

10 GAB IONS
11 6" CONCRETE CUTOFF WALL
12 6' CHAIN LINK FENCE
13 SEEDED RIPRAP

IMPROVEMENTS
2,652

1
1

740
1
1
1

3,735
19

105
50

2,785
85

SY $2.00
LS 200.00
LS 200.00
LF 2.00
LS 1,000.00
LS 5,000.00
LS 230,000.00
SY 15.00
SY 35.00
SY 40.00
LF 10.00
LF 9.00
SY 40.00

$5,304.00
200.00
200.00

1,480.00
1,000.00
5,000.00

230,000.00
56,025.00

665.00
4,200.00

500.00
25,065.00
3,400.00

TOTAL $333,039.00

1 EA 6,000.00 $6,000.00
440 LF 55.00 24,200.00

2 EA 450.00 900.00
1,440 SY 15.00 21,600.00

78 SY 40.00 3,120.00
=============

$55,820.00

IMPROVEMENTS
1,215 SY $2.00 $2,430.00

406 LF 2.00 812.00
21 SY 30.00 630.00

781 SF 0.50 390.50
882 SF 0.50 441.00

1,020 SF 0.75 765.00
55 SF 3.00 165.00
34 LF 2.00 68.00

1,327 SY 1.50 1,990.50
1,226 SY 10.00 12,260.00

101 SY 10.00 1,010.00
427 LF 6.00 2,562.00
851 SF 2.00 1,702.00
440 SF 3.50 1,540.00

1 EA 100.00 100.00
1 EA 275.00 275.00
1 LS 6,000.00 6,000.00
3 EA 100.00 300.00
1 EA 3,000.00 3,000.00
1 EA 1,400.00 1,400.00
1 EA 2,000.00 2,000.00
1 EA 3,200.00 3,200.00
1 EA 2,200.00 2,200.00

321 LF 70.00 22,470.00
206 LF 55.00 11,330.00
48 LF 50.00 2,400.00
36 LF 50.00 1,800.00
45 SF 5.00 225.00

=============
$83,466.00

$333,039.00
55,820.00
83,466.00

=============
$472,325.00GRAND TOTAL

ALTERNATE I - DETENTION BASIN INLET IMPROVEMENTS
14 CATCH BASIN STRUCTURE
15 36" STORM DRAIN
16 36" END SECT ION
17 LINED CHANNEL
18 SEEDED RIPRAP

BASE B10 TOTAL
ALTERNATE I TOTAL
ALTERNATE 11 TOTAL

TOTAL

ALTERNATE II - 73rd STREET AND THUNDERBIRD ROAD INTERSECTION
19 REMOVE EXISTING A.C. PAVEMENT
20 REMOVE EXISTING 6" VERTICAL CURB AND GUTTER
21 SAWCUT, REMOVE, AND REPLACE ASPHALT CONCRETE
22 REMOVE EXISTING CONCRETE BIKEPATH
23 REMOVE EXISTING CONCRETE VALLEY GUTTER AND APRON
24 REMOVE EXISTING CONCRETE DRIVEWAY AND APRON
25 REMOVE EXISTING BOMANITE CONCRETE
26 REMOVE EXISTING CONCRETE SLOPE PROTECTION
27 SUBGRADE PREPARATION
28 2" AC/l0" ABC PAVEMENT
29 2" AC/6" ABC PAVEMENT (MIN.)
30 6" VERTICAL CURB AND GUTTER
31 8' BIKE PATH
32 CONCRETE DRIVEWAY ENTRANCE
33 SURVEY MARKER
34 ADJUST MANHOLE FRAME TO GRADE
35 WATERLINE VERTICAL REALIGNMENT WITH VALVES (2 EA)
36 ADJUST VALVE BOX TO GRADE
37 CATCH BASIN C.O.P. TYPE "M-l" WITH 17' WING
38 CATCH BASIN C.O.P. TYPE "M-l" WITH 6' WING
39 CATCH BASIN C.O.P. TYPE "M-l" WITH 6' WING, MODIFIED
40 CATCH BASIN C.O.P. TYPE "M-2" IJITH 17' AND 10' IJING
41 CATCH BASIN C.O.P. TYPE "M-l" WITH 10' WING
42 42" STORM DRAIN
43 30" STORM ORlAN
44 24" STORM DRAIN
45 18" STORM DRAIN
46 BOMANITE CONCRETE

TOTAL



1) CONSTRUCTION COST

PROJECT BUDGET
SCOTTSDALE AIRPORT DETENTION BASIN

CONSTRUCTION PHASE

$ 472,325.00

2) SURVEYS AND ASBUILTS

3) CONSTRUCTION MONITORING,
INSPECTION AND TESTING

4) CONTINGENCY

TOTAL

23,000.00

21,225.00

550,000.00



OITRRENT PROJECT SCHEDULE
CAPITAL PROJECT MANAGEMENT DIVISION

THROOGH 'November - 1989

-PAGE - 1

Title: Scottsdale Airport Detention Basin Project No.: F-5008 Coordinator: -Sal Hisseri

Limits/Scope: Construct detention basin at -Southwest en~ of airport with twin box culverts under Thunderbird Rd. and a lined
channel to the existing channel on the eas~ side ~f Scottsdale Road.-

Milestones
I -- Status - - IDUE NEXT

Projected '-ACTUAL MONTH' Comments'

DESIGN PHASE
Complete Preliminary Plans I 06/09/89 I 06/26/89
Complete final plans and specificatio~ 9/4/89(a,c,d)

BIDDING PHASE
Advertisement for bids
Pre-bid conference
Receive and open bids

AWARD OF BID
City Council award of bid

CONSTRUCTION PHASE
Notice of award
Pre-construction conference
Notice to proceed-begin construction
Complete construction

1/8/90(b,c,d)
1/18/90
2/2/90

02/19/90

02/21/90
02/27/90
03/05/90
08/03/90

12/26/89 I Delayed 112days due to ADOT project and priority
work for another City project.

Delayed 90 days due to late submittal of final
plans and priority work required for another City
project.

I 1-- -1- - - -
1-- I

'(a) 08/0Y/89 Schedule revised
(b) 10/02/89 Schedule revised
(c) 10/31/89 Schedule revised
(d) 11/30/89 Schedule revised



fb '. Gilbertson Associates, Inc,
- ------ ---_._-

Consulting Civil Engineers

December 15, 1989

Mr. Salvatore K. Misseri, P.E.
Contract Coordinator
City of Scottsdale
7447 East Indian School Road
Scottsdale, Arizona 85251

RE: Scottsdale Municipal Airport Detention Basin

Dear Sal:

(602) 951-8131

Gilbertson Associates, Inc. is pleased to submit this proposal for construction surveying services
for the above noted project. We will provide on set of stakes for the items listed for the fees
stated herein. The following fees include travel time, calculations, and coordination time to
accomplish each item.

SCOPE OF SERVICES

Base Bid

A. Rough Grade - Set stakes at 100 foot intervals with cuts or
fills to finished grade for detention basins, mass grading
areas, and channelization. Delineate stock pile areas for
placement of excess material.

For a Lump Sum Fee of . . . . . . . . . . . . . . . . . . . . . . . . . . .. $6,000.00

B. Final Grade - Set stakes at 100 foot intervals at grade
(bluetops) for mass grading areas. Set stakes at 50 foot
intervals for channel construction referencing top of bank and
toe of slope for both sides.

For a Lump Sum Fee of . . . . . . . . . . . . . . . . . . . . . . . . . .. $10,000.00

Total Base Bid . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . . .. $16,000.00

Alternate I

A. Storm Drain - Stake storm drain pipe for alignment and grade
at 50 foot intervals. Stake cut-off walls and grading for outlet
and inlet structures.

For a Lump Sum Fee of $1,200.00

15100 North 78th Way. Suite 100 • Scottsdale. Arizona 85260-2485



B. Channel

1. Rough Grade - Set cut of fill stakes at 100 foot intervals
referencing top of bank and toe of slope for each side.

2. Final Grade - Set stakes at 50 foot intervals referencing
top of bank and toe of slope for each side.

For a Lump Sum Fee of . . . . . . . . . . . . . . . . . . . . . . . . . . .. $1,200.00

Total Alternate I

Alternate II

A. 73rd Street and Thunderbird Intersection Improvements

1. Mark existing curb and pavement for removal.
2. Stake new curb and catch basins.
3. Subgrade bluetops.
4. ABC bluetops.
5. Survey Monuments.

$2,400.00

For a Lump Sum Fee of

B. Storm Drain - Stake pipes for alignment and grade at 50 foot
intervals.

$2,500.00

For a Lump Sum Fee of . . . . . . . . . . . . . . . . . . . . . . . . . . . .. $750.00

Total Alternate II

As-builts

$3,250.00

Prepare record drawings of project construction and provide
original plans to City of Scottsdale.

For a Lump Sum Fee of $1,350.00

Total Base Bid, Alternates I and II $23,000.00

This proposal is subject to the enclosed general provisions. Any additional work requested will
be addressed through a separate contract or on a time and material basis per the enclosed Fee
Schedule.

Please call if you have any questions or if we can be of further assistance.

@
David A. Gilbertson, P.E.
President

2
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BID CALL NO. 90-25
PROJECf NO. F5008

NOTICE INVITING BIDS

NOTICE IS HEREBY GIVEN that the Council of Scottsdale, Maricopa County, State of
Arizona, ordered: construction of Scottsdale Municipal Airport taxiway and apron pavement
preservation and drainage improvements.

SEALED BIDS WILL BE RECEIVED until 3:00 p.m., M.S.T. October 6, 1989 by the
Purchasing director at 9191 East San Salvador Drive, Scottsdale, Arizona 85258. At this time, the bids
will be publicly opened and read aloud. Each bid shall be accompanied by a cashier's check or a bid
bond acceptable to the City of Scottsdale for a sum of not less than five percent (5%) of the amount of
bid, made payable to the order of the City of Scottsdale.

No bid shall be considered unless it is submitted on the bid form provided by the City of Scottsdale.

Contact Salvatore K.. Misseri, 994-7869, Contract Administrator for additional information.

Plans, specifications, and bid forms may be obtained from the Purchasing Division at 9191 East San
Salvador Drive, Scottsdale, Arizona for the sum of $25.00. This fee is non-refundable.

For those interested in purchasing plans and specifications by mail, there will be an additional advance
charge of $10.00 to cover postage and handling. Therefore, a check made payable to the City of
Scottsdale in the amount of $35.00 should accompany the request.

All bids received in response to this Invitaion For Bid shall, where applicable, be in conformance wilh
the City of Scottsdale Standard Bid, Contract and Purchase Commitment Terms and Conditions as
incorporated in Scottsdale Revised Code, Section 2-198.

Pre-bid Conference

1. A pre-bid conference to discuss questions that may have arisen regarding this project will be
held on September 1, 1989 at 9:30 AM. at the at 7447 East Indian School Road, Suite 205,
Scottsdale, Arizona. All bidders are invited to attend.

I
I
I
I
I
I

2. The purpose of the conference is only for the clarification of the plans and/or specifications.
Neither the Engineer nor the City of Scottsdale shall be held responsible for any oral
instructions. Any changes in the plans and/or specifications will be in the form of an
addendum, which will be forwarded to all bidders.

CITY OF SCOTTSDALE, ARIZONA

By: _

Larry Franklin
Purchasing Manager

1
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1.

2.

INFORMATION FOR BIDDERS

SUBMITTING BIDS

1.1 No bid will be considered unless it is submitted on the bid forms contained herein and
presented, sealed, in the envelope provided herein.

1.2 BIDDERS MUST ENTER THEIR NAME AND ADDRESS IN TIlE UPPER LEFT
CORNER OF TIlE ENVELOPE PROVIDED AND THE TIME AND DATE OF THE BID
OPENING IN TIlE SPACE PROVIDED IN THE LOWER LEFT CORNER OF THE
ENVELOPE.

1.3 Bids received after the time and date specified above will be returned unopened to the
bidder. A bid may be withdrawn prior to the time set for opening bids. No bid may be
withdrawn for a period of sixty (60) days after the date set for the receipt of bids.

1.4 Bids accepted by the City constitute a legally binding offer. In' addition, the successful
bidder will be required to sign the City of Scollsdale standard construction contract.

BONDS REQUIRED

I
I
I
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2.1

2.2

2.3

Each bid must be accompanied by a cashier's check made payable to the order of City of
Scottsdale in the sum of not less than 5% of the total bid, or a bond with sufficient
sureties to be approved by the City in the sum equal to 5% of the total bid, and naming
the City of Scollsdale as obligee. Such security shall be returned to all except the three
lowest responsible bidders within twelve (12) days after the opening of bids, and the three
(3) remaining securities returned within three (3) days after the bidder to whom the City
Council has awarded the contract has executed the contract.

Bonds in the following amount will be required at the time of executing the formal
contract:

1) Contract (Performance) Bond - One Hundred (100%) percent of the contract price.
2) Labor and Materials (Payment) Bond - One Hundred (100%) percent of the

Contract Price.

At the time of approval of any additional work by CHANGE ORDER the Contractor
may be required to provide an additional amount for Contract (Performance) Bond and/or
Labor and Materials (Payment) Bond as deemed appropriate by the Contract
Administrator or designee.

I
I
I
I
I

3.

2.4 Performance and Payment Bonds must be provided on Statutory forms included in these
documents.

INTERPRETATIONS, ADDENDA

3.1 TIlE CITY OF SCOrrSDALE WILL NOT BE RESPONSIBLE FOR BIDDERS
ADJUSTING THEIR lllDS BASED ON ORAL INSTRUCTIONS BY ANY MEMBER OF
TIlE CITY STAFF OR BY THE CI'lY'S CONTRACTED CONSULTANT OR AGENT.
BIDS DEVIATING FROM THE SPECIFICATIONS CONTAINED HEREIN BY ANY

1
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3.2

3.3

3.4

3.5

MEANS OTHER THAN AN AUTHORIZED ADDENDUM BY THE PURCHASING
DMSION WILL BE SUUJECT TO REJECTION.

Should a bidder find an ambiguity, inconsistency or error in the drawings or project
manual, or should he be in doubt about their meaning, he shaH at once notify the
Engineer, who wiH prepare a written addendum. Neither the City nor the Engineer will
be responsible for oral instructions or information. In the event questions are received
less than four (4) days before the bid opening, a determination will be made by the
Purchasing Manager concerning the sending of a written addendum which may result in
the establishment of a new bid opening date.

Questions or interpretations required by contractors, suppliers, dealers, and other
participants bidding shaH be directed to the Engineer. Each bidder shall designate a
specific individual from their organization to communicate with the Engineer.

Any Addenda issued by the City during the time of bidding are to be included in the Bid,
and will become a part of the Contract. Bidders must acknowledge receipt of all
Addenda on the Bid in the space provided.

Addenda wiH be mailed to each person or firm recorded as having received the Bidding
Documents or will be available wherever the Bidding Documents are kept.

I
I
I
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4.

5.

6.

7.

8.

AWARD/REJEcriON OF BIDS

The City Council reserves the right, as the interest of the City requires, to reject any or aH bids,
to waive any informality in bids received, to award a contract by accepting or rejecting any
alternate bides) (additive or subtractive) and reserves the right to reject the bids(s) of any bidder
who has previously failed to perform competently in any contract with the City.

EXECUTION OF CONTRACT

The Contractor shall execute the contract with the City of Scottsdale within ten (10) days after
receiving the Notice of Award for the contract.

START AND COMPLETION OF WORK

Work shall start as specified within the NOTICE TO PROCEED and shall be completed within
90 calendar days after such issuance.

MEASUREMENT AND PAYMENT

Final payment shall be made within fOrly (40) days after approval of the final invoice by the City
Inspector and a Contractor's Affidavit Regarding Settlement of Claims is received. The above
affidavit shaH be submitted on forms provided in this specifications book.

PLANS AND SPECIFICATIONS TO SUCCESSFUL BIDDER

The successful bidder may obtain five (5) sets of Plans and Specifications for this project from the
City, or its designee, at no cost. Additional sets will be furnished at cost.

2



9. CONTRACTOR'S INSURANCE COVERAGE
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9.1

9.2

9.3

9.4

Compensation Insurance

The Contractor shall secure and maintain during the life of his contract, Workmen's
Compensation Insurance for all his employees at the site of the project, and in case any
of the work is sublet, the Contractor shall require each subcontractor similarly to provide
Workmen's Compensation Insurance for his employees unless such employees engaged are
covered by the Contractor. In the event any class of employees engaged in the work
under this contract at the site of the project is not protected by Workmen's
Compensation Statute, the Contractor shall provide and similarly shall cause each
Subcontractor to provide special insurance for the protection of such employees not
otherwise protected.

Public Liability and Property Damage Insurance

The Contractor shall secure, and maintain during the life of this Contract, such public
liability and property damage insurance, both general and automobile liability, as shall
protect him, any Subcontractor performing work under this contract, and the City of
Scottsdale from all claims for bodily injury, including accidental death, as well as for all
claims for property damage arising from operations under this contract, whether such
operations be by himself or by any subcontractor or by anyone directly or indirectly
employed by either of them. The Contractor agrees to include the City of Scottsdale as
an additional insured in all the insurance policies required under this contract and such
insurance shall be primary.

The Minimum Limits Required Are:

Workmen's Compensation Insurance shall be secured and maintained in accordance with
the Workmen's Compensation Laws of Arizona, as revised.

Comprehensive General Liability Insurance including broad form property damage,
premises-operations, independent contractors, contractual, and automobile liability shall be
secured and maintained in an amount not less than $5,000,000 combined single limit.

The General Contractor subletting any part of the work awarded to him shall provide a
contingent liability policy in the same amount as provided for in his public liability
insurance.

Policy Shall Include Coverage For:

I
I

1)
2)
3)

4)

Damage caused by collapse or structural injury.
Damage to underground utilities.
Liability assumed in construction agreements and other types of contracts or
agreements in effect in connection with the subject insured operations.
All owned, hired, or non-owned automotive equipment used in connection with the
insured operation.

I
I
I

When the project included construction of a new, or modification of an existing building
(in addition to the above types):

3



PERMITS

Permits shall be obtained from the City of Scottsdale at no cost to the Contractor.

11. EXAMINATION OF CONTRACT DOCUMENTS AND SITE

I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

10.

9.5

9.6

10.1

10.2

10.3

10.4

11.1

Fire and Extended Coverage plus Vandalism and Malicious Mischief for the Full Amount
of the Contract, less costs for any foundation, underground utilities and/or landscaping,
with the City of Scottsdale named as an additional insured.

Certificate and Cancellation

The Contractor shall submit a certificate of Insurance evidencing the required coverage
and limits stated above, within ten (10) days of receiving the Notice of Award.

Insurance evidenced by this certificate shall not expire, be cancelled, or be materially
changed without fifteen (15) days prior written notice to the City, and that statement
must appear on the Certificate.

If a policy does expire during the life of the Contract, a renewal certificate of the
required coverage must be sent to the City of Scottsdale fifteen (15) days prior to the
expiration date.

Indemnification

The Contractor shall defend, indemnify, and hold harmless the City of Scottsdale and any
jurisdiction or agenc.y issuing permits for any work included in the project, their officers,
agents, and representatives from all damages, claims or liabilities and expenses (inclUding
attorney fees) of any character or nature brought on account of any injuries or damage
sustained by any person or property arising out of the work done in fulfillment of the
construction of the improvement under the terms of this agreement, on account of any
act of omission by the Contractor or his agents, or from any claims or amounts arising or
recovered under Workmen's Compensation Laws or any other law, by-law, ordinance, or
order or decree.

City of Scottsdale code, as revised, Sections 11-211 through 11-224 outlines the
requirement for Encroachment Permits. Permits when required must be acquired from
Development Services.

Field Engineering must be notified prior to the commencement of work
and Field Engineering will represent the City for the purpose of inspecting
the work within the right-of-way for conformance to Plans, Specifications
and detail as well as public safety requirements as authorized by City code.

The Contractor shall secure and maintain during the life of the contract, State of Arizona,
and City of Scottsdale transaction privilege (sales) tax permits.

The Contractor shall state his Arizona Contractor's License Number and classification as
evidence that he is qualified to contract the work as indicated in the specifications.

It is the responsibility of each bidder before submitting a bid to, (a) examine the contract
documents thoroughly, (b) visit the site to become familiar with local conditions that may

4
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11.2

11.3

11.4

11.5

affect cost, progress, performance, or furnishing of the work, (c) consider federal, state,
and local laws and regulations that may affect cost, progress, performance, or furnishing
of the work, (d) study and carefully correlate bidder's observations with the contract
documents, and (e) notify the Engineer of all conOicts, errors, or discrepancies in the
contract documents.

The successful bidder shall not be allowed any extra compensation by reason of any
matter or thing which could have been determined by undertaking any of the foregoing
actions.

Information and data reflected in the contract documents with respect to underground
facilities at or contiguous to the site is based upon information and data furnished to the
Owner and the Engineer by owners of such underground facilities or others, and the
Owner does not assume responsibility for the accuracy or completeness thereof unless it is
expressly provided otherwise in the Supplementary Conditions.

Before submitting a bid, each bidder will, at bidder's own expense, make or obtain any
additional examinations, investigations, explorations, tests, and studies and obtain any
additional information and data which pertain to the physical conditions (surface,
subsurface, and underground facilities) at or contiguous to the site or otherwise which
may affect cost, progress, performance, or furnishing of the work and any and all
difficulties or restrictions relating to the performance of the work and which bidder deems
necessary to determine its bid for performance and furnishing of the work in accordance
with the time, price and other terms and conditions of the contract documents..

Failure of the successful bidder to examine the conditions of the work will not relieve the
successful bidder of his obligation to furnish all materials and labor necessary to carry out
the provisions of the contract documents and to complete the contemplated work for the
consideration set forth in his bid.

On request in advance, the Owner will provide each bidder access to the site to conduct
such explorations and tests as each bidder deems necessary for submission of a bid.
Bidder shall fill all holes, clean up and restore the site to its former condition upon
completion of such explorations.

The submission of a bid will constitute an incontrovertible representation by bidder that
the bidder has complied with every requirement of this Article 11, that he has carefully
examined and understands the contract documents, that he has carefully read and
understands the bidding documents, that without exception the bid is premised upon
performing and furnishing the work required by the contract documents and such means,
methods, teChniques, sequences, or procedures of construction as may be indicated in or
required by the contract documents, and that the contract documents are sufficient in
scope and detail to indicate and convey understanding of all terms and conditions for
performance and furnishing of the work. The failure of any successful bidder to examine
the contract documents or to visit the project site and to acquaint himself with the
conditions relating to the work shall not relieve the successful bidder from the obligations
as to his bid in any manner.

I
I
I

12. REGISTEREOILICENSED

To be considered responsive, the Contractor must be registered/licensed in the State of Arizona if
such registration/license is normally a requirement.
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SCOPE

1

GENERAL CONDITIONS

DEFINITIONS

CITY OF SCOTTSDALE

SALVATORE K. MISSERI
GILBERTSON ASSOCIATES, INC.
CITY OF SCOTTSDALE

City:

Contract Administrator:
Design Engineer:

Owner:

The work covered by these specifications consists of furnishing all labor, equipment and
materials for construction of: Scottsdale Municipal Airport Detention Basin and drainage
improvements in accordance with "THE GENERAL CONDITIONS", the "SPECIAL
PROVISIONS", and Drawing Number F5008 consisting of twelve (12) plan sheets, dated
September, 1989, herein designated as the "PLANS".

STANDARD SPECIFICATIONS AND DETAILS

Except as otherwise noted, construction of this project and all work done under this contract
shall be in accordance with these specifications and all applicable ARIZONA DEPARTMENT
OF TRANSPORTATION, HIGHWAYS DIVISION, STANDARD SPECIFICATIONS for
ROAD AND BRIDGE CONSTRUCTION, and STANDARD DETAILS (AD.O.T.), MANUAL
ON UNIFORM TRAFFIC CONTROL DEVICES, CITY OF PHOENIX STANDARD
DETAILS AND LATEST SUPPLEMENTS, and UNIFORM STANDARD SPECIFICATIONS
FOR PUBLIC WORKS CONSTRUCTION sponsored and distributed by Maricopa Association
of Governments (MAG) and MAG STANDARD DETAILS including the latest approved
revisions and City of Scottsdale supplements thereto in force at the time of bid advertisement,
which shall be referred to hereinafter as the "STANDARD SPECIFICATIONS". In all cases
where accepted standards (AWWA, ANSI, AASHTO, ADOT, ASTM, etc.) are referred to in the
"STANDARD SPECIFICATION", the latest revisions as of bid advertisement shall prevail.
Copies of the STANDARD SPECIFICATIONS and supplements may be obtained at the MAG
Office at 1820 West WaShington, Phoenix, Arizona. Copies of City supplements may be
obtained from Development Services at 7447 East Indian School Road.

City of Scottsdale Supplements as revised and the "GENERAL CONDITIONS AND SPECIAL
PROVISIONS" of these specifications provide for the supplementation, modification and/or
amendments to the "STANDARD SPECIFICATIONS".

In the event of any connict between the "GENERAL CONDITIONS" and "SPECIAL
PROVISIONS" and the requirements of the "STANDARD SPECIFICATION AND DETAILS"
or "PLANS", these "GENERAL CONDITIONS AND SPECIAL PROVISIONS" shall prevail.

Definitions shall be as stated in Section 101.2 of the "MAG STANDARD SPECIFICATIONS"
with the following additions:

CONSTRUCTION PRACTICE

All construction practices and procedures shall conform to Section 107 of the Contract Works
Hours and Safety Standards Act, (US Stat. 96, 40 USC 327) the latest revisions shall prevail.

1.

2.

3.

4.
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5. TRAFFIC CONTROL

6. RESPONSIBILITY FOR PRIVILEGE (SALES) TAXES

INSPECfION

The Contractor shall be responsible for payment of all State of Arizona and City of Scottsdale
transactions privilege (sales) taxes due on construction income, whether or not such taxes are
specifically separated in the bid amount.

HINDRANCES AND DELAYS

I
I
I
I
I
I
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I
I
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7.

8.

a.

b.

c.

d.

a.

b.

c.

Complete street closures will not be permitted unless specified in the Special Provisions
Section of this bid document.

Adequate barricades and lighted warning signs shall be installed and maintained by the
Contractor throughout the duration of the project. All traffic control shall be in
accordance with the "City of Phoenix Traffic Control Manual" unless otherwise specified
in the Special Provisions section of this bid document.

The City Traffic Engineering Manager shall stipulate the traffic restrictions and/or
minimum requirements throughout the construction period.

The Contractor shall submit a construction schedule and traffic supplement for "Street
Barricading and Channelization" to the City Traffic Engineer for approval and/or
modification before construction is initiated.

Inspectors may be stationed on the work to report to the Contract Administrator or his
Designee as to the progress of the work, the manner in which it is being performed, and
also to report whenever it appears that materials furnished or work performed by the
Contractor fails to fulfill the requirements of the specifications and contract. The
Inspector may direct the attention of the Contractor to such failure or infringement but
such inspection shall not relieve the Contractor from any obligation to furnish
acceptable materials or to provide completed construction that is satisfactory in every
particular.

In case of any dispute arising between the Inspector and the Contractor as to material
furnished or the manner of performing the work, the Inspector shall have the authority
to reject materials or suspend the work until the question and issues can be referred to
and decided by the City. Inspectors are not authorized to revoke, alter, enlarge, relax,
or release any requirements of the specifications. Inspectors shall in no case act as
foremen or perform other duties for the Contractor or interfere with the management of
the work by the Contractor.

Inspection or supervision by the Contract Administrator or Designee shall not be
considered as direct control of the individual workman and his work. The direct control
shall be solely the responsibility of the Contractor.

I
I
I

In the event that the Contractor sustains damages as a result of expenses incurred by a delay for
which the City is responsible, the Contractor and the City shall negotiate to determine the
amount of such damages. This provision is made pursuant to Arizona Revised Statutes Section
34-221 (C) and is effective only if the delay caused by the City is unreasonable under the
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9.

10.

11.

12.

13.

14.

circumstances and was not within the contemplation of the parties. This provision shall not be
construed to void any provision of this contract pertaining to notice of delays, arbitration or
other settlement provisions applicable to disputes, or provisions relating to liquidated damages.

LIQUIDATED DAMAGES

The Contractor shall pay as liquidated damages the sum of SDO.DO Dollars for each consecutive
calendar day of work after the date established as the contract completion date. This amount
replaces amounts specified in Section 108.9 of the MAG Standard Specifications.

LOSS AND DAMAGES

All losses or damage arising out of the nature of the work to be done or from the action of the
elements, or from any foreseen circumstances, in the prosecution of the same, or from any
unusual obstructions or difficulties which may be encountered in and/or during the prosecution
of the work, or from any casualty whatsoever of every description, shall be sustained and borne
by the Contractor at his own cost and expense.

PROTECfION OF FINISHED OR PARTIALLY FINISHED WORK

The Contractor shall properly guard and protect all finished or partially finished work, and shall
be responsible for the same until the entire contract is completed and accepted by the City.

Any payment for completed portions of the work shall not release the Contractor from such
responsibility, however, he shall turn over the entire work in full accordance with these
specifications before final settlement shall be made.

In case of suspension of the work for any cause whatever, the Contractor shall be responsible
for the project and shall take such precautions as may be necessary to prevent damage to the
project and shaH erect any necessary temporary structures, signs, or other facilities at no cost to
the City.

CLEAN UP

After all work under the Contract is completed, the Contractor shall remove all loose concrete,
lumber, wire, reinforcing, debris, and other materials not incorporated in the work from the site
of the work. Clean up shall include the removal of all excess pointing mortar materials within
pipes.

FINAL ACCEPTANCE

"Final Acceptance" shall mean a written final acceptance of the work by the Contract
Administrator in the form of the Notice of Final Acceptance. The Contract Administrator or
his Designee shall make the final acceptance promptly after all work under the contract has
been completed in accordance with the contract documents and after final inspection.

RIGHTS-OF-WAY

The MAG Standard Specifications 107.12 shall hereby be modified to read as follows: The
Contractor, at his own expense, is responsible for the acquisition of any necessary temporary
easements for construction purposes, storage and maintenance purposes, which are required in
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15.

16.

17.

18.

19.

20.

addition to existing easements and/or rights-of-way secured by the City as indicated upon the
plans.

DUST PREVENTION

The Contractor shall take whatever steps, procedures, or means required to prevent abnormal
dust conditions due to his construction operations in connection with this contract. The dust
control measures shall be maintained at all times during the construction of the project, to the
satisfaction of the City, in accordance with the requirements of the Maricopa County Health
Department Air Pollution Control Regulations. This is not a pay item. MAG Subsection
104.2.5 shall apply.

EXISTING UTILITIES TO BE RELOCATED

If any utility is relocated or rebuilt to accomodate the Contractor's construction methods and
available equipment, the expense shall be borne by the Contractor.

DAMAGED DOMESTIC WATER LINES

Any water lines damaged during construction shall be replaced at the Contractor's expense as
per the requirements of the MAG Standard Specifications.

DAMAGED SEWER LINES

Any sanitary sewer line damaged during construction shall be replaced by a Contractor properly
licensed to install sanitary sewers. Nl work shall be done as per MAG Standard Specifications.

EXISTING TRAFFIC AND STREET SIGNS AND TRAFFIC SIGNAL EQUIPMENT

The Contractor shall use due care when excavating at or near intersections where traffic signal
underground conduit is located. The Contractor shall notify the Traffic Engineering Office
twenty-four (24) hours in advance of any work at such intersections. The Contractor shall be
responsible for the installation and maintenance of temporary overhead traffic signal cable as
specified by the Traffic Engineering Manager when underground conduit is to be severed by
excavations at the intersection. At no charge, the Traffic Engineering Manager shall have all
traffic signal underground conduit located, and he shall provide the necessary City technicians to
assist the Contractor in the transfer of the wiring to the temporary cables installed by the
Contractor. The Contractor shall provide an Off-duty uniformed Police Officer to direct traffic
while the traffic signal is turned off and the wiring is transferred. The Contractor shall be
responsible as specified by the Traffic Engineering Manager for the repair and restoration of all
traffic signal overhead and underground items that have been damaged or modified.

The City does not permit the splicing of Magnetic Detector Loops.

DUMPING AND DISPOSAL OF WASTE

The Contractor is responsible for the cost to dispose of all waste products including excess earth
material which will not be incorporated into the work under this contract. The waste product
referred to herein shall become the property of the Contractor.

4



21. EQUAL EMPLOYMENT OPPORTUNITY
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22.

23.

During the performance of this contract, the Contractor will follow the Federal Government's
Affirmative Action guidelines to ensure that employees or applicants applying for employment
will not be discriminated against because of race, color, religion, sex, or national origin.

SUPERVISION BY CONTRACTOR

The Contractor will supervise and direct the work. He will be solely responsible for the means,
methods, teChniques, sequences and procedures of construction. The Contractor will employ and
maintain on the work a qualified supervisor or superintendent who shall have been designated
in writing by the Contractor as the Contractor's representative at the site. The representative
shall have full authority to act on behalf of the Contractor and all communications given to the
representative as shall be as binding as if given to the Contractor. The representative shall be
present on the site at all limes as required to perform adequate supervision and coordination of
the work. Where appropriate, all Provisions of MAG Section 105.5 will be applicable.

CHANGES IN THE WORK

The City may at any time, as the need arises, delete items or order changes within the scope of
the WORK without invalidating the contract. If such changes increase or decrease the amount
due under the contract documents, or in the time required for performance of the work, an
equitable adjustment shall be authorized by written Change Order.

The City will execute a formal Change Order based on detailed written quotations from the
Contractor for work related changes and/or a time of completion variance. All Change Orders
are subject to approval by the City.

The City, also, may at any time, by issuing a written Field Order, make changes in the details of
the work not affecting contract price or time. The Contractor shall proceed with the
performance of any changes in the work so ordered unless the Contractor believes that such
written Field Order entitles him to a change in contract price or time, or both, in which event
he shall give the Owner written notice thereof within one (1) day after the receipt of the Field
Order, and the Contractor shall not execute such changes pending the receipt of an executed
Change Order. If the Contractor performs work authorized under a Field Order and
subsequently requests a change order for that work, the City shall not be obligated to issue a
Change Order.

CHANGES IN CONTRACT PRICE

The Contract Price may be changed only by a written Change Order issued by the City and
approved by Flood ContrOl District of Maricopa County. The Engineer shall not be permitted
to issue change orders. The value of any work covered by a Change Order or of any claim for
increase or decrease in the Contract Price shall be determined by one or more of the following
methods in the order of precedence listed below: .

b. An agreed lump sum.

I
I
I
I
I
I

24.

a.

c.

Unit prices previously approved.

The Provision of MAG 109.5.
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25.

26.

27.

28.

CONSTRUCTION STAKES

Construction Staking shall be furnished by the City.

Construction stakes shall be provided in conformance with the Provisions of MAG 105.8 unless
specified otherwise within the Special Provisions.

TESTING OF MATERIALS

All tests shall be made and results certified by an independent laboratory approved by the City.
The Contractor shall pay for all tests required to certify the suitability of materials. The City of
Scottsdale will arrange and pay for required construction tests on a one time basis. Additional
tests or retests required as a result of initial test rejections or failures will be paid for by the
Contractor.

Rejected materials shall be immediately removed from the site and shall not be used in any
form for any other part of the work.

SOURCE OF MATERIALS

Material source shall be detention basin excavation area.

MAG SpeCification, Section 106, shall apply as will ADOT Standard Specifications 1982, Section
106.01, .03, and .11 which outline controls and Section 1001-1, -2, and -4, concerning approval
of Contractor-Furnished Source and supplemental agreements in regards to environmental
analysis and the liability for materials testing costs.

Contractor-Furnished material sources situated in the 100-year flood plain of any stream or
watercourse, and located within 1.0 mile upstream and 2.0 miles downstream of any highway
structure or surfaced roadway crossing, shall not be allowed.

A Contractor-furnished source shall be defined as a material source which is neither an ADOT
furnished source nor a commercial source as herein defined.

A commercial source shall be defined as a material source in which the owner or producer has
been for at least one year regularly engaged during regular business hours on a regular basis in
the processing and selling of sand, rock, ready-mix portland cement concrete, asphaltic concrete
and other similar products normally produced and sold to all parties. The company shall have
an Arizona retail sales tax license.

The location of any new material source or existing non-commercial material source proposed
for use on this project shall be reviewed by the appropriate agency having flood plain
management jurisdiction over the area of proposed source location. Contractor shall obtain a
letter from the agency addressed to the City Public Engineering Manager certifying that the
proposed source location conforms to the conditions herein and such applicable Standard
Specifications as referenced.

METHOD OF MEASUREMENT AND PAYMENT FOR PAY ITEMS

Except as noted in the Special Provisions, measurement and payment for all bid items in the
Bid Form shall be as described in the MAG Standard Specifications, subject to the following:
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a.

b.

c.

Payment for each item shall constitute payment in full for the furnishing of all
excavation, back filling, materials, equipment, appurtenances, labor, plant and tools,
necessary to provide a completely finished, and serviceable project, as shown by the
plans and described in the specifications. Each item shall be complete with all
necessary connections, testing, and related work accomplished to provide for the
satisfactory use and/or operation of the total project.

No additional payments will be made for incidental work related to any items unless
specifically noted and called for in the bid. Payment will be made at the unit price or
lump sum price bid in the bid. Unit prices in writing will control in event of any
dispute.

Measurements of the completed work will be made in place, with no allowance for
waste, and as may be more particularly described in the description of the various items
of work. Ten percent (10%) of the amount of each progress pay estimate shall be
retained or securities shall be posted in accordance with ARS 34-221 until final
acceptance by the City of all work.

I
I
I

29. APPROVED EQUALS

Plans and specifications may contain references to equipment and/or materials (patented or
unpatented) or "approved equal(s)". Such references shall be regarded as establishing a standard
of equality, finish, appearance, performance, or as indicating a selection or design based upon
compatibility with existing equipment, materials or details of construction inherent to the project
design. Such reference shall not be construed as limiting the selection to a specified item,
source or design detail. The use of an alternate or substitute, item or source as an approved
equal will be permitted, subject to the following procedure pursuant to ARS 34-104.

I
I

a. The bidder shall submit a wrilten proposal for substitution to the Purchasing Director at
least eight (8) days prior to the original deadline. The proposal shall include all
information necessary for proof of equality and suitability for substitution inclUding
benefits, engineering design and data (calculations) and/or detailed plan modifications
which may be required by the substitution. The bidder shall submit additional
information and/or samples when required.

I
I
I
I
I
I
I

30.

b. The Contract Administrator or his representative, will evaluate the information
submitted, perform tests when necessary and make comparisons in order to approve or
reject the proposal. If rejected, the Contract Administrator shall give notice of rejection
to the City and the Bidder submilting the proposal.

c. The City, if the proposal is accepted, shall issue a written addendum to the Invitation
for Bid specifying the approved equals and publish the modification in the same manner
as the original bidding documents.

LOCAL CONDITIONS, RULES AND REGULATIONS

The bidder shall familiarize himself with the nature and extent of the Contract documents, work
to be performed, all local conditions, and federal, state and local laws, ordinances, rules and
regulations that in any manner may affect cost, progress or performance of the work.

7



I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

31.

32.

33.

34.

WORKMANSHIP

Where not more specifically described, workmanship shall conform to all of the methods and
operations of best standards and accepted practices of the trade or trades involved and shall
include all items of fabrication, construction, or installation regularly furnished or required for
completion.

All work shall be executed by tradesmen skilled in their respective lines of work.

When completed, all work shall have been durably and substantially built and shall present a
neat, workmanlike appearance.

RECORDS AND AUDIT RIGHTS

Contractor's and Subcontractor's books, records, correspondence, accounting procedures and
practices, and any other supporting evidence relating to the contract (all the foregoing
hereinafter referred to as "Records") shall be open to inspection and subject to audit and/or
reproduction during normal working hours by the City of Scottsdale, or its authorized
representative, to the extent necessary to adequately permit evaluation and verification of any
invoices, payments, or claims based on Contractor's or Subcontractor's actual costs (including
direct and indirect costs and overhead allocations) incurred, or units expended directly in the
performance of work under this Contract. For the purpose of evaluating or verifying such
actual or claimed costs or units expended, the City of Scottsdale or its authorized representative
shall have access to said records from the effective date of this Contract for the duration of the
work until three (3) years after the date of final payment by the City of Scottsdale to Contractor
pursuant to this Contract.

The City of Scottsdale or its authorized representative shall have access, during normal working
hours, to all necessary Contractor and Subcontractor facilities, and shall be provided adequate
and appropriate work space, in order to conduct audits in compliance with the provisions of this
Article. The City of Scottsdale shall give Contractor or Subcontractor reasonable advance notice
of intended audits.

Contractor shall require Subcontractors to comply with the provisions of this Article by
insertion of the requirements hereof in any subcontract pursuant to this Contract.

NATIVE PLANTS

The Contractor shall take whatever steps, procedures, or means necessary to remove, move,
displace, and save all native plants within the contract work area in accordance with the City of
Scottsdale's Ordinance No. 1438, Native Plants, and all applicable state and county statutes,
ordinances, codes, and other policy requirements and recognized methods, procedures,
teChniques, and equipment for protection, salvage, and handling of all plants to be moved from
the construction area. This is a no pay item unless specified upon the Schedule of Bid Items.

GUARANTEE-WARRANTY

The provisions of MAG Section 108.8 shall apply with the following additional requirements:(a)

I
I
I

a. Should the Contractor fail to begin repairs or corrective work within fourteen (14)
calendar days after receipt of written notice from the City, the City may perform the
necessary work and the Contractor hereby agrees to reimburse the City for actual cost.

8



CANCELLATION OF CITY CONTRACTS

I
I
I
I 35.

b.

c.

The warranty period on any part of the work so repaired or replaced shall be extended
for a period of twelve (12) months from the date of such repair or replacement.

This guarantee will not apply to damage caused by normal wear and tear or by acts
beyond the Contractor's control.

I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

The City may cancel any contract or agreement, without penally or obligation, if any person
significantly involved in initiating, negotiating, securing, drafting or creating the contract on
behalf of the City's departments or agencies is, at any time while the contract or any extension
of the contract is in effect, an employee of any other party of the contract with respect to the
subject matter of the contract. The cancellation shall be effective when written notice from the
City is received by all parties to the contract, unless the notice specifies a later time (AR.S. 38
511).
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1.

2.

SPECIAL PROVISIONS

OVERTIME COMPENSATION - CONSTRUCfION OBSERVATION SERVICES

In the event the Contractor schedules work beyond the hours of a standard 8-hour work day
or 40-hour work week, the Engineer shall be notified 48 hours in advance to make necessary
arrangements to provide construction observation services. The Contractor shall reimburse
the Engineer for such services at a rate of Forty-Five Dollars ($45.00) per hour plus
reimbursable expenses.

CONSTRUCfION SCHEDULING

A. General

The purpose of this section is to promote safety at Scottsdale Municipal Airport during
construction of this project.

The Contractor shall be responsible for delineating the limits of the runway and taxiway
operations areas to preclude inadvertent entry into these locations by Contractor's
forces. The Contractor shall install and maintain cones or other similar devices
acceptable to the Engineer 40 feet from taxiway centerline or 40 feet from edge of any
apron and 150 feet from the centerline of the runway when working or hauling near
these air operations areas.

The Contractor's equipment and personnel are not permitted within 500 feet of the end
of the runway without approval of the Airport Director and airport control tower.

I
I
I
I
I

B.

In addition, the Contractor will be required to conduct grading and storm drain
construction within 150 feet of the runway centerlines and 500 feet from runway end.
The Contractor may work in these areas only upon control tower approval, and shall
schedule his operations to minimize the time he is working on those areas. At all
times the Contractor is working in these areas he shall be in contact with the airport
control tower by two-way radio. Radios shall be provided by the Contractor. At the
end of each working day or when the Contractor is not actively engaged in work in
these areas, the Contractor shall remove all construction equipment and eliminate any
rough grades from within this area. Any work in these areas must be approved ten
(10) days in advance by the Airport Director.

Construction Schedule

The Contractor shall provide a detailed construction schedule to the Engineer before or
during the preconstruction conference. Scheduling must be acceptable to the Owner
prior to the start of construction.

A. Limitations on Construction

ADDITIONAL LIMITATIONS, RESTRICfIONS, AND REQUIREMENTSI
I
I
I

3.

1) Open-Dame welding or torch cutting operations shall be prohibited.

1



B. Motorized Vehicles

I
I
I
I
I
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2)

3)

1)

2)

3)

4)

Open-trenches, excavations, and stockpiled material at the construction site shall
be prominently marked with red flags and lighted by light units during hours of
restricted visibility and/or darkness.

Stockpiled material shall be constrained in a manner to prevent movement
resulting from aircraft blast or wind conditions in excess of 10 knots.

When any vehicle other than those routinely used on the apron, taxiways,
runways, and runway approach area is required to travel over any portion of that
area, it shall be escorted by a vehicle properly identified to operate in the area
or provided with a flag on a staff so attached to the vehicle so that the flag will
be readily visible. The flag shall be not less than 3 feet square consisting of a
checkered pattern of international orange and white squares of not less than 1
foot on each side and displayed in full view above the vehicle. A flag or escort
vehicle is not required for vehicles which have been painted, marked, and lighted
for routine use on aircraft movement areas. Any vehicle operation on the
movement area during the hours of darkness shall be equipped with a flashing
yellow dome-type light.

Vehicular traffic crossing active movement areas must be controlled by two-way
radio with the control tower, by escort or flagman. The clearance shall be
confirmed by the driver's personal observation that no aircraft is approaching his
position. Aircraft have the right-of-way at all times.

Specific vehicular crossing points across active aircraft movement areas will be
designated by the Airport Director, and the Contractor's vehicles may cross the
active movement areas only at those locations so designated. Flagman should be
posted and check for debris after crossing.

Any unauthorized intrusion into an active aircraft movement area by the
Contractor's (or any subcontractor's) personnel or equipment will result in
immediate suspension of the project until such time that the Owner is satisfied
that no further intrusions will occur.

I
I
I
I
I
I
I

c.

D.

Construction Activity

Details on necessary procedures for marking and lighting taxiway and apron closures
may be found in Federal Aviation Administration Advisory Circular 150/5340-1E.
Warning signs shall have flashing yellow lights and be located in taxi areas in advance
of the construction site.

Debris

Waste and loose material capable of causing damage to aircraft landing gears,
propellers, or being ingested in jet engines shall not be placed on active aircraft
movement areas. Material tracked on these areas shall be removed continuously during
the work project by means of power vacuum sweepers.

2



I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

4.

5.

6.

7.

8.

9.

10.

ELECfRICAL POWER, TELEPHONE AND WATER

Unless specified otherwise, the Contractor shall make his own arrangements for electrical
energy, telephone and water services. Subject to the convenience of the utility, he may be
permitted to connect to existing facilities where available, but he shall meter and bear the
cost of such as required by the utility companies. If any utility is relocated for Contractor's
convenience, cost shall be borne by the Contractor.

CONTRACfOR'S STORAGE AREA AND ACCESS

Contractor shall make his own provisions for storage of equipment and materials outside
airport property prior to notice to proceed being issued. Access to the construction will be at
location approved by airport manager. All Contractor's forces must enter and exit the airport
at this point only.

REMOVAL OF EXISTING IMPROVEMENTS

Sawculling of existing improvements shall be included in the per unit price bid. All
sawcutting shall conform to M.A.G. Specification 336 and meet the approval of the Engineer.

SEEDED RIPRAP

Payment for seeded riprap shall be made at the per unit price bid and shall include all
excavation and compaction necessary to meet lines and grades shown on the plans and shall
conform to M.A.G. Specification 220 for grouted riprap with the following additions:

Rip-rap which will be exposed on the surface shall be hand placed such that all rip-rap
is securely embedded in mortar. Immediately upon completion of placement, all excess
mortar shall be removed from the exposed surfaces by brushing or other approved
method. Prior to final acceptance, all mortar shall be removed from exposed rock
surfaces by sandblasting or other approved method. The finished surface shall be even
and tight and shall not vary from finish grades depicted on plans by more than 3".
Rock size shall be 4" to 10" and waste concrete will not be permitted.

Coloring agent shall be added to mortar per the requirements of the City of Scottsdale.

LINED CHANNEL AND SLOPE PROTECfION

Payment for lined channel and slope protection shall be made at the per unit price bid and
shall include all excavation and compaction necessary to meet lines and grades shown on the
plans.

CONCRETESTRUCfURES

All concrete structures, except reinforced box culverts, shall conform to M.AG. Specification
505 and shall be paid for at the per unit price bid and shall include, but not necessarily be
limited to excavation, backfill, compaction, and any incidental work necessary for the complete
construction of the structure.

SURVEY AND AS-BUILTS

All surveys and as-builts shall be provided by the City.
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11. TRAFFIC CONTROL

Traffic control for construction shall conform to Section 5 of the General Conditions and the
following requirements:

Contractor shall provide two drawings, one indicating construction equipment and material
delivery access routes to and from the construction site. The second shall indicate barricading
of Thunderbird Road and 73rd Street for storm drain improvement construction, providing
access to the fire department driveways at all times.

Payment for this bid item shall include all barricades, signs, lights, police officers, flagmen,
etc. needed to keep traffic moving at a minimum of one 10' lane in each direction through
the work sites. All traffic control signing, haul routes and barricading plans will be submilled
to the Inspector for approval prior to starting the work and all changes to the plans will be
approved before being made. All traffic control will be in accordance with the City of
Phoenix Traffic Control Manual.

Striping of new AC pavement shall be included in this item. The striping and pavement
legend markings shall be hot-sprayed thermoplastic material conforming to all requirements of
ADOT Standard Specification Section 704, Edition 1982, as revised July 13, 1983. All
unsuitable striping shall be covered with slurry seal meeting the requirements of MAG
Section 322 before painted taper striping is done. The approximate L.F. quantity of l' wide
slurry seal over existing stripes shall be included in the bid proposal.

The Contractor shall notify the Inspector seven (7) days in advance of the time work will be
started in areas requiring the rerouting of traffic, traffic lane striping, and removal of street
signs. The foregoing shall apply to progressive modifications of traffic routing within an area
in which work is in progress.

Whenever the Contractor's operations create a condition hazardous to the public, he shall
furnish such flagmen and guards as are necessary to give adequate warning to the public of
any dangerous conditions. Flagmen and guards, while on duty and assigned to give warning
and safety devices shall conform to applicable City, County, and Slale requirements. Should
the contractor appear to be negleclful or negligent in furnishing adequate warning and
protection measures, the Inspector may direct attention to the existence of a hazard and the
necessary warning and protective measures shall be furnished and installed by the contractor
without additional cost to the City. Should the Inspector point out the inadequacy of
warning and protective measure, such action of the Inspector shall not relieve the Contractor
from any responSibility for public safety or abrogate his obligation to furnish any pay for
those devices. The installation of any general illumination shall not relieve the Contractor of
his responsibility for furnishing and maintaining any protective faCility. Contracto will
develop routes for haul trucks on public streets which will be submilled in writing through
the Inspector to the City of Scottsdale, and City Traffic Engineering Manager, for review and
approval action. The submittal shall include, but not be limited to, the proposed travel
direction, turn movements, hours of use, street sweeping, watering and Clean-up. All signs to
be used on the job during periods of darkness shall be reflectorized. Traffic control shall
conform to the MAG Specification Part 400, Scottsdale Traffic Department Requirements,
and the Phoenix Barricade Manual.
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12.

13.

EXCAVATION

Payment for all excavation shall be included in the per unit price bid for each item requiring
excavation. All excess excavation or spoil material shall be disposed of in accordance with the
plans or off-site by the Contractor at no additional cost to the City. Where appropriate,
clean excess material may be used on site if approved by the Contract Administrator.

STORM DRAIN CONSTRUCTION

All pipe under asphalt concrete pavement shall be rubber gasket reinforced concrete pipe
Class III. For the remaining storm drains the Contractor shall have the option of installing
rubber gasket reinforced concrete pipe, reinforced concrete pipe, cast-in-place concrete pipe,
Advanced Drainage Systems Inc. N-12 pipe, or approved equal, subject to the provisions of
MAG Specification 618, 620, and 735, and the requirements of these Special Provisions.
Cast-in-place concrete pipe, Advanced Drainage Systems Inc. N-12 pipe, or approved equal,
must have backfill and compaction method approved by Inspector. Pull mandrel through pipe
to test for roundness of eIllire length of pipe within 20 days of installation. This COSt to be
included in the cost of the pipe installation. Approved equals shall be submitted per the
general conditions and pipe material shall meet appropriate City standards. Backfill for all
pipe shall be Type I.

The unit bid prices shall include all costs for installing the storm drains, including excavation,
backfill, compaction, collars, removing pavements, curb and gutter, regrading and restoring
ground cover, and any other work not included in other Bid Items.

I
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A.

B.

Design Criteria For All Pipes

Conduit used in this project shall be designed in accordance with accepted structural
design mcthods and procedures. All conduit under pavement shall be designed to the
minimum cquivalent round pipe D-load, using an H20 highway live loading. Under
pavement criteria applies to conduit under the City streets and future pavement widths.
Equivalent round pipe D-Ioad using a dead load calculated at 130 lbs. cu. ft. shall be
used for the strength criteria for conduit not under pavement. If pre-cast concrete pipe
is used, Class III strength shall be required unless shown otherwise on the plans.

The various conduit materials may require minor changes in details other than
indicated on the drawings. It shall be the responSibility of the Contractor, at no COSt
to the City, to prepare shop drawings of details of construction, should the conduit
material proposed by the Contractor require modifications of details shown on the
plans. The shop drawings shall be submitted to the Contract Administrator for
approval at the preconstruct ion conference or two weeks prior to the start of
construction of the pipelines.

All tests required to comply with these specifications will be at Contractor's expense.

Catch Basins

The unit price will include the cost for the removal and replacement of curb, gutter,
and sidewalk. Catch basins shall conform to City of Phoenix Standard Detail P-1569,
Type M-1 and M-2, wing lengthS per plan.

5



c. Cost In-Place Concrete Pipe

MODIFICATIONS TO MARICOPA ASSOCIATION OF GOVERNMENTS STANDARD
SPECIFICATIONS:

I
I
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14.

A

Shall conform to City of Phoenix Supplement to M.AG. Section 620 except as
amended herein. Section 620.2.4 should read "Concrete shall be Class A except
minimum strength at 28 days to be 3,500 psi and minimum cement content to be 560
lbs. per cubic yard. The slump shall not be less than 1Yz inches nor more than 3
inches." Section 620.3.2 amend paragraph (B)-(2) to read "1/12 of the 1.0. plus Y2
inch." Bid price shall include the cost of a certified lab technician and testing. Five
cylinders shall be taken for every 50 c.y.. Slump tests shall be required by the
inspector. The contractor shall provide detailed design calculations supporting the
minimum design criteria called for in these special provisions. The design shall follow
the requirements of AC.1. 346-81, except section 9.6 which shall be deleted.

Trench Excavation, Backfilling, and Compaction - Section 601

I
I
I
I
I
I
I
I

601.2.1

601.3

601.4.2

601.4.5

Excavation (General) - Add the following:

For those storm drain pipes to be located in existing drainage ditches, the
existing ditches must be filled and compacted (per M.AG. Specification
211) to an elevation of not less than one foot above the elevation of the
top of the proposed storm drain pipe prior to the excavation of the trench
for the storm drain pipe.

Protection of Existing Utilities - Add the following:

601.3.5 Existing Storm Drains: Prior to the construction of any new
catch basins, manholes, or storm drain pipe, the existing storm drains
connecting to the new structures shall be cleaned of existing silt and debris
a minimum of 5' by a means acceptable to the engineer.

Foundation, Bedding, Backfilling, and Compaction (Bedding) - Add the
following:

Bedding for all pipes may consist of native material providing that the
native material contains no pieces larger than 1Yz inches and is free of
broken concrete, broken pavement, wood, or other deleterious material.
See Detail on Sheet 12 of plans.

Foundation, Bedding, Backfilling, and Compaction (Compaction
Methods) - Delete the first five subparagraphs and add the following:

Water consolidation will not be permitted.

I
I
I
I

15. FENCING

Unit price bid shall include all hardware, box culvert attachments, and handrails to provide a
complete and in place fence with required FAA warning signs attached at required spacing.
Fence shall be constructed with post tops being level or on a gradual slope and in a straight
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19. SURVEY MONUMENTS
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16.

17.

18.

alignment. Dips or misaligned posts will not be allowed unless otherwise approved by City
Inspector.

If construction mandates removal at existing airport perimeter fence prior to new fence being
in place, Contractor shall provide temporary fencing to enclose airport property until new
fencing is constructed. Prior to temporary fence installation, approval shall be obtained from
Airport Director.

Prior to removal of existing fencing, contractor shall verify with City Inspector if fabric may
be reused with a subsequent and appropriate reduction in fence cost.

All handrail paint color and type shall be approved by the City Inspector.

EARTHWORK

Unit price bid shall include, but not necessarily be limited to, all excavation, loading, hauling,
embankment, compaction, grading, berming, stOCkpiling of material, removal of deleterious
material, reloading and respoiling, and any incidental work necessary to meet lines and grades
shown on plans.

SIMULTANEOUS PROJECTS

This project may conflict with possibly on-going Arizona Department of Transportation
(AD.O.T.) Airfield Construction Project AD.O.T. TRACS A5912/5010 N 913.

DESIGN CHANGES

The City reserves the right to adjust design grades or the location of drainage structures prior
to construction at the direction of the Engineer, without additional cost to the City.

I
I
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Locations will be staked when requested by the inspector. Adjustments required to survey
monuments will be included in the unit price bid.

20. POT-HOLE WATERLINE DEPTH

The plans show locations for possible waterline conflicts. Pot-holes at all possible waterline
conflict locations will be required within two weeks after the notice to proceed.

21. CATCH BASIN CONSTRUCTION

If pot-hole data indicates changes in pipe elevations are required, slope changes may be
adjusted in the field with the approval of the Contract Administrator. The unit price bid for
catch basins shall include any field changes where required, grates, removal of concrete curb,
gutter and sidewalk, and repair of adjacent concrete where catch basins are placed in existing
sidewalk. All catch basins shall be per City of Phoenix Standard Detail P-1569.

22. VERTICAL CURB AND GUTTER

All curb and gutter will be replaced in kind except as shown on plans. All other curb to be
constructed or replaced shall be paid for under vertical curb and gutter, regardless of type.
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23. BIKE PATH

Unit bid price does not include the area of driveways or sidewalks for new catch basins.

24. ASPHALT CONCRETE PAVEMENT

The Contractor shall submit for approval a mix design analysis to the Contract Administrator
at pre-construction meeting or prior to commencement of the project.

25. PROJECT SIGN

The Contractor shall install project signs per the following page at the east and west end of
the project on Thunderbird Road. The inspector will approve the locations of the signs.
Cost is to be included in bid items for traffic control. Contents of sign shall be approved by
Contract Administrator.
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PROJECT SIGN

THE CONTRACTOR SHALL INSTALL PROJECT SIGNS AT THE
EAST AND WEST END OF THE PROJECT ON THUNDERBIRD
ROAD PER CONSTRUCTION PLANS. THE INSPECTOR WILL
APPROVE THE LOCATIONS OF THE SIGNS. DETAILS OF THE
SIGNS ARE INCLUDED BELOW. COST IS TO BE INCLUDED
IN BID ITEM FOR TRAFFIC CONTROL. CONTENTS SHALL BE
APPROVED BY CONTRACT ADMINISTRATOR.

I

--.-lrr;:====B==~1
~. /

4
4

.... =CITY of SCOTTSDALE -- ---5;8/'
0/8"

1.0"

-zr- -
&/' r-STREET IMPROVEMENT
5"

.:t=- =- PROJECT COST: =- -3" --

Y - CONTRACTOR: ==-
5"

1. SIGNS SHALL BE FURNISHED BY THE CONTRACTOR
AND SHALL BE IN PLACE PRIOR TO THE START OF
WORK.

2. POSTS SHALL BE ANCHORED AT LEAST TWO FEET
INTO THE GROUND WITH THE BOrrOM OF THE SIGN
A MINIMUM OF FOUR FEET ABOVE GROUND.

3. SIGNS SHALL BE PLACED SO AS TO BE VISIBLE TO
MOTORISTS AND SHALL BE KEPT CLEAN AT ALL TIMES.

4. SIGN COLORS SHALL BE WHITE LEITERS ON BLUE
GROUND, PER FHWA STANDARDS.

5. ALL LEITERS AND NUMBERS SHALL BE SERIES "C".
ALL LEITERS AND NUMBERS AND ALL SPACING SHALL
CONFORM TO FHWA STANDARDS.
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I BID FORM BID NO. 90-25
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CITY OF SCOITSDALE, ARIZONA

In compliance with the Advertisement for Bids, by the City of Scottsdale Purchasing Division,
the undersigned bidder:

Having examined the Contract Documents, work site, and being familiar with the conditions to be met,
hereby submits the following bid for all labor, materials, and equipment, for completion of the work
listed and agrees to execute the contract documents and furnish the required bonds and certificates of
insurance for the completion of said work, at the locations and for the prices set forth hereinafter.

Understands that construction of the project shall be in accordance with all applicable MAG Standard
Specifications, Details, Uniform Codes, Ordinances, and Regulations as otherwise required by the project
plans and special provisions.

Understands that the bid shall be submitted with a bid guarantee of cashier's check or surety bond for
an amount not less than five percent (5%) of the amount bid.

Agrees that upon receipt of Notice of Award, from the City of Scottsdale, to execute the contract
documents.

Work shall be completed within ninety (90) calendar days, beginning with the day following the starting
date specified in the Notice to Proceed. The time allowed for completion of the work includes lead
time for obtaining the necessary material and/or equipment. No additional time will be awarded the
contract if any additional alternates are accepted.

The bidder hereby acknowledges receipt of and agrees his bid is based on the following addenda:

I
ADDENDUM:

ADDENDUM:

DATED:

DATED:

I
I
I
I
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Only bids responding to all items contained in the proposal will be considered.

The undersigned agrees to construct this project at the prices shown on the Schedule of Bid Items,
totaling:

BASE BID: Dollars ($ ).
This amount constitutes the Base Bid.

ADDITIONAL
ALTERNATEI:. Do11ars ($ ).

This amount constitutes the Additional Alternate I

ADDITIONAL
ALTERNATE II: Dollars ($ ).
This amount constitutes the Additional Alternate II
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BID NO. 90-25

TOTAL BID: Dollars ( ).
This amount constitutes the Total of Base Bid & Additional
Alternates I and II.

Amounts shall be shown in words and figures. In case of discrepancy, the amount in words shall
govern.

The City reserves the right to reject any or all bids.

Contractor's License Number and classification:

THIS BID IS SUBMITfED BY:

a corporation organized under the laws of the State of _

a partnership consisting of _

of the City of _

By submitting this bid (I), (WE) hereby agree to enter into the contract included in the bid documents
and (1), (WE) further agree that this bid incorporates by reference to the same extent as if set forth
herein in full, all of the terms and conditions contained in said bid documents identified as BID NO.
90-25, including Plans, Standard Specifications and Details, Project Manuals, Special Provisions, Addenda
(if any), Performance Bond, Payment Bond, and Certificate of Insurancc.

I
I
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DATE: _

WITNESS: If bidder is an individual.

2

Respectfully submittcd,

FIRM: _

ADDRESS: _

TELEPHONE NO.: _

BY: _

OFFICER AND TITLE (SEAL)
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SCHEDULE OF BID ITEMS

BID NO. 90-25
PROJECT: PAVEMENT PRESERVATION AND DRAINAGE

IItem
Unit Bid Price: . IAmount BId:

Quantity Dollars and Dollars and
I No. and Unit Description Cents Cents

BASE BID

1 2,652 SY REMOVE EXISTING A.C. PAVEMENT I
2 1 LS REMOVE EXISTING CATCH BASIN AND PLUG PIPES

3 1 LS REMOVE EXISTING PIPES

4 740 LF REMOVE EXISTING FENCE

I 5 1 LS REMOVE EX IST ING GAB IONS

6 1 LS CLEAR AND GRUBB

i 7 1 LS EARTHIJORK I
8 3,735 SY LINED CHANNEL (SLOPE PROTECTION)

9 19 SY PLAIN RIPRAP IIITH FABRIC AND CUTOFF IIALL

10 105 SY GAB IONS

I 11 50 LF 6" CONCRETE CUTOFF IIALL I
12 2,785 LF 6' CHAIN LINK FENCE

I 13 85 SY SEEDED RIPRAP I
ADDITIONAL ALTERNATE I

I 14 1 EA CATCH BASIN STRUCTURE

15 440 LF 36" STORM DRAIN

16 2 EA 36" END SECTION I
17 1,440 SY LI NED CHANNEL

18 78 SY SEEDED RIPRAP I
ADDITIONAL ALTERNATE II

I 19 1,215 SY REMOVE EXISTING A.C. PAVEMENT

20 406 LF REMOVE EXISTING 6" VERTICAL CURB AND GUTTER

21 21 SY SAIICUT, REMOVE, AND REPLACE ASPHALT CONCRETE I
22 781 SF REMOVE EXISTING CONCRETE BIKEPATH

I 23 882 SF REMOVE EXISTING CONCRETE VALLEY GUTTER AND APRON

24 1,020 SF REMOVE EXISTING CONCRETE DRIVEIIAY AND APRON

1
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SCHEDULE OF BID ITEMS

BID NO. 90-25
PROJECf: PAVEMENT PRESERVATION AND DRAINAGE

I Unit Bid Price: Amount Bid: IItem Quanti ty Dollars and Dollars and
No. and Unit Description Cents Cents Ii

ADDITIONAL ALTERNATE II (CONTINUED)

i 25 55 SF REMOVE EXISTING BOMAN ITE CONCRETE ii i

26 34 LF REMOVE EXISTING CONCRETE SLOPE PROTECTION

i 27 1,327 SY SUBGRADE PREPARATION ii
28 1,226 SY 2" ACI1 0" ABC PAVEMENT

29 101 Sy 2" AC/6" ABC PAVEMENT (MIN.) i
30 427 LF 6" VERTICAL CURB AND GUTTER

I 31 851 SF 8' BIKE PATH

32 440 SF CONCRETE DRIVE~AY ENTRANCE

33 1 EA SURVEY MARKER

34 1 EA ADJUST MANHOLE FAME TO GRADE

I 35 1 LS ~ATERLINE VERTICAL REALIGNMENT ~ITH VALVES (2 EA) I
36 3 EA ADJUST VALVE BOX TO GRADE

i 37 1 EA CATCH BASIN C.O.P. TYPE "M-l" ~ITH 17' IJING i
i i

38 1 EA CATCH BASIN C.O.P. TYPE "M-l" IJITH 6' ~ING

i 39 1 EA CATCH BASIN C.O.P. TYPE "M-l" IJITH 6' IJING, MOOIFIED i
40 1 EA CATCH BASIN C.O.P. TYPE "M- 2" IJITH 17' AND 10' IJING

41 1 EA CATCH BASIN C.O.P. TYPE "M-l" IJITH 10' IJING,

42 321 LF 42" STORM DRAIN

43 206 LF 30" STORM DRAIN

44 48 LF 24" STORM DRAIN

45 36 LF 18" STORM DRAIN I
46 45 SF BOMANITE CONCRETE
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Bid Bond



PROJECf NO.: F5008

The conditions of the above obligation are such that whereas the City Council of The City of Scottsdale,

did order the following works to be done, to wit:

______________________ shall enter into a contract to make said

improvements at the price specified in its bid, then this obligation to be void of no effect, otherwise to

remain in full force and virtue.

WHEREAS, , the principal herein in answer

to the Notice Inviting Proposals or bids issued by the City of Scottsdale, put in its bid for the making of

said improvements.

(SEAL)

BID NO. 90-25

PRINCIPAL

BY: _

1

AGENCY OF RECORD

AGENCY ADDRESS

SURETY

BY: _

BID BOND

____________, as aforesaid to be accepted by

KNOW ALL MEN BY THESE PRESENTS: That we _

as Principal, and , as Surety,

are held and firmly bound unto the City of Scottsdale in the penal sum of five percent (5%) of Bid

Amount, Dollars ($ ) lawful money of the United States of America, to be

paid to the order of the City of Scottsdale, for which payment, well and truly to be made, we bind

ourselves, our successors and assigns, signed with our seals and dated , 19__

NOW THEREFORE, of the bid of

the City Council of the City of Scottsdale, and

ATTEST

ATTORNEY IN FACT
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NOTICE OF AWARD

TO:

PROJECf NO. F5008
BID NO. 90-25

I
I
I
I

PROJECf DESCRIPTION: Detention Basin and Drainage Improvements

The City of Scottsdale has considered the BID submitted by you for the above described
WORK in response to the Advertisement for Bids dated
___________, 1989.

You are hereby notified that you were awarded this Bid by the Scottsdale City Council
on in the amount of
$ . You are required by the Terms and Conditions of this bid to
execute the Construction Contract and to furnish Contractor's Performance and Payment
Bonds and submit the appropriate Certificale(s) of Insurance within ten (10) days from
the date of this Notice.

Dated this day of , 1989.

You are required to return an acknowledged copy of the NOTICE OF AWARD to the
City of Scottsdale.

If you fail to execute the Construction Contract, furnish the required bonds, and submit
Insurance Certification(s) within ten (10) days from the date of this Notice, the City will
consider this as a forfeiture of your Bid Bond. The City will be entitled to such other
rights as may be granted by law.

I
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ACCEPTANCE OF NOTICE:

CITY OF SCOTfSDALE

BY: _

TITLE: _

I
I

Receipt of the above NOTICE OF AWARD is hereby acknowledged.

BY: _

TITLE: _

Subscribed and sworn to before me this __ day of 19

I
I
I
I

NOTARY PUBLIC

1

My Commission Expires
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BID NO.:
PROJECT NO.:
PROJECT NAME:

CIlY OF SCOTTSDALE
CONSTRUCTION CONTRACT

90-25
F5008
Detention Basin and Drainage Improvements

I
I
I
I
I
I
I
I
I
I
I
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I
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THIS CONTRACT, made and entered into this day of _
19__ by and between _

herein after designated "Contractor" and the City of Scottsdale, County of Maricopa, and State of
Arizona, a municipal corporation, organized and existing under and by virtue of the laws of the State of
Arizona, hereinafter designated "OWNER".

WITNESSETH: That the said Contractor, for and in consideration of the sum to be paid him by the
said Owner, in the manner and at the time hereinafter provided, and of the other covenants and
agreements herein contained and under the penalties expressed in the bonds provided, hereby agrees, for
himself, his heirs, executors, administrators, successors, and assigns as follows:

ARTICLE I - SCOPE OF WORK: The Contractor shall furnish any and all labor, materials,
equipment, transportation, utilities, services and facilities required to perform all work for Bid No. 90
25, Project No. F5008 and to completely and totally construct the same and install the material therein
for the Owner, in a good workmanlike and substantial manner to the satisfaction of the Owner and
under the direction and supervision of the Owner, or other properly authorized agents and strictly
pursuant to and in conformity with the Plans and Specifications prepared for the Owner, and with such
modifications of the same and other documents that may be made by the Owner or other properly
authorized agents, as provided herein.

The Contractor agrees that this Contract, as awarded, is for _
in the amount of $ _

and understands that payment for the total work will be made on the basis of the indicated amount(s),
as bid in the Bid Form.

ARTICLE II - CONTRACT DOCUMENTS: Bid No. 90-25, Plans, Standard Specifications and Details,
Project Manuals, General and Special Provisions, Addenda, if any, and Contractor's Bid, as accepted by
the Mayor and Council. Performance Bond, Payment Bond, Certificates of Insurance, and Change
Orders, if any, are by this reference made a part of this Contract to the same extent as if set forth
herein in full.

ARTICLE III - TIME OF COMPLETION: The Contractor further covenants and agrees at his own
proper cost and expense, to do all work as aforesaid for the construction of said improvements and to
completely construct the same and install the material therein, as called for by this agreement free and
clear of all claims, liens, and charges whatsoever, in the manner and under the conditions specified
within the time, or times, stated in the bid form.

ARTICLE IV - PAYMENTS: For and in consideration of the faithful performance of the work herein
embraced as set forth in the Contract Documents, which are a part hereof and in accordance with the
directions of the Owner, through its Engineer or other properly authorized agent and to Owner's
satisfaction, the Owner agrees to pay the said Contractor the amount earned, computed from actual
quantities of work performed and accepted or materials furnished at the unit bid and/or lump sum price
on the Bid Form and made a part hereof. Any progress payments made shall be in accordance with the

1



General Conditions as set forth in the Contract Documents which are a part hereof and final payment
shall be made within forty (40) days after final inspection and acceptance of the work.

,
ARTICLE V - CONTRACTOR ADMINISTRATOR: shall be Salvatore Misseri, P.E.
or designee.

I
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BID NO.:
PROJECT NO.:
PROJECT NAME:

90-25
F5008
Detention Basin and Drainage Improvements

IN WITNESS WHEREOF, three (3) identical counterparts of this contract each of which shall for all
purposes be deemed an original thereof, have been duly executed by the parties herein above named, on
the date and year first above written.I

I
I
I
I
I
I
I
I
I
I
I
I
I

ATTEST:

Mark G. Mazzie
City Clerk

By: _

Deputy City Clerk

Contractor:

(Company Name)

(Individual Nameffitle)

(Signature)

CORPORATE SEAL

2

CITY OF SCOTTSDALE

By: _

Mayor Herbert R. Drinkwater
Mayor

Reviewed:

Sandy Spain
Purchasing Director

George Wendt
Risk Management Director

Thomas J. Wilson
City Attorney
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CONTRACT nOND

STATUTORY PERFORMANCE BOND PURSUANT TO TITLE 34,
CHAPTER 2, ARTICLE 2, OF TIlE ARIZONA REVISED STATUTES

(Penalty of this bond must be 100% of the Contract Amount)

KNOW ALL MEN BY THESE PRESENTS:

That, _

(hereinafter called the Principal), as Principal and

a corporation organized and existing under the laws of the State of with its principal
office in the City of , (hereinafter called the Surety), as Surety, are held and firmly
bound unto the City of , County of Maricopa, State of Arizona in the amount of
___________ Dollars ($ ), for the payment whereof, the said Principal and
Surety bind themselves, and their heirs, administrators, executors, successors and assigns, jointly and
severally, firmly by these presents.

WHEREAS, The Principal has entered into a certain written contract with the City of
----=--:-:- --:' dated the day of ,19__ for _
which contract is hereby referred to and made a part hereof as fully and to the same extent as if copied
at length herein.

NOW, THEREFORE, THE CONDITION OF THIS OBLIGATION IS SUCH, that if said
Principal shall faithfully perform and fulfill all the undertakings, covenants, terms, conditions and
agreements of said contract during the original term of said contract any extension thereof, with or
without notice to the Surety, and during the life of any guaranty required under the contract and shall
also perform and fulfill all the undertakings, covenants, terms, conditions, and agreements of any and all
duly authorized modifications of said contract that may hereafter be made, notice of which modifications
to the Surety being hereby waived; then the above obligation shall be void, otherwise to remain in full
force and effect.

The prevailing party in a suit on this bond shall be entitled to such reasonable attorney's fees as
may be fIXed by a judge of the Court.

By: _

I
I
I
I
I
I
I

WITNESS our hands this day of _

Principal

Surety

Agency of Record

Agency Address

1

19

Seal

Seal
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Labor and Materials
(Payment) Uond
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LABOR AND MATERIALS BOND

STATUTORY PAYMENT nOND PURSUANT TO TITLE 34,
CHAPTER 2, ARTICLE 2, OF TIlE ARIZONA REVISED STATUTES

(Penalty of this bond must be 100% of the Contract Amount)

KNOW ALL MEN BY THESE PRESENTS:

That, _

(hereinafter called the Principal), as Principal and _
a corporation organized and existing under the laws of the State of with its principal
office in the City of , (hereinafter called the Surety), as Surety, are held and firmly
bound unto the City of , County of Maricopa, State of Arizona (hereinafter called the
Obligee), in the amount of Dollars ($ ), for the payment whereof;
the said Principal and Surety bind themselves, and their heirs, administrators, executors, successors and
assigns, jointly and severally, firmly by these presents.

WHEREAS, The Principal has entered into a certain written contract with the Obligee, dated
the day of , 19 , for _

which contract is hereby referred ~o and made a part hereof as fully and to the same extent as if copied
at length herein.

NOW, THEREFORE, THE CONDITION OF THIS OBLIGATION IS SUCH, that if said
Principal shall promptly pay all monies due to all persons supplying labor or materials to him or his
subcontractors in the prosecution of the work provided for in said Contract, then this obligation shall be
void, otherwise to remain in full force and effect.

PROVIDED, HOWEVE~, that this bond is executed pursuant to the provisions of Title 34,
Chapter 2, Article 2, of the Arizona Revised Statutes, and all liabilities on this bond shall be determined
in accordance with the provisions of said Title, Chapter and Article, to the extent as if it were copied at
length herein.

The prevailing party in a suit on this bond shall be entitled to such reasonable attorney's fees as
may be flxed by the judge of the Court.I

I
WITNESS our hands this day of , 19__

Principal Seal

I By: _

I
I
I
I
I

1

Surety

Agency of Record

Agency Address

Seal
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Certificate of Insurance
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I CERTIFICATE OF INSURANCE

--------------...,.'.---------_._----;

Company
Letter Yo

Company
Letter n

1----------- ,....--,-~_."...._-_."...._---l----------·-----------------~

NAHE AND ADOllESS 01' INSURED Company
Letter D

$ 5,000
FIltl~ DA.HAG J::

(ANY ONE FIRE)

CSL

~IEDICAL EXPENSJ::
(ANY ONE PERSON)

PROJECr TITLE
INS. COMP ANU:S AFFOIWING c..'OVERAG ES

Company
Letter A

LIABILITY

o OCCURENCE

OIJNER-S &. CONTRAC1'OR~

PROTECnVE

UID CALL J90-04 PROJECr I
NAME AND NJORESS OF INS AGENCY

rUIS IS TO CERTIFY TllAT POLlCnS Of INSURANCE LISTED UELOt,.l HAVE nEEN ISSUE
1'0 TilE INSURW NAMED AnOVE AND ARE IN FORCE AT TillS TIME.
CO TYl'l:: Of POLICY "f:JlfC6;ffi-EXPll:"-:U··r ----A-:-L=-L:--.,....L..".I-:-M"='l::-:T-:-=S~l·-:N------~
LTI I.NSURANCE NUMnER DATE DATE TJlOUSANDS
--G-t:-N~:IlA-L-L_fAnILITY foJl~NERAL AGG1tl~GAT:-:-~:·--.--------j

COMMERCIAL CENEltAL 1'lWDUCTS CO~W /
LIA.UILITY OPS AGGREGATE

PI~RSONA.L &
ADVERTISING INJURY----------

EAClI OccurtENCE

I
1

I
I
I
I
I

I

]

~'ATUI0RY ($100)
t,JORKEltS COMPENSATION J$ EACII ACCID)':NT

AND ! DISl::ASE POLICY LiMIT
F.MPLOYERS LIABILITY $ DISEASE I::AClI EMPLOYEE

-.....,,-- - -7--,----::-.,-----1
hell the pr.oject includes con::;truction of ;\ ne\~ or rnodU:icat.lons of existine City

building or structure a course of construct.lon polley covering the perils of fire
extended coveraee and vandalism and malicious mJ.schlef in the amount of the contract
(less landscaping) shall be provided \~j.th the City of Scottsdale named therein as a
"Loss Payee" and the insurer shall \~aive subrogation rights against the City of
Scottsdale.

rhe Ctty of Scottsclvle is added af; an adelltional insur.ed as respects work done for
City by the named insured or if required by City Ordinance. It is acreed that any
insurance malntalncd by the City of Scottsdale may only apply in excess of the
overages and limits of insur.ance available from other sources. It is further

agreed that no policy ::;hall expire, be canceled or. materially chanced \~ithollt (JO)
thirty days written not.lcc to the City. THIS CERTIFICATE IS NOT VALID UNLESS
COUNTERSIGNr::D BY AN AUTIIORIZW REPRESENTATIVE OF TIlE INSURANCE CO~IPANY.

NAME AND ADDRESS OF CEltTIFICATE llOLDElfDATE ISSU ED
CITY Of SCOTTSDALF.
9191 E. SAN SALVADOR DRIVE
SCOTTSDALE, ARIZONA W'j 25S AUTllORizw IlEPRJ::SENTATl YE

EACll OCCUltENCI: AGGREGATJ::

1
I
I;

I:
I

I!
I

I:
I:

1
I

FORM

LlODILY INJURY
(PER PERSON)

LlODILY INJURY
(PER ACCIDENT)

PROPERTY DAMAGI:

Si\.HE AS AnoVE



I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I
I

Notice to Proceed
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TO:

NOTICE TO PROCEED

DATE:

I PROJECT NAME/DESCRIPTION: _

In accordance with the Contract dated , 19__,
you are hereby notified to commence work on , 19__
and you are to complete the WORK within consecutive calendar days thereafter. The date
of completion of all WORK is therefore , 19
Official time extensions thereto shall be considered and authorized in strict conformance with General
Condition or M.A.G. Standard Specifications.

I
I
I
I ACCEPTANCE OF NOTICE

CITY OF SCOITSDALE
BY: _

I
I
I

Receipt of the above NOTICE TO PROCEED is hereby acknowledged.

BY: -------------------
TITLE: _

Subscribed and sworn to before me this __ day of , 19__

I
I
I
I
I
I
I

NOTARY PUBLIC

1

My Commission Expires
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Affidavit Regarding
Settlement of Claims
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BID NO.:
PROJECf NO.:
PROJECf NAME:

CONTRACTOR'S AFFIDAVIT
REGARDING

SETILEMENT OF CLAIMS

90-25
F5008
Detention Basin and Drainage Improvements

Date:---------------

I
I
I
I
I
I
I
I
I
I
I
I
I
I

To the City of Scottsdale, Arizona:

This is to certify that alI lawful claims for materials, rental of equipment and labor used in connection
with the construction of the above project, whether by subcontractor or claimant in person, have been

duly discharged.

The undersigned, for the consideration of $ , as set out in the final
pay estimate, as fulI and complete payment under the terms of the contract, hereby waives and
relinquishes any and alI further claims or right of lien under, in connection with, or as a result of the
above described project. The undersigned further agrees to indemnify and save harmless the City of
Scottsdale against any and alI liens, claims of liens, suits, action, damages, charges and expenses
whatsoever, which said City may suffer arising out of the failure of the undersigned to pay for alI labor
performances and materials furnished for the performance of said project construction items and/or
services.

Signed and dated this __ day of , 19__

CONTRACfOR

BY

STATE OF ARIZONA )
) ss

COUNTY OF MARICOPA )

The foregoing instrument was subscribed and sworn to before me this __ day of , 19__,

Notary Public

My Commission Expires

1
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BID NO.:
PROJECT NO.:
PROJECT NAME:

CONTRACTOR'S NOTICE OF
FINAL PAY ESTIMATE

90-25
F5008
Detention Basin and Drainage Improvements

Date: _

I
I

I
I
I
I
I
I
I
I
I
I
I

To the City of Scottsdale, Arizona:

The final pay estimate of $ , which represents total and complete
payment under the terms of the contract, fully and completely reflects the actual quantities of work
performed. Said final quantities were mutually measured and agreed upon by authorized representatives
of the undersigned and the City of Scottsdale.

Signed and dated this __ day of , 19__.

BY: _

TITLE: _

FOR: _

STATE OF ARIZONA )
) ss

COUNTY OF MARICOPA )

The foregoing instrument was subscribed and sworn to before me this __ day of , 19__.

Notary Public

My Commission Expires

1
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BID NO.:
PROJECf NO.:
PROJECf NAME:

TO:

CONTRACTOR'S NOTICE OF
FINAL ACCEPTANCE

90-25
F5008
Detention Basin and Drainage Improvements

DATE:

I
I
I
I
I
I

Construction on the above project was completed on _
and on a final inspection was made of the
subject improvements by this office. The work substantially conforms to the approved plans and
specifications. We, therefore, accept those portions within the public RfW into our system for
maintenance.

Approved By:

Contract Administrator

Recommended By:

Field Engineering Manager

I
I
I
I
I
I
I

cc: City Clerk
Accounting Director
Risk Management Director
Audit Director
Purchasing Director
Other:

1
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Assignment of
Time Certificates
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ASSIGNMENT OF TIME CERTIFICATES OF DEPOSIT
IN LIEU OF TEN PERCENT RETENTION

TIME CERTIFICATE NO., _

TIME DEPOSIT RECEIPT ACCOUNT _

_______________________, hereinafter referred to as "Assignor", having

been awarded a construction contract to build the _

for the City of Scottsdale, and desiring to take advantage of AR.S. 34-221 (A) (3), and assign certain

time certificates of deposit in lieu of ten percent (10%) retention of the contract proceeds as required

by said statute, hereby assigns to the City of Scottsdale, hereinafter referred to as "Assignee", all of

Assignor's right, title and interest in and to the above identified time certificate of deposit up to the

sum of $-----------

This assignment shall remain in full force and effect until the construction project identified above is

completed and accepted by "Assignee", at which time the "Assignee" will release all of its interest in the

assignment.

BY: _

ITS: _

1
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RECEIPT AND WAIVER

The undersigned financial institution hereby acknowledges to the City of Scottsdale that it has received

written notice from Assignor _

of the assignment to the City of Scottsdale of time certificates of deposit in the amount of

$ , account no. , time certificate no. _

Undersigned financial institution further hereby waives any and all rights or powers of setoff of said

financial institution against either the City of Scottsdale or _

in relation to the above listed deposits or certificates. The undersigned financial institution further

warrants to the City of Scottsdale that it has on deposit the time certificates described in the foregoing

assignment and in the amount assigned. Undersigned further warrants that the certificates described in

the assignment do not contain any prohibition against such assignment and that undersigned is not

aware of any assignment, lien, encumbrance, hold, claim or other obligation against the above identified

account other than the assignment thereof to the City of Scottsdale and that it will not pay said funds

to any party other than the City of Scottsdale until such time as the City has released the foregoing

assignment.

Date this __ day of 19

Acknowledged before me this __ day of , 19__ by _

I
I
I
I

STATE OF ARIZONA

COUNTY OF MARICOPA

)
) ss
)

BY: _

ITS: _

I
I
I
I

Notary Public

My Commission Expires

2
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us. Department
01 Transportation
Federal Aviation
Administration

Advisory
Cgrcu~ar
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Subject: OPEf1ATIONAL SAFETY ON Alf1POf1TS O:lle: 5/31/fJlI AC No: 150/5370-2C
DURING CONSTf1UCTION Initialed by: AAS- 300 Chnngr:

1. PURPOSS. This advisory circular (AC) set~ forth guidelines concerning
the operational 3afety on airport3 during construction, to assist airport
operators 1n complying with Part 139, Certification and Operation: Land
Airports Serving Certain Air Carriers, of the pederal Aviation negulations
(FAf1), and with the requirements of Federally-funded construction projects.
Construction activity is defined as the presence and movement of per30nnel,
equipment, and materials in any location which could infringe upon the
movement of aircraft. For noncertificated airports and airports with no
grant agreements, application of these provisions will help maintain the
desired level of operational safety during periods of construction.

2. CANCELLATION. AC 150/5370-20, Operational Safety on Airports With
Emphasis on Safety During Construction, dated October 9, 1901, is canceled.

3. RELATED READING MlITEflIAL. All references ci ted .I~erein are available
for inspection in any Federal Aviation Administration (FAA) regional
office.

a. The Federal Aviation f1egulations are sold by the Superintendent of
Documents (AC OO-qq, Status of Federal Aviation negulations, current edi
tion, contains a price list and ordering instructions).

-.0 ~ •

b. AC 150/5370-10, Standards for Specifying Construction of Airports,
is also sold by the Superintendent of Documents (AC 00-2, Advisory Circular
Checklist, current edition, contains ordering instructions).

11. BACKGROUND. Various AC'3 which detail all major elements of safe,
efficient airport design and construction are available. - However, opera
tional safety on airports may be degraded by construction hazards or margi
nal conditions that develop after an airport has been opened or approved
for operation. This AC addresses that problem. NOTE: Airports which have
received pcderal as~istance (grants, real or personal property) and air
ports certificated under FAR Part 139 have mandatory requirements related
to this subject.
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b. Each 'bidding document (construction plans and/or specifications) for air

port development work or air navigation facility (NAVAJO) installation involving

aircraft operational areas should incorporate a section on safety on airports

during the construction activity. The section, as a minimum, should contain the

appropriate provisions outlined in appendix 1 to this AC.

5. GENr::nAL.

.; ....

e. At airports that are undergoing a multi-year major redevelopment, a compre

hensive construction safety plan should be developed. This safety plan may contain

deviations fro~ the criteria outlined in appendix I of this i\C so long as they are

based upon a commitment by the airport operator and the users to provide the maxi

mum clearances possible between construction activities and aircraft within the

limits imposed by local conditions.

a. The airport operator is rcsponsible for full compliance with the require

ments of FAn Part 139 for certificated airports and with the provi~ion9 of federal

grant agreemcnts when applicable. Adhercnce to the following provi~ions will

matcrially assist the airport operator in providing the level of safety required.

Local rAA Airports officcs have technical expertise to assist airport operators in

all safety matters on airports. (Sec AC 150/5000-3, Address List for negional

Airports Divisions and Airports District/rield Offices, current edition.)

c. The airport operator should pay particular attention to the pullback

distanccs and clearanccs for any maintenance activitics and emergencies that occur

on airports. Thcse include activities which involv2 maintenance cquipment--such as

mowing machines, snowplows, lighting equipment--as well as emergcncy standbys for

firefighting and rcscuc equipment.

d. Where feasible and where operational safety is not affected, the airport

operator may choose to keep open operational areas adjacent to construction

activity during construction rather than close them to aircraft activity.

6. coonDINATION or AIRPonT CO~STRUCTION ACTIVITIES. Construction activities on an

airpor't, in proximity to, 01' ,If'recting aircrafVoperational areas or navigable

airspace, should be coordinated with the rAA and airport users prior to initiating

such activities. In addition, ba~ie responsibilities and procedures should be

developed and disseminated to instruct construction personnel in airport procedures

and for monitoring construction activities for conformance with safety require

ments. These and other ~afety consideration~ should be addressed in the earliest

stages of project formulation and incorporated in the contract specifications.

Construction areas located within safety areas requiring special attention by the

contractor should be clearly delincated on the ~roject plans. The airport operator

should closely monitor construction activity throughout its duration to ensure con

tinual compliance with safety requirements.

a. f-orm<1l Noti fica tion. 1\ ror'mal notifica tion to the FAA is required by regu

lation for ccrtain airport projects. for instance, rAn Part 157, Notice of

Construction, I\lteration, Activation, and Deactivation of Airports, requires that

rAA be notified in writing whenever a non-Federally funded project involves the

2
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construction of a new airport; the construction, realigning, altering, activating,
or abandoning of a runway, landing strip, or associnted taxiw~y; and the deac
tivating or abandoning of an entire airport. Pormal notification is made by sub
mitting PAA form 7480-1, Notice of Landing Area Proposal, to the nearest PAA
district office or PAA rcgional office. (Sec AC 70-2, Airspace Utilization
Considerations in the Proposed Construction, Alteration, Activiation and
Deactivation of Airports, current edition.) Also, any. person proposing any kind of
construction or alteration of objects that affect navigable airspace, as defined in
rAn Part 77, Objects Affecting Navigable Airspace, is required to notify the FAA.
FAA Form 7'160-1, Notice of Proposed Construction or Alteration, should be used for
this purpose. (See AC 70/7460-2, Proposcd Construction or Alteration of Objects
That May Affect the Navigable Airspace, current edition.)

I
I
I
I
I

b. Work Schedulin~ and Accomplishment. Predesign, preconstruction, and prebid
conferences provide excellent opportunities to introduce the SUbject of airport
operational safety during construction. All parties involved, including the spon
sor's engineer and contractors, should integrate opcrational safety requirements
into their planning and work schedules as early as practical. Also, respon~

sibilities should be clcarly established for continuous monitoring and compliance
with the requirements assigned and for vigilance to detect areas needing attention
due to oversight or altered construction activity. When construction is being
planned on PAR Part 139 certificatcd airports, the responsible airport safety
(certification) inspector should be directly involvcd at ail stages, from pre
design through final inspection.

c. Safety Considerations. The following is a partial list of safety con
siderations which experience indicates will need attention during airport
construction.

I
I
I
I

(1) Minimum disruption of standard operating procedures for aeronautical
activity.

(2) Clear routes from firefighting and rescue stations to active airport
operations areas and safety areas.

. ..
(3) Chain;~ notification and authority to change safety-oriented aspects

of the construction plan.

(4) Initiation, currency, and cancellation of Notice to Airmen (NOTAM's).

(5) Suspension or restriction of aircraft activity .on airport operations
areas.

(9) Marking/lighting of construction equipment.

Rcvised vehicular control procedures or additional equipment and

(6)

(8)
manpower.

Threshold displacement and appropriate temporary lighting and marking.

(7) Installation and maintenance of temporary lighting and marking for
closed or diverted aircraft routes on airport operations areas.

I

I
I

I
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(10) Storage of construction equipment and materials when not in use.

(11) De3ignation of rC3pon3iblc rcprcscntative3 of all involved parties and
their availability.

(12) Location of construction pcrsonnel parking and transportation to and
from thc work site.

(13) Marking/lighting of construction areas.

(1~) Location of construction offices.

(15) Location of contractor's plant3.

(16) Dcsignation of waste areas and disposal.

(17) Debris cleanup rcsponsibilitic3 and schcdule.

(18) Identification of construction personnel and equipment.

(19) Location of haul roads.

(20) Security control on tcmporary gates and relocated fencing.

(21) Noise pollution.

(22) Dlasting regulation and control.

(23) Dust control.

(2ij) Location of utilities.

(25) Provision for temporary utilitie3 and/or immediate repairs in thc
event of disruption.

(26) Location of power and control lincs for electronic/visual navigational
aids.

(27) Additional security measures require~ if F~R Part 107, Airport
Security, is involvcd.

(20) Marking and lighting of closed airfield pavement areas.

(29) Coordination of con3truction activities during the winter with airport
snow removal plan.

I
I
I

aids.

(30) ~hasing of work.

(31) Shutdown and/or protection of airport electronic/visual navigational

P~H 6
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.) (32) Smoke, stcam, and vapor controls.

(33) Notify crash/fire/rescue personnel when working on watcr lincs.

(3)1) Provide traffic director3/wing walkers, etc., as needed to assure
clearance in construction areas.

d. Cuideline~ for Proximif:y of Construction Activitv to Airport Operations
Are<ls. The guidelincs contained in appendix 1 are for usc in the preparation of
plan3 and specifications when construction activities are to be conducted in loca
tions which may interfcre with aircraft operations. They should be adapted to the
needs of a particular project and should not be incorporated vcrbatim into project
speci fica tions.

7. t:XAMPLE:S OF' HAZAnDOUS I\ND Ml\nCINI\L CONDITIONS. 1\nalyses of past accidents and
incidents have identil"icd m~ny contributory hazards and condition~. Ii represen
tative list follow3:

a. Excavation adjacent to runways, taxiways, and aprons.

b. Mounds or stockpiles of earth, construction material, temporary structures,
and other obstacles in proximity to airport operations areas and approach zones.

c. nunway surfacing projects resulting in excessive lip3 greater than 1 inch
(2.54 cm) for runways and 3 inches (7.62 em) for edges between old and new surfaces
at runway edges and ends.

d. Heavy equipment, stationary or mobile, operating or idle nea.r airport
operations areas or in safety areas.

e. Proxi~ity of equipment or material which may degrade radiated signals or
impair monitoring of navigational aids.

f. Tall but relatively low Visibility units such as cranes, drills, and the
like in critical areas such as safety areas and approach zones.

g. Improper or malfunctioning lights or unlighted airport hazards.

h. Holes, obstaclcs, loose pavement, trash, and other debris on or near airport operations areas.

i. F.::lilure to maintain fencing during const·ruction to deter human and animal
intrusions into the airport operation areas.

j. Open trenches along sidc pavement.

k. Improper marking or lighting of runways, taxiways, and displacedthresholds.

1. Attractions for birds such as trash, grass seeding, or ponded water on orne.::lr airports.

P.l r G
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m. Inadequate or impropcr methoct3 of m3rking temporarily closed airport opera
tions areas including improper and un3ecured barricades.

n. Obliterated markings on activc opcrational areas.

NOTE: Safety arca encroachments, improper ground vehicle operations, and
unmarked or uncovercd holes and trenches in the vicinity of aircraft operating sur
faces are the three most recurring thrcats to safety during construction.

8. ASSURING OPERATIONAL SArETY. The airport operator is responsible for
establishing and using procedures for the immediate notiIication of airport users
and the rAA of any conditions adversely affecting operational safety at the air
port. If construction operation~ rc~uirc shutdown of a navigational aid from ser
vicc for more than 211 hours or in exccss of 11 hours dai lyon consecu ti ve days, a
~5-day minimum notice is desirable prior t~ thc facility shutdown. Notification of
construction, rough pavement, wcather-caused effects, bird hazard3, and othcr con
ditons affecting the use of the airport is usually made by NOTAM i~sU~d by Flight
Service Stations. rAA Air Traffic facilities and Airports district/field offices
will assist in the notification process. Airmen or other persons engaged in
aviation activities are encouraged to report safety-related airport conditions to
airport management, the rAA or through the usc of the National Aeronautics and
Space Administration's Aviation Safety Reporting System.

9. VEHICLES ON AIRPORTS. Vehicular activity on airport movement areas should be
kept to a minimum. Where vehicular traffic on airport operation areas cannot be
avoided, it should be carefully controlled. A basic guiding principle is that the
aircraft always has the right-Of-way. Some aspects of vehicle control and iden
tification arc discussed below. It should be recognized, however, that every air
port presents different vehicle requirements and problems and therefore necds
individualized solutions so that vehicle traffic does not endanger aircraft
opera tions .

8. Visibility. Vehiclc3 which routincly operate on airport operation~ arcas
should bc marked/flagged for high daytime visibility and, if appropriate, lightcd
for nighttime operations. Vchicles which arc not marked and lighted should bc
cscortcd by one that i~ equippcd with temporary marking and lighting devices. (Sec
AC 150/5210-5, Painting, Marking, and Lighting of Vehicles Used on an Airport,
current edition.)

b. Identification. It i~ u~ually dcsirable to be able to identify visually
spccific vehicles from a distance. It is recommended that radio equipped vehielcs
which routinely opcratc on airport opcrations ~rca3:bc pcrmanently marked with
identifying charactcrs on thc sides and roof. (Sec AC 150/5210-5.) Vehicles
nceding intermittent idcntification could bc marked with tape or with magnetically
attachcd markers which arc commercially av~i13ble. Whencver po~sible, vchicle3
should bc purchascd I-Jith the r·ccornrncndcd markings and lighting.

c. Noticeability. Construction vchicles/equipment should have automatic
signalling devices to ~ound an alarm when moving in rever~e.

6
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d. Movemcnt. Thc control of vehicular activity on airport opcrations areas is
of the highest importance. Airport management is responsible for developing proce
dures, procuring equipment, and providing training regarding vehicle operations to
ensure aircraft safety during construction. This requires coordination with air
port user3 and air traffic control. Consideration should be given to the use of
two-way radio, signal lights, traffic ~igns, flagmcn, escorts, or oth~r means
suitable for thc particular airport. The selection of a frequency for two-way
radio communications betwecn construction contractor vchicles and the air traffic
control (ATC) tower must bc coordinated with the ATC tower chief. At nontower air
ports, two-way radio control between contractor vchiclcs' and fixed-basc operators
or othcr airport users should avoid frequencics used by aircraft. It should be
remembered that even with the most sophisticated procedures and equipment, systematic
training of vehicle operators i3 necessary to achieve safety. Special con
sideration should be given to training intermittent operators, such as construction
workers, even if escort scrvicc is bcing provided.

10. INSPECTION. Frequent inspections should be made by the airport operator or a
representative during critical phases of the work to ensure that the contractor is
following the prescribed safety procedures and that there is an effective litter
control program.

11. FAA SAFSTY RSSPONSIDILITIES. FAA Airports engineers and certification inspec
tors have specific responsibilities regarding operational safety on certificated
airports before and during periods of construction activity. Their particular area
of concern will be directed towards construction within safety areas, and they \.111
be involved in the following functions:

a. Review of plans to determine limits of work and possible safety problem
areas.

b. Give special attention to the development of the safety plan which is a
part of the plans and specifications.

c. Advise FAA elements such as regional Flight Standards, Air Traffic and
Airway Facilities of the construction activities and the safety plan. '

d. Ensure that users of the facilities have ample warning of the proposed
construction so that they may make advanced plans to change their operations.

e. FAA Airports enginecrs and certification inspectors should participate in
the predesign and preconstruction conferenccs if the project involves a complex
~afety plan. Also, they should participate in construction inspections and in the
lnspcction of the finished work to detcrminc that there arc no safety violations t
FAn Part 139. 0

L~£~~
Director, Office of Airport Stnndards
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APPENDIX 1. SPECIAL SAFETY REQUIREMENTS DURING CONSTRUCTION

nUN1~AY rND r Con."trLlction equipmellt normally should not penetrate the 20:11. 1\ n I~ J • .J

approach surface.

2. RUNWAY EDGES. Construction activities normally should not be permitted within
200 fcc t oC the runway cen terli ne. lIowever, con:J true tion may be permi t ted wi thi n
200 feet of the runway centerline on a case-by-case basis with approval of the air
port operator, the FAA and the users.

3· TAXIWAYS AND APRONS. Normally, construction activity set-back lines should be
located at a distance oC 25 feet plu~ one-half the wingspan of the large:Jt predomi
nant aircraft from the centerline of an active taxiway or apron. However,
con~truction activity may be permitted up to the taxiway and aprons in u~e provided
that the activity is first coordinated with the airport operator, the rAA and the
user.'); NOTIlt-l' g arc i93ued; marking and lighting provi.'Jion9 arc implemented; ond it
is determined the height of equipment and materials is safely below any part of the
aircraft using the airport operations areas which might overhang those areas. An
occngional pa:J9age of an aircraft with wingspan greate~ than 165 feet should be
dealt with on a case-by-case basis.

4. EXCAVATION AND TRENCHES.

a. Runways. Excavations and open trenches may be permitted up to 200 feet
from the centerline of an active runway, provided they are adequately signed,
lighted and marked. In addition, excavation and open trenches may be permitted
within 200 feet of the runway centerline on a case-by-case basis, i.e., cable
trenches, pavement tie-ins, etc., with the approval of the airport operator, the
FAA and the users.

b. Taxiways' and Apron~. Excavation and open trenches may be permitted up to
the edge of structural taxiway and apron pavements provided the drop-off is ade
qU<1tely signed, lighted and marked.

5. STOCKPILED MATERIAL. Extensive stockpiled materials should not be permitted
within the construction activity areas defined in the preceding four sections.

6. MAXHWM EQUIPHF.NT HEIGHT. Notice of proposed construction shall be submitted
to the appropriate Airports district office for review prior to the placement of
construction equipment on airports. The guiding criteria involVing FAR Part 139
certificated airports and grant agreement airports is that all construction plans
and specifications require direct coordination with the appropriate Airports
district, field, or regional office. In addition, airports should file FAA Form
7460-1 when equipment is expected to penetrate a~y of the surface:J defined above in
paragraphs 1, 2, and 3. Airport operators arc reminded that rAR Part 157 require:J
prior notice to construct, realign, alter, or activate any I'unway/landing area or
associated taxiway for any project which is noh-Federally funded.

7. PROXIMITY OF CONSTRUCTION ACTIVITY TO NAVIGATIONAL AIDS. Construction activity
in the vicinity of naVigational aids requires special consideration. The cffect of
the activity and its permissible distance and direction from the aid must be eval
uated in eaeh instance. A coordinated evaluation by the airport operator and the

. ,

1.



FAA i3 nece33ary. Technical involvement by FAA re~ional Airports, Air Traffic,
Flight Standards, and Airway facilitie3 Specialists is needed as well as construc
tio~ engineering and management input. Particular attention needs to be given to
stockpiling materials as well as to thc movement and parking of equipment which may
interfere with line-of-sight from the tower or interfere with electronic emissions.
(See AC 150/5300-2D, Airport Design Standards--Site Requirements for Terminal
Navigational Facilities, current edition, for critical areas of NAVAIDS.)
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B. CONSTRUCTION VEHICLE TRAFFIC. With respect to vehicular traffic, aircraft
safety during construction is likely to be endan~ered by four principle causcs:
increa3cd traffic volume, nonstandard traffic patterns, vchicles without radio com
munication and marking, and operators untrained in the airport's procedures.
Because each con3truction 3ituation dirrcr'~, airport management must develop and
coordinate a construction vehiclc traffic plan with airport users, air traffic
control and the appropriate construction enginecrs and contractors. This plan,
when 3igned by all participants becomes a part of the contract. The airport opera
tor is responsible for coordinating and enforcing the plan.

9. LIMITATION ON CONSTRUCTION.

a. Open-flame welding or torch-cutting operations should be prohibited unless
adequate fire and safety precautions are provided and have been approved by the
airport operator. All vehi61es are to be parked and serviced behind the construc
tion restriction line and/or in an area designated by the airport operator.

b. Open trenches, excavations, and stockpiled mate~lal at the construction
site should be prominently marked with orange flags and lighted with flashing
yellow light units (acceptable to the airport operator and the FAA) during hours of
restricted visibility and/or darkness. Under no circumstance~ are flare pots to be
ncar aircraft turning areas.

c. Stockpiled material should be constrained in a manner to prevent movement
result of aircraft blast or wind. Material should not be stored near aircraft
turning areas or movement arcas.

10. MARKING AND LIGHTING OF CLOSED OR HAZARDOUS AREAS ON AIRPORTS. The construc
tion specifications should include a provision requiring the contractor to have a
man on call 24 hours per day for emergency maintenance of airport hazard lighting
and barricades.

a. Permanently Closed Runways and Taxiways. For runways and taxiways which
have bcen permanently closcd, the lighting circuits should be disconnected. With
rUnl~ays, the thre3h.old lIlarkin[!,3, runwny designa tion marking, and touchdown zone
marking3 should be obliteruted, and cros~e3 should be placed at each end at
, ,OOO-foot (300 01) intcr'vals. Hith ti1XiH<lyS, a crOS3 is placed at each entrance of
the closed taxiway.

b. Temporarily Closed Rumlay:) and T.:lxiw~_. Temporarily closed r'unl~ays are
treated in the same manner as in paragraph lOa. except runway markings are not obli
terated. Rather, crosses are usually of the temporary type (constructed of
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material such as fabric or plywood), and they are required only at runway ends.
The crosses should bc located on top of the runway numerals. for temporary
~3rking, the dimensions of the crosses may be reduced to permit usc of standard
sheets of ll-by-l3-foot (1.22 by 2. 1J11 10) plyl,.lood. Tempor<1rily closed taxiways are
usually treated as an unusable area as explained in paragraph lOd.

c. Closed l\irport~J. \vhcn all. rUl1I,J:1Ys ,H'C closed temporarily, the runways are
marked as in paragraph lOb, and the airport beacon is turned off. When all runways
are closed permanently, the runways arc marked as in paragraph lOa, the ~irport

beacon is disconnected, and a cross is placed in the segmented circle or at central
location if no se~mented circle exists.

d. Hazardous Area~. Hazardous arens, in which no part of an aircraft may
enter, are indicated by use of barricades with alternate orange and white markings.
The barricades are supplemented with orange flags at least 20 by 20 inches (50 by
50 cm) square and made and installed so that they arc always in the extended posi
tion and properly oriented. for nighttime use, tile bar-ricades arc supplemented
with flashing yellow lights. The intensity of the lights and spacing for barricades,
flags, and lights must be SUCll to delineate adequately the hazardous area.

e. Notice_s t~-,--rn~~OTI\~~). The airpor't operator should provide infor
mation on closed or hazardous conditons to the local air traffic control facility
(control tower, approach control, center, flight service station) so that ti NOTAM
can be issued.

f. Stabilized Areas. Holding bays, aprons, and taxiways are sometimes pro
vided with shoulder stabilization to prevent blast and water erosion. This stabi
lization may have the appearance of a full strength pavement but is not intended
for aircraft use. Usually the taxiway edge marking will define this area, but con
ditions may exist such as stabilized islands or taxiway curves where confusion may
exist as to whi6h side of the edge stripe is the full strength pavement. Where
such a condition exists, the stabilized area should be marked with 3-foot (1 m)
stripes perpendicular to the edge stripes. On straight sections, the marks should
be placed at a maximum of 100-foot (30 m) spacing. On curves, the marks should be
placed a maximum of 50 feet (15 10) apart between the curve tangents. The stripes
should be exten~cd to 5 feet (1.5 m) from the edge of stabilized area or to 25 feet
(7.5 m) in length, whichever is le3s.

g. Runway Shoulder Marking. Usually the runway side stripes will indicate the
edges of the rull strength pavement. HO\,Jever, conditions may exist, such as excep
tionally wide runways, where there is a need to indicate the area not intended for
use by aircraft. In such cases, chevrons should be used.

11. TEMPORARY lWNWi\Y THRESHOLD DISPLI\CEMENTS. "Iden ti fica tion of temporary rUnl,Jay
threshold displacements should be located outboard of the runway surface. These
could include outboard lights, Runway End Identification Lights (REILS), and
m3rkings. The extent of the marking and lighting should be directly related to the
duration of the displacement as well as the type and level of aircraft actiVity.
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