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This report presents the findings of a supplemental geotechnical investigation to characterize
and subsequently evaluate the probable cause of embankment cracking in the vicinity of Station
721 +00 of the Buckeye Flood Retarding Structure (FRS) No.1, located approximately 12 miles
northwest of Buckeye, Arizona. The investigation was designed to support the development of
recommended repair techniques for the Station 721 +00 location, and at three other locales with
suspected severe cracking (Stations 624+35, 673+50 and 710+47), and to evaluate the
adequacy and stability of the existing central filter drain. These areas of concern were originally
identified during a previous study completed by AMEC in 2001 (AMEC, 2001)1. This more
recent evaluation was also designed as an effort to validate and propose improvements to the
exploratory techniques applied at Station 721 +00, thereby optimizing planned investigations of
the remaining segments of the dam affected by transverse cracking.

The investigation described herein was authorized by the Flood Control District of Maricopa
County (District) during March of 2004 as Work Assignment NO.2 of Contract FCD 2003C014.
The investigation involved both field and laboratory data collection. The goals of the work
assignment included the local characterization of the geometry, extent, width and spacing of
embankment cracks in the vicinity of Station 721 +00, the geotechnical attributes of the
underlying foundation soils, and the physical properties of the embankment soils and drain
materials. Subsequent geotechnical appraisals regarding embankment integrity and safety
followed, including an analysis of seepage behavior. Field activities included geological
mapping, geophysical surveys, surficial cleaning and crack inspection, drilling, completion of
test pits and test trenches, and the excavation and logging of a deep longitudinal test trench
along the dam crest, resulting in the partial removal of the central filter drain. The laboratory
program included a suite of physical characterization tests, and specialized procedures to
evaluate the erosional characteristics of the aggregates used in the existing central filter drain
within the dam.

As part of this work assignment, AMEC retained Mr. James Talbot to serve as a senior
subconsultant on the project. During his past work with the Soil Conservation Service, Mr.
Talbot contributed to the design of the Buckeye FRS No. 1 central filter drain, and is a
recognized specialist in the design of sand and gravel filters. Mr. Talbot participated in the
formulation of the work plans for this project, observed the site conditions during the course the
field investigation, and commented on the content of this report .

1 References are listed at the end of this report.
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This report first presents a summary of the investigative methods applied, followed by a
description of the local geology, the geotechnical profile of the dam foundation, the embankment
materials, and the discontinuities detected within the dam structure. Discussions of the
probable cause of embankment cracking are then presented, along with an appraisal regarding
the performance of the central filter drain. The investigative procedures are critiqued, and
recommendations regarding subsequent exploration are provided. An inclusive recommendation
is then presented regarding the remaining three cracked embankment segments, involving both
characterization and repair, with comments regarding the implications of the Station 721 +00
discoveries upon the overall approach to assuring dam safety.

2.0 OVERVIEW OF BUCKEYE FRS

Buckeye FRS No. 1 was completed by M. M. Sundt Construction Company on March 1, 1974
under contract to the Natural Resources Conservation Service (NRCS, formerly the Soil
Conservation Service). The facility is designed to prevent flooding of Interstate 10, and to
protect property located south of 1-10 near Palo Verde Road and 1-10 east of the Hassayampa
River. The embankment is 7.09-miles long, extending from Stations 555+00 to 931+80, with a
maximum height of 33 feet. This homogeneous earthen embankment was constructed of
surfici-al soils from the low-flow channel within its impoundment, and from sub-excavation of the
native soils underlying the embankment. As depicted on the as-built plans for the structure
(SCS, 1974), the embankment has an upstream slope of 3H:1V (horizontal to vertical), a
downstream slope of 2H: 1V and a crest width of 14 feet. The embankment geometry includes a
centerline foundation cutoff trench with a bottom width of 15 feet and 2H:1V side slopes. The
cutoff trench was designed to extend through the surface layer of softer Holocene deposits into
the underlying cemented Late Pleistocene deposits (termed "siltstone or sandstone as approved
by the engineer" on the project plans). The cutoff trench was constructed between Stations
590+00 and 907+70. The original design plans and a geologic investigation report (SCS, 1971)
for the structure also specify that native materials having a "high to moderate consolidation
potential" be stripped from the foundation area of the dam. The depth of stripping was to be
determined by the engineer, but this detail is not clearly delineated on the as-built plans.

Project plans indicate that the principal outlet conduit for Buckeye FRS No. 1 is a 60-inch
diameter reinforced concrete pipe with anti-seep collars at 16 feet on-center, located at Station
910+67 near the west end of the dam. The inlet channel to this principal outlet extends east to
about Station 855+00, and the outlet directs flows to the Hassayampa River located about 1,200
feet to the west. An earth channel spillway is located at the western end of the structure at
Station 931 +80. Gated outlets extending through the dam are located at Stations 710+00 and
817+00. The project plans indicate these 12-inch diameter reinforced concrete pipes were
constructed with anti-seep collars at 16 feet on-center and supported by concrete cradles. An
irrigation outlet channel is located on the downstream side of the dam between Stations 710+00
and 798+00. Ungated outlets to this channel are located at Stations 764+50 and 796+50.
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About 4 years after the completion of the Buckeye embankment, a routine inspection of the
structure by the Arizona Water Commission (AWC, now the Arizona Department of Water
Resources) on March 29, 1977 "revealed serious surface lineations of transverse cracks and at
least one longitudinal crack" (AWC, 1979). The SCS and the AWC jointly investigated the
cracking in January 1978 by excavating the discontinuities to evaluate their nature and extent.
Fugro, Inc., Consulting Engineers and Geologists (Fugro) subsequently completed a detailed
assessment of the extent of cracking within the FRS (Fugro, 1979). Their report concluded that
47 percent of the embankment length had experienced no cracking, 36 percent had a low
degree of cracking and 17 percent had a moderate to severe degree of cracking. Their report
also presented several alternatives to mitigate the possible effects of the cracking, including
construction of a central filter drain connected to downstream outlet drains.

In 1980 a central filter drain was installed along the centerline of the FRS between Stations
565+00 and 801 +00, constructed by excavating a trench from the dam crest and backfilling of
the excavation with permeable material. As detailed in the as-built construction report and on
the plans for the central filter drain (ERTEC, 1981), the drain is 2.5 feet wide and ranges in
depth from 4.4 to 19.5 feet, but commonly is about 17 feet deep. Sixty-one outlet drains were
installed at various intervals along the downstream side of the structure. The plans indicate the
outlet drains are located at intervals of 500 feet between Stations 565+00 and 650+00, and at
intervals of 1,000 feet between Stations 650+00 and 800+00. During construction, some
scheduled outlets were moved and additional outlets were installed at locations where cracks
were located within three feet of the excavation floor, or where 3/8-inch or wider cracks were
encountered deeper than three feet from the top of the structure.

During construction of the central filter drain, a detailed geologic inspection of the downstream
face of the excavation was performed to ensure that the trench intercepted all cracks, and to
provide detailed records of the cracks. Detailed documentation of the cracks encountered was
completed, including the type (transverse, longitudinal or oblique), width, length, depth and
location. (ERTEC, 1981).

As previously mentioned, AMEC completed a field investigation in 2001 of selected features and
cracks at the Buckeye FRS No. 1 (AMEC, 2001) to assess the cause of the cracking and the
adequacy of backfilling the cracks and related features with ASTM C-33 sand. The study, which
included trench flood testing, indicated that the cracking may extend below the depth of the
central filter drain and outlet drains at a few locations, specifically Stations 624+35, 673+50,
710+47 and 721+00. The apparent continuity of cracking at these locations resulted in large
seepage losses when water was introduced into trenches on the upstream face of the
embankment. Conditions encountered at the present study area near Station 721 +00, based on
both the AMEC (2001) report and a subsequent AMEC (2002) evaluation, are summarized in
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Section 5.1. At Station 721 +00, the flood testing resulted in seepage occurring near the
upstream toe of the embankment, which is below the bottom elevation of the central filter drain.
Flood testing conducted as part of the previous Fugro (1979) investigation also measured high
flows at two of the same general locations (Stations 710+47 and 721 +00).

The previous AMEC study (AMEC, 2001) indicated that transverse cracking might extend to a
depth in excess of the depth of the central filter drain. To further investigate this possibility,
AMEC recommended that additional trenching be conducted in the vicinity of Station 721 +00,
where both significant seepage flows and seepage discharging near the upstream toe of the
structure were observed. If a continuous crack to the full depth of the trench at this upstream
location was encountered, then additional trenching nearer to the upstream crest of the
embankment was recommended to further investigate the continuity of cracking with depth.
Additional trenching at the other locations (Stations 673+50, 624+35 and 710+47) where toe
seepage was observed was also recommended, if cracks extending vertically to the elevation of
the upstream toe were encountered at Station 721 +00.

3.0 INVESTIGATIVE APPROACH

'. The following discussion summarizes the investigative methods and data sets compiled for this
evaluation. The approach included several components: 1) initial site inspection and geologic
reconnaissance; 2) compilation of existing data and previous interpretations; 3) evaluation of
pipe videos; 4) development of work and backfill plans; 5) a geophysical program of seismic
refraction and shear wave profiling; 6) exploratory drilling; 7) upstream embankment cleaning
and excavations; 8) excavation of a deep longitudinal trench that removed the central filter
drain; 9) backfill and repair of drain, dam crest and embankment slope; 10) laboratory testing of
representative samples; and 11) select seepage and stability analyses.

3.1 Initial Site Inspections and Geological Reconnaissance

An initial site visit and geologic reconnaissance was performed by Ralph Weeks, P.G. and
Kenneth Fergason, P.G., both of AMEC. The length of the dam was traversed by vehicle, and
ground reconnaissance was performed at and around Stations 624+35, 673+50, 710+47, and
721 +00. Surficial manifestations of cracking were not evident in the vicinity of any of the above
four locations, with the lack of those indications likely due to previous surficial treatment and
crack repair efforts. The local geology was assessed in the field using the published mapping of
Demsey (1989) .
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A review of previous crack investigation work, geotechnical characterization efforts, repair
construction reports and related documentation for Buckeye FRS NO.1 was performed for the
area in and around Station 721 +00. The following documents were reviewed as a part of this
evaluation:

• Buckeye FRS NO.1 Investigation of Cracking - Work Assignment No.3, report submitted
to the Flood Control District of Maricopa County, AMEC, 2002.

• Geotechnical Investigation Report, Buckeye FRS No.1, report submitted to the Flood
Control District of Maricopa County, AMEC, 2001.

• As-Built Report, Buckeye Site 1 Drain, Maricopa County, ERTEC , 1981.

• Crack Location Investigation, Buckeye No. 1 Flood Retarding Structure, Maricopa
County, Fugro Inc., 1979.

• Report of Geologic Investigation, Buckeye Watershed, Floodwater Retarding Structure
No.1, Soil Conservation Service, 1971.

Pertinent data from these studies are included in Appendix A.

3.3 Evaluation of Pipe Videos

Inspection videos (DVD) of the two 12-inch diameter reinforced concrete pipe irrigation outlets
located at Stations 710+00 and 817+00 of Buckeye FRS NO.1 were obtained from the District.
Both videotapes were reviewed and all pipe joints were closely examined to detect possible
separations, deformation or other abnormalities. Descriptions of the outlet video inspections for
both pipes are presented in Section 6.4 of this report, and the inspection reports for individual
pipe joints for both pipes are provided in Appendix B. The original inspection videos (in CD) for
both outlet pipes are also included in Appendix B. A review of the inspection videos of the
principal spillway was not part of this work assignment.

3.4 Development of Work and Backfill Plans

Prior to full-scale implementation of the field work, a field exploration and laboratory testing work
plan, and a proposed backfill plan were prepared by AMEC and submitted to the District and
other agencies (ADWR, NRCS) for review and approval. The work was divided into three
phases. Phase 1 included geological mapping, geophysical surveys, the cleaning and mapping
of the embankment surface, and drilling. Phase 2 included the excavation of test trenches in
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the upstream embankment slope and in the longitudinal trench along the central filter drain.
Phase 3 included the backfilling of the longitudinal trench and repair and reconstruction of the
upstream slope. The work plan provided descriptions of field exploration methods, investigation
procedures, the type and number of samples required for laboratory testing, and the number
and location of borings and test trenches. The work plan also provided a proposed array of
different laboratory tests deemed necessary to characterize the physical and mechanical
properties of embankment and foundation materials. The final work plan and backfill plan were
developed following discussions with and comments by the District.

A deep longitudinal trench was excavated parallel to the embankment axis. The longitudinal
trench removed the central filter drain material, and was subsequently backfilled with selected
aggregate material after the investigation was complete. The trenching exposed the upstream
and downstream embankment profiles at the contact with the drain, and the embankment below
the central filter drain. Prior to this work assignment, a filter analysis was performed to
determine if the original drain material functions as a filter for the embankment soil, in
accordance with Natural Resource Conservation Service (NRCS, 1994) criteria. The results of
the filter analysis were presented in a previous report (AMEC, 2001). On the basis of this
previous analysis, a suitable aggregate was selected for the backfill of the central filter drain

. trench based on NRCS filter criteria.

A backfill plan provided by AMEC earlier was modified for this project. The plan for this backfill
and reconstruction was developed in consultation between AMEC, the District, ADWR, and
NRCS representatives, with the support of independent consultant James R. Talbot. The
interim findings of the crack investigation were discussed in a meeting held on May 5, 2004 at
Day's Inn located three miles east of the site. The meeting took place at 3:00 p.m. following a
field visit to the site at 1:00 p.m. by the representatives listed below.

Participant Representing
Brett Howey FCDMC
Michael Greenslade FCDMC
Jon Benoist ADWR
Michael Johnson ADWR
Danny McCook NRCS
Jim McHenry NRCS
Jim Talbot Independent Consultant
Ralph Weeks AMEC
Bibhuti Panda AMEC
Ken Fergason AMEC
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The goal of the backfill plan was to restore the dam height to the elevation specified in the
design, and to temporarily mitigate the hazard of failure through the discontinuities in the
embankment found during this investigation. It was agreed during the project meeting that
these measures were interim in nature, intended to reduce the risk of dam breach until full-scale
repair measures or other alternatives are selected, designed and implemented. The details
regarding the backfilling and reconstruction of the embankment are discussed in Section 3.9 of
this report.

At the time of the meeting referenced above, all participants present concurred that the
conditions observed in the Station 721 +00 study area did not represent an unsafe condition,
and the appropriate course of action was to proceed with the tasks summarized in this report.
Subsequently, the ADWR reclassified the dam as "unsafe non-emergency" as detailed in a May
25, 2004 letter to the District.

3.5 Seismic Refraction and Shear Wave Profiling

Eight 120-foot long seismic refraction and shear wave surveys (Lines 1 through 8) were
completed by Michael L. Rucker, P,E. and Mr. Fergason, both with AMEC, on April 6, 2004,
The purpose of these lines was to assist in characterizing the subsurface geotechnical profile,
and to identify the presence or absence of potential discontinuities or fissures in the near vicinity
of the Station 721 +00 study area, A Geometries S-12 Smartseis signal enhancement
seismograph and geophone array were used. Lines 1 and 2 were positioned at the upstream toe,
Lines 3 and 4 were positioned on the upstream slope, and Lines 7 and 8 were positioned along the
downstream toe of the FRS. These six lines were overlapped to provide continuous profile
coverage in the area of investigation. Line 5 was positioned on the FRS crest and Line 6 was
positioned on the FRS downstream slope, These two lines were centered on a known and
previously staked transverse crack in the embankment.

A sledgehammer energy source was used to collect compression wave (p-wave) data for
seismic refraction analysis, Jogging alongside the geophone array was performed to generate
energy for refraction microtremor analysis for a one-dimensional vertical shear wave (s-wave)
profile at each seismic line, The seismic refraction data was fully interpreted to provide
information regarding the underlying geotechnical profile, including lateral variations in the
subsurface materials and within the embankment. The results of the refraction seismic surveys
are presented in Appendix C, along with brief descriptions of the seismic refraction equipment
and procedures used. Seismic line locations are shown on the site plan presented in Figure 2.
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Seismic results were used to identify the presence or verify the absence of fissures in the
foundation or significant discontinuities in the embankment. A method of visually examining
seismic traces for a sudden decrease in signal amplitude (attenuation) andlor an anomalous
increase in arrival time (time offset) of the seismic signal between adjacent geophones was
employed. The presence of such anomalies in several data sets for each line, such as in both
foreshot and backshot trace sets, was considered an indicator of an earth fissure or similar soil
discontinuity. This method is detailed in Rucker and Keaton (1998) and has been used to
identify and trace earth fissures at other sites in Arizona. Interpretation of the absence or
presence of anomalies consistent with earth fissures or significant embankment discontinuities
was made in the field during the performance of each seismic line. Location(s) of an anomaly
interpretation(s) at a seismic line were staked in the field while the seismic line cabling was still
deployed on the ground. Copies of seismic line traces with anomaly interpretations are
presented in Appendix C.

3.6 Exploratory Drilling

Eight borings (Borings B-1 through B-8, inclusive) were completed at locations adjacent to the
dam in the vicinity of Station 721 +00, to depths of 40 feet below ground surface. The borings

, were advanced using a CME-95 drill rig utilizing 8-5/8-inch 0.0. hollow stem auger, owned and
operated by Heber Mining & Exploration Company. Standard penetration testing and sampling
were performed at selected intervals in the borings. In addition, CME continuous sampling
techniques were performed at selected intervals in the borings. CME samples were obtained in
acrylic tubs, 2.5 feet in length with an 0.0. of 3.0 inches. A total of 80 linear feet was sampled
with CME sampling methods. The soils encountered during the investigation were continuously
examined, visually classified and logged. Upon completion of the borings off the existing dam
embankment, they were backfilled by the drilling subcontractor with the previously excavated
drill cuttings mixed with bentonite chips.

Logs of the test borings are presented in Appendix 0, including a brief description of drilling and
sampling equipment and procedures. The boring locations are shown on Figure 2. The field
investigation was supervised by Mr. Fergason.

3.7 Excavations in the Upstream Embankment Slope

Excavation and investigation of the transverse cracking in the upstream embankment
proceeded in four stages: 1) initial cleaning of the upstream slope of the dam; 2) further cleaning
of surfaces in targeted areas; 3) embankment benching; and 4) excavation of toe test trenches .
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A segment of the upstream embankment surface, approximately 150 feet long, was initially
cleaned by District personnel using a John Deere 7100 backhoe. The zone extended from the
crest to the toe of the upstream embankment, and from about Station 720+25 to 721 +75 (Figure
2). The upper 2 to 4 inches of the embankment soils were stripped off the surface and then
cleaned by District personnel utilizing compressed air from a Sullair 125 cfm compressor. This
initial cleaning proved to be insufficient for observing the transverse cracking in the
embankment.

3.7.2 Targeted Surficial Cleaning

Three zones (Figure 2) were identified as areas for further investigation from existing data and
seismic profiling. Zone 1 is located at about Station 720+80, Zone 2 at about Station 721+10,
and Zone 3 at about Station 721 +55. These areas were further excavated from the crest to the
toe to a depth of 8 to 12 inches by District personnel utilizing a John Deere 7100 backhoe, and
cleaned using compressed air. Each of the zones are about 10 to 20 feet wide. A grid was
staked and the cracks were mapped in detail. A log showing the location of the discontinuities
and a CD with photographs of these zones are presented in Appendix E. The targeted surficial.,
cleaning was supervised and crack mapping was completed by Mr. Fergason.

3.7.3 Embankment Benching

Following surficial logging of the three target zones, the zones were benched by District
personnel utilizing a John Deere 7100 backhoe. Four benches were excavated within each of
the three target zones. Bench heights ranged from about 4 to 5 feet. Logs showing crack
locations were created for both the vertical back wall and floor of each of the 16 benches.
Samples of embankment material were obtained for laboratory testing. These logs and
photographs (CD) are presented in Appendix E, with Figure E-2 showing the location and form
of the excavated benches.

Supplemental to the embankment benching, the uppermost bench in each of the three zones
was further excavated by District personnel utilizing a John Deere 7100 backhoe. The benches
were excavated back to the central filter drain to observe the contact of the transverse cracking
with the drain material. In Zone 2, this excavation was performed before a log for the back wall
of the uppermost bench could be completed. This excavation was closely observed and
documented by Mr. Fergason and photographs are available as presented on Figures E-18
through E-20 and in the CD in Appendix E. Representatives of the District and the NRCS and
Mr. Talbot observed the excavation on several occasions during the process .
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One test trench was excavated at the toe of the embankment in each of the three target zones.
The trenches were excavated by District personnel utilizing a John Deere 710D backhoe. The
soils encountered during the investigation were continuously examined, visually classified and
logged by Mr. Fergason. Locations of the test trenches and logs are presented in Appendix E
(Figures E-7, E-12 and E-17).

3.8 Excavation of Central Filter Drain

A deep trench was excavated in the crest of the dam from about Stations 720+45 to 721 +85 by
District personnel using a Komatsu PC 160LC track hoe with a 36-inch bucket. The trench was
excavated parallel to the embankment axis to expose the interface between drain aggregate
and embankment soil on both sides of the drain where it intersected the most persistent
transverse cracks included in the three zones. The primary goal of the deep embankment test
trenching was to obtain detailed information about the transverse cracking, including
determinations of the aperture, depth, extent, and connectivity of the cracks. In addition, it was
important to ascertain whether the cracks were present beneath the central filter drain. The
trench had vertical slopes on both its upstream and downstream sides. The other sides were
sloped at about 1H:1V. The depth of the trench extended to about 4 to 12 inches beneath the
central filter drain and ranged from 17 to 21 feet below the dam crest. Due to the maximum
reach of the track hoe, the crest of the dam was excavated by District personnel using a CAT
950G front-end loader and a John Deere 710D backhoe to a depth of 3.5 to 4 feet below the
dam crest before the trench was excavated. The trench proper had a maximum depth of about
17 feet and was 36 to 40 inches wide.

The embankment soils are predominantly clayey sands. The soils are fairly uniform, weakly to
moderately cemented, and low to medium in plasticity. The soils and site conditions were
characterized using the OSHA (OSHA Excavation Standard Handbook) classification system for
shoring design, with the soil type in the embankment classified as Type B. Type B soil is a
cohesive soil with an unconfined compressive strength greater than 0.5 tons per square foot
(tsf) but less than 1.5 tsf. Type B soils also include granular cohesion less soils like angular
gravel, silt, silt loam, sandy loam and sometimes silty clay loam and sandy clay loam.

The trench shoring support was designed and installed in accordance with OSHA Regulations
(Standards - 29 CFR, Part 1926, Subpart P - Excavations, and subparts therein). Vertical
aluminum hydraulic shoring or spot bracing was used for the support of the vertical slope.
Minimum parameters were in accordance with Option 1 [1926.652(c)(1)] as follows for Type B
soil:
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• Maximum 5.5 feet horizontal spacing,
• Maximum 4 feet vertical spacing, and
• Minimum 2 inch diameter hydraulic cylinders.

A memo was prepared by Bibhuti B. Panda, Ph.D., P.E. of AMEC outlining the design of the
shoring system for the trench and submitted to the District for review. The safety shoring was
installed by Geomechanics Southwest, Inc. (GSI) personnel in accordance with OSHA
regulations. In addition to shoring, an oxygen meter was on site and periodically used to ensure
that sufficient oxygen levels were present in the trench. The trench crest was cleaned and
scaled to remove falling hazards. The trench was secured by placing chain-link fence panels
across its top, and fencing was installed at each end of the trench to limit access. A minimum of
three ladders were spaced throughout the trench for entry and exit, and the ends of the trench
were sloped to provide escape routes. The trench was periodically inspected by a registered
professional engineer. Inspections were made by Dr. Panda, Lawrence Hansen, PhD., P.E.,
and Tony Freiman, P.E., all of AMEC. The appropriate OSHA and Arizona Division of
Occupational Safety and Health regulations concerning excavation safety, including worker
egress, were followed .

Logs were prepared of the cracking observable in the upstream aM downstream walls and
trench bottom within each of the three zones. Logs and photographs are presented in Appendix
F and the location of the trench is shown in Figure 2. Six samples of the drain material and
adjacent embankment material were obtained at varying depths at the two ends of the trench.
Excavation of the trench and installation of the shoring was observed, samples obtained, and
logs prepared by Mr. Fergason. With the trench at full depth, and with the shoring fully in place,
the site conditions were observed by representatives of ADWR, NRCS and the District, and by
Mr. Talbot on May 5 and 6, 2004.

3.9 Backfill of Longitudinal Trench and Reconstruction of Upstream Slope

A filter analysis was performed to select a suitable backfill material that would function as a filter
for the embankment soil in accordance with NRCS (1994) criteria. NRCS (1994) presents
criteria for determining the grain-size distribution (gradation) of sand and gravel filters needed to
prevent internal erosion or piping of soil in embankments or foundations of hydraulic structures.
These criteria are based on results of an extensive laboratory filter study carried out by NRCS.
The laboratory filter study clearly demonstrated that properly graded filters designed in
accordance with these criteria are capable of sealing a crack. The sealing begins when water
flows through a crack or opening and carries soil particles eroded from the sides of the opening.
The eroded soil particles collect at the face of the filter and seal the crack at the interface. In
order to design the filter as a filtering media and drain, both filtration (maximum allowable 0 15

size of the filter) and permeability requirements (minimum allowable 0 15 of filter) have been
defined by the NRCS criteria. The NRCS criteria define the width of the filter band and
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maximum (0100) and minimum (05) particle size criteria to prevent gap-graded filters. The
relationship between the maximum 0 90 and the Minimum 0 10 is also defined by the NRCS
criteria to minimize segregation during construction.

The filter analysis performed earlier (AMEC, 2001) was reviewed and a suitable coarse
aggregate (Filter Material A) was selected to satisfy the NRCS filter criteria for a base
embankment soil representative of the compacted dam fill within the Station 721 +00 study area.
Filter Material A is a dry product combining 80 percent X-inch minus and 20 percent :Is-inch
washed rock, and was used as a backfill for the central filter drain longitudinal trench. Filter
Material A was placed in a dry and un-compacted condition. The grain-size distribution for the
filter, base embankment soil, embankment soil in the study area, and NRCS filter criteria are
presented in Figure G-2. The grain-size distribution of the observed embankment soil within the
Station 721 +00 study area was found to be close to the base embankment soil previously used
to design the filter (AMEC, 2001).

At each crack zone the toe of the dam was excavated to a depth of 4 feet to expose the native
soil. The three benched areas were excavated to provide a relatively smooth base with a 3H: 1V
slope on the upstream side approximately 5.5 feet deep. A one foot thick layer of Filter Material
B was piaced on the base of upstream slope, and then compacted embankment material was
placed on the top of the filter to reconstruct the upstream slope to its original geometry. The
gradation for Filter Material B is equivalent to ASTM C33 concrete fine sand. The grain-size
distribution for the filter and NRCS filter criteria are presented in Figure G-3. The filter was
placed in a moist and un-compacted condition. The extent of the excavated area, in plan view,
and a representative cross section are presented in Figure G-1. The specification for the
gradation of the filter material, and the specification for the compaction of the embankment fill,
are also presented in Figure G-1.

The backfill and reconstruction activities consisted of the following steps:

The bottom of the longitudinal trench at the crest was cleaned manually before being backfilled
with Filter Material A.

• The filter material was placed using available equipment advancing from one end of the
trench to the other end following the removal of shoring in stages. The filter material was
placed in the longitudinal trench up to height of the excavated crest, which was 3.5 feet
below the original crest height at the location of crack zones. In other areas where the
crest had not been removed, the filter material was placed to a depth of 1 foot below the
original crest.
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• The upper 3.5 feet of the crest was then reconstructed in compacted 6-inch lifts using
the embankment soil removed during trench excavation. The embankment material was
placed and rolled with a Cat 950 loader and a Motor Grader 140G. The soils were
compacted to a minimum of 95 percent of the ASTM 0698 maximum dry density, with
the moisture content as close as possible to optimum, but within the range of 1 percent

, above to 3 percent below optimum moisture content. In-situ density tests were
performed at every 1-foot depth to verify conformance to the specification for fill
compaction.

• A shallow trench was excavated for the entire length of the removed crest area above
the central filter drain to expose the filter material. The trench was then backfilled with
Filter Material A up to 1 foot below the original crest.

• The three benches above the upstream toe were excavated to provide a relatively
smooth 3H:1V base slope on the upstream side starting from 4 feet below the toe to the
crest of the dam within each crack zone .

• The entire base of the excavation was covered by 12 inches of Filter Material B, which
was placed un-compacted.

• The original embankment soil was then placed on the filter material and compacted (as
per specification described in a previous step) in 6-inch lifts to backfill the slope up to the
top of the dam. The average thickness of the embankment soil above the filter on the
upstream slope was measured to be approximately 4.5 feet. The upper bench was
raised at the same time the upper 12 inches of the crest was raised back to its as-built
elevations.

• The upper 12 inches of the longitudinal trench was then backfilled with the compacted
embankment soil removed during trench excavation.

Soil compaction activities were regularly monitored by Brian Banks, an AMEC field technician.
The field density was measured utilizing a nuclear gauge, and compaction specifications were
met. The daily field observation reports and results of field density tests are presented in
Appendix G, with selected photos of the backfill operation depicted in Figure G-4.

3.10 Laboratory Testing Program

The following subsections are comprised of descriptions of the laboratory tests performed for
this work assignment. All laboratory test results are presented in Appendix H and summarized
in Table H-1. The following table summarizes the number of each laboratory test performed for
the current study.
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Test Type Test Designation
No. of
Tests

Consolidation ASTM 02435 5
Density of Ring Sample with Porosity ASTM 02937 8
Clod Density Soil Survey Standard 11
Sieve Analysis ASTM 02487 28

ASTM C136/C117 7
Liquid Limit and Plasticity Index ASTM 02487 28

AASHTO T89 & T90 3
Moisture Content ASTM 02216 29
Standard Proctor ASTM0698A 6

ARIZ 225A 3
Pinhole Dispersion ASTM 0647 4
Crumb Test USSR 5400-89 4
Calcium Carbonate AOOT 732 5
Permeability (Flex Wall - Undisturbed) ASTM 5084-90 2
Sodium Sulfate Soundness ASTM C88 1
Unconfined Compressive Strength ASTM 02166 3
Exchangeable Sodium ARIZ 729a 1
Soil pH ARIZ 236 2
Filter Test Slot Test 2
Magnesium Sulfate Soundness ASTM C88 1
Sand Equivalent ASTM 02419 1

3.10.1 Index Properties

The laboratory testing program included index testing (grain-size distribution and Atterberg
limits), moisture content, and determinations of moisture-density relationships (standard
Proctor) for the embankment and foundation soils, and for the drain material.

3.10.2 Chemical Properties

The existing drain material was analyzed to characterize relevant chemical properties. The
laboratory tests included determinations of calcium carbonate content, sodium sulfate
soundness, magnesium sulfate soundness, exchangeable sodium and soil pH .
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Densities of representative samples obtained from the test borings were performed to
characterize the physical properties of the materials encountered in the dam foundation. One
dimensional consolidation-collapse tests were performed on samples of the foundation soils to
measure the degree of collapse on wetting. Clod density tests were performed to approximate
the bulk density of selected samples. Three unconfined compression strength tests were
performed on the foundation soils.

3.10.4 Permeability Tests

Laboratory scale permeability tests were performed on samples of compacted embankment
soils.

3.10.5 Dispersion Tests

Several pinhole and crumb tests were performed to characterize the possible dispersive nature
of the embankment soil.

3.10.6 Filter Tests

Two filter tests were performed in accordance with the procedures described by Sherard and
others (1984a and 1984b). In one test, the new drain material (Filter Material A) was the
selected filter material and the embankment soil was the base material. In the second test, the
embankment soil was the base material and the existing drain material was the filter material.
The procedure for the filter test is presented in Appendix H. The typical filter test mold
dimension and specimen details are presented in Figure H-1, and photographs of the test
experiment and the soil specimens after the tests are presented in Figure H-2 in Appendix H.

3.11 Previous Seepage Testing and Dam Breach Modeling

The subsections that follow summarize the procedures and results of previous crack infiltration
testing at several of the District's flood retarding structures, and an embankment dam breach
model developed for the District. These summaries are provided as additional background to
the issue of potential embankment seepage behavior at the subject facility.

3.11.1 Previous Ponding Tests

In 1979, Fugro conducted ponding tests in backhoe pits during crack investigations at Buckeye
FRS NO.1. During these studies, the flows into embankment cracks were estimated from the
filling of 50- to 1DO-foot long trenches. The trenches were flooded with a 3,800-gallon water
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truck that had an output capacity of 200 gallons per minute. Of the 110 tests in the Fugro study,
88 measured little or no leakage. Water surfaced on the embankment at 15 of the sites, and in
seven tests between Stations 706+00 and 719+00, leakage was so severe that the water level
in the trench could not be maintained. The testing induced piping (turbid discharge and crack
erosion) at Stations 711+15,718+60,767+27 and 579+47.

In 2001, AMEC also conducted several crack infiltration tests in small pits at Buckeye FRS
No.1, where water was ponded to a depth of two to three feet in test pits on the upstream slope
near the top of the dam (AMEC, 2001). The flood tests resulted in either high seepage through
cracks or toe seepage at Stations 624+35, 673+ 50, 710+47 and 721 +00. At Station 721 +00,
the flood testing by AMEC resulted in seepage occurring near the upstream toe of the
embankment, which is below the bottom elevation of the drain system.

Twenty-one ponding tests were performed at McMicken Dam by Sergent, Hauskins, and
Beckwith (SHB) in 1982 as a part of a dam safety and subsequent restoration study. Seepage
through cracks and water seeping out of the upstream and downstream slopes were observed
at several locations.

Trench" flooding te::;ts were performed at White Tanks FRS No. 3 by Fugro in 1979 using a
3,800-gallon water truck with a pumping capacity of 200 gallons per minute (Fugro, 1979). High
seepage (trench could not be filled) was observed at a trench at Station 28+50. The flooding
tests resulted in six occurrences of piping (sediment-laden water and exit erosion) created when
water from the ponding test flowed out of cracks onto the embankment slope. Holes were found
on both the upstream and downstream slopes. Piping through the cracks induced by the
flooding tests occurred at Stations 18+78, 28+62, 28+87 and 42+20. Similar ponding tests were
performed at White Tanks FRS No.4 by Fugro in 1979. During this water testing, leakage
occurred mostly on the upstream embankment slope at 23 locations. Eroded holes conveyed
water at Stations 34+60 and 60+00 at a rate greater than the pumping capacity of the supply
tanker.

Ponding tests were performed at Powerline FRS by Engineering Testing Laboratories, Inc.
(ETL, 1977) and also during a 1986 study by Sanders (1986). Water percolated to both the
upstream and downstream slopes at several locations. Rapid water losses were experienced at
several locations, including Stations 113+94 to 111 +95, 63+30, between 54+90 and 54+40, and
between 44+00 and 30+00. Aperture erosion and sediment transport within the cracks were not
observed during the test program.

In 1970, SCS performed ponding tests at Vineyard FRS by injecting water into a longitudinal
crack on the dam crest at Station 316+27 (SCS, 1970). Another ponding test was completed on
a crack at Station 313+20. A 60-foot long longitudinal crack intersected several transverse
cracks at this location, and water was pumped into the crack at the mid-point. Water appeared
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at several locations at the downstream toe. Fugro also conducted flooding tests in 99 trench
segments during a crack investigation study in 1979 (Fugro, 1979). There were 210 cracks
where water was observed to be flowing into the discontinuities, but only 17 of these displayed a
discharge of water to the embankment surface. Water loss from 29 trench segments was so
rapid that the trenches could not be filled at injection rates up to 200 gpm.

Additionally, SCS performed a full-scale field ponding test at the Vineyard Road FRS to test the
centerline filter system constructed in 1982 (Arrington, 1988 and Leckband, 1983). The study
was conducted using four separate test cells (Nos. 1, 2, 3, and 5). Three sides of each cell
were constructed, with the dam embankment as the fourth side. The cells were 100 to 200 feet
long and about 30 feet wide. The top elevation of each cell dike was at the same elevation as
the dam crest. All of the cells were filled by August 5, 1983 and were maintained at full depth
until at least September 1, 1983, with Cell 5 operated until October 11, 1983. The most
significant finding of the full-scale ponding tests was that the filter system appeared to be
effective in preventing water from entering cracks in the downstream shell of the dam. A soil
cake appeared to form very rapidly on the upstream side of the filter and prevented appreciable
flow into or through the filter. Additionally, it was found that the cracks swelled shut such that
even in the test site that had no vertical filter element, no water escaped through open cracks in
the dam, even though all the overburden was cleaned from the cracks on the upstream slope in
the cell bottom.

Ponding tests in trenches were conducted at the Magma FRS (Fugro, 1979) and at the Florence
FRS (SCS, 1977). A centerline trench was divided into 100-foot long segments that were filled
with water. Rapid water loss and eroded discontinuities were observed in the Magma FRS
embankment between Stations 106+60 and 226+70. Most of the leakage at the Florence FRS
appeared on the downstream face of the dam.

3.11.2 Embankment Dam Breach Model

A computer program was developed by Engineering and Hydrosystems (E&H, 2003) to simulate
dam breach formation as a function of time and space. The assumed dam breaching process is
caused by seepage and subsequent erosion along transverse cracks through the embankment,
or along earth fissures through the foundation soils of the dam. Particular emphasis in model
development was placed on simulating the time required to breach and the maximum extent of
the breach. These two parameters have a significant impact on the rate of water release, and
the overall magnitude of downstream inundation.

The maximum extent of a breach and the time to complete the breach are dependent on the
magnitude and spatial distribution of the erosive power of water, and on the erosional
characteristics of the soil. The magnitude of the erosive power of water is a function of the
potential energy of the water contained in the reservoir, and the geometric properties of the
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subject crack or fissure. The model calculates variations in the erosive power of the water in the
discontinuity as a function of time due to changes in the water surface within the reservoir, and
as a function of space due to changes in the dimensional characteristics of the breach,
particularly it's width and width-depth ratio. Erosion rate not only depends on the magnitude of
the erosive power of water, but on the erosive properties of the embankment and foundation
soils.

Six breach models were developed (four for a no-drain embankment condition and two for
modified or reconstructed embankment conditions with drains) to simulate breach formation
resulting from vertically rectangular and square embankment cracks. The analytics then
simulated the widening of a breach commencing as a vertical fracture by approximating the rate
of erosion as a function of erosive power, and quantifying the resultant widening of the
discontinuity. The computer program has been developed and verified by applying the results of
erosion tests conducted on embankment soil samples obtained from the Vineyard FRS.

The dam breach model assumes flow and erosion along a single transverse crack. In reality
multiple cracks or a network of transverse and longitudinal cracks are observed in most of the
embankments investigated. In this recent investigation of Buckeye FRS No.1, a multiple crack
network of longitudinal and transverse cracks was found along the excavated section of the
embankment near station 721 +00. The computer model developed by E&H (2003), though
capable of simulating flow and erosion in a single transverse crack, is limited in its ability to
simulate the effects of flow through a network of embankment cracks.

3.12 Transient Seepage Analysis

Transient seepage analysis through a dam section representative of Station 721 +00 was
completed to estimate the distance a wetted front would advance through the dam embankment
under maximum impoundment conditions. The embankment was assumed to be a
homogeneous porous media with no cracks present. The 2-dimensional finite element
computer program SEEPIW (Geoslope International, Inc., 1998) was used. SEEPIW is a finite
element program that can be used to model the saturated and unsaturated flow of water within
porous materials. Analyses were completed using quadrilateral elements to develop the finite
element mesh, and solutions were obtained using four-point integration techniques. A
conceptual two-dimensional transient flow model was developed to model the infiltration of
water into the embankment under constant head boundary conditions. In reality an unsaturated
flow condition is created as the wetted front advances through the embankment. As unsaturated
properties of the soil are complex and more difficult to develop, the analysis applied
conservative assumptions related to the hydraulic properties of the soil and the boundary
conditions of the model.
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A conservative unsaturated hydraulic conductivity function was used for the embankment soil.
The horizontal saturated hydraulic conductivity (Kx) value for embankment soil was assumed to
be 0.3 feet per day (ft/d) , which is higher than that obtained through laboratory testing. For the
filter material (both central filter drain and upstream sand) Kx = 280 ftld was assumed. The
foundation material was conceptually divided into three layers (upper, middle and lower). The
assumed Kx values are: upper =0.3 ftld, middle =2.8 ft/d and lower =0.03 ft/d. The results of
the SEEPIW model are presented in Figure 1-1 and are discussed in Section 6.3.

3.13 Static Stability Analysis Under Sudden Draw-Down Condition

Simplified stability analyses of the embankment under sudden draw-down from a maximum pool
condition were completed. The analysis was performed using the computer program SLOPEIW
(Geo-Slope International, 1998). The comprehensive formulation of SLOPEIW makes it possible
to easily analyze both simple and complex slope stability problems using a variety of methods to
calculate the factor of safety. The factor of safety (FOS) was computed using Bishop's method,
which is conservative in comparison to solutions obtained by applying other limit equilibrium
techniques.

A section representative of Station 721 +00 was used in the stability analysis. The geotechnical
parameters required for the slope stability analysis include unit weights and shear strengths of
the materials present in the cross section. Conservative shear strengths were selected based
on AMEC's experience with these and similar materials. The input parameters are included in
Figure 1-2. The results of the SEEPIW model are presented in Figure 1-2 and are discussed in
Section 6.3.

4.0 GEOLOGICAL SETTING

Buckeye FRS No. 1 is located in the eastern portion of the Lower Hassayampa River Valley,
from the southern flank of the White Tank Mountains to the Hassayampa River. Buckeye FRS
NO.1 is within the Sonoran region of the Basin and Range Physiographic Province. This region
contains many broad, deeply founded, alluvium-filled basins, separated by structural highlands
composed of competent bedrock. The White Tank Mountains are one of these uplifted
highlands, composed of both metamorphic and granitoid bedrock (Reynolds, and others, 2002).
The dam is founded mainly on unconsolidated and semi-consolidated Quaternary-Tertiary
alluvial fan deposits composed of outwash from the White Tank Mountains and alluvial terrace
deposits related to the Hassayampa River. These materials consist primarily of loose to very
dense sand, silty sand, and clayey sand. Many small, southerly-flowing washes are intercepted
by the dam. Although faults likely occur at the flanks of the basin, along the mountain fronts,
there are no known faults at or near the dam site.
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Buckeye FRS NO.1 traverses an extensive, south-sloping alluvial surface between the southern
end of the White Tank Mountains and the Hassayampa River, as shown in Figure 1. Under the
western two-thirds of the FRS alignment, Cooley (1973) estimates that the weakly indurated
basin alluvium is in excess of 1200 feet in thickness. Further east towards the exposures of
Precambrian metamorphic and granitic rock at the southern terminus of the White Tank
Mountains, Cooley (1973) depicts rapid thinning of the alluvial section, culminating in bedrock
exposed at the surface.

Recent geophysical surveys (Sweeney and Hill, 2001), in the form of Bouguer gravity anomaly
plots, reveal the presence of a gravity low north of the western half of the FRS alignment, and a
gravity high south of the western portion of the structure. These features in the gravity data
could represent a region of thicker basin deposits north of the FRS, with a buried bedrock high
and shallower alluvium south of the facility.

Anderson and others (1992) predicted that the predevelopment groundwater levels in the
vicinity of the subject FRS were about 900 to 950 feet in elevation, about 100 feet below land
surface. Schumann and Genualdi (1986) estimated that declines in the groundwater were from
o to 100 feet in the site area during the period from about 1950 to the early to mid-1980s.
Anderson and others (1992) estimate that declines have been less than 50 feet.

Figure 1 shows the surficial geology in the vicinity of Buckeye FRS NO.1. Development of this
map was from Demsey (1989), supported in part by the field investigation. Only two units occur
in the vicinity of Station 721 +00, Holocene alluvial deposits and Latest to Late Pleistocene
alluvial deposits (map units Qy and Qm2, respectively).

Holocene Alluvial Deposits (Qy) - Outside the active braided channels, this unit is locally
comprised of a limited thickness of silty to clayey sand and sandy silt, overlain by a thin mantle
of aolian silty sand. Stage I carbonate cementation development is common in the lower sands,
with the upper loess largely uncemented. Moderate to strong rubification (reddening) is
common in this unit. Within the ephemeral channels, the upper aolian deposits are absent, with
larger amounts of gravel and small cobbles present.

Latest to Late Pleistocene Alluvial Deposits (Qm2) - This unit is locally comprised of
moderately cemented (Stage II) clayey to silty sands, occasionally interbedded with silty to
sandy gravels. These deposits usually display poor soil development and some rubification,
with a prismatic to blocky texture.
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5.0 GEOTECHNICAL AND EMBANKMENT CHARACTERIZATION

The following discussions present the findings of this appraisal, beginning with a summary of
the relevant efforts of previous investigators. This discussion focuses on the three primary
geotechnical features of the facility: the properties of the local alluvial soil profile under the dam,
the characteristics of the embankment materials, and the distribution and nature of the
discontinuities within the structure.

5.1 Review of Previous Studies

5.1.1 Embankment Cracking

A detailed geologic inspection of the downstream face of the excavation was performed during
the construction of the central filter drain to ensure that the drain intercepted all cracks. A
detailed record of the cracks encountered was compiled, including their type (transverse,
longitudinal or oblique), width, length, depth and location (ERTEC, 1981). During construction,
some scheduled outlets were relocated, and additional outlets were installed at locations where
cracks were found within three feet of the excavation floor (bottom of the drain trench), or where
3/8-inch or wider cracks were encountered deeper than three feet from the top of the structure.
These outlet drains were also designed to remove open or deep cracks that would render the
central filter drain ineffective against piping. One such outlet drain was constructed at 710+53
near the study area to remove a wide, open crack in the downstream section of the dam. The
greatest depth of cracking was 19.0 feet between Stations 710+53.5 and 710+57.5 and there
were twenty cracks more than 16.0 feet deep between Stations 687+00 and 718+00. The two
most prominent cracks encountered near the study area were at Stations 717+14 and 721+22,
having crack depths of 18 feet and 16 feet, respectively.

AMEC reviewed the data presented in the ERTEC (1981) report and presented the information
in the form of summary charts (AMEC, 2002). These summary charts contain plots of the
average crack width, the average crack length, the maximum crack length, the maximum crack
width and the crack intensity (in units of feet per crack) for each 200-foot interval of the
structure. The summary chart for the 721+00 study area is presented as Table A-1. The exact
location of maximum crack length for a distance of 200 feet is also shown in Figure A-1. The
maximum crack width was less than 1.2 inches, except at a few locations, and typically was less
than 0.3 inches. The crack intensity (embankment length per crack) typically was less than
about 12.5 feet per crack, with several locations at about 4 feet per crack.

AMEC completed a field investigation of selected features and cracks at the Buckeye FRS No.1
(AMEC, 2001), to assess the cause of the cracking and the adequacy of backfilling the
discontinuities with ASTM C-33 sand. The study, which included trench flood testing, indicated
that the cracking may extend below the depth of the central filter drain and outlet drains at a few
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locations, specifically Stations 624+35, 673+50, 710+47 and 721 +53 as indicated by cracks
found in the upstream slope below the bottom elevation of the central filter drain. The apparent
continuity of cracking at these locations resulted in large seepage losses or in seepage
emanating from the upstream face of the embankment from water ponded in test pits on the
upstream slope near the crest. At Station 721 +53, the water testing resulted in seepage
occurring near the upstream toe of the embankment, which is below the bottom elevation of the
drain system. It was concluded that the seepage could be indicative of cracks extending deeper
than 19 feet from the crest of the dam, possibly below the depth of the central filter drain.

Conditions encountered at the present study area near Station 721 +00, based on both the
AMEC (2001) report and the AMEC (2002) report, are summarized in this paragraph. The
cracks encountered in 1980-81 generally were a maximum of 0.45 inches in width, and
extended to a maximum depth of 16 feet, or to within 3~ feet of the bottom of the central filter
drain. A crack density of about 5 feet/crack was measured. About 12 feet of Holocene soils are
present, and the centerline foundation cutoff trench probably fully penetrated these soils.
Downstream outlet drains are located at Stations 714+56, 716+48, 717+14 and 720+00; no
other outlet drains are located within about 900 feet. In the AMEC (2001) study, high seepage
flows into test pits and natural features at Stations 719+42, 721 +06 and 721 +53 were noted,
and seepage emanated from several locations on the upstream face of the embankment
between the test pits and the upstream toe.

The summary of the crack investigation and flood tests within the present study area is provided
in Table A-1. Results of the crack investigation work performed by ERTEC (1981) and AMEC
(2001) are presented in Figure A-2. The field logs for selected test pits near Station 721 +00
completed by AMEC (2001) are presented in Appendix A.

The AMEC (2001) study recommended further investigation of the zone of cracking at Station
721 +00 to determine if cracks extend vertically to the elevation of the upstream toe or below the
central filter drain. The crack investigation completed in 1981 indicated a crack extending from
the crest to a depth of 15.9 feet at Station 721+22. This specific location was recommended for
further investigation, since during a ponding test, seepage was observed emanating from the
toe, which is about 23 feet below the crest of the FRS.

5.1.2 Foundation Conditions

The surface soils along the alignment of the FRS generally are comprised of recent alluvium
transported from the White Tank Mountains by south to southwesterly flowing ephemeral
streams. The surface soil layer (Holocene deposits) is predominantly silty sand and is probably
0.5 to 13 feet in thickness. In a previous report (SCS, 1971), this layer was described as "very
loose at the surface to very dense beneath". The underlying soils were described as
"consolidated and semi-consolidated alluvial deposits, including siltstone, caliche, sandstone
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and sand". The sandstone and siltstone were described as "poorly to moderately cemented".
This description conforms to the characteristics that would be expected of Late Pleistocene
deposits. Recent alluvium consisting of poorly graded sand, silty sand, sandy silt, silty gravel
and gravel was encountered within the floodplains of the three washes intercepted by the
western portion of the dam. These are located from about Stations 819+00 to 828+50, 842+50
to 843+50 and 890+25 to 892+75. These deposits typically are 5 to 6 feet thick.

The surface soils from depths of 0.5 to 11 feet were described as having a moderate to high
consolidation potential, based in part on their having standard penetration blow counts of less
than 30. Consolidation-collapse tests performed on four samples measured collapse potentials
of 4 to 14 percent when saturated at a load of 2 tons per square foot. The coefficient of
permeability of the silty sand was estimated to be in the range of 0.4 to 22 feet per day.

5.1.3 Embankment Conditions

The embankment soils have previously been characterized based on laboratory testing
completed at the time Buckeye FRS No. 1 was constructed, when the central filter drain was
installed (ERTEC, 1981) and as part of the AMEC (2001) investigation. There are, however,
limitations to these data sets. Original construction data are available only for the area between
about Stations 756+00 and 930+00. The ERTEC (1981) data is limited to the length of the
central filter drain (Stations 565+00 to 801 +00), and only the moisture content and Atterberg
limits for the embankment materials in this area were reported. The AMEC (2001) study
included only a minimum amount of laboratory testing, and did not include density testing of the
embankment materials. The test pits excavated for the study were located between Stations
577+36 and 724+22.

Based on the available data, the embankment is fairly uniform and consists primarily of low to
medium plasticity clayey sand, with some zones of nonplastic to low plasticity silty sand. Both
the AMEC (2001) and ERTEC (1981) studies indicate the predominance of clayey sand, based
on laboratory testing. However, the ERTEC (1981) field logs indicate a larger percentage of the
soils to be silty sand or silty and clayey sand mixtures. The pre-construction geologic
investigation (SCS, 1971) indicates a predominance of native silty sand, which was then used to
construct the embankment.

Plasticity index values for fine-grained embankment soils determined by the AMEC (2001)
investigation varied from about 5 to 24. In comparison, testing of samples collected when the
central filter drain was installed in 1980-81 determined plasticity index values varying from about
2 to 23. The AMEC (2001) data indicate generally lower liquid limit values than the ERTEC
(1981) data.
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Most placement moisture contents in 1973 were in the range of 7 to 17 percent. In comparison,
a majority of the moisture contents determined at the time the central filter drain was installed in
1980-81 were in the range of about 3 to 12 percent, and the distribution generally shows the
moisture content increasing with depth. Moisture content data for the AMEC (2001) investigation
were in the range of 2 to 7 percent.

At the time of placement, the degree of saturation of the embankment soils generally varied
from about 45 to 95 percent. Similar to the placement moisture content data, there is a large
amount of scatter, and there is no apparent trend with elevation. Testing necessary to
determine degree of saturation was not performed during the ERTEC (1981) and AMEC (2001)
investigations.

Dry density values varied from about 105 to 126 pd. The higher values correspond to low
plasticity, well-graded silty and clayey sands, and the lower values correspond to nonplastic to
low plasticity sand-silt mixtures. Maximum dry density (ASTM D 698) ranges of 116.5 to 119.3
pd and 122.9 to 124.9 pd were the most frequently used, and were evenly distributed
throughout the embankment, except between about Stations 860+00 and 885+00. With very
few exceptions, the assumed construction specification was met, and the mean relative
compaction was 97.9 ~ercent.

5.2 Local Dam Foundation Soil Profile

Holocene alluvial deposits (map unit Qy) are the only unit found exposed in the immediate
vicinity of Station 721 +00. These deposits are predominantly fine-grained and range from silty
or clayey sand to sandy silt or silty clay. The depths of these deposits are typically 5 feet or
less. Deposits are uncemented at the surface but may develop weak cementation (Stage I to
1+) below 1 foot. These deposits are generally soft to firm with N values that are typically less
than 30, and often less than 15, and with low to medium plasticity. These deposits have
moisture contents that are typically less than 7 percent. The dry densities of six samples in this
unit varied from 117 pounds per cubic foot (pcf), and one unconfined compressive strength test
yielded a result of 9 pounds per square inch (psi) for a sample at a depth of 5 feet in Boring B-4.
Consolidation/collapse tests were performed on samples from Borings B-4 at 2.5 to 3.5 feet, B-5
at 4.5 to 5.5 feet, and B-8 at 4.5 to 5.5 feet. These tests determined consolidation on inundation
of 3, 7, and 10.5 percent, respectively, with corresponding dry densities of 95.5, 94.4, and 91.8
pd, respectively. One clod test was performed in this unit and yielded a bulk density of 117 pd.
Compression wave velocities in the surficial Holocene deposits range from about 600 to 1,300
feet per second (fls). Shear wave velocities in the Holocene deposits are generally less than
about 600 f/s .
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Pleistocene deposits underlie the Holocene sediments throughout the study area. Generally,
Pleistocene deposits begin at 3 to 6 feet below ground surface. These deposits generally
consist of silty or clayey sand with occasional lenses of sand and sandy silt and clay to a depth
of about 25 feet. Below 25 feet the deposits generally consist of clayey sand. These deposits
are generally weakly to moderately cemented (Stage II to 11+) to a depth of about 25 feet and
moderately cemented (Stage 11+ to III) below. These soils typically are very firm to hard with N
values greater than 30 and typically over 50 below 25 feet. The moisture content of these soils
is generally low, being 2 to 6 percent. In Boring B-1, the moisture content below 25 feet is
significantly higher than elsewhere on the site, with values of 10 to 11 percent. Five calcium
carbonate tests were performed at depths ranging from 8 to 35 feet and values ranged from 2
percent (at 30 feet) to 12 percent (at 8 feet), with calcium carbonate content generally
decreasing with depth. Seven dry density tests were performed within this unit and values
ranged from 96 to 113 pet. Ten clod tests were performed in this unit and yielded bulk densities
that range from 106 to 119 pd. Two consolidation tests were performed on samples from this
unit in Boring B-6 at depths of 9.5 to 10.5 and 14.5 to 15.5 feet. The resulting volume change
on inundation was 0 and 3 percent, respectively, with corresponding dry densities of 98.6 and
95.6 pd, respectively. Two unconfined compressive strength tests yielded results of 8 psi for a
sample from 10 feet in Boring B-4 and 35 psi for a sample from 15 feet in Boring B-4.
Compression wave velocities of the Pleistocene deposits range ,from about 800 to 1,200 fls to
depths of about 10 to 20 feet, and increase to about 2,300 to 4,100 fls below depths of about 10
to 20 feet. Shear wave velocities of the Pleistocene deposits at depths less than 10 to 20 feet
generally range from about 800 to 1,200 fls, and at depths greater than 10 to 20 feet increase to
about 1,700 to 2,700 f/s.

5.3 Embankment Soils

The embankment soils within the Station 721 +00 study area are predominantly silty and clayey
sands with some sandy clays. The embankment soils are light brown, weakly to moderately
cemented, and low to medium in plasticity. The plasticity index of the soils varied from 2 to 28
and the percentage of fines (minus no. 200 sieve) varied from 18 to 46 percent. The soils in
areas of significant cracking were comparatively soft, likely as a result of water infiltration. The
majority of the cracks were filled with embankment soils or drain material. The crack infilling
typically was sand with some finer-grained soils.

The permeability of the embankment soil was found to be very low. The laboratory permeability
value ranged between 8.8e-5 ftld (3e-8 cm/sec) to 1.0e-4 ftld (3.5e-8 cm/sec).

The embankment soils may be classified as nondispersive. Four pinhole tests were performed
and all tests identified the soils as nondispersive. Four crumb tests were performed. Two tests
showed that the soils are nondispersive while other two tests grouped the soils in an
intermediate category (slightly dispersive).

Page 25



•
Supplemental Investigation of Transverse Cracks
Buckeye Flood Retarding Structure NO.1
Flood Control District of Maricopa County
Contract FCD 2003C014
Work Assignment NO.2
AMEC Job No. 4-117-001021
January 7, 2005

5.4 Central Filter Drain Material

arne

•

•

The existing drain material consists of fine- to coarse-grained sand with some gravel. The
particle-size distribution derived from testing during this study was similar to the previous test
results (AMEC, 2001). The grain-size distribution for the previous analysis is presented in Figure
A-3. Comparing to the original grain-size (as-built) distribution, it appears the drain material has
not changed. The moisture content varies from 3.3 to 7.8 percent. The maximum dry density
varies from 112.0 pet to 124 pet. The amount of exchangeable sodium was very low, and the
soundness results were excellent. Additional characteristics of the existing central filter drain
are discussed in detail in Section 6.2.

5.5 Embankment Discontinuities

As documented in 1980 during the construction of the central filter drain, further characterized
by AMEC in 2001 (AMEC, 2001), and observed during this investigation, multiple, vertical
transverse cracks are present in the Buckeye FRS No. 1 embankment between Stations
720+80 and 721+60. Due to adjustments in dam stationing, it is likely that the crack identified
during drain construction at Station 721 +23, extending previously to a depth of 16 feet, is the
same discontinuity observed during this appraisal at Station 721 +09. As with all the transverse
cracks observed, describing this fracture as a single crack is for convenience only, in that the
embankment distress is actually expressed as a complex of smaller discontinuities, occurring in
discrete zones. In the case of the subject study area, three zones are present, spaced about 20
to 40 feet apart from east to west between Stations 720+80 and 721 +60.

Several of the cracks, including the Station 721 +09 feature in Zone 2, do persist vertically
throughout the embankment for the full depth of the central filter drain, and beyond. In the case
of the principal Station 721 +09 crack, the crack has apparently deepened from the depth of 16
feet recorded in 1980 to a depth in excess of 20 feet, as observed during this investigation
where it was found crossing under the central filter drain.

The primary discontinuity in Zone 3 was first identified during investigations by AMEC in 2001
(AMEC, 2001). As further characterized during this study, the Zone 3 complex of embankment
cracks extend deep into the embankment, with the principal discontinuity crossing under the
central filter drain and into the downstream shell. Towards the crest, the zone appears to be
more diffuse, with several of the more prominent discontinuities being discordant to the
predominantly transverse orientation of the crack complex as observed mid-slope in the
upstream dam shell. Evidence of the compacted backfill of Test Pit TP-29 excavated by AMEC
previously was exposed in the upstream slope. Cracking did not extend across the backfill, but
some deflation and movement of backfill into the crack was noted.
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The Zone 1 cracking apparently was not present at the time the central filter drain was
constructed. An indication of the presence of embankment fractures in this zone was derived
from an initial interpretation of seismic refraction data, on profiles completed on the downstream
side of the dam crest, and mid-slope on the downstream side of the structure. As is the case in
all zones, distress was observed on both walls of the excavated central filter drain to depth at
and below the bottom of the central filter drain. The discovery of Zone 1 is an expression of this
persistence, with the zone first detected downstream using seismic methods, followed by full
disclosure within the upstream shell, and discontinuities observed on both walls of the
longitudinal trench deep within the embankment.

The near-surface expression of the cracks observed in all three zones in the excavations of the
upstream slope of the embankment is typified by a relatively prominent, dominant discontinuity,
flanked by subordinate, smaller fractures. In several cases, the principal feature is segmented,
consisting of an en echelon array of cracks. The segmented appearance of the cracking
appears to be more prevalent in a lateral direction, down the upstream slope of the structure, in
contrast to the more persistent conditions of the discontinuities observed vertically in the deep
longitudinal trench. It appears that the arrays of principal discontinuities within all zones are not
purely transverse, with a slight expression of stepping westward (up-station) as the fracture
array is expressed down-slope towards the upstream toe of the embankment, or towards the
retention basin.

It appears that uneroded crack apertures generally decrease with depth in all zones, but there
appear to be some exceptions to this trend. At several locations in the walls of the excavated
central filter drain, crack aperture decreases with depth in a particular fracture. That
discontinuity then terminates, and another adjacent crack has slightly greater aperture. Then
another transition to closure with depth occurs in this companion feature. This condition may be
an expression of the degree to which one particular crack displays the total crack displacement
within each distressed zone. It appears correct to assume that transverse crack aperture
decreases with depth, with no apparent vertical displacement, just tensional response.

Both erosional widening of open crack aperture and infilling with primarily sandy soil were
observed in some cracks in all three zones. In the upstream slope excavations, infilling of the
embankment cracks was most pervasive in the lower half of the embankment section. These
observations are of the soil profile of the outermost shell of embankment section, and may not
be an expression of what lies deeper in the embankment. Erosional features associated with
the transverse cracking within the longitudinal excavation deep in the embankment were not
observed below a depth of 17 feet below the crest. Only the transverse crack at Zone 2
contained observable erosional features to this depth. All other observable erosional features
associated with the transverse cracking were observed within the approximate upper 5 feet of
embankment. Of the eroded cracks observed near the central filter drain, a maximum aperture
of 1.5 inches was measured.
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It is likely that the source of water responsible for erosion of the deeper Zone 2 transverse crack
was from direct precipitation onto the slopes and crest of the dam. The location of the deepest
crack erosion is well above the elevation of Iimited,past upstream retention of flood waters.
The fate of the water migrating through the crack complex, and in particular, the deeper eroded
transverse crack in Zone 2 is not known. It is possible that the water that eroded the deeper
crack exited the dam along the slopes, if the crack was persistent at that time, or connected to
other discontinuities. The influence of sediment transport and infilling during the process of
crack erosion could cause plugging of small apertures at depth and cause a redirection of flow
laterally, but this possibility is purely speculative regarding the true mechanics of this complex
process.

Trenches were placed at the upstream embankment toe at the lower terminus of each
excavated zone. In all cases, no cracks were observed migrating into the underlying foundation
soils. At the embankment/foundation interface, no measurable aperture was observed, only
hairline features.

Excavations near the crest of the dam at the intersection of the transverse zones with the
existing central filter drain provided an opportunity to observe the interrelationship between the
embankment cracks anti the central filter drain. No indications of any discontinuities projecting
from the upstream earthen shell into the central filter drain aggregate were observed. In
addition, no migrations of fine sediment from the cracks into the drain were noted. During the
early stage of removing the drain material longitudinally along the dam crest, an additional
opportunity arose to observe the drain/shell interface within Zone 3 at a depth of about 7.5 feet.
Essentially the same conditions to those noted above were observed.

A new discovery regarding embankment discontinuities was made in the bottom of the deep
longitudinal trench, in the compacted embankment soils below the central filter drain. A
persistent, open, longitudinal fracture was observed beneath the drain section, projecting
vertically, and likely originating in the proximity of the lower, upstream corner of the drain.
Unlike the transverse features, this longitudinal crack did not appear to be flanked by
subordinate fractures, and the aperture was consistently open, averaging about 0.25 inches.
The feature, however, is segmented, with the aperture stepping en echelon in a narrow zone
less than 1 foot wide. The open fracture was probed to a maximum depth of 3.8 feet. No large
scale shearing or vertical displacement was observed, but the raggedy, stepped habit of the
feature implies slight shear in a left-lateral sense. Very slight vertical offset may have been
present near the west end of the exploratory trench, with the upstream or northern side down.
Although concealed in some segments due to machine effects in the trench bottom, the
longitudinal crack array was present throughout the entire length of the trench bottom, a
distance of about 90 feet. However, the crack was more prominent in the western half of the
trench bottom.
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Within all three transverse zones, the longitudinal crack below the drain intercepted transverse
discontinuities, with these intercepts observable in the bottom of the exploratory trench. In most
cases observed, the transverse cracks were largely hairline features but with some measurable
aperture to 0.05 inches where the longitudinal crack crossed. No indications of erosion were
noted in association with the longitudinal feature, with the crack exhibiting a fresh appearance
with no infilling. No central filter drain aggregate was found in the longitudinal discontinuity.

None of the transverse cracks observed in this investigation penetrated into the dam foundation
material at the upstream toe of the embankment. Additionally, no seismic anomalies were
detected at either toe, supporting the above observation.

6.0 DISCUSSIONS AND RECOMMENDATIONS

6.1 Probable Cause of Embankment Cracking

The discontinuities within the Buckeye FRS No. 1 embankment in the Station 721 +00 study
area possess characteristics that would result from deformation of the structure due to
differential settlement within the dam foundation. Conditions amenable to the occurrence of
differential consolidation within the shallow soil profile are present. The first of these favorable
conditions is the natural lateral and vertical heterogeneity of the underlying alluvial deposits,
resulting in an equally variable potential for settlement. On the basis of the limited collapse
testing performed during this investigation, the apparent magnitude of the collapse potential of
the shallow profile is pronounced (measured at 0 to 10.5 percent). It is likely that limited
foundation preparation of the original dam footprint, combined with the inherent geotechnical
properties of foundation soils, creates a setting in which pronounced settlement of the earthen
embankment has occurred. Although considered to be a secondary mechanism associated with
embankment cracking, it is likely that any shrinkage of the embankment would occur along
discontinuities originally formed due to settlement.

A likely prerequisite to the occurrence of substantial consolidation of the cemented soil profile
under the dam is the introduction of water. The investigation of the local geotechnical profile
revealed a slight increase in the ambient moisture content of soils at depth within Boring B-1,
located upstream and on the northwestern corner of the study area. A slight topographic low
occurs in this area, possibly associated with an original drainage swale now intercepted by the
dam embankment. It is possible that runoff has historically ponded against the embankment in
this locale, and within many low swales of a similar nature along the upstream toe of the
structure. Variable soil moisture conditions, and hence, consolidation responses could have
resulted .
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As depicted in photographs acquired by the District in February 2003 (Appendix J), water within
the temporary retention basin has reached the embankment toe in the past. This retention
provided not only water for shallow retention in the low swales discussed above, but for wetting
the shallow soil profile adjacent to and under the dam along large reaches of the structure.

The geometry of the network of embankment cracks, and the probable sense of movement of
those displacements lend credence to the concept of differential foundation settlement. Both
the transverse cracks and the deep longitudinal crack appear to have slight shearing
components, and there may be a minor amount of vertical displacement in the western segment
of the longitudinal discontinuity. The shear appears to be left-lateral in the longitudinal zones,
and right-lateral in the transverse zones. It is plausible that greater settlement towards the
northwest corner of the study area would result in an expression of displacements of a similar
nature. In order for the largely tensional parting of the longitudinal crack to occur without
significant vertical displacement, tipping or north-south bending of the structure is needed. With
the deeper embankment cross section in its center due to the cutoff, greater settlement may
have occurred in those areas susceptible to moisture increases and containing a thicker,
shallower, possibly softer soil profile under the upstream toe of the structure. With greater
collapse there, tipping of the structure toward the basin would result, with a focus of the ensuing
strain concentrating at the bottom of the cohesion less central filter drain profile.

The likelihood of the probable settlement behavior discussed above is also supported by the
geometry of the original dam foundation preparation, with a deeper central cutoff, flanked by
regions towards the dam toes where a greater thickness of more collapse-susceptible, shallow
soils were likely left in place in the dam foundation footprint. Upon consolidation, these flanking
soil conditions would account for the embankment stress necessary to form a longitudinal crack
at centerline, with the location of the ensuing discontinuity dictated by the presence of the
cohensionless, central filter drain.

In the process of assimilating the available data to render an opinion regarding the causal
mechanisms of embankment distress, several select observations surface repeatedly as having
significance in supporting a crack genesis related to foundation settlement. The first of these
observations is the gross pattern of transverse cracking. The grouping of the discontinuities into
zones spaced at roughly equi-dimensional intervals may be an indication that the causal
mechanisms are exterior to the structure. It also appears that both the depth of the principal
discontinuity in Zone 2 has increased since the early 1980's, and new zones of cracking have
developed since the early 1980's. Both of these observations are compatible with a theory of
ongoing foundation settlement as the primary mechanism responsible for the cracked
embankment. The third and last observation of some significance is the vertical termination of
the transverse cracks at the interface between the embankment materials and the foundation
soils at the upstream toe of the structure. This condition would be expected, given the likelihood
that the embankment cracks are caused by settlement of the underlying mass.
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The filtering characteristics of the central filter drain material against the base embankment soil
are discussed in this section. Laboratory filter tests were conducted to test the filter materials.
Other analytical methods are discussed that compare the gradation of filter material with that of
the base embankment soil. Field observations regarding the condition of the central filter drain
at crack locations in the upstream embankment shell near the dam crest are also discussed.

6.2.1 Filter Test

AMEC performed two filter tests to evaluate whether the central filter drain materials are
adequate in providing filter protection to the embankment soil. The existing drain material and
the new filter material (Filter Material A) recently used as central filter drain backfill at Station
721 +00 were tested. The filter test procedures and results are presented in Appendix G, and
summarized below.

• Filter Test 1. The new filter material (Filter Material A) was tested. The filter test was
performed under an average water pressure of 50 psi. Cloudy water was observed
exiting the sample within the first 30 seconds of the test. The water became slightly
cloudy after 4 minutes and eventually became clear after 7 minutes. Initially the flow
rate was 5.8 mllsec, and the flow rate then reduced within 10 minutes and the water
became clear. The flow was constant after 10 minutes at a rate of 4 mils. The slot area
was slightly larger after the test sequence. Initially the slot size was 0.06 inch, with the
final slot size at approximately 0.2 inch. The end of the slot exhibited no severe erosion,
and the opening was not filled with any material. Very little loss of fine soils was
observed.

• Filter Test 2. The existing drain material (Filter Material B) was tested. The filter test
was performed under an average water pressure of 54 psi. Cloudy water was observed
exiting the sample for the first 30 seconds of the test. The water became slightly cloudy
after 3 minutes and eventually became clear after 5 minutes. Initially the flow rate was
7.2 mllsec, but the flow rate reduced within 10 minutes and the water became clear.
The flow was constant after 10 minutes at 3.5 mils. The slot area was slightly larger at
the inlet end and was nearly closed at the outlet end after the test. Very little loss of fine
soils was observed.

For tests with successful filters, the flow rate decreases and water becomes progressively clear
with time. During both filter tests the water became clear with a reduced flow rate. Hence, the
tests were successful and it is unlikely that the embankment soil will pass through either the

• existing or new drain material.
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6.2.2 Internal Stability
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In past years, researchers have attempted to formulate a theoretical basis for the methods used
to select filter gradations within dams. Kenney and others (1985) discussed the concept of the
controlling constriction size. The controlling constriction size (Dc) is defined as the maximum
possible size of the particle that can be transported through a filter of specific thickness. The
thickness of the filter is not a significant factor because the practical width of filters far exceeds
the thickness required for filtering action. Analytical and experimental research indicates that the
controlling constriction size is related to the fine fraction of the filter (Dc <= 0.2 0 15).

Kenney and Lau (1985) investigated the internal stability of granular materials. Their research
showed that, when samples with several grain-size distributions were subjected to through flow,
some grain-size distributions experienced loss of fine particles and could be considered
unstable. Other size distributions did not experience such loss of fine material. They defined a
boundary between stable and unstable behavior and proposed the use of this method to
evaluate the internal stability of a given material. The boundary is defined by:

H=F

where,
H =percent of mass between two grain sizes: d and 4d
F = percent of mass finer

As very little loss of fines was observed during the filter tests performed for this study, an
evaluation of the internal stability is not needed.

6.2.3 Criteria for No-Erosion Boundary

Foster and Fell (2001) present a method for assessing the particle size distribution of filters in a
dam as compared to the soil that the filter is protecting. The approach was designed to
determine whether the filters are sufficiently fine to result in no excessive and continuing
erosion. Their method is based on the analysis of the results of laboratory tests and
characteristics of dams that have experienced piping incidents. Their study recommended the
establishment of a no-erosion boundary based on the. statistical analysis of experimental data.
The embankment soils near Station 721+00 (base soils) were compared with the existing filter
drain materials. The base soils can be grouped into two categories (Group 2A - fines between
35 to 85 percent and Group 4A - fines between 15 to 35 percent). The existing filter drain and
new filter material were compared to these soil groups. The filter requirement (DF 15 ) satisfies
the proposed criteria for a no-erosion boundary for both soil groups. This derivation is
compatible with the filter test results, where very little soil erosion was observed.
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6.2.4 NRCS Filter Criteria
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The suitable NRCS (1994) design of a filter for the representative base embankment soil near
Station 721 +00 has been discussed in Section 3.9, and is graphically presented in Figure G-2.
The result of the filter analysis was presented in an earlier report (AMEC, 2001). The filter
analysis was employed to develop the design of new filter material (Filter Material A) that meets
the NRCS filter criteria. This material was used as backfill for the central filter drain near Station
721 +00. In addition, the existing drain material satisfies both filter and permeability criteria, but
the drain material is more broadly graded than the design filter based on NRCS criteria (Figure
A-3).

6.2.5 Field Observations

Careful excavations were made at the interface of the embankment soil with the central filter
drain at crack locations near the crest of the dam and to a depth of about 5 feet. These careful
excavations were made to determine if the cracks propagated into or through the drain. There
was no evidence of cracking in the central filter drain. The filter material appeared to be
completely free flowing with no binder or cementation of any kind. There were no signs of
weathering or alteration of the drain materials. The filter was found to be moist. The filter
material and it's gradation appear to be unchanged since construction.

6.2.6 Selection of Filter Material

Two different filter materials (Filter Materials A and B) were utilized during the partial
reconstruction of the embankment. The Filter Material A is coarser than Filter Material B. Filter
Material A was used to reconstruct the central filter drain, which acts as an intercept for the
observed transverse cracks within the embankment soils. The function of Filter Material A is to
intercept and subsequently seal the crack by filtering transported fine sediments at the interface
of filter and embankment material, while draining the excess water. The filter was installed dry
and uncompacted to minimize any potential for crack propagation through the drain, and to limit
particle-size segregation during placement.

Somewhat In contrast to the utility of the central filter drain discussed above is the function of
the filter blanket placed on the upstream slope. This blanket serves as a filter over the
transverse cracks with no need for drainage. Filter Material B was installed to optimize the
filtering properties of the blanket, and the material was placed wet to enhance density and
improve stability .
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The selection and subsequent installation of the filter material on the upstream slope were an
integral part of the overall rehabilitation of the partially excavated embankment. The previously
benched areas on the upstream slope were first excavated to a smooth base to a depth of
approximately 5.5 feet. A one-foot thick layer of Filter Material B was then placed in a moist and
uncompacted condition. Embankment soils were then compacted on the top of the filter to
reconstruct the upstream slope to its original geometry.

The defensive strategy for the upstream component of the interim safety improvement can be
described as follows:

• The principal intent was to backfill the three upstream transverse crack investigation
locations utilizing methods that restored the original as-built geometry to a "better"
condition than previously existed prior to the investigation trenching.

• The upper segment of all transverse cracks at the upstream slope were removed by
excavating to a depth of about 5.5 feet, thereby removing the connectivity of any
remaining transverse cracks below 5.5 feet with the surface of the upstream slope

• The base of the excavated portiori of upstream slope was backfilled with a layer of filter
sand because it's not cohesive and it is unlikely that a crack could maintain aperture
through the sand.

• The filter sand would limit the transport of water through the blanket, likely to a
magnitude that would moderate erosive exit velocities and stream power, thereby
limiting piping into the crack, and to some extent sealing the opening. This design
approach does not consider crack size.

• The compacted soil cover placed above the sand will limit flow into the sand and provide
a layer of soil devoid of cracks for the interim time period. It has been demonstrated
through a conservative transient seepage analysis (Section 6.3.1) that significant flow
into the sand layer is unlikely unless a new crack formed in the reconstructed upper soil
layer of upstream slope.

As an interim measure, the approach is deemed adequate, in that it is reasonable to assume
that new crack formation or any appreciable widening of the now buried discontinuities is
unlikely over the term of the interim measure and that the upstream embankment has been
restored to a "better" condition than existed prior to the investigation activities .
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6.3 Results of Seepage and Stability Analyses

6.3.1 Transient Seepage Analysis
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A transient seepage analysis of the section representing maximum height near Station 721 +00
was performed using the computer code SEEPIW. This section represents the profile of the
embankment that is consistent with the interim repair completed during this work assignment.
The analyzed flow section is based on the typical section presented in Figure G-1 that
represents the as-built of embankment repair.

The analyses were extended to 30 days, with the location of the wetted front plotted for 1, 3, 5,
8,10, 20 and 30 days to estimate trends. In comparison, the time to drain the reservoir
impounded by Buckeye FRS No. 1 through its primary and emergency spillways is estimated to
be 10 days. The analyses assume the full impoundment level throughout the 30 days, with no
gradual lowering of the level. The migration of the wetted front is shown in Figure 1-1 in
Appendix-I.

The analyses generally indicate that a wetted front will not advance to the downstream toe of
the embankment during the estimated 10-day impoundment period, even for the conservative
hydraulic conductivity values (higher than laboratory value) assumed for the materials
comprising the embankment soils. The analyses do not explicitly include the impact of cracking
of the embankment soils, since the two-dimensional plane strain finite element model cannot
incorporate such features. The analysis represents a possible scenario in the section of dam
that is devoid of any cracks.

6.3.2 Static Stability Analysis

The result of the stability analysis for a typical cross section (25 feet high) is shown on the
Figure 1-2 in Appendix-I. The stability analysis was performed for a slope condition under
sudden draw-down from a maximum pool elevation. The transient seepage analysis predicted
that the wetted front moves only to a few feet even after 30 days under maximum pool
conditions. The stability analysis conservatively assumed a saturated condition for the whole
dam section under maximum pool conditions.

The minimum factor of safety for the most critical failure surface was determined for static
conditions using the program's search features. The minimum factor of safety for the
embankment slope was found to be 1.47, which is higher than the value of 1.3 considered
adequate for the embankment fill slope under sudden draw-down conditions. The slope
appears to be stable under a sudden draw-down condition considering the conservative
assumptions used in the stability analysis .
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6.4 Condition of Pipes
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The video tape of the two 12-inch diameter reinforced concrete pipe irrigation outlets located at
stations 710+00 and 817+00 provided by the District was reviewed. The video inspections of
pipes at both stations were performed on April 15, 2003 by Mr. J. Setelin from ProPipe Services.
All pipe joints were closely examined to determine possible separations, deformation or any
other abnormalities.

• Station 710+00. The total length of pipe photographed was 155 feet and the starting
access point was at 4 feet. The pipe joints were at 10.8', 17.8', 22.8', 34.6',46.8', 59.0',
70.1',82.1',94.5', 105.3', 117.3',129.4', 141.4' and 151.6'. The pipe joints were intact to
slightly deformed and separated (elongated, but well within the allowable joint extension).
The pipe joint conditions were relatively good at locations 117.3',129.4' and 151.6'. At
some locations, a few minor, insignificant cracks were observed at the joints. Small black
spots (possibly minor holes or debris) or cracks were observed on the pipe wall at locations
5.1',44.4' and 151.6'. At places some objects hanging from the wall along with spider webs
were found. The pipe was dry except between locations from 117.3' to 141.0' where water
inside the pipe was observed.

• Station 817+00. The total len9th of pipe photographed was 170 feet and the starting
access point was at 4 feet. The pipe joints were at 11.6', 23.2', 35.0', 47.0', 59.0', 71.1',
83.3',94.9',107.1',105.3',119.4',131.4',143.9', 155.4', and 166.6'. The pipe joints were
slightly deformed and separated. The pipe joint was relatively more deformed at location
131.4'. At some locations a few minor cracks were observed at the joints. A big crack was
observed on the pipe wall at location 166.6'. At places some objects hanging from the wall
along with spider webs were found. Numerous spider webs were observed between
locations 155.5' and 160.0'. An uprooted tree trunk was observed near pipe joint location
143.9'. No water was observed inside the pipe at any location.

On the basis of the video tape inspection, both pipes appear to be in an acceptable condition,
constituting no apparent threat to the integrity of the embankment. The uprooted tree trunk
within the outlet pipe at Station 817+00 does not appear to pose any risk to the structure.

6.5 Critique of Investigative Approach

The following discussions focus on the adequacy and effectiveness of the methods employed
during this study to explore and characterize the physical attributes of the geotechnical
foundation profile, dam materials and embankment discontinuities of the Station 721 +00 study
area. This discussion is provided to facilitate improvements and subsequently guide the
planning of future geotechnical investigations of Buckeye FRS NO.1 and similar district facilities
designed to quantify the magnitude and nature of cracking, and the cause(s) of that cracking.
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6.5.1 Exploration of Foundation Conditions
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The exploration drilling undertaken in this investigation proved to be sufficient to obtain
necessary data regarding the geotechnical profile. The utilization of CME continuous sampling
techniques, however, is less clear. Recovery of CME samples generally ranged from 50 to 70%
and full recovery was never achieved. The resulting samples were somewhat disturbed. CME
sampling techniques appear to be more successful in moist environments with higher clay
content. Soil coring techniques would likely yield greater recovery with less disturbance.
However, water is introduced during soil coring and measuring accurate moisture content is not
possible, and blow counts may be less representative.

The rather high density of the borings in this investigation was necessary to observe subtle,
lateral differences in the geotechnical conditions over a relatively small distance. The depth of
the investigation also appears to have been appropriate. All borings penetrated over 10 feet of
more competent, hard soils before being terminated.

6.5.2 Crack Detection Utilizing Seismic Refraction Method

Seismic signal traces indicating the presence of significant discontinuities are presented in
Appendix C. Arrival time trends were examined for sudden delays in arrival time that indicated
an abrupt increase in travel distance for the first arrival signal. Such a condition was consistent
with an organized fracture or crack in the embankment, requiring the signal to travel below or
around before arriving at the next geophone. Gains for the signal traces were adjusted in the
field to create traces of a relatively uniform height. Relative signal amplitudes, measured in
decibels, could then be compared. At geophones more than 20 to 30 feet from the energy
source, a sudden increase in decibel gain was consistent with a loss of signal energy across a
soil or embankment discontinuity. The lateral location of an organized discontinuity along a
seismic line was determined by comparing the locations of either arrival time and/or sudden
attenuation in the forward (foreshot or fs, forward quartershot or fms, midshot or ms) and
reverse (midshot, reverse quartershot or bms, backshot or bs) directions of the data traces. An
anomaly location was interpreted to be between the forward and reverse indications in the trace
data.

Lines 1, 2, 7 and 8 were completed adjacent to the FRS embankment upstream and
downstream toes on native ground where no soil discontinuities were identified. Beyond 20 to
30 feet from the energy source, the refracted seismic energy had passed through the underlying
soils where an earth fissure would be present. Trace first arrival times followed a consistent
trend. Once gains were set and signal trace heights were similar, decibel gain increases were
moderate at increasing distances. Moderate gain increases, or attenuation, were typically less
than 12 decibels (dB) between geophone spacings. Each change in gain of 6 dB indicated a
change by a factor of two. A gain increase of 12 dB indicated signal attenuation by a factor of
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four. A gain increase of 12 dB or more between geophones far from the energy source was
normally a strong indicator of a crack-type soil discontinuity. Alternatively, a significant increase
in signal noise prior to the first arrival could be a strong indicator of a crack-type discontinuity.

Lines 3, 4, 5 and 6 were completed on the FRS. First arrival time delays and/or significant loss
of signal quality were apparent in many of the traces for these lines. The presence of these
seismic anomalies indicated the existence and at least some locations of transverse cracking in
the embankment. For example, at the Line 3 reverse quartershot traces (bms), typical time
arrival differences between each geophone at geophones 9 to 3 and geophones 2 to 1 were 3
to 5 milliseconds. Between geophones 3 and 2, however, the arrival time difference was about
18 milliseconds. At Line 5 between geophones 6 and 7, the signal quality degraded significantly
at both the reverse quartershot and backshot traces (bms and bs). Similarly, at Line 6, a
significant arrival time delay and signal attenuation was indicated at geophone 4 in the midshot,
reverse quartershot and backshot traces (ms, bms and bs), while an arrival time delay was
indicated between geophones 7 and 8 in the forward quartershot (fms).

Based on the preliminary results of this brief application of the seismic refraction technique to
the problem of detecting embankment discontinuities, the technique holds great promise. More
testing will be required to prove its continuing reliability.

6.5.3 Upstream Slope Excavations

It is clear from this investigation that it is necessary to remove at least the upper 8 inches of the
embankment to properly observe embankment discontinuities. Due to the necessity of removal
of at least 8 inches, identification of key zones is important to focus the removal process.
Detailed review of both previous investigations and seismic surveys can aid in the identification
of key zones. Compressed air has proved to be a valuable tool in the efficient cleaning of the
slope for crack mapping and observations, and should be utilized.

Notching does not appear to be necessary in the excavation procedure, but it was adequate for
the goals of the project. Cracking is often more evident in plan view and easier to observe. It
would be sufficient to slot 'trench' in crack zones to observe cracks at the desired depths.

An additional method of mapping cracks and identifying key zones for surficial removal is the
lowering and cleaning of the crest. This allows for the observation of the interaction of the
transverse cracks and the central filter drain, and allows for increased reach of excavation
equipment if the removal of the central filter drain is desired. Notching down the crest in a
careful manner proved to be valuable for observing the cracks interaction with the central filter
drain and could be incorporated into the lowering of the crest.
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6.5.4 Removal of Central Filter Drain
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The deep longitudinal trench and removal of the central filter drain proved to be the most
enlightening and valuable exercise in this investigation, highlighted by the discovery of the
longitudinal crack at the bottom of the drain. Investigating the depth of this longitudinal crack
could prove to be somewhat difficult. The equipment used in the investigation was at its
maximum reach, so greater excavation depths would require greater removal of more than 4
feet of the crest. Larger equipment could yield a greater reach, but the increased weight may
cause instability of the embankment.

The construction of a ramp for equipment access on the upstream embankment proved to be of
great value for site access. Likewise, spoiling material on the downstream slope worked well
and allowed for the creation of a ramp that expedited the backfill process.

The safety shoring design and installation worked well. The use of a knowledgeable
subcontractor for the installation of the shoring increased the efficiency of the work activities.
The stability of the trench was never in question and OSHA requirements were met. The
cleaning of the bottom and sides was sufficient as was the sloping of the trench ends. The use
of security fencing to cover the trench and prohibit vehicular access to the trench was adequate.

6.5.5 Backfilling and Embankment Restoration Efforts

The deep longitudinal trench removed the drain material from the center of the crest to a depth
of 19 feet and also the embankment material to a depth of 3.5 feet. The upstream test trenches
removed the embankment material along three crack zones to a depth of 5.5 feet along the
slope. The existing central filter drain material was replaced with suitable filter material (Filter
Material A), and a one-foot layer of another filter material (Filter Material B) was placed on the
excavated slope on the upstream side. Filter Material A was placed in a dry condition inside the
central filter drain from one side following the removal of the shoring system. No noticeable
segregation was observed during the placement of filter material. The filter material was placed
without any compaction. The backfill operation was efficient with no major constraints
encountered.

Filter Material B was placed in the bottom of the excavations on the upstream slope in a wet and
un-compacted condition to cover the exposed cracks. The filter was then covered with
previously removed and re-compacted embankment material. The purpose of the filter in this
location is to intercept seepage through the soil overburden on the upstream slope before it
enters the open cracks, preventing migration of fines into the cracks with any seepage that may
occur. The compaction activity was monitored regularly and the embankment was restored to
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its original integrity. The compaction effort met the specified criteria throughout the backfill
operation. The restoration of the crest and linking that construction to the repairs of the
upstream slope were performed without complications.

The only concern related to the backfill operation is the integration of original slope with the
backfill slope on the upstream side. There was a vertical wall between the two slopes and the
repaired boundary may be the focus of future cracking. It was observed that the two slopes
integrated fairy well during backfill operation. It is recommended that in future operations, the
undisturbed wall on the side of the excavated slope should be sloped instead of vertical.

The function of central filter drain is to provide drainage capacity, while preventing uncontrolled
crack erosion by developing a filter cake at the upstream soil/drain interface, and preventing
crack propagation. The reconstructed central filter drain was placed in a dry and uncompacted
state to assure the integrity of the drain. In this condition, the drain will not support a crack
aperture, and the material was less prone to segregation upon placement. If moisture was
added to the drain materials during placement, it could aid compaction, with the possibility of
reducing the permeability of system and affecting the drainage capacity.

On the other hand, the filter on the up3tream slope was placed moist and uncompacted. The
main function of Filter Material B is to provide an intervening filter medium. Compacting the
material would have been difficult due to the slope of the blanket, and this action would not have
appreciably enhanced its desired characteristics. As the filter is not required to function as a
drain, it was placed wet to improve its density and improve the stability of the upstream slope.

6.6 Recommended Approach for Subsequent Phase

Subsequent actions by the District, associated with the issues of cracking of the Buckeye FRS
No. 1 embankment, can be viewed as being associated with three interrelated, but distinct
objectives. The first of these objectives would be to gain further insights into the characteristics
of the distressed embankment, with a focus on the distribution and geometry of the
discontinuities. Additional information regarding the cracking may be useful in ultimately
assessing risk and selecting feasible, long-term repair or facility alternatives. A second goal
relates to any opportunity to further test the effectiveness of the center central filter drain
system, the existing crack defense in the dam. Such testing could be useful in quantifying the
protective contribution made by the existing central filter drain, and to what degree this system
would need to be augmented. The third and final action under consideration is adjunct to the
investigative objectives mentioned above, in that it relates to the need for interim protective
measures, either at Station 721 +00 or the other three zones of pronounced cracking. These
measures are viewed as being both procedural and physical, with the need for further
construction-related actions at Station 721 +00 deemed unnecessary at this time, but
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appropriate at the other problem locations. A further discussion of these recommendations and
others related to both investigative and interim repair activities are presented in the following
sections.

6.6.1 Site Characterization of Three Remaining Areas

During the initial stage of formulating the scope of this investigation, it was anticipated that an
exploratory program of a similar magnitude as that reported herein would be completed at the
remaining three problem areas of the embankment, as part of a subsequent work assignment.
The focus of any additional investigations of the remaining sites should be moderately adjusted,
with the primary objective shifting to interim repair, with characterization somewhat adjunct to
that effort, but benefiting because of the required cleaning and inspection during repair.

The District has options regarding any further investigation of the possibility of deep longitudinal
cracking under the central filter drain. If further insights into the cause and persistence of such
cracking are desired, then additional deep trenching to remove the drain may be required. As
will be discussed below, it may be prudent to first investigate the potential usefulness of
geophysics before proceeding with additional deep trenching .

In anticipation of selecting the best sites for testing, and preparing the three remaining areas for
repair, it is recommended that the upstream slope of each area be subjected to surficial
cleaning, inspection and over-excavation of the persistent transverse cracks. The two most
significant transverse cracks exposed should then be targeted for the ponded crack infiltration
testing discussed in the report section to follow. At the termination of the ponded tests, partial,
relatively shallow removal of the central filter drain to observe moisture penetration and crack
erosion could be accomplished in the narrow zones encompassing the two tested cracks. No
additional excavation of the center central filter drain may be required. Backfilling procedures
adopted for the Station 721 +00 site should be employed to return the central filter drain to
service.

The question remains whether the limited program of characterizing the problem embankment
sections described above, occurring in conjunction with ponding tests and repair, should be
augmented with an investigation of the underlying foundation conditions using geophysical and
drilling programs. The purpose of such work would be to once again search for the causal
mechanisms of embankment cracking. The degree of confidence regarding the likely differential
consolidation of the shallow soil profile has improved, and additional rigorous characterization of
the dam foundation may not be necessary at this phase of the project. A reduced program of
auger drilling, laboratory testing, and surface geophysics is recommended .
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6.6.2 Investigation of Western Segment of Dam Structure
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From the perspective of dam safety for the entire FRS, it would be beneficial to investigate the
shallow soil profile under the previously uncracked portion of the dam between Stations 801 +00
and its western terminus. This reach is geologically mapped as being underlain by older, more
cemented Quaternary alluvium than the deposits present under the cracked embankment. A
limited subsurface program could further support the proposal of a foundation-related cause for
embankment cracking by identifying less compressible conditions under the uncracked portion
of the structure. An abbreviated exploratory program is recommended, when compared to that
completed in the Station 721 +00 study area. Four hollow-stem auger borings with drive
sampling to depths of 40 feet are recommended, augmented with intervening seismic refraction
and shear wave profiling. A limited suite of laboratory tests should ensue, with a focus on the
moisture, density and consolidation/collapse characteristics of the shallow soil profile.

At the time that the central filter drain was installed, the density and depth of transverse
embankment cracks were defined, with limited portions of the structure apparently free of
discontinuities. The drain was not constructed in these crack-free segments between Stations
555+00 and 565+00, and between 801+00 and 931+80, for a total distance of 13,080 feet,
representing about 35 percent of the 7.1-mile embankment. It is recommended that the region
previously free of discontinuities be investigated, with the purpose of redefining that portion of
the dam in need of attention should the structure require a full restoration. The investigation of
that portion of the dam previously free of discontinuities should be accomplished by visual
inspection, followed by seismic refraction profiling and limited shallow trenches to verify select
geophysical indications of embankment fractures. Due to the discoveries made in the Station
721 +00 study area, it is assumed that major changes in areas previously identified as
containing numerous discontinuities include deepening of many cracks, and formation of new
fractures. Little would be gained from a new investigation of these reaches of the embankment,
with the likely confirmation of the assumption stated.

The discovery of the deep longitudinal crack below the central filter drain in the Station 721 +00
study area, and the recent detection of pervasive longitudinal cracking along the crest of the
Spook Hill FRS raises the possibility of a shallow longitudinal feature in the Station 801+00 
931 +80 reach of the Buckeye FRS No. 1 structure. This portion of the dam is devoid of the
central filter drain; therefore, conditions approximate those present at the Spook Hill FRS, with
its strain expressed as a prominent, centered longitudinal crack exposed along the crest of the
dam. It is recommended that the possibility of longitudinal cracking in the subject reach be
investigated, utilizing transverse seismic refraction profiling, followed by confirmatory trenching .
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Although the investigations summarized above, and other work on the embankment, including
pond testing and repair, could be accomplished safely during any time of the year, there is
inherently less risk of compromising the flood retention function of the structure during drier
seasons of the year. Certainly, retention of a flood pool could hinder or curtail either
investigative or construction activities, but with contingencies implemented, the risk of dam
breach caused by the investigation or repair appears remote. The most preferable timing for the
investigations, testing and repair is between mid-October and early-December, or between mid
April and late-June. These times avoid the typical wet periods, including the summer monsoons
and the regional winter cycle.

6.6.3 Ponded Crack Infiltration Testing

For regions of the dam structure where cracks do not pass under the central filter drain, both
filter testing and observations within the Station 721 +00 study area indicate the probable
adequacy of the existing drain. The central filter drain appears capable of arresting crack
propagation due to its lack of cohesion, with filtering properties that would limit crack flow and
sediment transport, and provide adequate drainage capacity. Further quantification of this
apparent adequacy could influence the degree to which this existing protective component will
be considered in selecting and designing additional defenses, should the District opt to
implement a full repair of the structure.

Full-scale, relatively long-term pond testing of the style performed on Vineyard FRS by the Soil
Conservation Service is recommended at two crack locations on the Buckeye FRS No. 1
embankment. These two locations should be selected to be the most potentially detrimental
conditions known in the dam structure, likely within the other three remaining problem zones,
but possibly at other locations of known, prominent cracking. Procedures for the test setup and
operation are discussed in Section 3.11.1 of this report, in general conformance with the
approach taken by the SCS at the Vineyard FRS. A test duration of 30 days is recommended.
As previously mentioned, the District should consider the subsequent removal of a shallow
segment of the central filter drain after completion of each ponding test to observe the wetted
front and the erosional conditions within the central filter drain section and the adjacent
embankment crack previously inundated. The upstream slope should also be trenched.

6.6.4 Interim Repair

As previously mentioned, no additional interim protective or defensive measures are
recommended for the Station 721 +00 location, with one exception described below. The
upstream filter blanket and the re-compacted slope backfill should provide adequate protection
in the interim against damaging crack erosion. Following the placement of the upstream slope
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filter and the overlying compacted embankment soils, the dam's condition in the investigated
reach is deemed comparable or likely better than the remainder of the structure. It is
recommended that the same slope treatment be constructed in the other three problem areas
as an interim measure.

Repairs in the Station 624+35, 673+50 and 710+47 areas should begin subsequent to the
limited characterization of the excavated upstream slopes and the ponding tests. Backfill
procedures and the material types similar to those employed at the Station 721 +00 site to
restore the dam profile should be applied to repair the three remaining areas. The design of this
repair and materials used are summarized in Section 3.9, and an as-built drawing is presented
in Appendix G.

For all four problem areas, the District should consider regrading the terrain adjacent to the
upstream slope, thereby eliminating any local ponding and providing positive drainage away
from the region of concern. This regrading should be accomplished using clayey borrow in a
further attempt to reduce infiltration. These actions could lessen the wetting of the foundation
soils in the future, and the resultant underlying settlement of the soil profile and embankment
distress.

6.6.5 Monitoring and Surveillance

The four areas of concern should be periodically inspected for surficial signs of distress, on a
quarterly basis following the interim repairs. An inspection should also occur within one week of
the retention of water in the flood pool behind the dam. No further monitoring actions are
recommended .
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• TABLE A-1

Summary of Previous Crack Data
Station 721 +00 Study Area

ame~

Test Pit Station Location Possible Crack Flood Test
# Depth (feet)

TP-27 719+40 US 20 Toe Seepage
TP-28 721+06 CDS 17.5 High Flow
TP-29 721 +53 US 21 Toe Seepage
TP-30 723+00 CC 3 No Test
TP-31 724+12 US 7 No Test
TP-32 724+22 CC 4 No Test

CUS Crest at upstream side.
CC Crest at center.
CDS Crest at downstream side.
DS Downstream slope.
US Upstream slope.

• From: Summary of Field Investigation (AMEC, 2001)

•
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BACKHOE TYPE Backhoe

LOG OF TEST PIT NO.

5/31/00DATE

o Disturbed Bulk Sample
U ·3" 0.0.2.42" 1.0. lube sample
A - Drill Cuttings
G - Grab sample

Buckeye FRS #1PROJECT

JOB NO. 0-117-001044 -_.._----.. ~. GROUNDWATER LOCATION Sta 719+40, upstream sloe_e

szl DEPTH HOUR DATE

'" c none SURFACE ELEV.
~ -E

_0
O.=.

iii I- Q) a rn Ul~ Yi DATUM
u '" ~ :; cc iii -0-:

~ .c a. a.Vi~~~ Ql </>a. OJ a. E -= </>roo> ~ 0 g ;;; <:- REMARKS SOIL DESCRIPTION
Ql c '" ~ 0 ro c~
0._ U. l'J..J Ul Ul ~Ua..O :JU

u'
One large (11" by 7") and several small holes were observed on the
upstream slope at a location about 20' above the toe. Water was introduced
into the large hole prior to excavating the test pit and seeped out near the
toe area. The crack was exposed on both walls and the bottom of the test

. pit The depth of the crack possibly is about 20', considering the location of
1 the toe seepage The zone of wet soil related to the water experiment was

confined to the crack.
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SAMPLE TYPE
B - Undisturbed Block Sample TP-27
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BACKHOE TYPE_.~.ackhoe

LOG OF TEST PIT NO. TP 28

5/30/00

D - Disturbed Bulk Sample
U - 3" 0.0.2.42" I.D. tube sample
A - Drill Cuttings
G - Grab sample

PROJECT ~uckeyeFRS#1~ __

j GROUNDWATER LOCATION Sta 721 +06, downstream side of crestlDEPTH fHOUR - DArE-
v c sz ---===1= none SURFACE ELEV.a. _0
>- -E 0';::;;ro f- 0 OJ lfJrl -t DATUM

u v
4.1 __ -- --

E C. .a.3~~~ -0-:
.r::. v",
a. OJ a. E ~ 5~ ~ ~ '"' '"roOJ

c~ REMARKS SOIL DESCRIPTIONv v ~ 0 ro
o ~u.. l')....J lfJ (f) =< 00..0 :JO

---a- .. 1--. -
Two holes were observed at the downstream side of the crest. The crack
was exposed on the walls and bottom of the test pit. It was 0.5" to 1" wide

.- and filled with sandy soil. A flood test was performed with a high seepage
observed. After the flood test, the crack became wider and by probing it was
determined that the crack extended at least 6' below the bottom of the test

1 pit. A sample of the material infilling the crack was collected.
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Sta. 721+53, upstream slope 20' above toeLOCATION

Stopped Backhoe at 3'2 1/2"
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JOB NO. 0-117-001044

PROJECT

--~--I GROUNDWATER
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~ ~~5c~~ ~~ G-L JDATUM

t OJ ~ Ol 1 ~ ~ ~ ~ ~ ~ ~ REMARKS [ SOIL DESCRIPTION ~II3s.f 0.3 (f) (f) ::<UCLO :JU .
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crack was exposed on the walls and bottom of the test pit. The crack was a
maximum of 1" wide and was filled with fine soil. A flood test was performed
with high a seepage rate observed, and seepage from a few holes at the
embankment toe noted.
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A - Drill Cuttings
G - Grab sample
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LOG OF TEST PIT NO.

DATE _ 5/30100 _
---- BACKHOE TYPE Backho~e,,---__

o - Disturbed Bulk Sample
U - 3" 0.0.2.42" I.D. tube sample
A - Drill Cuttings
G - Grab sample

----------- ._--------------

PROJECT Buckeye FRS #1

JOB NO. 0-117-001_0_4_4__

----. -- -

• J GROUNDWATER LOCATION Sta. 723+00, near center drain

[ DEPTH HOUR DATE j
'--c:: '9- _ none SURFACE ELEV_-=Q-:c 0-

~ DATUMro I~ ClI 0 OJ UJBu
ClI IClI ~ C C iii.c u~.c lio..~~~~ ClIVIa. (jj a. >=VIroo> ~ ~ 6gQ;~ c~ REMARKS SOIL DESCRIPTION

ClI ClI ~ 0o ~ U. l?-.J UJ l/) ::;:ua..o ::JU
f------n-~u

L Two small aligned cracks were observed at the crest near its center. The
crack was exposed at the bottom and on the upstream wall of the test pit.
The crack was a maximum of 1" wide. The crack terminated near the center

±~
drain The center drain was exposed and the width of the crack was smaller

1-- on the downstream side.
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JOB NO. 0-117-0010-.:.4-.:..4__ DATE _5/30/°52_________ BackhoeBACKHOE TYPE .__

------ .------------------

_~~ 724+ g~~~r_e_am_s=_Io_'_'p_e _LOCATION

A large crack was observed on the upstream slope about 6' above the toe.
The crack was exposed on the walls and bottom of the test pit. The crack
had a maximum width of 1" and was filled with fine soil. Probing indicated
the crack extended about 2' below the bottom of the test pit.
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SAMPLE TYPE

B - Undisturbed Block Sample
o - Disturbed Bulk Sample
U - 3" 0.0.2.42" 1.0. tube sample
A - Drill Cuttings
G - Grab sample

LOG OF TEST PIT NO. TP-31
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5/30100DATEJOB NO 0-117-001044

PROJECT __ Buck~~_ FRS ~_1 _

BACKHOE TYPE Backhoe.. - GROUNDWATER Sta. 724+22, 8' from south end near center dLOCATION

e'PTH HOU~ OAT]<IJ c SZ none SURFACE ELEV.a. _ 0

ro >.. -E ·0 ::. i ----- DATUM~ cu 0 (J) (/)~u <IJ ~ :; c c Qj u~.c. a. =1=-- .--.c E"0~~~ IlJ Vla. a:; a. E ';:VlroOJ REMARKS SOIL DESCRIPTION<IJ IlJ - 0 ro ro 0 a 4.l ~ c~
o£:u.. 19-, (/) (/) ="uo..o :JU---rr-==---- .- Two 1" diameter h~les were observed at the cr-est The crack was exposed

I on the downstream wall and bottom of the test pit The crack was a
- maximum of 0.5" wide and was filled with sandy soil. Probing indicated the

I
crack extended only 6" below the bottom of the test pit.
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APPENDIX B

PIPE OBSERVATIONS



To! pipe Length:

Date:
2OCl3Ool15

rate:

PLR:

STA.710+00

STA.710+00

155ft

section number:
6

Pre-Cleaned:

MH:

MH:

pipe length:

Clean Date:

SuiveYor/cert #:
J. SETEUN102-218

64-1

Inspection report

System Owner.
MARICOPA COUNTY

Flow Control:

YearR~

TapeJMedia ,:

Survey Customer:
FLOOD CONTROL

1".0#

BUCKEYE IStreet:

City: BUCKEKYE!

Location Code: Z other

r
\.

Reason for inspection: A Maintenance Related

Use: SW storm Water

Drainage Area:

DialHI:

Material:
lining Material:

C Circular 12"
Rep Reinforced concrete pipe Pipe Jt: 10ft

R8lTI8rk::

1:400 position code observation photo

f r-'i II
\ ..:::-.

c;() .;

/~.:... i\......;

\

cJ I (
-'

I,.

4 ~\ S

I ~ '.

'J

j.\

,.."

oOU

'-':'.'.".

L 0,,('" ,-'" \ ,'r ,(.
~- ""'-_--.);''.,,-t-'C. -./

W -:-::..J,· ,"" • '\ \"\~_. _. l" ... _..~_",' • Y

~\6t--u

Uc:>€,

Pi u /H+
{

r ~. \'
t~\:. 'Foe Jc! .~-(, "

s

s

I,

15 04 2003.mdb 1/ DaDe: 1



==- ---------------=-=-~-__.,2/4

•

. '. Prv Pipe Set'Vice.
2222 W. Grant Street

,.' Tel:(602~~~~861C1423
Inspection report

Tol Pipe Length:

Location Code: Z other

Dale:
20030415

rate:

PLR:

STA.710+00

STA.710+00

155 ft

section number:
6

Pre-Cleaned:

MH:

MH:

pipe length:

Surveyol"fcert #:
J. SETEUNI02-218

Clean Date:

54-1

Weather:
1

Syslerrl Owner:
MARICOPA COUNTY

Aow Control:

YearRe~

TapelMedia #:

Survey Customer:
FLOOD CONTROL

P.O.•

BUcKEYE I

BUCKI!KYE

Street: ..

City:

A Maintenance Related

SW Storm Water

Reason for inspection:

Use:

Drainage Area:

Remark::

DiafHt:

I
Material:

Uning Malerial:

--------------

C Circular iT
RCP Reinforced concrete pipe Pipe Jt 10ft

1:400 position code observation photo
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Phoenix, AZ 85009
Tel: (602}4l61-3944. Fax: 602 86101423

Tot Pipe Length:

Dale:
20030415

City: BUCKEKYE

Location Code: Z other

rate:

PLR:

STA.710+00

STA.710+00

155 ft

section number:
6

Pr&Cleaned:

MH:

MH:

pipe length:

Clean Date:

SurveyorfCert .:
J. SETEUNI02-218

54-1

Inspection report
weather:

1

System Owner:
MARICOPA COUNTY

Aow Control:

Year Renewed

TapeJMedia ,:

P.O.#

Survey Customer:
FLOOD CONTROL

BUCKEYE IStreet:

/
\.

Reason fer inspection: A Maintenance Related

Use: SW Storm Water

C Clrcutar 1T"
Rep Reinforced concrete pipe Pipe Jt: 10ft

Drainage Area:

Remark::

1:400 position code observation photo
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Phoenix, JltZ. 85009

Tel: (602}861-3944, Fax: (602 861-1423

Inspection report

Tot Pipe Length:

Location Code: Z other

Date:
20030415

rate:

PLR:

STA.710+00

STA.710+00

155 It

section number:
6

Pre-CJeaned:

MH:

MH:

pipe lenglh:

SurveyorlCert #:
J. SETEUNI02-218

Clean Date:

54-1

Weather:
1

Syslem Owner:
MARICOPA COUNTY

Flow Control:

YearR~

TapeJMedia #:

survey Customer:
FLOOD CONTROL

1".0#

BUCKEYE',

BUCKeKYECity:

Street:

Reason for inspection: A Maintenance Related

Use: SW Storm Water

Drainage Area:

DialHt:

Material:
Uning Material:

C Circular 1T"
Rep Reinforced concrete pipe Pipe Jl: 10ft

Remark::

1:400 position code observation photo
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Tel: 602 1-3944, Fax: (602) 861-1423

Tot Pipe length:

Location Code:Z other

rate:

STA.817+00

STA.817+00

170.1 ft

section number:
1;"

Pre-Cleaned:

MH:

MH:

pipe length:

SlIfVeYOrteert #:
J. SETELINI02~218

Clean Date:

54-1

weather:
1

System Owner:
MARICOPA COUNTY

Flow Control:

Year Renewed

TapeJMedia #:

P.O~

Survey ClIlIfomer:
FLOOD CONTROL

BUCKEYE I

BUCK!KYI!

OllIe:
200104115

Street:

City:

Reason for inspection: A Maintenance Related

Use: SW storm Water

Drainage Area:

Dia/HI:

Material:

Lining Material:

C Circular 12"

Rep Reinforced concrete pipe Pipe Jl: 10ft

Remark::

1:425 position code observation photo
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',''',''.'", , Pro Pipe $ervi1;1l8
• 2222 W. Gran! Street

Phoenix, PZ 85009
Tel: (602}-861-3944, Fax: (602) 861-1423

Inspection report

To! Pipe Length:

Location Code: Z Other

Date:
20030415

rate:

PLR:

STA.817+00

STA.817+OO

170.1 ft

se<:tlon number:
5

Pre-Cleaned:

MH:

MH:

pipe length:

SUfVeYOl'/Cert #:
J.SETELINI02-218

Clean Date:

54-1

Weather:
1

System Owner:
MARICOPA COUNTY

Year Renewed

TapeJMediS #:

Row Control:

Survey Customer:
FLOOD CONTROL

P.O.#

BUCKEYE I

BUCKEKYE!City:

Street:

Reason for inspection:

Use:

Drainage Area:

A Maintenance Related

SW Storm Water

'DialHt:
Material:

lining Material:

C Circular 12"'

Rep Reinforced concrete pipe Pipe Jl: 10ft

Remark::

1:425 position code observation photo
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Location Code: Z other TapeJMedia #:

Drainage Area:

rate:

STA..817+00

STA..817+00

Pre-Cleaned:

section number:
S--

pipe length: 170.1 n

MH:

MH:

C CIrcular 12" -
Rep Reinforced concrete pipe Pipe Jt 10ft

Clean Date:

SUIVeyOrJeert #:
J. SETEtINI02~218

Dia/HI:

Malerial:
Lining Malerial:

54-1

Weather:
1

System Owner:
MARICOPA COUNTY

Flow Control:

Year Renewed

P.OJl

SUMIV Cuslomer:
FLOOD CONTROl

BUCKEYE I'

BUCKEKYE

CIte:
~1S

Tol Pipe Length:

Street:

City:

Reason for inspection: A Maintenance Related

Use: SW storm Water

----'--------------------.------1
Remark::

1:425 position code observation photo
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TotPipil Length:

Location Code:Z other

System Owner:
MARICOPA COUNTY

rate:

STA.817+00

STA.817+00

170.1 ft

&eClion num r:
Ii-'

Pre-Cleaned:

MH:

MH:

pipe length:

Clean Date:

511MlyOrteert #:
.I.~~218

54-1

weather:
1

Flow Control:

Year Renewed

TapeJMedia #:

SuIV8V Customer:
FLOOD CONTROL

,..0#

I!lUCKE'iEI
BUCKeKYE

Stre.et:

City:

Reason for inspection: A Maintenance Related

Use: SW storm Water

Drainage Area:

Remark::

Dia'Ht:
Material:

Lining Mater.al:

C Circular 12"
Rep Reinforced concrete pipe Pipe Jt: 10ft

1:425 position code observation photo

I

(....t,tj.';.·, ·f'

'4 'lQ..?h./

t f I70

.-

F(~)C: :.\ cc-.-,.:J

CJ-fc ()Ck~()l

15 04 2D03,mdb II Daoe: 1

(: ~''''rn" .1.- , ".. " -" 't.-_.' ....._-~•. -\
. .

/1 ~.;t,,',

~J c;o

;'



•

•

•



ame&
•

APPENDIX C

• GEOPHYSICAL SURVEYS & INTERPRETATIONS
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REFRACTION SEISMIC EQUIPMENT & PROCEDURES

Refraction seismic surveys are performed in general conformance with the guidelines presented in ASTM
05777-95 Standard Guide for Using the Seismic Refraction Method for Subsurface Investigation for refraction
surveys using compression waves (p-waves). ASTM 05777 does not address shear wave (s-wave) surveys;
standard practice is followed for refraction surveys using s-waves. In some investigations, such as seeking
and tracing earth fissures or other significant discontinuities (Rucker and Keaton, 1998), non-standard
procedures and analyses, such as signal amplitude analysis, are used as part of the investigation process.

Seismic Equipment - Refraction seismic surveys are performed using a Geometrics ES-1225 or Smartseis '
S-12 signal enhancement seismograph. These instruments have the capability to simultaneously record 12
channels of geophone data and produce hard copies of that data. The Smartseis also has the capability of
digitally storing geophone data. Signal enhancement capability permits the use of a sledgehammer as the
seismic energy source. A timing sensor is attached to the hammer, and for p-waves, a metal plate is set
securely on the ground surface and struck. Generating horizontally polarized s-waves typically involves
setting the plate against the end of a wooden plank or railroad tie oriented perpendicular to the axis of the
geophone array and striking with a horizontal motion of the sledgehammer. A truck is usually driven onto the

"plank or tie to effectively couple the plank or tie to the ground. ' ' '
, ,

Because of the signal enhancement capability. signals from several or many strikes can be added together to
, increase the total signal available relative to noise to obtain the seismic record. Although explosives can also
be used as ap-wave seismic energy source, a sledgehammer does not require licenses or permits, or involve
special limitations, regulations and liabilities. Explosive energy sources may be needed for long geophone
arrays. Geophone Cables with 12 geophone takeouts at 10-foot, 20-foot or 20-meter spacings are presently
used. Vertical geophones are used to obtain p-wave data and horizontal geophones are used to obtain s
,wave data. The seismograph system is extremely portable. In areas where vehicular access is not possible,
the equipment can be mobilized by various means, including backpacking, packhorse, helicopter and canoe.

Field Procedures - The field operations are directed by our experienced engineer or geologist, who operates
the equipment, prepares the records and examines the data in the field. Refraction seismic lines are generally
laid out using the standard spacings on the geophone cables. A maximum depth of investigation of about 75
to 100 feet may be possible using a 300-foot array. For shorter lines with improved near-surface resolution,
10-foot spacings between geophones with a 120-foot array have a maximum depth of investigation of about
30 to 40 feet. Other geophone spacings can also be used. To improve the resolution of near-surface
interfaces, energy source positions generally are set at 12.5 feet from the ends of a 25-foot spacing geophone
array or at 5 feet from the ends of a 10-foot geophone spacing array. Several shots locations are utilized

,along the length of an array. When three shots are obtained, there is a foreshot and a backshot at the array
ends and a midshot at the array center. The midshot is usually placed midway between the two centermost
geophones. When five shots are obtained, the additional shotpoints are located midway between the
foreshot-midshot and the midshot-backshot. These mUltiple shot points permit interpretation of near-surface
interfaces at various locations along the array as well as near the endpoints for variable subsurface profiles,
and permits more refined overall interpretations of shallow and mid-depth subsurface velocities and interfaces.
In cases when both enhanced depth of investigation and improved shallow resolution are needed, multiple 12

geophone arrays are completed end to end and combined into longer composite 24- or more geophone arrays
with greater depths of investigation. Additional energy shotpoints are then, at a minimum, performed at the
midpoint and far endpoint of each adjacent 12-geophone array to provide seismic energy travel path coverage
over the extended array.
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REFRACTION SEISMIC EQUIPMENT & PROCEDURES (Cont.)

. P-wave data are recorded for. general exploration work. S-wave data are also recorded when dynamic
subsurface material properties are desired. An s-wave arrival is verified by obtained two sets of horizontal
data that are 180 degrees out of phase. The phase reversal is obtained by either reversing the horizontal
geophone orientation or reversing the hammer impact direction. Hard copy printouts of all field data are made
and inspected as the information is collected. Field notes, including line number and orientation, topographic
variations and other notes as appropriate are made on the hard copy printout. Locations and other notes are
made on site maps and in notebooks as appropriate. Initial first arrival picks are made in the field and array
endpointarrival times are checked for immediate data adequacy verification as part of the quality control. .

. process.

Interpretation - Although preliminary or quality control initial refraction seismic data interpretations may
sometimes be performed in the field, full interpretations are completed in the office. At the present time, two
interpretation methods are being used; the intercepttime method (ITM) and an optimization software routine
based on finite difference optimization software. ITM breaks an interpretation into several distinct layers. It is
simple, can be performed with a calculator, and can provide excellent interpretations of near surface layer
depths and velocities. Optimization provides a continuously variable velocity interpretation through a discrete
grid. Interpretations using optimization also indicate zones where interpretation has occurred, thus providing
quality control on the depths to which the interpretation can be relied upon. However,the discrete grid used by

. optimization results in a low resolution near surface interpretation. The combination of both ITM 'and, when
. appropriate,optimization methods provides two separate interpretations with complimentary strengths and
cross-checking capability. These interpretation methods are applied as appropriate to a particular project.

Refraction seismic data interpretation using the intercept time method is detailed by Mooney (1973). A
personal computer spreadsheet is used to perform the necessary calculations to obtain depths and layer
velocities, and print out time-distance plots and depth interpretations. This method is used for interpretations
of up to three layers. It is considered that more than three layers cannot be effectiveiy interpreted using twelve
geophone data points. Interpretations are then completed manually to produce a final interpreted geologic
profile and layer depths. .

Refraction seismic data interpretation using optimization is performed using the SeisOpt2D software package
by Optim, L.L.C., 1999, of Reno, Nevada. Energy source and geophone receiver locations and elevations,
and first arrival times are entered into the software package, and first arrival travel times are optimized through
a process of repeated (typically 10,000 to 100,000) iterations. Multiple seismic lines combined end to end into
a longer composite line can be effectively interpreted using this software, Model grid dimensions and element
sizes are selected, with larger grids containing smaller elements providing greater potential resolution.
However, very large grids containing small elements may become unstable, and several runs may need to be
made to obtain stable, robust interpretations. Once a robust interpretation has been obtained, the resulting
seismic velocity profile is printed out with varying colors indicating the interpreted velocities.

References:

Mooney, H.M., 1973, Engineering Seismology Using Refraction Methods, Bison Instruments, Inc.,
Minneapolis, Minnesota.

Rucker, M.L. and Keaton, JR., 1998, Tracing an Earth Fissure Using Seismic-Refraction Methods with
Physical Verification, in Land Subsidence Case Studies and Current Research: Proceedings of the Dr. Joseph
F. Poland Symposium on Land Subsidence, Edited by Borchers, J.w., Special Publication No.8, Association
of Engineering Geologists, Star Publishing Company, Belmont, California, p. 207-216.
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Refraction Seismic
Interpretation

Line 1 AMEC Job No. 4-117-001021

Interpretation of Refraction Seismic Data
East West
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Time-Distance Plots with Interpreted Velocities (ftlsec) & Depths (tt)
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Refraction Seismic
• Interpretation

Line 2 AMEC Job No. 4-117-001021
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Interpretation of Refraction Seismic Data West
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Refraction Seismic
Interpretation

Line 3 AMEC Job No. 4-117-001021

Interpretation of Refraction Seismic Data West
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REFRACTION MICROTREMOR (ReMi) SHEAR WAVpme
EQUIPMENT & PROCEDURES

Refraction microtemor or ReMi surveys are performed in general accordance with the method described
. by Louie (2001) to develop vertical one-dimensional shear wave (s~wave) velocity profiles. The same
equipment used for ReMi is also used for refraction seismic. When appropriate, both p -wave and s-wave
data can be collected with the same physical seismic line setup.

ReMi Seismic Equipment - ReMi surveys are performed using a Geometrics S-12 Smartseis signal
enhancement seismograph. This instrument has the capability to digitally record and store up to 12
channels of geophone data in SEG2 format. Up to 16,384 samples can be acquired for each geophone
channel at sample intervals as long as 0.25, 0.5, 1 and 2 milliseconds. Sampling events to collect ReMi
field data may typically last 6, 12 or 24 seconds. Geophone cables with 12 geophone takeouts at 1Q-foot
or 20-meter spacings are presently used. Vertical geophones with resonant frequencies of 28 Hz and 4.5
Hz are used to obtain surface wave data for s-wave vertical profile analysis.. High frequency geophones
are used for shorter arrays with shallower depths of investigation, and low frequency geophones are used
for longer arrays with greater depths of investigation. Broad band ambient site noise may be used as a
surface wave energy source. Controlled surface wave energy sources include jogging alongside shorter
geophone arrays and driving a field vehicle alongside longer geophone arrays. The seismograph system
is extremely portable. In areas where vehicular access is not possible, the equipment can be mobilized
by various means, including backpacking, packhorse, helicopter and canoe.

ReMi Field Procedures - - The field operations are directed by our experienced engineer or geologist,
who operates the equipment, prepares the records and examines the data in the field. ReMi seismic lines
are generally laid out using the standard spacings on the geophone cables. A depth of. investigation of
about 100 meters or more may be possible using a 240 meter array. For shorter lines with improved
near-surface resolution, 10-foot spacings between geophones with a 120-foot array have a depth of
investigation of about 30 to 40 feet or more. Other geophone spacings can also be used.

Data collection consists of the system sampling the ambient or generated surface waves (a sampling
event) at the geophone array for several to many seconds. Typical sampling times and intervals for a
sampling event may be 6 seconds at 0.5 milliseconds, 12 seconds at 1 millisecond and 24 seconds at 2
milliseconds for array lengths of 60 feet, 120 feet and 240 meters, respectively. Several sampling events
are collected at each ReMi setup. For shorter arrays where ReMi with surface wave energy generated by
jogging is conducted in concert with seismic refraction data collection, four sampling events may typically
be recorded. For longer arrays where urban ambient noise or a field vehicle generates the surface wave
energy, six to ten sampling events may be recorded. Field notes, inclUding line number and orientation,
topographic variations and other notes as appropriate are made on hard copy of traces. Locations and
other notes are made on site maps and in notebooks as appropriate. Sample data files may be
transferred by 3.5-inch floppy to the laptop computer and preliminary interpretations made for immediate
data adequacy verification as part of the quality control process.

Interpretation - Although preliminary or quality control initial ReMi seismic data interpretations may
sometimes be performed in the field, full interpretations are completed in the office. Data files, typically
about 580kb each in size, are transferred from the seismograph to the laptop computer using 3.5-inch
floppy disks. Interpretation is performed using the SeisOpt ReMi Version 1.0 (2002) software package by
Optim, L.L.C., of Reno, Nevada. The software consists of two modules. The ReMiVsSpect module is
used to convert the SEG2 files into a spectral energy shear wave frequency versus shear wave velocity
presentation for a ReMi seismic setup. The interpreter then selects a dispersion curve consisting of the
lower bound of the spectral energy shear wave velocity versus frequency trend, and that disperson curve
is saved to disk. Tracing the lower bound (slowest) of the shear wave velocity at each frequency selects
the ambient energy propagating parallel to the geophone array, since energy propagating incident to the
array will appear to have a faster propagating velocity. The second module, ReMiDisper, is then invoked.
The interpreter models a dispersion curve with multiple layers and s-wave velocities to match the selected
dispersion curve from the field data. An interpreted vertical s-wave profile is obtained through this
process. It must be understood that this type of interpretation may not result in a unique solution.

Louie, J.L., 2001, Faster, Better: Shear-wave velocity to 100 meters depth from refraction microtremor
arrays, Bulletin of the Seismological Society of America, Vol. 91, 347-364.
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S-l:ratoVlew
11:13:" ,/APR/2IM

fi? he- !-- Z
<...iAfs~) r::-s

(oo"-I()~8

vI '6
f

EOMETRICS
IIISAVED STACKED DATA
LIHE H1IIBER II-II
SHOT LOC 99....
,SlIMPLE IHTERVAL m uS

CO fill OUI
ISP flU OUI

1 2: 3 4
&3342gq

-

---==

,o~ __ .......

Si:roi:oV I aUJ

11:11:11 VAPRI2IM

~~~ ....... .. --.r;:

... -- ......... · .. ·· .... · ..1
-..;

'-~,..----;::::;.
......c:;::::;z.....(- -- .

~

7 ......~s~iT4 r..··~~~.~.~ ..i=..........- ._ r--.-.

~~•.....

:.=-._~--~.~~.~ ~ _..

00.-
[

~..~.~c .

...._~~
~-=..: l -- 7

r2...::=\:·:::b:;?::~

==-~)1l~..................................:::: ..::::J]
... . ~ - .

k.:.=::.::.:.:.:.:
~

c:=:-::'i....

GEOMETRICS
IItSA~ED STACKED DATA
LINE NUNIER "-II GROUP INtER~AL 11.11
SKOT LOC '91.11 PHIINE I LOC 1111.'1 PHIINE 12 LOC 1111."
SAIIPLE INTER~AL 1'2 uS RECORD LEN m HS DELAY' HS
ACQ flLT O~T OUT STACKS 3
DISP flU OUT OUT FIXED GAIN

I 2: 3 4 5 G ~ 8 q to 11 11:
4830 q q48aq4BS45;rS~S0S3

I~~r.

L-z
fYl5

Si::rot.aV I aUI

11:5':23 "APR/21"
GROUP INtER~AL lUI

PHIINE 1 LOC 1111.11 PHIINE 12 LOC 1111."
RECORD LEN 25' HS DELAY I HS

OUT STACKS 3
OUI FlKED GAIN

5 E: ., 8 q te 11 11:

Line 2
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L-?

J8 Yl1.-..~

tr- - lo-z.-/

LL
f!;>s

•
GEOMETRICS

IIlSAVED STACKED DAtA
LINE NIIIBER "-11
SHOT LDC m."
SAMPLE INtERVAL Ii!.S
ACO FILt OUT
DISP flU OUT

1 2 3 4
[,3 GO £'.0 00

Si::.roi:oV I eUJ

11:57:5. 6/APRI2.M
CROUP INtERUAL 1....

PHIIlE 1 LDC 1...... PHONE 12 LOC 111....
RECORD LEII m MS DELAi. MS

OUT StACKS 3
DUT FIXED CAl"

5 r.:: 1 9 q 10 11 12
~ S1 ~ ~ 16 IS ~ ~

GEOMETRICS S~ra~6Vlew

IIlSAVED StACKED DAtA 1.:55:5' 6/APR/2IM
L1"E "IIIBER "-II CROOP l"tERVAL 1....
SHOT LOC 99.... PHONE 1 LOC 111.... PHONE 12 LOC 111....
SAMPLE INTERVAL In.S RECDRD LEII 25' MS DELAi. MS
AC8 flU OUT OUT StACKS 3
DISP flU OUT OUT FIXED CAl"

1 2 <) 4 5 & 1 B q 10 11 1t
~ ~ ~ ~ ~ ~ ~ 61 51 ~ ~ n

o

zo
\I J I I I 1/'-.

Sii···························~~1

.............-:;.... ,

.....................B c: .

~~ ..•••.••.••..••.
~,

~.~

---

--~ .

.~
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Si.ro-loVlew

11:21:316/APR/2."

PHIIIE 12 LOC 1111."
DELAY • HS

StACKS 3
FlKED GAIH

10 11 12
5jJ roO 63

1-<3ps.

GROUP IHTERVAL 1 .
PHOME 1 LOC 1 .

RECORD LEN 256 HS
OUT

OUT
s S .,. 8 q

4J 51 64 SjII' 1;1

/ooq-tO 1"2-
GEOMETRICS

UNSAVED STACKED DATA
L1HE HIII8ER ....8
SHDT LDC 998."
SAMPLE IHTERVAL m uS
Ato. FlU DUI
DISP FlU OUT

1 2 3 .:I
II 2?- 4S 4B

ff'rvl~

GROUP IHTERVAL 1....
PHOME 1 LOC 111...8

RECORD LEN 25S HS
OUT

DUI
s

3G

L3
rJr[S

3~~.

L~3

GEOMETRICS
IIISAVED SrACKED DATA
LIHE HIII8ER ••-..
SHOT LOC 998."
SAMPLE IHTERVAL m uS
Ato. FlU OUT
DISP FILl DUT

1 2 a 4
"t! SE: 12 12

. :::::::::J

Strotc,v Ie",

11:22:43 6/APRI2I"

PHIlltE 12 LOC 1111•••
DELAY • HI

STACKS 3
FIXED GAIH

11 12:S. ..,

L-3
(1'lS

GROUP IHTERVAL 11.88
PHIlltE 1 LOC 18.....

RECORD LEN 256 HS

··;2=--;Z ....
~r • •?···..Z :ft

---- ~-- .

~~

GEOMETRI
IIISAVED SlACKED
LIHE HIII8ER ...
SHDT LOC 998.1.
SAMPLE IHTERVAL
ACQ FlLT OUT
DISP FIll OU

•
""

...= ....=.. ~.~

i~~~.··----_._-----~~_ .

..~ -

~#~



• • •
w

"'f,itn-- oJ}-....,..

~4(iv~.
L-3

1-.5

CROUP INTERVAL I .
PHONE I LOC III .

RECORD LEN 255 MS

A-t/-Q,0..

V'~V
",1

(
GEOMETRies

IMSAVED STACKED DATA
LINE NUM'ER 11-"
SHOT LOC " ....
SAIIPLE INTERVAL 1i2 .S

:~lmT ~ VI-iiI __

"1

-

S-lro.-l:oView
11:19:31 5IAPRI2.14

.- .... ---.....-----='..

J

\..

-

.... :::s;:;:::-- .

PHONE 12 LOC III....
DELAV • MS

STACkS 3
flHED CAIN

q 10 11 12
q 18 33 48

-~"""?"~

.. ...Fe ----=-'1"::':i ...J

..;;:~::~

'~7:=-:0::...= '_._n.

~

._~ .-

1--3
{3MS

~-

~

noup INTERVAL I .
PHONE I LOC III .

RECORD LEN m MS

'-

1i2.S
OUT

OUT
3 4 & e: ~ B

53 66 51 SiJ 54 45. "

......-s;;.. 'J.:;X.2.

:::p...

:~~..

-q-~

b~
~-

~~ ..

§
l.-

r:--W····~_·····

tlYn~
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L~'if

fJl S j ~enlt(
tt~~ Si:.roi:.oVlew

11:55:33 61APR/2.14

PXONE 12 LOC 111....
DELAV • IS

STACKS 3
FIXED CAIN

10 11 12
sa sa sa

w

Lf -I 0"2--(

I-L(
r:5

fot3·(O"

L.3
r&

J~e...rz'j tt.~~~

L'f
P:-Ylls

Ll'r>~ L{

Si:.ra-f:aVlew ~OMe'R'CS11:53:12 61APR/2.14 UNSAVED STACKED DATA
CROUP INTERVAL 1.... LINE NIIlIER ..-.. CROUP INTERVAL 1....

PHONE 1 LOC 1111... PHONE 12 LOC 111.... SNOT LOC ".... PNONE 1 LOC 111....
RECORD LEN 256 IS DELAV INS SAMPLE INTERVAL 162 uS RECORD LEN 256 IS

OUT stACKS 3 ca fiLl our OUT
OUT FIXED CAIN ISP FiLl our our

5 0 • • q ,. 11 12 12345&78q

"" "" 5\ 51 sa sa 03 8' I. 33 S. .. r.. s. s. oa sa

GEOMETRIes
UNSAVED STAmD DATA
LINE NIIlIER .....
SNOT LOC ""'1
SAMPLE INTERVAL 162 uS
ACO fILT OUT
DISP FILl OUT

1 l S 4
G0 36 21 o!:t

Strot.oVlew
11: 51: 51 61APR/2114

PHONE 12 LOC 111...1
DELAV • NS

SrACKS 3
fiXED CAIN

10 11 1.2
... 57 6~

q..•..•1I

CROUP INTERVAL 1 .
PKONE 1 LOC II .

RECORD LEN 256 NS
OUT

OUT
~ 5 8

48 :Jq II

f;m~

GEOMETRrcs
UNSAUED STACXED DAr,
LINE NIIlIER ..
SHOT LOC " ..
SAMPLE INTERVAL Ril2 uS
Aca FILl OUT
DISP FILl our

1 2: a
S3 60 51



• • •
L-Yt&.f
&711S

L1
85

GEOMETRICS
IItSAVED STACKED DAIA
LINE NIIIBER II-B'
SHOI LaC 991.1.
SAMPLE INIERVAL t62 uS
ACB FILl OUI
DISP fiLl DUI

1 2 3 4
GO 51 61 54

CROUP INIERVAL II.1B
PHOItE 1 LDC 1111.11

RECORD Ia9l m KS
OUI

OUI
S G 1 B q

64 S4 4J 3G 21

StrataVIGUJ
ll:51:lB "APR/2IM

PHOItE 12 LOC llll.ll
DELAY • MS

SlACKS 3
flKED GAIM

10 11 12
21 42 4G

GEOMETRICS
IItSAVED SlACKED DAIA
LIME MIIIBER II-II
SHOI LOC "1.11
SAMPLE IMIERVAL .62 uS
AttI fiLl OUI
DISP fiLl OUI

1 2 3 4
so so G0 60

mup INIERUAL 11.1.
PHOItE 1 LOC 1••1.1.

RECORD LEN 256 MS
OUI

OUI
Ii G 1 8 q

00 60 60 se 61

Si:roi:oVlew
11:48:44 "APR/2IM

PHOItE 12 LOC llll.l.
DELAY • MS

SlACKS 3
FIXED U1M

11 11 12
4S 45 21

~~·····_··_··~2··:::J

.. _..~
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~£:::S:):C:::~..·::::iE:~

~~~

uJ

Je;:~L~
Fs

~

20

S0 -

e--

=:;7

-

w

~"'''i

hfn.e., 7r

StrotaV,ew
12:17:'2 61AP112'14

PHOHE 12 LOC 1111."
DELAY , MS

STACKS 3
FIXED CAIN

10 11 12'
54 5;' 61'

\ I , .

"

~.: ....

"

' -

-

/', 7(- .. -;- '1 .

..

L~
FrnS

·· .. ···········,,/..·:~· ..·l~·· .. ···

~

GlOUP IHIEIUAL;:'
PKOHE 1 LOC 1....

IECOID LEN 2 MS

-----

·· .. ·· ..··z:·..·r··..zL:::c<E?:::

..

~.. _..~..~.~.~_ ..

E==;;

~5

._- ••••• _ •••;.:.O-~.~~•• ~_ ••-:r:._- .. -.- ..
.. _--_ ..-.._=:::-:- ~-

GEOMETRICS
UNSAVED STACKED DATA
LIHE HIIIBER .....
SHOT LOC !lU'
SAilPLE IHTERVAL m uS
ACO flU OVT
DISP flU OUT

1 2' 3 4
4B oIJ 3" 3"\

E

r--'

OUT
OUT

.: .: 6~ tl.JA s:
-"-TJ--",--;,,--,-,-,.,-....

c:<....~~

..........~..~--.....-:

~

.,-
.. ................3"' .......::-:
=--~ -

..~:@¢2~::;;=J

.~'=

~
p~

~--~ .

...-:IS-_~ ....

~~~:<.~

..
~

~=c .

~

Lc;
ms

GEOMETR I CS S-l:ro-l:oV I au)
lltSAUED STACKED DATA 12:14:58 'IAPl12814
LINE NIIIBEI "-B8 GlOUP INIEIUAL 18.1.
SKOT LOC 951." PNIlltE I LOC 1118.1. PNIlltE 12 LOC 1111."
SIIIIPLE INTERUAL 162 uS IECOID LEN m MS DELAY' MS
AC8 FILT OUT OUT STACKS 3
DISP flU OUT OUT FIXED CAIN

1 ~ 3 -4 5 G l' B q te 11 12
g g 51 ~ ~ $ ~ ~ 61 61 64 ~

~
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+t/YllV ~ ~

•

."... :.:..:..;..:....

~

...~ .

=:J

w

Si:roi:aV.ew
12:11:44 51APR/2114

PHIltE 12 LDC 1111.11
DELAY • HS

STACKS 3
fiXED GAIN

11 12
51 1S

. ::T..

L f:fv-I ~ ,f..~
13:::;

OV~\tJ-

f:-..

GEOMETRICS
IJItSAVED STACKED DATA
LINE NIIlIER II-II
SHOT LaC 991.11
SAMPLE INTERUAL 152 uS
Aea flU OUT
OISP FlLT OUT

I • •
£'4 GO 60

S-i:.roi:oV I eUJ

12:13:25 5/APR/21M

PHIiE 12 LDC 1111."
DELAY I HS

stACMS 3
FIXED CAIN

10 11 Il
36 4l .:e

::5: .

--
---

LS
8W1'5

..=:::==." ""
='-:::s:'~3Lii'::::::::"--' ..=,

~

--..... -

••

-

....

GEOMETRICS
IJItSAVED STACKED DATA
LINE NIIlIER II-II JGROUP INTERVAL 11.11
SHOT LaC "I." HIiE 1 LaC 1111."
SAMPLE INTERVAL 1&2 uS RECORD LEN 255 HS
AClI FlU OUT au
DISP FlU OUT au

I 2 a 5
5P' SjIl S1

Ii
"

r .
, ..~ .J'
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BiiilSii
.=:~~... ,:~ :
::==;;;;;;;=-=1- l

.§:. "-

w
St.rot.oV'ew

13:19:51 61APR/2114

PHONE 12 LOC 1111.11
DELAY I.S

STACKS 3
FIXED GAIH

11 12.. ..

.L-b
£. "r,:t:.\ r-s ,(.~ .J,/,<-

teJ..~~ - f.-I /1).

GEOMETRICS"Ol..-/i~{~ J ~~
~~u~~mc,KEID DArA f<iil"" .
SHOT LO -II:p~dHmV:~ 162 uS PH~:OU~ II:~E~::U:·I'
DISP FiLl O~~T our RECO'D LEN m.s

t ~ 3 4j~!o~r
.......--... 50

,7~f
~~.

_.. ~.

~

""-..

PHONE 12 LOC 111'.11
DELAY , HS

SlACKS 3
fiXED GAIH

to 11 12
Gil' 6i' SiJI

St:ro'taVI6W
13:16:25 61APR/2114

..~.. - .

. ..:- -..;;"

..~,.s;,._ ... <.....~.

,
;4 6-1

----..:2

L.£
;L/11S-'

~

• •54 6..

~

---

~

~:~""\"y"""~ ... ·.. ·:· ..:···::l··; ..·.. j

GROUP (HrERUAL II

Vs
'

PHONE 1 LOC 1111.11
RECORD LEN m S

Dur
our

5...

=

. ~~~
'/::':= ...~

~~~

d!'.

-........::

...

<:

;.:.:=-'-"

so

GEOMETRICS
IItSAVED SlACKED DArA
LlHE HilliER 11-"
SHor LOC ,,1.1,
SAllPLE IHrERUAL m uS
Act FlLr our
DISP FlU our

1 :2 3 4
64 48 33 30

........~-===-L3:=_f

E····~··

l-------'=

F:-

......,
.:~

------"-

7

--

Stro-l:oVlew
13:14:2' 61APR/2114

PHONE 12 LOC 1111.11
DELAY I HS

mCKS 3
FIXED GAlH

10 11 12
G1 GjII Sot

. ,
30 5'

.~

Lb
MS

GROUP IHrERUAL 11.1'
PHONE I LOC 11'1.11

RECORD LEN m HS
our
our

5.,.

1-fMe.....-

-

GEOMETRICS
IItSAVED STACKED DAtA
LlHE HillIER II-II
SHor LOC "'.11
SAIIPLE IHrERVAL 2' uSAct FlLr our
DISP flU our

1 2 3 4
Gi' SiR Si" co.

...... , ..L:\~

~i;.·~~~ .
- . =.~-

..=-=~~ .. ~

~
~ ,,~~ ..

~. -- ....:s::; :.:::.~

r'=~/.... -- ..~-- ..... ~ .....

,=,

~:~~==~~.. ~... --~--,--_.,~"----- ._- ....~
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+rf\')~

S-t:rataVleUJ
12:58:51 "APR/2IM

Wf'A'1 d
~:51r-

L~
8_5

GROUP INTERUAL lUI
PXIIHE 1 LOC 1...... PHOlIE 12 LOC 111...1

REGORD LEN m HS DELAY' HS
STACKS 3

mED CAIN
5 G '1 8 q 10 11 II
&0£-05151$4514133

frw,e..-

GEOMETRICS
IItSAUED STACKED DAIA
LINE NIMBER '1-11
SHOT LOC " ....
SAMPLE INTERUAL 162 u
Aca flU OUT
DISP FILT OUT

1 2: 3
E:O (;0 BO so'

S-t:rcd:aV leu)

13:12:2' '/APRI2IM

Lh
l3 in5

GROUP INTERUAL lUI
PHilliE 1 LOC lill.ll PNOHE 12 LOC 1111.11

RECORD LEH m HS DELAY' HS
OUT STACKS 3

OUT FIXED GAIN
r. B 1- a q 10' 11 1l

S·I 51 S4 30 12 Il 4'l &4

GEOMETRICS
IIHSAUED STACKED DATA
LINE NIJItBER II-II
SHOT LOC m.11
SAMPLE INTERUAL liZ
ACO flU OUT
DISP flU OUT

1 l. J
~o 51 54
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u.J

1---7
fJ1~

L7
FrvtS £-.

"1~-lV)

(T>' OJJ6'J1-/,k\ 5~ ~~t f" l- (

1-7
r:-5

S-lratoVlew
13:41:41 "APII2.14

CIOUP INlERUAL 18.1.
PHIIIE 1 LOC 111.... PHIIIE 12 LOC 1111."

IECORD LEN m MS DELAY' MS
OUI SlACKS 3

OUT FIXED CAIN
s €= ~ 8 q 10 11 12:
484lJS461SOf:0GeSO

GEOMETRIes tOz6- IP t-B
~~:u:~mC::D DAIA
SIOI LOC " ......
SIIlPLE IHI •
Ata FILl E::~L m uS
DISP flU DUI

1 2
33 42 3 4... ...

~~IL·.··.I\ ••... }
::::::::::::--:::::::::::::::::::.:::::'::::::::::.::::::::::::::::'::::J
~::.:::I:::.:::::::::.·:::::':::::::::::.:::l::::::::::::::::::
~.-- --

.. I '?

PHIIIE 12 LOC 1111."
DELAY • MS

SlACKS 3
FINED CAIN

8 q 10 11 12
4i4B48s.qGil'

StratoVlew
13:4.:.1 "APR/2.14

CRDUP (NfERUAL 1 .
PHIIIE 1 LOC 1 .

RECeRD LEN 25' MS
OUI

DUI
5 • •

42 aq aq

r-,

GEOMETRICS
IlISAUED SlACKED DArA
LINE HUMBER "-11
SHOI LOC " ....
S.PLE INIERUAL "2 uS
AC8 flU DUI
DISP FILl DUI

1 ;z 3 4
33 30 12 12

StrataV I aUJ

13:31:3' "APR/2.14

PHIIIE 12 LOC 1111."
DELAY • MS

SlACKS 3
FIXED CAIN

II 11 12... ... ...

~.~

CROUP INfERUAL 18.1.
PHIIIE 1 LOC 18.8.1.

RECeRD LEN m MS
OUI

OUI
6 E: ., 8 q

3G 21 21 4l aq

•

....r~· ....

GEOMETRICS
IlISAUED SlACKED DAIA
LINE NIIlIER 1'-"
SHOI LOC " ....
S.PLE INrERUAL .62 uS
AC8 flU OUI
DISP flU OUI

1 :z a 4
48423ct36

?!.~

~ ...._~~

..~
~
/.

~.~
..~ ..........

~

-... -.- ... ~ ..~. ~.....~~--.-... -;

--,
l:;:;:;

f----- ......--

I~f::=-="'.~
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L{n~ 1
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f'~'W

l~'~

L-ls
t.J

L7
fOWlS

~~

-c::::~~.~.

..

St,ra-t:oVI ew
13:37:16 6IAPRI2IM

PHONE 12 LOC 1111.1.
DELAY • MS

SlACKS 3
FIXED CAlH

18 11 12
18 aq 4;!

~~
51

..-

.... _- ..~~. __ .~-.

:=:=:===
,",=.-

mZ.. ·.:----.:::J

-
......;.;.?

I ----------~-

CROUP INTERVAL 11.11
PHIlIE I LOC 1111.11

RECORD LEN m MS

-

OUT
aUI

5 G 1 8 q
46 012 42 as 18

"7

~ ••..<..

GEOMETRIes
UNSAVED SlACKED OAIA
LINE NIllIER II-II
SHOT LOC ,,1.1.
SAMPLE INTERVAL .62 uS
AI:a FILl OUI
DISP fiLl OUI

1 2: 3 4
GO GO S4 4B

~..

.b-'"

.-

f..-'
...

f-.-:

~

l./. ..,-.-....~

1=

Si:.ratoVlew
13:35:5. 6IAPR/2.M

PNONE 12 LOC 1111.11
DELAY • MS

STACHS 3
FIXED CAIN

Ie 11 12
48 33 21

CROUP INTERVAL 11.1.
PNONE I LOC 1111.1.

RECORD LEN 256 MS
OUT

OUT
s 6 jlI 8 q

Iii' li4 48 4B 48

GEOMETRIes
IItSAVED STACKED DATA
LINE NIllBER II-II
SHOT LOC 991. II
SAMPLE INTERVAL .62 uS
AI:a FILl OUT
OISP FILl OUT

1 2: 8 -4
G3 G3 so 5il'



• • •

20

;..===:~

---

~

StrataVle",
14:17:17 61APII2II4

PHONE 12 LOC 1111.11
DELAY I MS

STACXS 3
FIXED ;AIN

Ie 11 1o?
51 GO GO

).. .. "f,n,... +0<.....

It.-I t>- l-z- I
p~ ..... "I'~ 'tv<.-

W

~~,.-;;;;;;.~.... .1
..._~, ,~

roz,.1-10 ':3 2-

t-B
~... <?
v~

GROUP INIERVAL 11.11
PNONE I LOC 1111.11

RECORD LEN 256 MS
OUI

OUI
Ii e jJ 8 q

.<IS 48 61 54 51

~""("""r=J. ... -. ~\..... __ ....

~ ~ ~~ .

c

c..
(...f
f~

EOMETRICS
UHSAUEO SlACKED DAII
LIHE HUMIER ..-..
SHOI LOC m."
SAMPLE INIERVAL m uS
AU FILl OUT

ISP FILT OUI
I z 3 4

33 33 96 4S

~ij~7~~:::.h... :::::::::::::::.:::::::::·.::~.::.::::::::_=;;;:J;:;
.., c::::::

r

---p-

~'_ _- _.- _.

1,:.:"

I-:=...~

I~..-..~_. __ .
" f ..._"......

B

PHUHE 12 LOC 1111.81
DELAY I MS

SIAtXS 3
FIXED mH

10 11 12
61 &4 Gj'

StrataVlew
14:14:53 61APR/2114

~ •••,••••• < .

q..•...•...

• •.:.:-"/.•• " <••••• <••••••••••• ~~

~~, r:':...-=

,···_········~~l~

GROUP INIERVAL 11.18
PHUHE 1 LOC 1..1.11

RECORD LEN 256 MS
OUI

OUI

,-_.~ c-.

LfYte--

c...,

"-.

,--

--~.~

~~ik--._.~-:-_ .~ _--~ _ - _. ~r'-'"

[-8
FYJ/lS

60-§:§1?~
r-- ..~ . _....~.

..7

~.~ ....... ~......

~.... _- "..... .- -..... . .
----.-- - - .. -_ .
.............~<:.. .

r-

~=
~

GEOMETRies
UNSAVED SlACKU DATA
LINE NllliER 11-11
SHOT LOC ......
SlIIPLE INTERVAL 162 uS
Ata flU OUI
OISP FIll OUI

1 2 3 4 5 (;:
4S42:l12:4364l

..-
.~...~ ..•........

StrataV.ew
14:13:52 61APR/2814

PHUHE 12 LOC 1111...
DELAY I MS

SlACKS 3
FIXED GAlH

10 11 12:... ... ...

L8
fJ1..S

GROUP INIERVAL 11.18
PHUHE I LOC II.....

RECORD LEN m MS
OUI

OUI
5 & 1 e ~
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GEOMETRICS
IIISAVED SlACKED DArA
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SHOI LOC m...
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OISP FlLT OUT
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GEOMETR I CS StrataV I au,
IIIISAVED STACKED DATA 14:11:41 61AP1/2114
LINE NIIl8ER 81-88 1I0UP INtERUAL 18.18
SHOT LOC !l8.l8 PH(fiE 1 LOC 18"." PHIIHE 12 LOC 1111.81
SAMPLE INTEIVAL m uS IECOID LEN 25& HS DELAY 8 HS
ACO FlU OUT OUT STACKS 3
DISP FlLT OUT OUT fiXED 'lIN

1 Z 3 4 S & ., 8 q 10 11 12:
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SAMPLE 1NtEIVAL 1&2 uS
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APPENDIX D

HOLLOW-STEM AUGER DRILLING
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B-1 B-2
UPSTREAM B-3 B-4
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S 50/5"

5 50/5"

5 22-26-27

U 87

5 16-26-45

S 24-26-30

S 11-16-20 .

5 13-15-21

U 36

U 45

U 32

5 6-10-13
A

U 15

D-1
FIGURE

5C

ML

sP-SC/
SC

TOTAL DEPTH =39.9'

U 100/11"

S 50/5"

5 11-15-28

C

C

U 55
C

C-

S 18-25-50/5" SC

C

S 18-18-21
C

U 15"

"""B-8U 46
C

5 3-4-6

U 62
C

5C

ML

SM

TOTAL DEPTH =41.0'

5P-5

C

U 28

U 56

5 7-8-12

C

C

U 92

U 35

S 5-4-4

S 17-19-21

5 5-6-10

5 14-14-13
C

U 42

S 26-29-31

C

C

S 50/5 1/2"NR
C

A 44-50/5"

C

FENCE DIAGRAM OF BORING DATA

SUPPLEMENTAL INVESTIGATION OF TRANSVERSE CRACKS
BUCKEYE FRS NO.1

CONTRACT FCD 2003C014, WORK ASSIGNMENT NO.2

B-7

CL

CL

5C

5C

SC

ML

ML

5M

5M

SM

TOTAL DEPTH =40.4'

S 24-36-48

U 25

U 29

S 9-16-16

S 50/5"

5 15-25-30

5 8-9-12

S 50/51/2"

U 30

S 16-27-30

U 20

U 28

S 4-6-8

JOB NO. 4-117-001021
...................................., '~ ' .

DESIGN: REW
.- '._....... ..._...... .- ..~..

DRAWN: GWH
...... ~' - .

DATE: 6/2004
................ ' .

SCALE: N.T.S.

SC

SC

5M

TOTAL DEPTH =40.0'

U 13

U 40

U 64

5 9-12-13

U 41

S 17-19-38

S 38-50/5"

S 20-30-50/6"

S 9-14-18

S 4-9-11-

S 15-22-25

U 100/6"

S 50/5"

B-6

ML

SC

TOTAL DEPTH =40.4'

t SC

5M

11-9-9

DOWNSTREAM

S 20-33-50/5"

C

5

U 82

U 31
C

S 21-25-50/6"

5 9-11-17

C

C

C

U 24

S 3-5-10

U 35NR
C

C

U 26
C

ML

SC

5M

TOTAL DEPTH =41.0'

5P-SC/
5C

5 4-6-8 --

5 50/51/2"

S 26-50/5"

C

C

U 100/9"

U 13

U 32

5 50/4"
C

S 34-50/51/2"
C

C

S 10-12-13

U 100/11 1/2"

S 50/6"

C

S 28-34-50/6"

C

C

S 45-50/3"

SC

5C

ML

SM

TOTAL DEPTH =40.3'

5P-5C

"""B-5

U 44

5 12-14-18

5 21-41-50/4"

U 34

5 24-37-42

U 70

5 15-12-16

5 12-13-14

U 66

5 50/51/2"

53-5-9 ------ML
A

....., U 15 "

5 6-18-27

5C

SC

ML

SM

SM

SM

5M/MLI

SC-5M

TOTAL DEPTH =40.0'

SAMPLE TYPE

S - 2" 0.0.,1.38" 1.0. TUBE SAMPLE
U - 3" 0.0., 2.42" 1.0. TUBE SAMPLE
C - 3" 0.0. CME TUBE SAMPLE

NOTE: 1) SEE FIGURE 2 FOR BORING LOCATIONS
2) SAMPLE TYPE DESIGNATION ACCOMPANIED BY UNIFIED SOIL CLASSIFICATION AND BLOWCOUNTS
FOR 6-INCH PENETRATION UNING 140 LB. DROP HAMMER/30-INCH FALL.
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TEST DRILLING EQUIPMENT & PROCEDURES

• Description of Subsurface Exploration Methods

. Auger Boring Drilling through overburden soils is performed with 6 S/8-inch 0.0.,3 1/4-inch J.D. hollow stem auger
or 4 1/2-inch solid stem continuous flight auger. Carbide insert teeth are normally used on bits so they can
penetrate soft rock or very strongly cemented soils. A CME-75 truck-mounted drill rig is used to advance the auger.
The drill rigs are powered with six-cylinder Cummins diesel engines capable of delivering about 11.4 kN-m torque

. to the drill spindle. The spindle is advanced with twin hydraulic rams capable of exerting 90 kN (20,000 pounds)
downward force. . .

Generally, refusal to penetration of the auger is adopted as top of the SGC or "river-run" material or harder bedrock,
. which require other techniques for penetration. Grab samples or auger cuttings may be taken as necessary.

Standard penetration tests or 2.42-inch diameter ring samples are taken in conjunction with the auger borings as
needed, with the sampling interval and type being indicated on the boring logs.

Hammer Drill Drilling with.the Hammer drill is accomplished with a Drill Systems AP-1000 drill rig advancing a
double-walled drive casing with a link-belt 180 diesel pile driving hammer, having a rated energy of 8,100 foot
pounds per blow. Where noted on the boring log, the hammer is equipped with a supercharger which can boost
th'e energy to approximately 12,000 foot-pounds per blow. The supercharger is used only in portions of the boring
where blow counts are relatively high. Cuttings are removed with compressed air by a reverse circulation process,
and are collected in a cyclone from which grab samples are obtained. The drive casing is either 9-inch 0.0. by 6
inch 1.0. or 6 5/B-inch 0.0. by 4-inch 1.0. and employs an expendable bit of slightly larger diameter than the 0.0. of
the casing. Hammer blows required to advance the drive casing are recorded in 1-foot increments, as noted on the
boring logs. Standard penetration tests or 2.42-inch diameter ring samples taken are noted on the boring logs.

..coreBoring Rock core samples are retrieved using a CME-75 drill rig; SAITECH GH 3 rig or Burley 2500,4500 or
4000. The GH 3 is a portable hydraulic core drilL The GH 3 is powered by a Kohler two-cylinder 25~horsepower
engine. The hydraulics motor which feeds a two-speed transmission and powers the BW spindle. This unit has a
3-foot stroke and is hand-fed with a 2,000 pound push-pull capability. Tile GH 3 has the capability of drilling with
either B- or N-size core steel using standard or wireline systems. N-size core is the preferred size and ithas a
nominal 0.0. of about 2 inches. The Burley 2500 and 4500 series are portable hydraUlic core drills. The 4500
series is capable of a track-mounted or skid-type chassis. The Burley 2500 and 4500 series are powered by44
and 75 HP power units, respectively, provide up to 2,000 foot-pounds (ft.-Ibs.) of torque and in excess of 1,000
revolutions per minute (RPM) of spindle speed. Both rigs are capable of retrieving either N- or H-sized core using
wireline systems. The N-size core has a nominal 0.0. of about 2 inches and the H-size of about 2.4 inches. The .

• Burley 4000 is a track-mounted core drill.

The CME-75 utilizes a wireline core drilling system that takes N-size cores. Using the NQ wirefine system, core is
recovered quickly by retrieving the core-laden inner tube through the drill string.

•
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TEST DRILLING EQUIPMENT &PROCEDURES (Cont.)

Sampling Procedures Dynamically driven tube samples are usually obtained at selected intervals in the borings by
the ASTM 01586 test procedure. In many cases, 2-inch 0.0., 1 3/8-inch I.D. samples are used to obtain the
standard penetration resistance. "Undisturbed" samples of firmer soils are often obtained with 3-inch 0.0. samples
lined with 2.42-inch 1.0. brass rings. The driving energy is generally recorded as the number of blows of a 140
pound, 3D-inch free fall drop hammer required to advance the samples in 6-inch increments. However, in stratified
soils, driving resistance is sometimes recorded in 2- or 3"inch increments so that soil changes and the presence of
scattered gravel or cemented layers can be readily detected and the realistic penetration values obtained for
consideration in design. These values are expressed in blows per 6 inches on the boring logs. "Undisturbed"
sampling of softer soils is sometimes performed with thin walled Shelby tubes (ASTM 01587),· pitcher samplers,
Denison samplers or continuous CME samplers. Where samples of rock are required, they are obtained by NQ
diamond core drilling (ASTM 02113). Tube samplesare labeled and placed in watertight containers to maintain
field moisture contents for testing. When necessary for testing, larger bulk samples are taken from auger cuttings.
Also, representative samples are obtained from the cuttings from the hammer and Schramm drill rig.

Boring Records Drilling operations are directed by our field engineer or geologist who examines soil recovery and
prepares the boring logs. Soils are visually classified in accordance with the Unified Soil Classification System
(ASTM 02487), with appropriate group symbols being shown on the boring logs.



UNIFIED CLASSIFICATION SYSTEM FOR SOILS

Soils are visually classified by the Unified Soil Classification System on the boring logs preSented in this report.
Grain-size analysis and Atterberg Limits Tests are often performed on selected samples to aid in classification.
The classification system is briefly outlined on this chart. For a more detailed description of the system, see
"The Unified Soil Classification System" ASTM Designation: 02487.

MAJOR DIVISION QIlAPH GIIOUP

ilftIIIOIII YMaOI TYPICAL DESCRIPTION

Well graded grovels, gravel-sand mixtures
or !land-gravel-cobble mixtures.

poorly graded gravels, grovel-sand mixtures,
or sand-grovel-cobble mixtures.

Silty grovels, gravel-sand-silt mixtures.

Clayey gravels, gravel-sand-c1ay mixtures.

Well graded sands. gravelly sands.

Poorly graded sands, gravelly sands .

Silty sands. sand-sill mixtures.

Clayey sands. sand-cloy mixtures.

GC

8W

Ie

SM

................................
r·..,:· SP, '.:

.....

Limits plot below
"A" line " hatched zone

on plasticity chart

Limits plot above
"~. line " hatched zone

on plasticity chart

Limits plot below
•". line " hatched zone

on plasticity chart

Limits plot above
"A" line & hatched zone

on plasticity chart

CLEAN ORAVEL8
(len thon 51 polS.. No. 200 si...)

CLEAN SANDS
(less thon 5% po••es No. 200 lieve)

SANDS WITH
FINES

(IolOfl than 121'.:
pone. No. 200 .ieve)

GRAVEL' WJTH
FNS

(llore thon 1211
po.... No. 200 .ieve)

"..
d

Inorganic silts, clayey silts with slight
plasticity.

Inorganic silts of high plasticity. silty soils.
elastic silts.

Inorganic cloys of low to medium plasticity,
gravelly cloys. sandy clays. silty clays, lean cloys.

Inorganic clays of high plasticity, fat clays,
silty and sandy cloys of high plasticity.

CL

at

11 [111
I I I
I I I
I I I

SLTS OF LOW PLASTlCITV
(liquid Umi! l ••• Thon 50)

8LT8 OF HIOH PLASTlCITV
(liquid limit 1I0r. Thon 50)

_i ~ ~ $<..l CLAVS OF LOW PLASTlCITV ~~
H, - ~ - ~ (Uquid limit lasa Thon 50) / ..v
>~WZ //
j S 5 2 ~~J...-----------------------l'<:''.r'__--+--------------------------I
u ~ ~ ~ ~ CLAYS OF NOH PLASTlCITV ~~-' «:s r.~2 X Q.. (liquid limit lIor. Thon 50) "~,.~
~ ~"~

~ z~
..J 0$
~-elw~

CD+-wZ
u

::ig~2GI----------------------4,j,J,l,.l,I'+---l--------------------------i.,Q.. x~

V\ '. (,) tilt:~ =C5
~ :l:Q..

NOTE: Coarse-grained soils with between 5X " 12X passing the No. 200 !lieve and fine-grained !loils with limits plotting in the hotched zone
on the plasticity chart to have duol symbol.

PLASTICITY CHART DEFINITIONS OF SOIL FRACTIONS

SOIL COMPONENT I60,_......-..,..-..-......-..,..-..-....,.-..,...--,r---.
I I I I I I I I I

50 --'--~--~-~--+--~-~--+- -: I I I I I CH I :
~40 _~__ +__ L_-' __ ~ __ L_-'_ --r-
c~ I I I I I I "

I I I I I I I I I
~30 -,--T--~-~--+-- -~-- --r-
U I I I CL I I I MH I A LINE
1= -' " I I I IS20~- ,--f--r-,- --r-,--T--r--
Q. CL-ML I I I I I I

10 _~I__ I - ~__ ~ __ L_-' __ ~ __ L_
I I I I I I

~ IML( I I I I I

Boulders
Cobbles
Grovel

Coarse gravel
Fine grovel

Sand
Coarse
Medium
fine

fines (silt or cloy)

PARTICLE SIZE RANGE

Above 300mm (12in.\
300mm to 75mm (12in. to 3in.)
75mm (3in.) to No. 4 sieve
75mm to 19mm (3;n. to 3/4in.)
19mm (3/4in.) to No. 4 sieve
No. 4 to No. 200
No.4 to No. 10
No. 10 to No. 40
No. 40 to No. 200
Below No. 200 sieve

00 10 20 30 40 50 60 70 80 90 100
LIQUID LIMIT
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TERMINOLOGY USED TO DESCRIBE THE RELATIVE DENSITY,
CONSISTENCY OR FIRMNESS OF SOILS

The terminology used on the boring logs to describe the relative density, consistency or firmness of soils
relative to the standard penetration resistance is presented below. The standard penetration resistance (N)
in blows per foot is obtained by the ASTM 01586 procedure using 2" 0.0., 1 3/8" 1.0. samplers.

1. Relative Density. Terms for description of relative density of cohesion less, uncemented sands and
sand-gravel mixtures.

-1'L

0-4
5-10

11-30
31-50
50+

Relative Density

Very loose
Loose

. Medium dense
Dense
Very dense

2. Relative Consistency. Terms for description of clays which are saturated or near saturation.

-lL Relative Consistency Remarks

0-2 Very soft Easily penetrated several inches with fist.
3-4 Soft Easily penetrated several inches with thumb.
S-8 Medium stiff Can be penetrated several inches with thumb with• moderate effort.

It9-15 Stiff Readily indented with thumb, but penetrated only with
great effort.

16-30 Very stiff Readily indented with thumbnail.
30+ Hard Indented only with difficulty by thumbnail.

3. Relative Firmness. Terms for description of partially saturated and/or cemented soils which commonly
occur in the Southwest including clays, cemented granular materials, silts and silty and clayey granular
wi~. .

•

-1'L

0-4
5-8
9-15

16-30
31-50
50+

Relative Firmness

Very soft
Soft
Moderately firm
Firm
Very firm
Hard



Contract FCO 2003C014, Work Assignment NO.2

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS NO.1

JOB NO 4-117-001021 DATE 4/12/04
LOCATION __---.:N.:..;8:.:;8:.::9.::.88::.,:6:.....=E:..:.4aPJ::.:::..:...::...:..e__&__j_·_····_·---

RIG TYPE CME-95
BORING TYPE _--=8...::5::.;/8::.."...::0::....:::0.;....:..:H~ol::.::lo:..:.:w:....:S:::.:t::::.e~m:..:A..:.:u::..::gc=e~r _
SURFACE ELEV. __---: _

DATUM AMEC

VISUAL CLASSIFICATIONREMARKS

Vl
-CIl
CJ:::"0°c(),
~<O
o ~_CIl
coo.

~
>0
f-

CIl CIl
C. C.
E E
10 10

(/) (/)

SANDY SILT, predominantly fine to medium
grained sand, considerable calcium carbonate, low
plasticity, light brown

SILTY SAND TO CLAYEY SAND,
predominantly fine to medium grained sand,
weakly lime cemented, low plasticity, light bown

very firm

slightly moist

slightly moist

moderately firm

moderately firm

ML3-5-9
of-----tl

/ . / ~" SC-SM
t---;~ t,;>(~~~'iM-cU"+--1-:-:5=--l--:1-="06=--l---=3-+-=-==-::":..:..:..j

1----1.~%.......• ~~,~---+----+---1% "",.
/// S''.;J. S 6-18

5t---+-''f''r'Tf'''l'7'-t-+--Jr-+---+----1h;';7"+-------t-=~_::::":'=~~_=_=:_:_:~~~~_:____jI XHf--_L.:_'-t-__-t-__-t-....:8:.c.M"'---j SILTY SAND, trace of clay, occasional gravel,
1/ \ slightly moist predominantly fine to medium grained sand,

weakly to moderately lime cemented, low plasticity,
lighlbrown

II U 44

10f----l
34 100 6

SM
slightly moist

SILTY SAND, trace of clay, trace of gravel,
weakly lime cemented, low to medium plasticity,
light brown

very firm

III
U 70

15t---;

SM/ML

XI-S-+-1_2,"_~1_4--+-__+--_6_+-_--I
slightly moist

to moist

SILTV SAND TO SANDY SILT, trace of clay,
predominantly fine grained sand, weakly lime
cemented, low plasticity, light brown

very firm

III I U
III I.

66 8M
slightly moist

to moist

SILTY SAND, considerable gravel,
predominantly fine to medium grained sand,
weakly lime cemented, low plasticity, light brown

20 ~.// IV ,5-(·_115,-1)612_"-r_1_6_t-S.::...C.:..-iL_v:...:e.:.ry_f.:..irm.:.:...-.._-h,........=.,..-;:;=~=-~~---:-~--.---:-:" ~~
I-----j ;;;:; IA CLAYEY SAND, trace of gravel, predominantly

~ ::' ~~~,'~e~d~~~~:;;.;':nedsand, med;um prasbeUy

f-------i~ 12-13.
f----{~ I<-x-,l-S""+--o1""-4-+---1--""'4-1---~25 f-_--1..-'..L-<<-.:L.~>l--L...__ _'___L...__ _'___L...- ....L. ---l

GROUNDWATER

(ft) HOUR DATE
none

SAMPLE TYPE

A " Drill cuttings
S "2" 0.0. 1.38" 1.0. tube sample
U " 3" 00. 2.42" 1.0. tube sample
C ·3" 0.0. CME tube sample
NR " No Recovery
PR - Poor Recovery

LOG OF TEST BORING NO. B-1

Page 1 of 2



Contract FCD 2003C014, Work Assignment NO.2

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS NO.1

JOB NO. 4-117-001021 DATE 4/12/04
LOCATION :"':N-=-88::';9::":8:':;8-=-6"';E=-a.:.::.::~rn-=-4.:..__e__cfi__)'_<_'··\,_" _

RIG TYPE CME-95
BORING TYPE 85/8" 0.0 Hollow Stem Auger

QI

'"
c:

SURFACE ELEV.a. -QI ~
_0

>- c:~ -E 5+=<
iij f-

:> "
iii QI_~~ Ulr! DATUM AMEC" QI QI o c: c:_::=

.s= i: Ci. Ci. U', QIQI "- C C Q.I 1j~

a. li _OJ~ a. E E ;:'" o a..~ t;~QI~ QlI/l

~ fV·S ltIOJ o ~ ~ui.g -c:~~ ""II)
£3 !:~

~ 0 ltI ltI _QI OOQl '2~ REMARKS VISUAL CLASSIFICATIONOCl:::i; CL.J Ul Ul ala. o.ou ::i;ua.o :JU

25

§i§ rx SC moist CLAYEY SAND, continued

~ firm

~
SC CLAYEY SAND, considerable silt,

predominantly fine to medium grained sand,

~
moist weakly lime cemented, Stage ,", medium plasticity,

light reddish-brown

firm

30 ~ IX
S 24-37- 10

4:t

~
\

~
~35

~
S 21-41- 10

~Ul4

~ It

~
~

40 /// IX' S SO/
51/L Stopped Auger at 39'6"

Sampler refused at 40'

45

50

~ GROUNDWATER SAMPLE TYPE

PTH(ft) HOUR DATE A - Drill cUllings LOG OF TEST BORING NO. B-1
:;z S - 2" 0.0. 1.38" 1.0 tube samplenone

~
U - 3" 0.0.2.42" 1.0. tube sample

':l-
C - 3" 0.0. CME tube sample

Page 2 of 2NR - No Recovery
~ PR - Poor Recovery



Contract FCD 2003C014, Work Assignment NO.2

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No. 1

JOB NO 4-117-001021 DATE 4/12/04

LOCATION __--.-.:N..:.:8:..:8:.:9..::.8.:...;70:......;:E:...:.a=-='"=--__e__&__·_i,_:p_·, _

VISUAL CLASSIFICATIONREMARKS

RIG TYPE .:::C~M~E=--9;:.;5"-- _

BORING TYPE _~8~5::!..:/8:::..'-='O~.c!:D~.~H~ol~lo::..!.w!-S~t~e~m~A~u~g~e~r _
SURFACE ELEV. _

DATUM AMEC

In
-CIl
<:.c;
::::J "0<:
U',
;:<.0
o ~_QI
IDa.

~
>
I-

CIl QI
CiCi
E E
'" '"en (/)

o1-----t-nCTn.+---1~--=--=-_+--_I_--_+_-,-.,.,.......--I

IX I-S-+-_31_~~_--+-_---Jf-_--+-_
M
_

L
----.1

slightly moist

moderately firm

SANDY SILT, considerable calcium carbonate,
low plasticity, light brown

f-------1~ jlL-11i+U+-24-1-_+---+-8C_/C~L

5 f-------1~ 'IIIII-U+-,m.N3,~...-+----:-1..::....:...03 -l--5~----1
f------I~ lEI/Ill-C-+-_-+--_1_17---+_6_1----l

f-------1~ f-LM'r~~11~c---+----+----=6-+-------l

1---1~ 'wiIll--+-----+---+--+----l:0; ITTI}--+__+-_-+__-+-_--I

10 1----1~ 11:/1

1

1-U~31-+---+_+-----.1
f-----{ %..... /:=..L=I-C+-_--+_1_10--J1--_6_+--_---f

• % I~ 8ffi -'TTI/jjlt-+--I---4---+-----l
!-----{ % f-J',l1'?1#-::=-C+----I--:-1-:-19=---+--4:--+------.1

Lli

CLAYEY SAND TO SANDY CLAY,some silt,
trace of gravel, predominantly fine to medium
grained sand, weakly lime cemented, medium
plasticity, light brown

SILTY SAND, considerable gravel,
predominanlty fine to medium grained sand, some
calcium carbonate, low plasticity, light brown

firm

firm

slightly moist

slightly moist
8M

611826U

1-
~)'I

15f---l

IXI--S-+-9_~_11(_1--+-__+__5--+--____"

111 4

SANDY SILT, weakly to moderately lime
cemented, low to medium plasticity, light brown

firm

slightly moist
ML

5110

201------1

11/
1-

'III 11-9-

106 7

SP-SCI
sc

CLAYEY""SAN0, trace to some gravel, some silt,
moist predominantly fine to medium grained sand, some

silt, predominantly fine to medium grained sand,
firm medium plasticity, light brown

Page 1 of 2

LOG OF TEST BORING NO. B-2
SAMPLE TYPE

A - Drill cullings
S - 2" 0.0. 1.38" 1.0. lube sample
U - 3" 0.0. 242" 1.0. lube sample
C - 3" 0.0. CME tube sample
NR - No Recovery
PR - Poor Recovery

:¥: none

.YI------t---f-----j

':l-t-----t-----,f-----i
~~__----.l.__-'- ..J

25 f--_-'-_---"rx"-""_S...L.-_9_~_---'-__'___ __'_ __'_ ___J

'----A GROUNDWATER

~H(ft) HOUR DATE



LOCATION __---.:.N.:.:8:..:8~9.=..87:...::0:-..=E~4a::..=..:...::rn=--__e__&_·_t_.•._\ _
Contract FCO 2003C014, Work Assignment NO.2

JOB NO 4-117-001021 DATE 4/12/04

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No. 1

i
RIG TYPE CME-95

BORING TYPE 85/8" 0.0. Hollow Stem Auger
0.>

'"
t:

SURFACE ELEV.a.
~ '5£>. -0.>

-10'iii ... t:.r;;;
iii"u ~c~~

CIl'" DATUM AMECu Q) Q) 0" ~Q;=
u

.c E 15. Ci U, -o'E

"" a. ~'"
o a..!,1 ~2~S: 0.>'"a. Q; .~~£ ~8'

E E ~.o
oo:::cn

13" .f '" '"
o~

'" :> 05CiiE; 2.£2 REMARKS_0.> VISUAL CLASSIFICATION
Otr~ Cl...l CIl CIl £Da. O.OU ~Ua.O ::JU

25 -

t><
SP-SCI moist CLAYEY SAND, continued

::;c
firm

/7 SC CLAYEY SAND, trace to considerable gravel,

~
moist predominantly fine to medium grained sand,

medium plasticity, light reddish-brown

hard

30 ~ III
U 82

~
~
~
~

35

~ I,X
S 20-33-

bUlb'

• ~ 9

~
~
~40 IX

S 21-25-

~
bUlb'

Stopped Auger at 39'6"
Sampler refused at 41'

45

50

~GROUNDWATER SAMPLE TYPE

H(ft) HOUR DATE A - Drill cuttings LOG OF TEST BORING NO. B-2
:sz S - 2" 0.0. 1.38" 1.0. lube samplenone

~
U - 3" 0.0. 2.42" J.D. lube sample

'r
C - 3" 0.0. CME lube sample

Page 2 of 2NR - No Recovery
~ PR - Poor Recovery



pROJECT Supplemental Investigation of Transverse Cracks

NBB9861 Eame&Buckeye FRS No. 1
Contract FCO 2003C014, Work Assignment No.2

LOCATION
JOB NO 4-117-001021 DATE 4/12/04

•
RIG TYPE CME-95

BORING TYPE 85/8" 0.0. Hollow Stem Auger
eli

'"
C SURFACE ELEV.a. -'" ~

_0
>- C.r; -:c 5 Z

n; I- "0 iii
~c~¥ U)~ DATUM AMEC0 o C ~:v~E

Ql Ql U, -00;:

% It! a. a. o a..>! ~~~:s: "''''.,
1§~E

a. E E ~<O
~cn-§

;O::(/)

~5tf
~g> I1l I1l 0- '0 5 :v ~ cl!! REMARKS VISUAL CLASSIFICATION-'"ocr::< "....J U) U) coo. oau ::<uo.o ::JU

0

!X
S 4-6-8 ML Slightly moist SANDY SILT, considerable calcium carbonate,

low plasticity, light brown

moderately firm
note: occasionallense of silty sand (predominantly
fine to medium grained)

"'

U 20 note: weakly lime cemented below 2'

5 1/ I U 28
II

SM CLAYEY SAND, some silt, some to
slightly moist considerable gravel, predominantly fine to medium

grained sand, considerable calcium carbonate,

III U 25 105 6 firm medium plasticity, light brown

Iii SM SILTY SAND, predominantly fine to medium
slightly moist grained sand, weakly lime cemented, low to

medium plasticity, light grayish-brown

MLISM firm

10
II U 30 SANDY SILT TO SILTY SAND, weakly lime
II cemented, low plasticity, light grayish-brown

slighlly moist• I II Ii
U 29 96 6 firm

I I

SP-SM SAND TO SILTY SAND, trace of clay, trace of
slightly moist gravel, predominantly fine to -medium grained

IX
S 8-9- sand, some calcium carbonate, nonplastic to low

15 lL medium dense plasticity, light reddish-brown

SILTY SAND, trace of clay, predominantly fine
to medium grained sand, considerable calcium
carbonate, low plasticity, fight brown

CLAYEY SAND, trace to some sand,
predominanlly fine to medium grained sand,
medium plasticity, light reddish-brown

CLAYEY SAND, trace of gravel, trace of silt,
predominantly fine to medium grained sand,
nonplastic to low plasticity, light brown

hard

very firm

slighlly moist
to moist

slightly moist
to moist

SP-SC

SM

IXI-S-+-_9~_1~_6_- -l-----l---I----1

1----1 / / / l.--+=-1i-=-==-+-_-+__+-S=,C=--I

20 r-----J~ IXI--+--S
163--+-027- --+---+---

f----I%
///

slightly moist
15-25-

X S very dense
251-----l..-'-'-..J<:.:=.-...L--;jU--'__-'-__'--_-L -'-- ---J

ROUNDWATER

tt) HOUR DATE
none

SAMPLE TYPE

A - Drill cuttings
S - 2" 0.0. 1.38" 1.0. lube sample
U - 3" 0.0. 2.42" J.D. lube sample
C - 3" 0.0. CME lube sample
NR - No Recovery
PR - Poor Recovery

LOG OF TEST BORING NO. B-3

Page 1 of 2



Contract FCD 2003C014, Work Assignment No.2

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS NO.1

JOB NO 4-117-001021 DATE 4/12/04

LOCATION N..;..S8_9....;8_6_1_E=.4....;Bm:....::...c..;....;..__e__&__(_t_.·.··_·· _

i
RIG TYPE CME-95

BORING TYPE 8 5/S" 0.0. Hollow Stem Auger
QJ II>

c
SURFACE ELEV.a. -QJ .~

_0

iij
>- C.s: -.1: ·0 :;::;..- :::J U II>

~c~~ U)~ DATUM AMECu CIl QJ o C gQj~
.s: E 0. Q. 0·, 'O~

-Q)~ a. ;;:<0 o a.~ ~~~~ CIliiia. Qj
"'''' E E ~1I>.g

""II>
CIl c QJ 1:niS ~o '" '"

o ~ ·0 g 4i? "EJ!! REMARKS VISUAL CLASSIFICATION-QJ
0._ u.. ocr::2: O-' U) U) CDc.. 0.00 ::2: oc.. 0 ;:)0

25

IX SP-SC slightly moist CLAYEY SAND, continued

very dense

~.
SC CLAYEY SAND, predominantly fine to medium

grained sand, moderately to strongly lime

~
slightly moist cemented, Stage ,1/ to 11/+, medium plasticity, light

brown

~
hard

30 !X
S 24-36- 6

4t:l

~
~
~35

IX S 50/

~
01/2

• ~
~~~

40
r>< S 50/5"

Stopped Auger at 39'6"
Sampler refused at 40'

45

50

~ GROUNDWATER SAMPLE TYPE

H(ft) HOUR DATE A - Drill cuttings LOG OFTEST BORING NO. B-3
5l- S - 2" 0.0.1.38" 1.0. tube samplenone
~

U - 3" 0.0.2.42" 1.0. tube sample

'J.
C - 3" 0.0. CME tube sample

Page 2 of 2NR - No Recovery
¥ PR - Poor Recovery



Contract FCD 2003C014, Work Assignment NO.2

pROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No. 1

JOB NO 4-117-001021 DATE 4/12/04

LOCATION N:....:..::..88:..c9:..:8:....:4..::.3_E:::.acn.c.::....:~3=--__e__tfJ__,h_.. ·_····· _

SANDY SILT, considerable calcium carbonate,
low plasticity, light brown

VISUAL CLASSIFICATIONREMARKS

slightly moist

RIG TYPE ~C!!.M!..!::E:...:-9~5:.-- _

BORING TYPE _~8:...::5~/8::...o~'O::.:.~D:..:.... ~H~o~"o~w~S~t~e~m~A~u~g:c:e:.!..r _
SURFACE ELEV. __-=-:: _

DATUM AMEC

moderately firm

Cl>

'"
c:

Q. i:' :.2
>- -'" -1:;;; c:~ 'iii o-f- "'0

~c~~ t/)~
0 '" Q) o c: c ... ~
E Q. Q. U. ~ 8..~

'O~

Q. ;:10 ~~~~ '" '"E E ~.,;.g '='"roe> o~ '0 5 iii~ .C:~
~ 0 ro ro -'"(!}...J en en COCL O,9u :!;UCLO ::lU

IX
S 3-4-6 ML

U 15

of----+-TTTTT..-l--+-=+-=-~_+_--+_--+__~~

•

10f----I

III
U 46

slightly moist

very firm to hard

slightly moist

firm to very firm

CLAYEY SAND TO SANDY CLAY,some silt,
trace of gravel, predominantly fine to medium
grained sand, weakly to moderately lime
cemented, Stage III, medium plasticity, light
grayish-brown

CLAYEY SAND & GRAVEL, trace of silt,
predominantly fine to medium grained sand,
predominantly fine grained gravel, weakly lime
cemented, medium plasticity, light brown

,-cI .
-III

119 3

SM
slightly moist

very firm

SILTY SAND, trace of clay, trace of gravel,
predominantly fine to medium grained sand,
weakly to moderately lime cemented, medium
plasticity, light brown

1-
'III

15 f-----j
U 55 99 6

1-
III

201-----'

Uill
! S

116 4

18-18- 3
21 110 7

SP-SM
slightly moist

dense

SAND TO SILTY SAND, trace to some gravel,
predominantly fine to medium grained sand, some
calcium carbonate, nonplastic, light brown

1-
III

J,

'Sl- none

~ t----t---t-----I
"5l t-----+---I----I
~'________J.___'______'

11-15-

SAMPLE TYPE

A - Drill cuttings
S - 2" 0.0.1.38" 1.0. tube sample
U - 3" 0.0.2.42" 1.0. tube sample
C - 3" 0.0. CME tube sample
NR - No Recovery
PR - Poor Recovery

1-
III

25 IX S

~ GROUNDWATER

~H(ft) HOUR DATE

28 2

LOG OF TEST BORING NO. 8-4

Page 1 of 2



Contract FCD 2003C014, Work Assignment No.2

pROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No. 1

JOB NO 4-117-001021 DATE 4/12/04

LOCATION N...:..8.:...;8:...,:9...:..8...:..43=........:E::...;at1Jc.::..::.;=-=.;:3__._e__&__"{{_·:_·,,· _
RIG TYPE CME-95

BORING TYPE 85/8" 0.0 Hollow Stem Auger
QI

lI)
r::

SURFACE ELEV.a. -QI >. _0
>. r::~

~ -~
'0";:

iii .... :J u ~c:~~ Ulr! DATUM AMECu QI QI Or:: ~Q;=.s= :c c. c. U', "O~

-Q)~ a. ;:<0 o a..>! ~~QI~ QllI)

0. Qj IIlCl E E ~ui.g '0 5 ~.~
ClI)

~-c o~ '2~OJr:: QI 0::: ro·- ~ 0 III III _OJ REMARKS VISUAL CLASSIFICATIONQ._lL ocr~ Cl...J Ul Ul alo.. o.ou ~uo..o ::JU

25

IX SP-SM slightly moist SAND TO SILTY SAND, continued

dense

~
SC CLAYEY SAND, trace of gravel. trace of silt,

slightly moist predominantly fine to medium grained sand,

~
moderately to strongly lime cemented, Stage 111+,

hard medium plasticity, light reddish-brown

ill U 100/11"
30

~
II

~
~
~35

I:?:S S 50/5"

~
~
~
~40 IX S 18-25-

bU/o'

Stopped Auger at 39'6"
Sampler refused at 41'

45

~ GROUNDWATER SAMPLE TYPE

PTH(ft) HOUR DATE A - Drill cuttings LOG OF TEST BORING NO. 8-4
~ S - 2" 0.0.1.38" 1.0. lube samplenone

~
U - 3" 0.0.2.42" J.D. lube sample

':l.
C - 3" 0.0. CME tube sample Page 2 of 2NR - No Recovery

~ PR - Poor Recovery



Contract FCD 2003C014, Work Assignment NO.2

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS NO.1'

JOB NO 4-117-001021 DATE 4/13/04

LOCATION __.--:.N.:..:.8:.:8:..::9:....74:....1:..-=E~a::..::.:6:..:...flJ.::..3_·_e__&__'_,::·_······_·· _
AMEC

VISUAL CLASSIFICATIONREMARKS

RIG TYPE __---...:C~M~E!::..-~9~5-=------=-----~----
BORING TYPE _~8~5~/8~"~O:L.~D"-. H~ol~lo~w~S~tc=.e~m~A~u~ge::e~r _
SURFACE ELEV. _

DATUM
"'-QJ

C.s::;
:J 0
°c0',
~w
o~_QJ
coo.

QJ
C.
>.
I-

QJ QJ

C. 0..
E E
III III
(/J (/J

of---l---TTrTT'l-+--t-::+-~-=--l--___4--_+____,_,,,...._j

IXI-S-t-4_-6_-_8-t-_--I__-I-_M_L---j
slightly moist

moderately firm

SILTY SAND, predominantly fine to medium
grained sand, considerable calcium carbonate, low
plasticity, light brown

11111f-U-l-~1.:..3-+--4---1----1

CLAYEY SAND, trace of silt, weakly lime
cemented, Stage 1/+ to Ill, medium plasticity, light
grayish-brown

firm

slightly moist
SC

5 f-----l~ flL-11llf-U.f--32-+---+-_5--+----I

SM
slightly moist

firm

SILTY SAND, some gravel, predominantly fine
to medium grained sand, considerable calcium
carbonate, medium plasticity, light brown

CLAYEY SAND, trace of gravel, predominantly
fine to medium grained sand, moderately lime
cemented, Stage 1/+ to III, medium plasticity, light
reddish-brownhard

slightly moist
SC410.0~ III 11 U 100/

1------1 % Jll-11!-'1I~1=1==1.1/2'=~====~===~===~

11 U 100/9" 7

MLISM

slightly moist

SANDY SILT TO SILTY SAND, trace of clay,
moderately lime cemented, Stage 11+ to III,
nonplastic to low plasticity, light grayish-brown

lL.JI
f--I---4----f----4----.j

hard

15~---1
5

201----1

IX S 501
51/2

[X S 34-501
:> lU

6

1=

1-

SP-SC
slightly moist

very dense

SAND TO CLAYEY SAND, trace of silt, trace to
some gravel, predominantly fine to medium
grained sand, trace of calcium carbonate,
nonplastic to low plasticity, light brown

111

Page 1 of 2

LOG OF TEST BORING NO. 8-5
SAMPLE TYPE

A - Drill cuttings
S - 2" 0.0. 1.38" 1.0. tube sample
U - 3" 00. 2.42" 1.0. tube sample
C - 3" 0.0. CME lube sample
NR· No Recovery
PR - Poor Recovery

25 IX S 50/6"

~ GROUNDWATER

~H(ft) HOUR DATE
~ none
.Tf----l-----f-----I511--__-+__+-__--1

1''--__--L.__-'--__---'



Contract FCD 2003C014, Work Assignment NO.2

pROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No. 1

JOBNO 4-117-001021 DATE 4/13/04
LOCATION N~88::":9:':'7"':'4':"1"':'E=-a.:.=.:::..::.m.:...::...__e__&_.__;'_,._\ _

AMEC

VISUAL CLASSIFICATIONREMARKS

RIG TYPE :=.C.:.:.M~E~-9~5:...- _

BORING TYPE _--=::8:...::5:.:.:18::=..":...::O~..:::::D~. .:..:H=ol""lo~w~S~t""e.:..:.m.:..:A...:.:u:=..::gc::e.:-r _
SURFACE ELEV. _

DATUM
'"-Ql

C:.r:;
"'-'0c:
(j.,

~CD
o~_Ql

CllQ.

~
>.
~

Ql Qlo.a
E E
lU lUen en

25 1-----+-.,--~-+-T'T"Tl_--+---I---_+_--+=_=_"~f SP~C slightly moist SAND TO CLAYEY SAND, continued

1- very dense

SANDY SILT TO SILTY SAND, some clay,
predominantly fine to medium grained sand,
moderately lime cemented, Stage III, nonplastic to
low plasticity, light grayish-brown

hard

slightly moist

SM/ML

III

-IIIl-+--+--+--+-~
I=-
r C

LF-

301-----; IXf-S--j-25_80_-,36_4,_-I------+---+-----l

1-

~jll

351------1
IX S 50/4"

1-
III

1-
III

SP-SC
slightly moist

to moist

very dense

SAND TO CLAYEY SAND, trace of gravel,
predominantly fine to medium grained sand,
nonplastic to low plasticity, light reddish-brown

40 t-=:=i_~Y~S:E4~5~-:t==:t==t==t-----t-st0'DD'i~Uci'e'r"8t39'6"------_ir= Stopped Auger at 39'6"
Sampler refused at 40'3"

451---~-;

8-5

Page 2 of 2

LOG OF TEST BORING NO.
SAMPLE TYPE

A - Drill cuttings
S - 2" 0.0. 1.38" 1.0. tube sample
U - 3" 0.0.2.42" 1.0. tube sample
C - 3" 0.0. CME tube sample
NR - No Recovery
PR - Poor Recovery

50 !--_--'-__-'---L.---'-__-'---_----'__--L.__-'- -'--- ---l

~ GROUNDWATER

"TH(ft) HOUR DATE
~ none
~
~ t-----t----t----j

.l':L.-__-J-_--''--__---'



Contract FCD 2003C014, Work Assignment NO.2

pROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS NO.1

JOB NO 4-117-001021 DATE 4/13/04
LOCATION __---:.N.:..:8:.:8:.::9.:.;72::..:0=-=E~a::.=.:.....:rn_=___e__cfJ__\_c_"\· ~

•
RIG TYPE CME-95

BORING TYPE 85/8" 0.0. Hollow Stem Auger
III UJ

C
SURFACE ELEV.a. -CIl ~

_0
>- C.s:; -.s:; '0:'=

iij f- ::> () iii
~c~~ C/)~ DATUM AMEC() CIl III Oc aiiV~ "C~

.<: 0:: .E C. C. U',
Cl a..2 ~~~~ CIlUJa. ~<O0. 1;; ~ ,*."S roo> E E ~ui.g og~~

-=:1/)
o~ "El!! REMARKSCIl CIl ~ 0 ro ro _CIl VISUAL CLASSIFICATIONoSu. ClO:~ C!l..J C/) C/) CJa. Cl-OU ~Ua.Cl :::IU

0

IX
S 4-9- SM slightly moist SILTY SAND, trace of gravel, predominantly

11 fine to medium grained sand, considerable calcium

moderately firm carbonate, nonplastic to low plasticity, light brown

to firm
note: weakly lime cemented below 4' (Stage /1+ to

IIII
U 13 117 2

/II)

I

IX
S 9-14-

5 18

IX
S 9-12-

1~

11\ II U 40
10 II II ML SANDY SILT, weakly lime cemented, Stage /1+

slightly moist to /II, low plasticity, light grayish-brown

very firm

I

IX
S 15-22-

25

II :1

U 64
15

I I
SP-SM SAND TO SILTY SAND, trace of clay, trace of

slightly moist gravel, predominantly fine to medium grained

III
U 41 sand, weakly lime cemented, nonplastic to low

dense plasticity, light brown

note: clav increases with deoth

~
SC CLAYEY SAND, trace of gravel, trace of silt,

20 IX
S 20-30- slightly moist predominantly fine to medium grained sand,

~
00/6' medium plasticity, light reddish-brown

hard

~'l//
SP-SC SAND TO CLAYEY SAND,trace of gravel, trace

slightly moist of silt, predominantly fine to medium grained sand,

17-19- to moist nonplastic to low plasticity, light reddish-brown

25
rxs 38 very dense

• GROUNDWATER SAMPLE TYPE

H(ft) HOUR DATE A - Drill cuttings LOG OF TEST BORING NO. 8-6
SZ none S - 2" 0.0.1.38" 1.0. tube sample

~
U - 3" 0.0. 2.42" 1.0. tube sample

:1.
C ·3" 0.0. CME tube sample

Page 1 of 2NR - No Recovery
~ PR - Poor Recovery



Contract FCD 2003C014, Work Assignment No 2

PROJECT Supplementallnvesligalion of Transverse Cracks
Buckeye FRS No. 1

JOB NO. 4-117-001021 DATE 4/13/04
LOCATlON __--'N..;..8:..;8;,.,:9..;..72::..0::.-::E:..;4.=..a::....:....c4....:.rne__&__·_"'_\ _

•
RIG TYPE CME-95
BORING TYPE 85/8" 0.0. Hollow Stem Auger

Ql
III

c: SURFACE ELEV.a.
cQl >- _0

>-
~ -~

'o~
Iii I- :::l~

Ql_~:g U>\'l DATUM AMEC0 Ql Ql o g
~a;=

.s:: :c a. a. U', B~~~
"O~

=~~ a. ;:<0 o a..~ Ql III

0- 0; Ole> E E ?:,.D 'B§ t~
;;:(1)

c3s.f C (Q.- ~ 0 Ol Ol o ~ III :::l '2.!!! REMARKS VISUAL CLASSIFICATION_Ql
ocr:; G....J U> U> IDa. ODU :;ua.O ::>u

25 rx SP-SC slightly moist SAND TO CLAYEY SAND, continued
to moist

very dense

/// SC CLAYEY SAND, trace of gravel, some silt,

~
slightly moist predominantly fine to medium grained sand,

moderately lime cemented, Stage 11+, medium

30 III U 100/6" hard plasticity, light reddish-brown

~
~
~
~35

!2:';; S 50/5"

~ •

~
~~40 [X S 38-

oU/o'

Stopped Auger at 39'6"
Sampler refused at 40'5"

45

I

50

ROUNOWATER SAMPLE TYPE
0 (ft) HOUR DATE A - Drill cuttings LOG OF TEST BORING NO. B-6

z S - 2" 0.0.1.38" 1.0. tube samplenone
~ U - 3" 0.0.2.42" 1.0. tube sample
, C - 3" 0.0. CME tube sample

Page 2 of 2NR - No Recovery, PR • Poor Recovery



Contract FCD 2003C014, Work Assignment No.2

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No. 1

JOB NO 4-117-001021 DATE 4/13/04
LOCATION __--....:N..:;8;:.:8:.::9..:;70::.;3::.....::E:...;4.=.a=.=:.::ffl_---'._e__cfJ__·_i ,_....•• ·_'__--'-

AMEC

SILTY SAND, trace of gravel, predominantly
fine to meduim grained sand, considerable calcium
carbonate, low plasticity, light brown

VISUAL CLASSIFICATION

slightly moist
to moist

REMARKS

RIG TYPE C~M~E...::-9~5:.........---=---:--------_
BORING TYPE _--=8~5::.:;/8=-'...:'O::.;.~D:.:... ~Hc:::0:.:.:llo::.:w~St=.=e:.:.:m~A~u~g~e::..r _
SURFACE ELEV. _

DATUM

U>
-Q)
C:.c
"u0c:
U""'j
3: 10
o~
-Q)
(llQ.

lI!
Q.
>
l-

ll! lI!
Cia.
E E
ro ro
(J) (J)

tii

".E
Q.
roc>
- 00-,

i

IXl--
S

+-
5
_-_

4
-_
4
-+-__+-_-1-_----l

moderately firm
to firm

51-----\ III u
42

SM
slightly moist

very firm

SILTY SAND, trace of gravel, predominantly
fine to medium grained sand, weakly to moderately
lime cemented, Stage 11+ to III, low plasticity, light
brownish-gray

56

ML
slightly moist

SANDY SILT, weakly lime cemented, Stage 11+,
low plasticity, light grayish-brown

very firm

101----{

SM

'Xf-S--+-_7,_-:£8_--+-__+--_--+_---{
slightly moist

firm

SILTY SAND, trace of clay, trace of gravel,
predominantly fine to medium grained sand,
weakly lime cemented, low plasticity, light brown

III I: U
35

ML
slightly moist

firm

SANDY SILT, weakly lim~ cemented, Stage 11+,
low plasticity, light grayiSh-brown

CLAYEY SAND, predominantly medium to fine
grained sand, weakly lime cemented, medium
plasticity, light grayish-brown

SILTY CLAY, trace of sand, weakly lime
cemented, Stage III, low to medium plasticity, light
grayish-brown

SAND TO CLAYEY SAND, trace of gravel, trace
of silt, some calcium carbonate, nonplastic to low
plasticity, light reddish-brown

firm

hard

dense

slightly moist

slightly moist

slightly moist
to moist

SC

SP-SC

1//
1--

r*! C 1;3
1\ / S 14-14-

15 f-----1~ 1"-11Uj-1:U+---28--+-1_13--+--4--+------J

~ III! :Jlf--+-
U

----=-==-92-+----I----+----i

CL

201-----\

J,
~'- C

CLAYEY SAND, trace of silt, predominantly fine
to medium grained sand, weakly lime cemented,
Stage 1+, medium plasticity, light brown

LOG OF TEST BORING NO. 8-7

Page 1 of 2

slightly moist

very firm

SAMPLE TYPE

A - Drill cuttings
S - 2" 0.0. 1.38" 1.0. tube sample
U - 3" 0.0.2.42" 1.0. tube sample
C - 3" 0.0. CME tube sample
NR • No Recovery
PR - Poor Recovery

/ '/ U~ SC
1----1 % .il//'II---+-,1=7---::1="9.-+---+--+---'----1

25 / IX S 21

~ GROUNDWATER

~H(ft) HOUR DATE
~ none

-Y'51-1-----+--1------1

.l!. '------'---'-----'



PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No. 1
Contract FCD 2003C014, Work Assignment NO.2

JOB NO. 4-117-001 021 DATE 4/13/04
LOCATION __~N":":8:":8~9':"70::":3=-=E:...:.a~::'::8:.:rn"::'8__e__&__":_/_<> _

RIG TYPE C~M,=E~-9,,=5~-:--_---=- _

BORING TYPE _---=:8-=5:.:..;/8=.-"-'0::..;..=D.;... .:...:H.=::ol::..::lo:.-'.w:...;S~t~e~m!..!.A~u~g~e~r _
SURFACE ELEV. _-:-:-::=-: _

DATUM AMEC
~
~., .,

Q.a.
E E.
'" '"Cf) Cf)

'"-.,
c-'=
:::l<.>
o cU,
~tD
o~-.,mc..

CL

REMARKS

slightly moist

very firm to hard

slightly moist

hard

VISUAL CLASSIFICATION

CLAYEY SAND, continued

SANDY CLAY, some silt, weakly lime cemented,
Stage 1+, medium plasticity, light brown

f-----l~ ITT"jlj--+-_-+-_-+-_-+-_SC---j

% ~S 501
35~===~ 0;./.../. ~lli C 51/2"

f-----.4~ ~~ I~~
f------4 ~lllit--f--+----t----+----I

f------4~ ~:::::;Tt_C_+___+__+____+_____1
%.. ··.I~f-----l % .'ITIIII-+-+-+--+--------1

40 I------l (///..... ~~::<::,,-,,-=t-A'-+--4747"_-+---+---4----lYo v ....'- bU/o'

slightly moist

hard

CLAYEY SAND, some gravel, predominantly
fine to medium grained sand, medium plasticity,
light brown

Stopped Auger at 39'6"
Sampler refused at 40'5"

451---.-<

8-7

Page 2 of 2

LOG OF TEST BORING NO.
SAMPLE TYPE

A - Drill cuttings
S - 2" 0.0. 1.38" 1.0. tube sample
U - 3" 0.0.2.42" 1.0. tube sample
C • 3" 0.0. CME tube sample
N R • No Recovery
PR - Poor Recovery

50 r---_..J..-_----l-----l-.l.-_....L-_-l-_-L_--.L ....L- ..J

~ GROUNDWATER

~H(ft) HOUR DATE
~ none

~t----+--+--------1
'51-1-__-+__1-__-..1
l:<--__---'--_-L.-__---J



Contract FCD 2003C014, Work Assignment NO.2

pROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS NO.1

JOB NO 4-117-001021 DATE 4/13/04
LOCATION ;,..:N.:;:.88::..;9:..;6:.,:9..=2...;E=.acn..:.::...:::..:..::..::...5__e__&__·_<_i_·, _

RIG TYPE C=M~E~-9~5~ _

BORING TYPE _--.::8::...:5~/.:::8_" .:::0-,-=.D::..:.~H.:..:o~I/!.=o~w-.:S:::.:t.:::e:..:.m:....:A~u::..:g;e,e:.!..r _
SURFACE ELEV. ---' _

DATUM AMEC
8-
>.
f-

a> a>
Q. Q.
E E
<1l <1l
III III

If)
-a>
C.t:

'" "°cU',
;:<0o ~
- a>
CIlll.

>.

""If)
~Q;=::
00..2
"- . .0
,-In '"o8u REMARKS

slightly moist

firm to very firm

VISUAL CLASSIFICATION

SANDY CLAY TO CLAYEY SANDjsome silt,
trace of gravel, considerable calcium carbonate,
medium plasticity, light brown

note: weakly lime cemented (Stage 1/+ to III)
below 4'

10 f------J~ l"-1"-+-U-+-_3_2-+-_~I--_-+-_S_C---l

f------J~
slightly moist

firm

CLAYEY SAND, trace of gravel, some silt,
weakly lime cemented, medium plasticity, light
reddish-brown

ML
II U 36

SANDY SILT, trace of gravel, weakly lime
cemented, Stage 11+, low plasticity, light brown

II slightly moist

firm to hard

151---.., XI-S-+-1_6~_~~~_6--+-__!___-+-_---l

201---1

IV S 11-16-

1/\ 2U

IV S 22-26-

1/\ 27

SP-SCI

hf--_-+__+ __+--_:::i_L;~ slightly moist
SAND TO CLAYEY SAND, trace of gravel, trace
of silt, predominantly fine to medium grained sand,
nonplastic to low plasticity, light reddish-brown

very dense
24-26-

251--_-..l----'-'---"IX~_S..J..__;jU~__'___--l..-_---I. L- __.J

GROUNDWATER

8-8

Page 1 of 2

LOG OF TEST BORING NO.
SAMPLE TYPE

A - Drill cuttings
S· 2" 0.0.1.38" I.D. tube sample
U - 3" 0.0. 2.42" 1.0. tube sample
C - 3" O. D. CME tube sample
NR - No Recovery
PR • Poor Recovery

TH(ft) HOUR DATE
noneQ

~t-----+--+-----I

Slt-----+-__+-__-..1

~ '---__-'--_...J...-__-..l



Contract FCD 2003C014, Work Assignment NO.2

PROJECT Supplemental Investigation of Transverse Cracks
Buckeye FRS No 1

JOBNO 4-117-001021 DATE 4/13/04
LOCATION __---'N..:..;8;;...:8:..::9.::.6.:..:92=-=E:..:.4am~:..:;.::.'e__&__v_<'_'_'_' _

•
RIG TYPE CME-95
BORING TYPE 85/8" 0.0. Hollow Stem Auger

<I> til
c SURFACE ELEV.a. -<I> Z:'

_0
>- C,e

<I>_~:§
·0 :=

Oi I- ::> 0 '(ij
C/)rl DATUM AMEC0 Q) Q) o C c .... =i: Q. Ci U', c3 8..~

~cccv '0';:
.c

"" ~~~~ Q) til

C. 4i ~~.~
a. E E ;;:<0

~'"roo> <:-.0
c3£~

~o ro ro o ~ til ::> ·0 5 ~ ~ c.!2 REMARKS VISUAL CLASSIFICATION-Q)

00:::2 (!)..J C/) C/) con. O:QU :2un.O ::JU

25

X SP-SCI slightly moist SAND TO CLAYEY SAND, continued
::;l,;

very dense

~
SC CLAYEY SAND, some silt, predominantly fine to

slightly moist medium grained sand, weakly to moderately lime

~
cemented, Stage 11+, medium plasticity, light brown

30 III
U 87 hard

~
~
~35 ~ S 50/5"

~• ~
~

~
~

40
X S 5015"

Stopped Auger at 39'6"
Sampler refused at 39'11"

45

50

ROUNOWATER SAMPLE TYPE
0 (tt) HOUR DATE A - Drill cullings LOG OF TEST BORING NO. B-8., S - 2" 0.0.1.38" 1.0. tube sampleL none

~ U- 3" 0.0. 2.42" 1.0. tube sample

• C - 3" O. O. CME tube sample
Page 2 of 2NR- No Recovery, PR - Poor Recovery
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APPENDIX E

EXCAVATIONS OF UPSTREAM SLOPE
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Notes for Figure E-1

Zone 1

1.. Crack aperture is -~ to 1/8" wide. Photos Note1_1 and Note1_2.
2. Crack aperture is - 0;2" wide. Photos Note2_1 and Note2_2.
3.. Crack aperture is 0.2 to 0.4" wide. Photos Note3_1 and Note3_2.
4. Filled crack up to 8" wide. Photos Note4_1and Note4_2.

Zone 2

5. Crack aperture is 0.05to 0:2" wide. Photos Note5_1 and Note5_2.
S. Crack aperture is 0.05 to 0.2" wide. Photos NoteS_1 and NoteS_2.
7. Filled crack up to 8" wide. Photo Note7_1.
8. Filled crack up to 12" wide. Photos Note8....1 and Note8_2.

"Zone3

.. .

9..Cracks are not organized and continuous (before additional cleaning). Photo
. Note9_1.

Zorie1

1d. Open crack with 0.3 to 2" a'perture. Photo Note10-,-1.
11. Open crackwith 0.4" aperture. Photo Note11_1.
12. Open crack with 02 to 0.5" aperture. Photo Note 12_1. .
13. Partially filled crack and filled zone 4 toS" wide. Photo Note13_1.
14. Open crack with 0.2" aperture. Photo Note14_1. . .
15. Open crack with 0.3" aperture. Photo Note15_1 .

. 16. Partially filled crack with 0.2 to 0.4" aperture. Photo Note1S_1.
17. Filled track 2 to 4" wide. Photo Note17_1.
18. - parallel filled cracks 2 to 3 inches wide. Photo Note18_1.
19. - parallel filled cracks 2 to 4" wide. Photo Note19_1.
20.' Filled crack 3 to 4" wide. Photo Note20_1.

Zone 2

. 21. Open cracks with 0.03 to 0.2" aperture. Photo Note21_1.
22. Partially filled crack with - 0.2" aperture. Photo Note22_1.
23. Partially filled crack with upto 0.1"aperture. Photo Note23_1.
24. Open crack with 0.2 to 0.5" aperture. Photo Note24_1.
25. Partially filled to filled crack up to 3" wide. PhotoNote25_1.
2S.Filled crack 2 to S" wide. Photo Note2S_1.
27. Filled crack 2 to 3" wide. Photo Note27_1.
28. Filled crack 2 to 12" wide. Photo Note28_1.

Zone 3

29; Photo Note29_1.
30. Photo Note30_1 ..
31. Photo Note31_1.
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•

arne
32. Photo Note32_1.
33. Photo Note33_1 .
34. Photo Note34_1.
35.Photo Note35_1.
36. FiUed crack 0.6 to 2.0" wide. Photo Note36_1.
37. Partially filled crack 0.2 to 1.0" wide. Photo Note37_1.
38. Open crack with 0.1 to 0.5" aperture. Photo Note38_1 .

.39. Open cracks 0.1 to 0.2" aperture. Photo Note39_1 .
. 40. Filled crack (left) up to 12" wide and partially filled crack (right) with up to 2.0"

.. aperture. Photo Note40_1.
41. Partially filled crack up to 1.5" Wide. Photo Note41_1 .

. Note: the use of pressurized air for surficial cleaning may result in overestimation of the
above measured apertures;· .
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c1B14-117-OO1021 Bucke e FRS No. 11CadlZn.1 2 3 -Vert Hor Views.
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004 Pro'ectsI4-117-001021 Bucke e FRS NO.1ICadINorth-South Wall Vert-Hor-Views.dw
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720+65
I

720+70
I

720+75
I

720+80
I

720+85
I

4 -

3 -

I='
w
w
!::- 2
:I:
f-a.
W
o

1 -

o -

~

'l,

.-----rB

...., . ........ ········v·····.···

\ J
,

SCALE: HORIZONTAL - 1" =5', VERTICAL - 1" =l'
~ TO MAP VIEW

720+70
I

MAPVIEW1F

720+75
I

720+80
I

720+85
I .TO VERTICAL VIEWt

38R - _ , , _.., _ " ,. , .

8 PHOTO

§ BULK SAMPLE LOCATION

SMALL CRACK <1/16" OPEN, NO PHOTO

SMALL PARTIALLY FILLED TO FILLED
CRACK TYP. -0.05" WIDE UP TO 0,2",
NO PHOTO

TO VERTICAL VIEW FIGURE E-G

58R - , , -'. , , , , 1., ..

53R - -----+-.

KEY

DISTINCT CRACK

LIMIT OF DEEPER
EXCAVATION OR SPOILS PILE.

FILLED CRACK

"mGi
I C

01~

(J)
c:

() \J
0 \J
Z ....,m-t g
~ m
() Z
-t ~ Z
"T1 .... m
() z »0
"'tp< ;;0

gc~ <
""()-t m();o;- ;;0°mG)
~-<> -l
·./:a.m::i (')
~"T10 »N;oZ
;o(J)O ro
;o;Z"T1 <Z
>o-t iTi m
~:..~ ~-"- zG) (J) Qo
Z <

~3!: m
m ;0 »Z (J)

-t m "'tl
Z () <
() ~ iii
'" () :;E;0;

(J)

en 0 0 0 c....
0 »

~
m 0» -l en III,.... fl:1

~ Gi zfl:1
~ 9 43R -

» m GJ i'\ .".
(/) ;:::;

~
(") ~

.~en 0 " .....
0 ---l:I: ..". b "-0

~
~
0
N
~

\ ~
48R --



P ctsl4-117-o01021 Bucke e FRS No.1 ICadIMore - Vert Hor Views.
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o - DAM CREST ZONE 2
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VIEW (FACING WEST) OF LONGITUDINAL TRENCH. VIEW OF CRACK IN DOWNSTREAM WALL IN ZONE 2. THE
DEPTH IS ABOUT 5-FEET BELOW THE CREST OF THE DAM

VIEW OF CRACK IN UPSTREAM WALL IN ZONE 3. THE
DEPTH IS ABOUT 7-FEET BELOW THE CREST OF THE DAM

SELECT PHOTOGRAPHS OF LONGITUDINAL TRENCH
JOB NO. 4-117-001021

DESIGN: REW

DRAWN: GWH

DATE: 6/2004

~ I SCALE: NT.S.

SUPPLEMENTAL INVESTIGATION OF TRANSVERSE CRACKS
BUCKEYE FRS NO.1

CONTRACT FCD 2003C014, WORK ASSIGNMENT NO.2
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VIEW OF TRENCH BOTTOM (UPSTREAM WALL AT TOP OF PHOTO) AT ZONE 3. NOTE LARGE
LONGITUDINAL CRACK AND INTERSECTING TRANSVERSE CRACKS.

VIEW OF LONGITUDINAL CRACK IN VICINITY OF STATION 721+20 (UPSTREAM WALL IS
AT TOP OF PHOTO). NOTE INTERSECTING TRANSVERSE CRACKS.

CLOSE-UP VIEW OF LONGITUDINAL CRACK IN THE VICINITY OF ZONE 1.

JOB NO. 4-117-001021

SELECT PHOTOGRAPHS OF LONGITUDINAL TRENCHDESIGN: REW

DRAWN: GWH

DATE: 6/2004

SCALE: N.T.S.

SUPPLEMENTAL INVESTIGATION OF TRANSVERSE CRACKS
BUCKEYE FRS NO.1
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APPENDIX G

EXCAVATION BACKFILL & DAM REPAIR



DOWNSTREAM

..~
FIGURE

<ft.'1V
StO,.()~

TOP OF' DAM

FILTER MATERIAL-A

AS BUILT OF EMBANKMENT REPAIR

, '.' BUCKEYE FRS NO, 1 .
SUPPLEMENTAL INVESTIGATION OF TRANSVERSE CRACKS

CONTRACT FCD 2003C014 - WORK ASSIGNMENT NO.2

FILTER MATERIAL - B

COMPACTED
EMBANKMENT
MATERIAL

FILTER MATERIAL A FILTER MATERIAL B ..

SIEVE SIZE % PASSING. SIEVE SIZE % PASSING

1 IN. 100 11N. 100
3/4 IN. 100 3/4 IN. 100
1/2 IN. 100 1/2 IN. 100
3/8 IN. 99 3/8 IN. 100
1/4 IN. 89 1/4 IN. 100

#4 81 #4 98
#8 62 #8 82
#10 58 #10 78
#16 47 #16 66
#30 28 #30 45
#40 16 #40 31
#50 10 #50 21
#100 4 #100 8
#200 1.6 #200 2.4

JOB NO. 4-117-001021
•••••••••• ~ H'•••••••~......... • •••••••••••••••••••••••••••••••• H ...

DESIGN: . BSP

NOTE: FILTER MATERIAL A WAS PLACED DRY AND UNCOMPACTED.
.FILTER MATERIAL B WAS PLACED MOIST AND UNCOMPACTED.

NOTE: THE EMBANKMENT SOIL IS COMPACTED TO A MINIMUM OF 95 PERCENT
OF THE ASTM 0698 MAXIMUM DRY DENSITY, VVITH THE MOISTURE CONTENTAS
CLOSE AS POSSIBLETO OPTIMUM MOISTURE CONTENT, BUT WITHIN THE RANGE
OF 1 PERCENT ABOVE T03 PERCENT BELOW OPTIMUM MOISTURE CONTENT.

DRA\II"t.I: GWH

DATE: . 6/2004
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Sup.ental Investigation of Cracks
Buckeye FRS NO.1
Contract FCD 2003C014, Work Assianment NO.2

Fi9.G-2
Proposed Filter Design

AMEC Job No. 4-11.1021
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Grain Size (mm)
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sup.ental Investigation of Cracks
Buckeye FRS NO.1
Contract FCD 2003C014, Work Assianment No.2

Fi9.G-3
Filter Material B

AMEC Job No. 4-11101021
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VIEW OF AGGREGATE BACKFILL OF THE LONGITUDINAL TRENCH.

VIEW OF EMBANKMENT REPAIR. VIEW OF CONFIRMATION FIELD DENSITY TESTING OF EMBANKMENT REPAIR.

SELECT PHOTOGRAPHS OF EMBANKMENT REPAIR
JOB NO. 4-117-001021

DESIGN: REW

DRAWN: GWH

DATE: 6/2004

~ I SCALE: NT.S.
(;

SUPPLEMENTAL INVESTIGATION OF TRANSVERSE CRACKS
BUCKEYE FRS NO.1

CONTRACT FCD 2003C014, WORK ASSIGNMENT NO.2
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_ECIAL INSPECTION I DAILY PROGRESS REPORT

JSERVICES SCHEDULED I
1Project Number

Project Name

Project Location

4·117·001021 Report No.

Buckeye FRS No.1 Date: 05/12/04 Time: 9:00am
-=-~:..::..:!...:...;,..;..;;:.....;,.;:...:;.:,....:...-_----------- -----
Parallel to WB 1-10, West of Exit 109

Services Requested ..;T:...:.r..:.e.:..:.n..:.ch:..:....::B:.,:a:.,:c..:..:kf.:..:.i.:..:.II By:

ISERVICES PERFORMEDI

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests - Concr, volume AC placement (tons) # of grout prisms
Nuclear tests Sets of cyl. Nuclear tests # of mortar specimens-
Spec.lnsp 2.- # of cylinders # of samples # of masonry prisms

Testing Only # of cores # of cores Special Inspection

Footing Insp
-

Spec. Insp. Observation & testing Testing only-
Caisson Insp. - Testing only Testing only Sample pickup

Sample pickup Monitor slump Other- Sample pickup

SPECIFICATIONS;

.UCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

No compaction specifications. Material to be placed carefully to avoid segregation.

Longitudinal central test trench in dam.

Filter material.

Observed backfill of central trench with filter material. After material was placed it was
remixed by backhoe operator to prevent segregation.

Trench was filled to 3.5' below top of crest.

•AMEC Representative: Brian Banks



WCIAL INSPECTION I DAILY PROGRESS REPORT

ISERVICES SCHEDULED I
Project Number

Project Name

Project Location

4·117·001021 Report No. 2

Buckeye FRS No.1 Date: 05/13/04 Time: 6:30am
~:":":":..:L':-':"';":':;"";';'':'':''''';'''-'____________ _......;..;..;.,;;;,;,,;,,;._

Parallel to WB 1·10, West of Exit 109

Services Requested ..:T..:.re::.;n..:.c:.:h~B.::a..:.ck..:.f..:.il..:.I --"- By:

ISERVICES PERFORMED~

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests - Caner. volume AC placement (tons) # of grout prisms
Nuclear tests Sets of cyl. Nuclear tests # of mortar specimens

Spec.lnsp - # of cylinders # of samples # of masonry prismsx
Testing Only - # of cores # of cores Special Inspection

Footing Insp
-

Spec. Insp. Observation & testing Testing only
Caisson Insp. - Testing only Testing only Sample pickup

Sample pickup - Monitor slump Other- Sample pickup

SPECIFICATIONS;

.UCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

.CRepresentative:

No compaction specifications. Material to be placed carefully to avoid segregation.

Longitudinal central test trench in dam.

Filter material.

Project delayed due to damage (theft & vandalism) to loader and backhoe.
Crew began working at approximately 9:30am. Cleared area for future stockpile of filter
material. Cleaned up crest excavation and stockpiled filter material at crest excavation.

Brian Banks



WCIAL INSPECTION I CAlLY PROGRESS REPORT

ISERVICES SCHEDULED I
3Project Number

Project Name

Project Location

4-117-001021 Report No.

Buckeye FRS No.1 Date: 05/17/04 Time: 7:00am
--~---------------- -....:...;,.;:.;:.,;;;,;,;,;.-

Parallel to WB 1-10, West of Exit 109

Services Requested Trench Backfill By:
....;..;.....;.;...;.;,..;;....;,.....;..;.;.;.:....-------------

~SERVICESPERFORMEDI

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests - Caner, volume AC placement (tons) # of grout prisms
Nuclear tests - Sets of cyl. Nuclear tests # of mortar specimens
Spec.lnsp 2..- # of cylinders # of samples # of masonry prisms
Testing Only - # of cores # of cores Special Inspection
Footing Insp - Spec. Insp. Observation & testing Testing only
Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup Monitor slump Other- Sample pickup

SPECIFICATIONS;

.UCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

•

Stockpile dam excavation spoils; moisture specification -3 to +1 percent of optimum
moisture content.

Backfill material for crest of slope.

Filter material.

Monitored delivery of filter materials from Mesa Sun Plant aggregate. Three end
dumps, operated by Double A Transport, delivered 292 tons of washed concrete sand
(290 tons ordered) to site. A total of 12 loads (see attached tickets).

American Fence arrived on site to pick up 8 panels contracted by county. Panels not on
site. Called Ken Furgeson (AMEC) to investigate if GSI picked up panels by mistake.

Crew of 3 processing stockpile with moisture for backfill of crest of slope.

American Fence arrived on site to pick up 8 panels contracted by county. Panels not on
site. Called Ken Furgeson (AMEC) to investigate if GSi picked up panels by mistake.

AMEC Representative: Brian Banks



WCIAL INSPECTION I CAlLY PROGRESS REPORT

ISERVICES SCHEDULED I
44-117-001021 Report No.

Buckeye FRS No.1 Date: 05/18/04 Time: 6:30am
~_...-.<._---------------- _....:..:..:...:.:::.:.;.;.-
Parallel to WB 1-10, West of Exit 109

Project Number

Project Name

Project Location

Services Requested Observation and Testing By: Brett Howey, P.E.

ISERVICES PERFORMEDI

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests

a-
Concr, volume AC placement (tons) # of grout prisms

Nuclear tests Sets of cyl. Nuclear tests # of mortar specimens-
# of cylinders # of samples # of masonry prismsSpec.lnsp -

Testing Only # of cores # of cores Special Inspection
Footing Insp - Spec. Insp. Observation & testing Testing only-Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup Monitor slump Other- Sample pickup

SPECIFICATIONS; 95% minimum compaction with -3 to +1 percent of optimum moisture content.

aCTURE: Backfill material for crest of slope.

PRODUCT: Embankment soils, Curve P2 - 118.9 pcf at 11.5% moisture.

SCOPE: Material from dam excavation spoils was processed and placed in 6" lifts as backfill of
crest of slope from elevation of 3.5' to 0.0' below top of crest.

Material was placed and rolled with Cat 950G loader and Motor Grader 140G.

Performed 8 nuclear density tests.

RESULTS: Tests indicated passing results.

NOTIFICATION:

Notes/Comments:

•AMEC Representative: Brian Banks



~et
~tion

Buckeye FRS No.1
Parallel to WB 1-10, West of Exit 109

Job Number
Date
Report Number

4-117-001021
05/18/04
4

DENSITY OF SOIL IN PLACE BY THE SAND CONE METHOD (ASTM 01556, AAHSTO T217 & T224)
DENSITY OF SOIL IN PLACE BY THE NUCLEAR METHOD (ASTM 02922 & 03017)

CURVES: DENS MOIST
DESCRIPTION: (pef) (%)

P2 Embankment Soils 118.9 11.5

S 0 CONE TESTS:

st
# t--------L:-o-c-a~t:-io-n-------i

Q,l

t
=u

Top of CrestDEPTH OF REFERENCE POINT:

it ....
e ....

~ ~ ~
= =,.-.. ....

~ .9 13:§NUCLEAR TESTS: = ~ 'r;; l.
~ .9 = cc =,.-.. = ... ... Q,l

'-' e .~
(,l ,.-.. loo (,l ..... .... QoI Col ~~ ~~

.- = loo= = ,:( Q c.. .- = .- = ~ .- e = Co =Q .. Col .... '-' 0'-' >< Q,l

B:E e'-' g'e uTest ~ 0
~ =Q

~ l:l:: loo :E 0 l:l:: 0

# Location Q U U

1 Slope Crest Sta. 720+75 05/18/04 -2.5' 14 122.7 9.2 123.1 8.1 100 95 P2
2 Slope Crest Sta. 721 +36 " -2.5' 16 120.8 9.5 123.7 8.1 98 95 P2
3 Slope Crest Sta. 720+88 " -1.5' 22 124.5 8.1 125.5 6.5 99 95 P2
4 Slope Crest Sta. 721 +50 " -1.5' 17 120.0 9.7 124.0 8.2 97 95 P2
5 Slope Crest Sta. 720+55 " -0.5' 25 125.3 9.3 126.4 7.2 99 95 P2
6 Slope Crest Sta. 721 +07 " -0.5' 20 125.8 8.1 124.9 6.7 100+ 95 P2
7 Slope Crest Sta. 720+82 " -0.0' 25 123.4 9.9 126.4 7.7 98 95 P2
8 Slope Crest Sta. 721 +40 " -0.0' 19 121.2 10.2 124.6 8.5 97 95 P2

~

*



·ECIAL INSPECTION I DAILY PROGRESS REPORT

ISERVICES SCHEDULED I
5Project Number

Project Name

Project Location

4-117-001021 Report No.

Buckeye FRS No.1 Date: 05/19/04 Time: 7:00am----"------------------ -----
Parallel to WB 1·10, West of Exit 109

Services Requested Observation By:--------------------
ISERVICES PERFORMED(

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests - Concr, volume AC placement (tons) # of grout prisms
Nuclear tests Sets ofcyl. Nuclear tests # of mortar specimens-Spec.lnsp - # of cylinders # of samples # of masonry prisms
Testing Only # of cores # of cores Special Inspection-Footing Insp - Spec. Insp. Observation & testing Testing only
Caisson Insp. Testing only Testing only Sample pickup

Sample pickup - Monitor slump Other- Sample pickup

SPECIFICATIONS;

aCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

•

95% minimum compaction with -3 to +1 percent of optimum moisture content.

Backfill material for crest of slope.

Filter material.

Crew excavated trench in backfill of crest through to filter material in longitudinal trench
for the length of that trench. Filter material was extended up through crest to 1.0' below
finished grade. A 1.0' cap of soil (stockpile of material from dam excavation) was placed
in trench for final 1.0' below finished grade.

AMEC Representative: Brian Banks



·CIAL INSPECTION I DAILY PROGRESS REPORT

ISERVICES SCHEDULED I
6Project Number

Project Name

Project Location

4-117-001021 Report No.

Buckeye FRS No.1 Date: OS/20/04 Time: 7:00am__--L._________________ _....;.... _
Parallel to WB 1-10, West of Exit 109

Services Requested Observation & Testing

ISERVICES PERFORMEDI

By: Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests

-:t
Caner, volume AC placement (tons) # of grout prisms

Nuclear tests Sets of cyl. Nuclear tests # of mortar specimens-Spec.lnsp - # of cylinders # of samples # of masonry prisms
Testing Only # of cores # of cores Special Inspection

Footing Insp - Spec. Insp. Observation & testing Testing only
Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup - Monitor slump Other- Sample pickup

SPECIFICATIONS;

aCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

•

95% minimum compaction with -3 to +1 percent of optimum moisture content.

Upstream slope - dam.

Embankment soils, Curve P2 - 118.9 pcf at 11.5% moisture.

Crew leveling benches cut into upstream slope. Excavations with backhoe creating
slopes that match adjacent surface slopes in preparation for backfill of excavations.
Crew processing material excavated from benches with moisture.

Conducted 1 nuclear density test on backfill of 1.0' soil cap of longitudinal drain.

Density test met criteria for compaction and moisture.

AMEC Representative: Brian Banks



•
ct
tion

Buckeye FRS No.1
Parallel to WB 1-10, West of Exit 109

Job Number
Date
Report Number

4-117-001021
05/20/04

6

DENSITY OF SOIL IN PLACE BY THE SAND CONE METHOD (ASTM 01556, AAHSTO T217 & T224)
DENSITY OF SOIL IN PLACE BY THE NUCLEAR METHOD (ASTM 02922 & 03017)

CURVES: DENS MOIST
DESCRIPTION: (pef) (%)

P2 Embankment Soils 118.9 11.5

SAND CONE TESTS:

# Location

=.S-Co' _

[~
5'-'
o
U

oj< ~

5 ~ ~ ~ ~
c c- .... Q,l .5: 'C 0

NUCLEAR TESTS: c ~
.;;; .. Q.iI :::.5: co := .... .... Q,l

Q,l '-' cc :=- 5 .;;; Col_ • Col >.... .... Q,l Co' ~~ ~ ~ [~
.- ell ..ell ell .:t: .- C := Q,

t:l t:l Q,
._ co

~ ~ ~
:=> Co' 0'-' ;.< Q,l 5'-' 3"5Test Q,l 0 ~'-'

~
ell t:l U

~ t:t: • ~ 0 t:t: 0

# Location t:l U U

1 Crest of Slope Sta. 721 +02 05/20104 -0.0' 15 119.4 8.2 123.4 7.1 97 95 P2

~

* DEPTH OF REFERENCE POINT: Below Top of Crest



·ECIAL INSPECTION I DAILY PROGRESS REPORT

.1 SERVICES SCHEDULED ~

7Project Number

Project Name

Project Location

4·117·001021 Report No.

Buckeye FRS No.1 Date: OS/24/04 Time: 7:30am----"------------------ -----
Parallel to WB 1-10, West of Exit 109

Services Requested Observation By:
..::..::...;:..;..;.";,,.~:..;.;..,---------------

~SERVICES PERFORMEDI

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests Concr, volume AC placement (tons) # of grout prisms
Nuclear tests

-
Sets of cyl. Nuclear tests # of mortar specimens

Spec.lnsp - # of cylinders # of samples- # of masonry prisms
Testing Only # of cores # of cores Special Inspection
Footing Insp - Spec. Insp. Observation & testing Testing only
Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup - Monitor slump Other- Sample pickup

SPECIFICATIONS;

&CTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

•

95% minimum compaction with -3 to +1 percent of optimum moisture content.

Upstream slope - dam.

Filter material.

Crew continues leveling benches cut into upstream slope excavation using blade and
loader at approximate Sta. 721+53. Planned backfill of excavations postponed due to
equipment breakdown.

AMEC Representative: Brian Banks



WCIAL INSPECTION I DAILY PROGRESS REPORT

ISERVICES SCHEDULED'

8

6:30am

Report No.

OS/25/04 Time: -----
4-117-001021

Buckeye FRS No.1

Parallel to WB 1-10, West of Exit 109

Project Number

Project Name

Project Location

Services Requested Observation By:-------------------- Brett Howey, P.E.

ISERVICES PERFORMEDI
SOIL/ABC CONCRETE ASPHALT MASONRY

Sandcone tests Concr, volume AC placement (tons) # of grout prisms
Nuclear tests - Sets of cyl. Nuclear tests # of mortar specimens

Spec.lnsp
- # of cylinders # of samples # of masonry prisms-Testing Only - # of cores # of cores Special Inspection

Footing Insp Spec. Insp. Observation & testing Testing only
Caisson Insp. - Testing only Testing only Sample pickup-Sample pickup - Monitor slump Other

Sample pickup

SPECIFICATIONS; 95% minimum compaction with -3 to +1 percent of optimum moisture content.

ACTURE: Upstream slope - dam.

PRODUCT: Filter material.

SCOPE: Crew completes cleaning up excavation of benches. Progress of backfill of filter
material on slope suspended to determine whether material delivered by Mesa Materials
is suitable for filter material. Crew proceeds to process excavation spoils with moisture.

RESULTS:

NOTIFICATION:

Notes/Comments:

•AMEC Representative: Brian Banks



IECIAL INSPECTION I DAILY PROGRESS REPORT

.1 SERVICES SCHEDULED I
94-117-001021 Report No.

Buckeye FRS No.1 Date: OS/26/04 Time: 6:30am
---"';'~-----'-------------- -----
Parallel to WB 1-10, West of Exit 109

Project Number

Project Name

Project Location

Services Requested _O_b_s_e_rv_a_t_io_n_lT_e_st_in-"9::<.- By: Brett Howey, P.E.

ISERVICES PERFORMEDI
SOIL/ABC CONCRETE ASPHALT MASONRY

Sandcone tests
~

Concr, volume AC placement (tons) # of grout prisms
Nuclear tests Sets of cyl. Nuclear tests # of mortar specimens

Spec.lnsp - # of cylinders # of samples- # of masonry prisms
Testing Only # of cores # of cores Special Inspection
Footing Insp - Spec. Insp. Observation & testing Testing only
Caisson Insp. - Testing only Testing only Sample pickup-Sample pickup - Monitor slump Other

Sample pickup

SPECIFICATIONS; 95% minimum compaction with -3 to +1 percent of optimum moisture content.

aCTURE: Upstream slope - dam.

PRODUCT: Embankment soils, Curve P2 - 118.9 pet at 11.5% moisture.

SCOPE: Crew roughed in filter material 12" deep in slope excavation, preceded by excavating toe
at base of excavation at Sta. 721+53. Remaining sand placed at that excavation.

Performed 3 nuclear density tests from top of excavation to top of filter material in
excavation: 4.4' (top of excavation), 4.6' (middle) and 4.6' (bottom).

Crew proceeding with backfill of excavation.

RESULTS: Density tests met criteria for compaction and moisture content.

NOTIFICATION:

Notes/Comments:

•AMEC Representative: Brian Banks



~ct
W;tion

Buckeye FRS No.1
Parallel to WB 1-10, West of Exit 109

Job Number
Date
Report Number

4-117-001021
05126/04

9

DENSITY OF SOIL IN PLACE BY THE SAND CONE METHOD (ASTM D1556, AAHSTO T217 & T224)
DENSITY OF SOIL IN PLACE BY THE NUCLEAR METHOD (ASTM D2922 & D3017)

CURVES: DENS MOIST
DESCRIPTION: (pcf) (%)

P2 Embankment Soils 118.9 11.5

D CONE TESTS:

st
#

1------------------1
Location

ell

£:
==u

Finished GradeDEPTH OF REFERENCE POINT.

iC
;.-.

e ;.-.
~ ~ ~

c c,-. - ~ .9 'E.gNUCLEAR TESTS: c :::R
.;;;

~

~ .9 .. co == - - ~

'-" :::l,-. e .;;; OJ ,-. ~ u ;;.--; - ..:l: <II OJ -:;;:::R s.~
.- co: ~

Q
co: Q c.. .- .. .- = 5 ·0 ~

:::l c..
==;;.- u ;.-.'-" 0'-" ~ ~ e'-' g'e uTest <II 0

~
CO:Q

~ l:( loo ~ p~ 0 l:( 0

# Location Q U U

1 Upstream Slope Sta. 721 +538' from Toe 05/26/04 -3.5' 12 119.8 7.9 122.5 7.1 98 95 P2
2 Upstream Slope Sta. 721 +53 11' from Toe " -0.0' 8 119.6 9.4 121.3 8.7 99 95 P2
3 Upstream Slope Sta. 721 +53 17' from Toe " -2.5' 15 121.1 8.4 123.4 7.3 98 95 P2

e-
* . .



jECIAL INSPECTION I DAILY PROGRESS REPORT

rSERVICES SCHEDULED I
10

6:30am

4-117-001021 Report No.

Buckeye FRS No.1 Date: OS/27/04 Time:---"--------------------- -----
Parallel to WB 1·10. West of Exit 109

Project Number

Project Name

Project Location

Services Requested _O....;.b....;.s....;.e....;.rv_a....;.t_io....;.n....;.rT..:..-es_t....;.in..,,9=<-- By: Brett Howey. P.E.

ISERVICES PERFORMEDI

SOIL/ABC CONCRETE ASPHALT MASONRY

Sandcone tests Concr, volume AC placement (tons) # of grout prisms
Nuclear tests IiSets of cyl. Nuclear tests # of mortar specimens

Spec.lnsp
-

# of cylinders # of samples- # of masonry prisms
Testing Only #of cores # of cores Special Inspection
Footing Insp

-
Spec. Insp. Observation & testing Testing only-

Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup Monitor slump Other- Sample pickup

SPECIFICATIONS; 95% minimum compaction with -3 to +1 percent of optimum moisture content.

aCTURE: Upstream slope - dam.

PRODUCT: Embankment soils, Curve P2 - 118.9 pcf at 11.5% moisture.

SCOPE: Crew continues to backfill slope excavation at Sta. 721+53 and excavates toe at base of
excavation, Sta. 721+06.

Performed 6 nuclear density tests (1 retest).

RESULTS: Density tests met criteria for compaction and moisture content.

NOTIFICATION:

Notes/Comments:

•AMEC Representative: Brian Banks



~et
~tion

Buckeye FRS No.1
Parallel to WB 1-10, West o[Exit 109

Job Number
Date
Report Number

4-117-001021
OS/27/04

10

DENSITY OF SOIL IN PLACE BY THE SAND CONE METHOD (ASTM 01556, AAHSTO T217 & T224)
DENSITY OF SOIL IN PLACE BY THE NUCLEAR METHOD (ASTM 02922 & 03017)

CURVES: DENS MOIST
DESCRIPTION: (pef) (%)

P2 Embankment Soils 118.9 11.5

S NO CONE TESTS:

tt- --t

# Location

c
o
~
C.I_
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o
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FinIshed Grade* DEPTH OF REFERENCE POINT:
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c c- .... Q,/ 0
"E~NUCLEAR TESTS: c ::R .;;; ... ~ Q,/

Q,/ 0 c cO' =- =.... a ~ ~
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.- l.'<: ...l.'<: ~ ..:.r: Q c- .- c =c-Q

._ c

~ ~ ~ =;.- C.I o '-" ~ Q,/ S'-" ~STest ~ 0 .... '-"
~

C<:Q U
~ ~ l., ~ 0 ~ 0

# Location Q U U

1 Upstream Slope Sta. 721+5322' from Toe OS/27/04 -1.5' 10 117.9 10.8 121.9 9.8 97 95 P2
2 Upstream Slope Sta. 721 +5334' from Toe " -3.0' 14 118.8 9.7 123.1 8.5 97 95 P2
3 Upstream Slope Sta. 721 +53 37' from Toe " -1.0' 12 116.1 9.7 122.5 8.7 95 95 P2
4 Upstream Slope Sta. 721 +53 45' from Toe " -0.0' 15 117.0 8.0 123.4 7.0 95 95 P2
5 Upstream Slope Sta. 721 +53 52' from Toe " _2.0' 15 115.4 10.2 123.4 8.8 94 95 P2
6 Retest of Test NO.5 " -2.0' 15 121.3 9.1 123.4 7.9 98 95 P2

*
..



ECIAL INSPECTION I DAILY PROGRESS REPORT

4-117-001021Project Number

Project Name

Project Location

Report No. 11

Buckeye FRS No.1 Date: 06/01/04 Time: 7:00am---=------------------ -----
Parallel to WB 1-10, West of Exit 109

Services Requested Observation By:--------------------
'SERVICES PERFORMED~

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests Concr, volume AC placement (tons) # of grout prisms
Nuclear tests - Sets ofcyl. Nuclear tests # of mortar specimens

Spec.lnsp - # of cylinders # of samples # of masonry prisms
Testing Only

- # of cores # of cores Special Inspection-
Footing Insp - Spec. Insp. Observation & testing Testing only
Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup - Monitor slump Other

Sample pickup

SPECIFICATIONS;

eCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

•

95% minimum compaction with -3 to +1 percent of optimum moisture content.

Upstream slope - dam.

Filter material.

One-man crew completes excavation of toes at upstream slope and line toes with filter
material 12" deep.

Two water trucks broken down. Crew dresses up finished grade on slopes while waiting
for repairs.

Measured distance from top of filter material in slope excavations to original slope
elevation: Excavation at Sta. 721+03, top 4.4', middle 4.5'; bottom 4.3'. Excavation at
Sta. 720+80; top 4.8'; middle 4.8'; bottom 4.4'.

Two water trucks repaired mid-afternoon. Water trucks, blade and loader scarifying and
processing native material with moisture.

AMEC Representative: Brian Banks



jECIAL INSPECTION I DAILY PROGRESS REPORT

ISERVICES SCHEDULED l
Project Number

Project Name

Project Location

4·117·001021 Report No. 12

Buckeye FRS No.1 Date: 06/03/04 Time: 7:00am
..=..;.;.;.;.~..;,-.~;....;..;~..;..------------- -~-.;...;.;.-

Parallel to WB 1·10, West of Exit 109

Services Requested ....;O....;b:...;s....;e..;,.rv.:..a.:..t;;..io....;n..;,.lT..;,..:..es.:..t:..:..:in~g:!...- By:

ISERVICES PERFORMEDI

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY

Sandcone tests
jJ

Caner, volume AC placement (tons) # of grout prisms
Nuclear tests Sets of cyl. Nuclear tests # of mortar specimens- # of cylinders # of samples # of masonry prismsSpec.lnsp -Testing Only # of cores # of cores Special Inspection- Spec. Insp. Observation & testing Testing onlyFooting Insp -Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup Monitor slump Other- Sample pickup

SPECIFICATIONS;

aCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

95% minimum compaction with -3 to +1 percent of optimum moisture content.

Upstream slope· dam.

Embankment soils, Curve P3 - 112.0 pet at 14.5% moisture.

Two water trucks and blade continue to process backfill material (native) for upstream
slope excavations. Loader places and compacts processed material at excavations
located at Sta. 720+80 and 721 +06.

Performed 4 nuclear density tests.

Density tests met criteria for compaction and moisture content. Crew finished backfill
operation at 11 :45am. I left site, but was called back to site by crew supervisor, Dan
Michael, who said backfill would re-start. Arrived on site but work cancelled; crew done
forthe day.

• Representative: Brian Banks



•
et
tion

Buckeye FRS No.1
Parallel to WB 1-10, West of Exit 109

Job Number
Date
Report Number

4-117-001021
06/03/04

12

DENSITY OF SOIL IN PLACE BY THE SAND CONE METHOD (ASTM 01556, AAHSTO T217 & T224)
DENSITY OF SOIL IN PLACE BY THE NUCLEAR METHOD (ASTM 02922 & 03017)

CURVES: DENS MOIST
DESCRIPTION: (pet) (%)

P2 Embankment Soils 118.9 11.5
P3 Embankment Soils 112.0 14.5

SAND CONE TESTS:

# Location

G,l,
::s
U

Finished Grade* DEPTH OF REFERENCE POINT:

iC ....
S ....

~ ~ ~
= =.-.. ... G,l .~ 'E:§NUCLEAR TESTS: = ::R 'iii I-

o~ ::s ..- ... G,l
<:.l .. =0 ::s.-.. '" .-.. I- '"'-' S Or;; ;>... ...

G,l '" ~::R ~ '" !~ 0- e:: l-e:: ~ ..;,: .- = ::s Q.
Q Q Q. .- .. .- e. ::s;> '" 0'-' ~ G,l S'-' ~STest ~ 0 .... '-' :E e:: Q 3~ u

"'l P:: I- :E 0 P:: 0

# Location Q U U

1 Upstream Slope Sta. 721 +06 10' up from Toe 06/03/04 -3.5' 0 110.4 13.4 112.0 13.4 99 95 P3
2 Upstream Slope Sta. 721+06 12' up from Toe II -2.0' 14 114.1 11.4 117.2 9.9 97 95 P3
3 Upstream Slope Sta. 720+80 6' up from Toe II -3.5' 0 110.0 11.7 112.0 11.7 98 95 P3
4 Upstream Slope Sta. 720+80 11' up from Toe II -1.5' 0 109.4 13.8 112.0 13.8 98 95 P3

•
..



·ECIAL INSPECTION I CAlLY PROGRESS REPORT

I SERVICES SCHEDULED I
Project Number 4·117-001021 Report No. 13

Project Name Buckeye FRS No. 1 Date: 06/07/04 Time: 10:30am

Project Location Parallel to WB 1-10, West of Exit 109

Services Requested ObservationlTesting By: Brett Howey, P.E.

ISERVICES PERFORMEDI

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests

--s
Concr. volume AC placement (tons) # of grout prisms

Nuclear tests Sets of cyl. Nuclear tests # of mortar specimens

Spec.lnsp - # of cylinders # of samples- # of masonry prisms
Testing Only # of cores # of cores Special Inspection

i
Footing Insp - Spec. Insp. Observation & testing Testing only-Caisson Insp. - Testing only Testing only Sample pickup
Sample pickup Monitor slump Other- Sample pickup

SPECIFICATIONS; 95% minimum compaction with -3 to +1 percent of optimum moisture content.

.UCTURE:
9

Upstream slope - dam.

PRODUCT: Embankment soils, Curve P3 - 112.0 pcf at 14.5% moisture.

SCOPE: Observed upstream slope excavation at Sta. 720+80 and performed 6 nuclear density
tests.

RESULTS: Tests met criteria for compaction.

NOTIFICATION:

Notes/Comments:

• Representative: Brian Banks



~ct
~tion

Buckeye FRS No.1
Parallel to WB 1-10, West of Exit 109

Job Number
Date
Report Number

4-117-001021
06/07/04
13

DENSITY OF SOil IN PLACE BY THE SAND CONE METHOD (ASTM 01556, AAHSTO T217 & T224)
DENSITY OF SOil IN PLACE BY THE NUCLEAR METHOD (ASTM 02922 & 03017)

CURVES: DENS MOIST
DESCRIPTION: (pef) (%)

P2 Embankment Soils 118.9 11.5
P3 Embankment Soils 112.0 14.5

S NO CONE TESTS:

tl-- ~

# Location

e ~::s _
e 'iii.- =~ CI.l
~Q

:E

=.9-Col .-..

[~
e'-'
o
u

CI.l

C;
::s
U

Finished Grade* DEPTH OF REFERENCE POINT:

oj< ~ e ~ ~ ~ ~
= =.-..

.~ CI.l .9 ]~NUCLEAR TESTS: = ~ '" I-.
.9

::s _ - CI.l
CI.l .. =0 ::1.-.. t.I .-.. I-. t.I'-' e 'iii >- - CI.l t.I 1;)~ - :; ~ [~

.- ~ I-.
~ ~ .::t: Q c. .- = ::s c. ::sQ .- ..> Col

~'-'
0'-' ~ CI.l 5 0 ;;; e'-' goe uTest CI.l 0 :E ~Q

~ ~ I-. :E p:E 0 ~ 0

# Location Q U U

1 Upstream Slope Sta. 720+80 30' up from Toe 06/07/04 -0.0' 0 111.2 13.4 112.0 13.4 99 95 P3
2 Upstream Slope Sta. 720+80 42' up from Toe " -3.0' 0 107.3 15.3 112.0 15.3 96 95 P3
3 Upstream Slope Sta. 720+80 38' up from Toe " -1.5' 12 117.0 9.8 116.4 8.7 100+ 95 P3
4 Upstream Slope Sta. 720+80 52' up from Toe " -3.5' 0 110.4 12.5 112.0 12.5 99 95 P3
5 Upstream Slope Sta. 720+80 58' up from Toe " -2.0' 0 108.8 11.9 112.0 11.9 97 95 P3
6 Upstream Slope Sta. 720+80 67' up from Toe " -0.0' 17 115.9 10.6 118.3 9.0 98 95 P3

=-
..



SPECIAL INSPECTION I DAILY PROGRESS REPORT

Project Number

Project Name

Project Location

4·117·001021 Report No. 14

Buckeye FRS No.1 Date: 06/08/04 Time: 10:00am
-.;.;...-:!..~...;.,,;.;------.;.;...------------ -----
Parallel to WB 1-10, West of Exit 109

Services Requested ObservationlTesting By:--------=-------------
ISERVICES PERFORMEDI

Brett Howey, P.E.

SOIL/ABC CONCRETE ASPHALT MASONRY
Sandcone tests
Nuclear tests
Spec.lnsp
Testing Only
Footing Insp
Caisson Insp.
Sample pickup

Caner, volume
6 Sets ofcyJ.

# of cylinders
# of cores
Spec. Insp.
Testing only
Monitor slump
Sample pickup

AC placement (tons)
-----lNuclear tests

----i# of samples
# of cores

----i
___-i0bservation & testing

Testing only
Other

----I

__--1# of grout prisms
__--1# of mortar specimens

---1# of masonry prisms
__-ISpecial Inspection
__--1Testing only

Sample pickup

SPECIFICATIONS;

3 eUCTURE:

PRODUCT:

SCOPE:

RESULTS:

NOTIFICATION:

Notes/Comments:

• Representative:

95% minimum compaction with -3 to +1 percent of optimum moisture content.

Upstream slope of dam, Sta. 721+06.

Embankment soils, Curve P3 - 112.0 pet at 14.5% moisture.

Observed upstream slope excavation at Sta. 721 +06 and performed 6 nuclear density
tests.

Completed testing of backfill of upstream slope excavation, Sta. 721+06.
Test performed met criteria for density and moisture.

Brian Banks



Ret Buckeye FRS No.1 Job Number 4-117-001021
ation Parallel to WB 1-10, West of Exit 109 Date 06/08/04

Report Number 14

DENSITY OF SOIL IN PLACE BY THE SAND CONE METHOD (ASTM D1556, AAHSTO T217 & T224)
DENSITY OF SOIL IN PLACE BY THE NUCLEAR METHOD (ASTM D2922 & 03017)

CURVES: DENS MOIST
DESCRIPTION: (pef) (%)

P2 Embankment Soils 118.9 11.5
P3 Embankment Soils 112.0 14.5

>, - - c C-l< ~ ~~c - - e S >, .52 ~:3SAND CONE TESTS: ~ ';;; '-' Cl,I '-'

.52 = - c:J ~ - Cl,I
Cl,I co co Cl,I

CJ _
I. CJ >'-' s ';;;- - Cl,I CJ I.

~~
.- C': I.C': C': ~ Q Q. = .- c ~ = = Q. =Q > CJ - >'i Cl,I

I. - S'-' g'SCl,I 0 >,'-' '" C':Q o .ra u
~ a: I. '0 ~ U~

0 a: 0

# Location
Q

~ U U

-l< >,
S >, ~ Cl,I

c c- - Cl,I .52 ~:3NUCLEAR TESTS: c ~ ';;; I.

~ ~ ~.52 = - - Cl,I
Cl,I e CO =-

CJ _
I. CJ >- - '-'

Cl,I <oJ 1;;~
S ';;;

~~
.- C': ...C': C': ~ Q Q.

._ co .- C • '0 ~ = Q. =Q > CJ
>,'-' o '-' >'i Cl,I S'-' g'S UTest Cl,I 0

~
C': Q

~ ~~ a: ... ~ 0 a: 0

# Location Q U U

1 Upstream Slope Sta. 721 +06 20' up from Toe 06/08/04 -3' 12 110.3 10.9 116.4 9.7 95 95 P3
2 Upstream Slope Sta. 721 +06 25' up from Toe " =1' 10 111.5 13.6 115.7 12.3 96 95 P3
3 Upstream Slope Sta. 721 +0637" up from Toe " -0' 16 115.1 11.9 117.9 10.2 98 95 P3
4 Upstream Slope Sta. 721 +06 45' up from Toe " -3.5' 0 108.2 13.5 112.0 13.5 97 95 P3
5 Upstream Slope Sta. 721 +06 62' up from Toe " -1.5' 0 110.2 12.7 112.0 12.7 98 95 P3
6 Upstream Slope Sta. 721 +06 56' up from Toe " -0' 0 107.9 14.8 112.0 14.8 96 95 P3

=-
* DEPTH OF REFERENCE POINT: Finished Grade
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APPENDIX H

LABORATORY TEST DATA
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Supplementallnvestlgatlon 01 Tranverse Cracks
8uckeye FRS No.1
FJood Control District 01 Maricopa COlIlty
Contract FCD2003C014
Work Assignment No.2
AMEC Job No. 4-11HlOl021

TABLE H·1 • SUMMARY OF LABORATORY TEST RESULTS

Unconfined Calcium Hydraulic
Sound.... of

SandBorlngfTest Moisture Dry Densly Consolidation Maximum Dry Optimum Bulk Density • Crumb Test Aggregate by Exchangeable Aggregate Sieve
TrenchfSample

location or USCS/Group
Plasticity Index Content (ASTM (ASTM (ASTM 02435)

Compression Carbonate
Density (pet) Moisture Clod Method

Conductlvtty
pH (AZ238) (USBR 5400-

Pinhole Test
Use of Sodium

EqUivalent
Sodium (ARIZ Analysis (ASTM

Number
Depth(n) Symbol

02218)(%) 02937)(pcf) ('I')
(ASTM D2188) Content (ADOT

(ASTM D898A) Content (0/0) (pet)
(ASTM5084-

89)
(ASTM D4847)

Sulfate (ASTM
Value(ASTM

729a)(ppm) C1381C117)
(psi) 732)(%) 90) (em/sec)

C88)
D2419)

B-1 2.5-3.5 SC-SM 4 3.1 106.2
B-1 4.5-6.0 5
B-1 9.5-10.5 SM 12 6.4 100
B-1 14.5-16.0 6.4
B-1 19.5-21.0 6.4
B-1 24.5-26.0 3.9
B-1 29.5-31.() 10.4
B-1 34.5-36 SC 20 10.3 5.2
B-2 4.5-5.5 SC 17 5.4 103.4
B-2 5.0-7.5 CL 15 5.7 117.3
B-2 7.5-10.0 6.1
B-2 10.0-12.5 6.1 110
B-2 12.5-15.0 4.3 118.5
B-2 14.5-16.5 6.1 118.2
B-2 17.5-20.() 5.1 110.1
B-2 2G.0-22.5 SC 14 5.4 111.3
B-2 22.5-25.0 6.8 106.2
B-3 7.5-8.5 SC 18 5.6 105.1
B-3 12.5-13.5 8M 8 6.4 95.8
B-3 29.5-31.0 SC 17 6 2
B-4 2.5-3.5 5.3 95.5 16.0
B-4 4.5-5.5 CL 12 5.7 9.0

I B-4 7.5-10.0 117.4
B-4 9.5-10.5 SC 15 8.0 q

B-4 14.5-15.5 8M 18 98.9
B--4 15.0-17.5 SM 12 53.0 118.9
B-4 17.5-20.0 116.1
B-4 19.5-21.G 3.1
B-4 20.0-22.5 109.6
B-4 24.5-26.() 1.9
B-4 34.5-35.0 6.9
B-4 39.5-41.0 5.0
B-5 4.5-5.5 SC 16 5.5 94.4 24.0
B-5 7.5-9.0 4.3 12.0
8-5 9.5-10.5 3.6
8-5 12.5-13.5 6.6
8-5 14.5-16.0 SM NP 5.4 7.9
B-5 19.5-20.5 5.7
B-5 27.5-30.0 SM NP 5.2
B-6 2.5-3.5 SP-SM NP 1.8 117.6
8-6 9.5-10.5 SP-SC 14 4.9 98.6 13.0
B-6 14.5-15.5 SM NP 2.1 95.7 17.5
B-7 7.5-8.5 SM NP
B-7 14.5-15.5 SC 9 3.9 112.6
B-8 4.5-5.5 SC 14 6.0 91.8 23.0
0-1 1.0-2.0 NondisPersive N02
0-2 1.0-2.0 124 11.6
0-3 1.0-2.0 3.46E-oB 8.4
0-5 2.0-4.0 NondisPersive NOl
0-7 1.0-2.0 119 12.6
0-9 1.0-3.0 Nondisoerslve N02
0-9 3.0-4.0 116.4 11.6

•

•



S~entallnvestigation of Tranverse Cracks
Buckeye FRS NO.1
Flood COntrol District of Maricopa County

•

Contract FCD2003C014
Work Assignment NO.2
AMEC Job No. 4-117-001021

TABLE H·l • SUMMARY OF LABORATORY TEST RESULTS

Unconfined Calcium Hydraulic
Sowldness of

Sand
BorlnglTest Moisture Dry Densly Consolidation Maximum Dry Optimum Bulk DIIII8Ity - CnmbTeat Aggregate by Exchangeable Aggregate Sieve

TrenchlSample
location or USCS/Group

Plasticity Index Content (ASTM (ASTM (ASTM D2435}
Compreaalon Carbonate

Density (pet) Molatwe Clod Method Conductivity
pH (AZ238) (USBR5400-

Pinhole Teat
Use of Sodium

Equivalent
Sodium (ARIZ Analysis (ASTM

Number
Depth (tt) Symbol

D2218}(%) D2837)(pet) (%)
(ASTM D2188) Content (ADOT

(ASTM D898A) Content('I'o) (pc:f}
(ASTM5084- 89)

(ASTM D4847)
Sunate (ASTM

Value(ASTM 729sHppm) C1381C117)
(psi) 732)(%) 9O}(cm/sec)

Cae)
D2419)

0-10 1.0-2.0 121.7 11.3 3.15E-08 8.5
0-11 2.0-4.0 Nondisperslve ND2
[}-12 1.0-3.0 123 11.2
P~l Borrow Source SC 13.0 118.3 12.2
P-2 Borrow Source SC 13.0 118.9 11.5
P-3 Borrow Source SC 28.0 112 14.5
M-l 2.lt-3.0 7.8
M-2 2.0-3.0 SC 14 4.4
M-3 2.~.O 5.1
M-4 2.0-3.0 6.1
M-5 2.0-3.0 7.2
M~ 2.lt-3.0 4.3
M-7 2.0-3.0 3.7
M~ 2.~.(). SM 2 4.2
M-9 2.lt-3.0 SC 8 3.3
M-l0 2.0-3.0 4.2
M-ll 2.00.0 4.0
M-12 2.0-3.0 4.9
F-1A 1.50 X X
F-1B 1.5 Intennedlate
F-2A 5 48
F-4A 15 X

~ F-4B 15 NondIsoerslve, F-5B 10.5 Co Intennedlate
F~A 4 29
F~B 4 NorxIlsDerslve
F-7 Filter A X
F~ Filter A X
8-1 FilterB X
8-2 FilterB X

Mesa Materials Mesa Materials X

•
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PROCEDURE FOR FILTER TEST

Step 1:

Step 2:

Step 3:

Step4:

Prepare specimen in mold (see Figure H-1). First filter material (drain material)
was placed. Then a ring of modeling clay was placed around the inside of the
cylinder wall. Then a final layer of filter material was placed. Then a long strip of
metal 0.5 inch wide and 0.06 inch thick was wrapped in a plastic membrane and
placed in the center of the filter. Then base material (embankment material) was
placed in layers to a density about 95 percent of the maximum density in
accordance with ASTM 0698. Finally the strip and the plastic wrapper were
withdrawn to form the slot for initial leakage.

Water valve was opened allowing the water to flow under pressure of 50-60 psi
through the slot in the base specimen and discharge into the filter.

Collect all water passing through the specimen and inspect it .

Determine the velocity of the water passing through the filter.

•

•

FILTER TEST OBSERVATIONS

The flow rate within the every 30 seconds was recorded for 10 minutes. Then the flow rate was
recorded for every ten minutes for 30 minutes. The color of the water w.as observed. The
quantity of fine soils was also observed. The slot area after the test was measured and the
condition of slut within the sample after the test was examined

CONCLUSIONS

For tests with successful filters, the flow rate rapidly decreases and water becomes
progressively clearer, finally sealing completely or stabilizing at a very small constant flow of
clear water.

REFERENCES

Sherard, J.L., L.P. Dunnigan, J.R. Talbot, 1983. "Basic properties of sand and gravel filters,"
ASCE Journal of Geotechnical Engineering, vo1.110, No.6, pp. 684-700.

Sherard, J.L., L.P. Dunnigan, J.R. Talbot, 1983. "Filters for silts and clays," ASCE Journal of
Geotechnical Engineering, vol.110, No.6, pp. 701-718.
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'ProiectsI4-117-001021 Buck~~e FRS No. lIADDendix-HIFILTER TEST.dw

OUTLET

GRADUATED

(

MEASURING

I..•...•••.••.•.. CYUNOCR

END PLATE

0.6"1.7"

A

'2,8"

. EMBANKMENT MATERIAL

1/2" SLOT

EMBANKMENT MATERIAL. .

111
• I •

EMBANKMENT MATERIAL LOCATION 721+00

O~.O

°0°0°°0°0°°0°0°°0°0°°0°0°UI,""U ni~u~~~1 ,nE .r 0, 0 0 '-1 1/

° °°PEA~RAVE()
O~O~·O

0°0°0
° °°0°0°°0°0°0_0_0

~
.

....:.. h:': .. •.• i.·
0, '. :00, o.~ .:0', .

. - 00 .' .'.

SLOT
(1/2" X 0.06)

SECTIONA~A

JOB NO. 4-117-001021

DESIGN: BBP

DRAWN: GWH
._------------'--
DATE: 6/2004

SCALE: N.T.S:

FILTERTEST
MOLD DIMENSIONS AND

SPECIMEN DETAILS

SUPPLEMENTAL INVESTIGATION OF TRANSVERSE CRACKS
. BUCKEYE FRS NO.1

CONTRACT FCD 2003C014, WORK ASSIGNMENT NO.2

FIGURE

H-1

amecf9



FILTER TEST EXPERIMENT UNDER HIGH WATER PRESSURE.
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SLOT OPENING (ENLARGED) AT INLET POSITION AFTER THE FILTER TEST. PHOTOGRAPH OF SLOT THROUGH SOIL SAMPLE AFTER THE TEST.

JOB NO. 4-117-001021

DESIGN: REW SELECT PHOTOGRAPHS OF FILTER TEST

ame&DRAWN: GWH

DATE: 6/2004 SUPPLEMENTAL INVESTIGATION OF TRANSVERSE CRACKS IFIGURE
BUCKEYE FRS NO.1 H-2

SCALE: N.T.S. CONTRACT FCD 2003C014, WORK ASSIGNMENT NO.2
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LABORATORY TESTING PROCEDURES

Consolidation Tests Soiltest or Clockhouse apparatus of the "floating-ring" type are employed for the
one-dimensional consolidation tests. They are designed to receive 1-inch high 2.5-inch 0.0. brass liner
rings with soil specimens as secured in the field. Procedures for the tests generally are those outlined in
ASTM 02435. Loads are applied in several increments to the upper surface of the test specimen and
the resulting deformations are recorded at selected time intervals for each increment. For soils which
are essentially saturated, each increment of load is maintained until the deformation versus log of time
curve indicates completion of primary consolidation. For partially saturated soils, each increment of load
is maintained until the rate of deformation is equal or less than 1/10,000 inch per hour. Applied loads
are such that each new increment is equal to the total previously applied loading. Porous stones are
placed in contact with the top and bottom of the specimens to permit free addition or expulsion of water.
For partially saturated soils, the tests are normally performed at in situ moisture conditions until
consolidation is complete under stresses approximately equal to those which will be imposed by the
combined overburden and foundation loads. The samples are then submerged to show the effect of
moisture increase and the tests continued under higher loadings. Generally, the tests are continued to
about twice the anticipated curve due to overburden and structural loads with a rebound curve then
being established by releasing loads.

Expansion Tests The same type of consolidometer apparatus described above is used in expansion
testing. Undisturbed samples contained in brass liner rings are placed in the consolidometers, subjected
to appropriate surcharge loads and submerged. The loads are maintained until the expansion versus log
of time curve indicates the completion of "primary swell".

Direct Shear Tests Direct shear tests are run using a Clockhouse or Soiltest apparatus of the strain
control of approximately 0.05 inch per minute. The machine is designed to receive one of the 1-inch
high 2.42-inch diameter specimens obtained by tube sampling. Generally, each sample is sheared
under a normal load equivalent to the effective overburden pressure at the point of sampling. In some
instances, samples are sheared at several normal loads to obtain the cohesion and angle of internal
friction. When necessary, samples are saturated andlor consolidated before shearing in order to
approximate the anticipated controlling field loading conditions.
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am~•PROJECT:

LOCATION:

SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY, ARIZONA

SEE BELOW

•
MECHANICAL SIEVE ANALYSIS

GROUP SYMBOL, USCS (ASTM D-2487)

JOB NO:

WORK ORDER NO:

DATE SAMPLED:

1

4/23/04

Silt or SAND GRAVEL
COBBLES

Clay Fine I Medium I Coarse Fine I Coarse

1 Location & Depth 1 uses 1 LL 1 PI #200 #1001 #50 1 #40 1 #301 #16 1 #10 1 #8 1 #4 114" 1318" 1112" I 314"1 1" 11'114"11112"1 2" 1 3" 6" Lab#1

PERCENT PASSING BY WEIGHT

B-1 @ 2.5-3.5' SC-SM 23 4 35 47 59 65 69 79 87 90 96 97 98 98 100 100 100 100 100 100 100 3
B-1 @ 9.5-10.5' 8M 39 12 40 49 61 68 74 85 92 95 98 99 100 100 100 100 100 100 100 100 100 6

B-1 @ 34.5-36.0' SC 43 20 40 54 68 75 81 90 93 94 97 98 99 100 100 100 100 100 100 100 100 13
B-2 @ 4.5-5.5' SC 42 17 28 38 49 55 60 70 78 81 89 91 93 94 94 100 100 100 100 100 100 17

B-2 @ 5.0-10.0' CL 40 15 51 60 67 72 76 94 89 91 97 98 100 100 100 100 100 100 100 100 100 25
B-2 @ 20.0-22.5' SC 35 14 38 51 64 70 76 85 91 93 97 98 100 100 100 100 100 100 100 100 100 30

B-3 @ 7.5-8.5' SC 42 18 36 44 53 58 63 72 77 79 90 96 100 100 100 100 100 100 100 100 100 35
B-3 @ 12.5-13.5' SM 38 8 28 41 55 62 69 81 89 92 99 100 100 100 100 100 100 100 100 100 100 37
B-3 @ 29.5-31.0' SC 36 17 44 57 70 76 81 89 93 95 98 99 100 100 100 100 100 100 100 100 100 42

B-4 @ 4.5-5.5' CL 35 12 59 66 72 76 80 88 92 93 97 98 99 100 100 100 100 100 100 100 100 47
B-4 @ 9.5-10.5' SC 38 15 31 37 44 50 55 68 78 82 94 96 100 100 100 100 100 100 100 100 100 48
B-4 @ 14.5-15.5' SM 45 18 20 36 53 62 69 79 85 87 95 97 100 100 100 100 100 100 100 100 100 49

A.
MSIlTORti

REVIEWED BY ....;:(!:;.,..-I1tf-.---------



at1J~JOB NO:
WORK ORDER NO: 1
DATE SAMPLED: 4/23/04

•BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SEE BELOW

•PROJECT:
LOCATION:
SAMPLE SOURCE:

MECHANICAL SIEVE ANALYSIS
GROUP SYMBOL, USCS (ASTM D-2487)

Silt or SAND GRAVEL COBBLES
Clay Fine 1 Medium 1 Coarse Fine 1 Coarse

I Location & Depth I uscsi LL 1 PI #200 #1001 #50 I #40 I #30 I #16 1 #10 I #8 1 #4 1/4"13/8"11/2" I 3/4"1 1" 111/4" 11112" 1 2" I 3" 6" Lab #1

PERCENT PASSING BY WEIGHT

B-4 @ 15.0-17.5' SM 42 12 44 56 70 76 82 89 94 95 98 98 99 100 100 100 100 100 100 100 100 59
B-5 @ 4.5-5.5' SC 40 16 34 49 63 71 78 88 93 95 99 100 100 100 100 100 100 100 100 100 100 65

B-5 @ 14.5-16.0' 8M NV NP 36 53 69 77 83 93 97 98 100 100 100 100 100 100 100 100 100 100 100 69
B-5 @ 27.5-30.0' SM NV NP 50 63 73 79 84 92 96 97 99 100 100 100 100 100 100 100 100 100 100 79

B-6 @ 2.5-3.5' SP-SM NV NP 10 18 28 35 41 54 62 69 92 96 100 100 100 100 100 100 100 100 100 85
B-6 @ 9.5-10.5' SP-SC 37 14 9.4 18 28 35 43 56 64 68 90 94 100 100 100 100 100 100 100 100 100 88
B-6 @ 14.5-15.5' SM NV NP 30 48 65 72 78 87 91 93 96 98 100 100 100 100 100 100 100 100 100 90
B-7 @ 7.5-8.5' SM NV NP 24 37 51 58 66 78 85 87 96 97 100 100 100 100 100 100 100 100 100 100

B-7 @ 14.5-15.5' SC 28 9 36 46 57 63 69 78 83 85 88 89 89 90 90 90 100 100 100 100 100 103
B-8 @ 4.5-5.5' SC 34 14 37 51 65 72 78 88 94 95 99 100 100 100 100 100 100 100 100 100 100 120

-. ~*REVIEWED BY ---
MSIITORti

A.
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2

4/23/04

JOB NO:

WORK ORDER NO:

DATE SAMPLED:

•BUCKEYE FRS NO.1
MARICOPA COUNTY. ARIZONA
SEE BELOW

PROJE"

LOCATION:

SAMPLE SOURCE:

MECHANICAL SIEVE ANALYSIS

GROUP SYMBOL, USCS (ASTM D-2487)

Slit or SAND GRAVEL
COBBLES

Clay Fine 1 Medium 1 Coarse Fine 1 Coarse

1 Location & Depth I USCS \ LL \ PI #200 #1001 #501 #401 #301 #16 1 #10 1 #8 \ #4 1/4" \ 318" \112" I 3/4" I 1" 111/4" \1 1/2" 1 2" \ 3" 6" Lab#\

PERCENT PASSING BY WEIGHT

M-2 SC 34 14 37 45 55 61 67 77 84 86 91 93 95 97 100 100 100 100 100 100 100 133
M·8 SM 22 2 40 50 62 68 74 83 89 91 95 96 98 99 100 100 100 100 100 100 100 139
M-9 SC 28 8 18 24 32 39 46 62 72 75 84 86 92 96 97 100 100 100 100 100 100 140

A.
AASIlTORtl

REVlEWEDBY6~ _
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e PROJECT:

LOCATION:
MATERIAL:

SAMPLE SOURCE:

BUCKEYE FRS NO. 1

MARICOPA COUNTY, ARIZONA

DRAIN FILL-80% 1/4" MINUS/20% 3/8" WASHED ROCK
MESA MATERIALS

JOB NO:
WORK ORDER NO:
LAB NO:
DATE SAMPLED:

4-117-001021
3
144
4/26/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136fC117)

MECHANICAL ANALYSIS

SIEVE SIZE 'Yo PASSING SPECS

6in. 100
4in. 100
3in. 100
2in. 100

1 1/21n. 100 100
1 1/4in. 100

1in. 100 92-100
3/4in. 100

e 1/2in. 100
3/8in. 99 85-100
1/4in. 89

#4 81 62-92
#8 62 42-81

#10 58
#16 47 22·68
#30 28 9-49
#40 16
#50 10 5-21

#100 4 0-10
#200 1.6 0-5

REVIEWED BY c.4~

eAMEC Earth & Environmental. Inc.
3232 West Virginia Avenue
Phoenix. Arizona 85009-1502
Tel +1 16021272-6848
Fax +1 16021272·7239 www.amec.com



• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY. ARIZONA
SOIL
S-1

JOB NO:

WORK ORDER NO:
LAB NO:
DATE SAMPLED:

4-117-001021
6
150
5/25/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136/C117)

MECHANICAL ANALYSIS

•

•

SIEVE SIZE

6in.
4in.
3in.
2in.

1 1/2in.
1 1/4in.

1in.
3/4in.
1/2in.
3/8in.
1/4in.

#4
#8

#10
#16
#30
#40
#50

#100
#200

OfoPASSING

100
100
100
100
100
100
100
100
100
100
100
98
82
78
66
45
31
21
8

2.4

REVIEWED BY~_. _
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• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY, ARIZONA
SOIL
S·2

JOB NO:

WORK ORDER NO:
LAB NO:

DATE SAMPLED:

4·117-001021
6
151
5/25/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136/C117)

MECHANICAL ANALYBIS

•

•

SIEVE SIZE

6in.
4in.
3in.
2in.

11/2in.
1 1/4in.

1;n.
3/4in.
1/2in.
3/8in.
1/4in.

#4
#8

#10
#16
#30
#40
#50

#100
#200

% PASSING

100
100
100
100
100
100
100
100
100
100
100
99
84
80
68
47
33
21
9

3.5

REVIEWED BY..loc:,1~r~ _



ame&

• PROJECT:

LOCATION:
MATERIAL:

SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY, ARIZONA
.SOIL
F-1A

JOB NO:

WORK ORDER NO:
LAB NO:

DATE SAMPLED:

4-117-001021
8
164

5/25/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136/C117)

MECHANICAL ANALYSIS

•

•

SIEVE SIZE

6in.
41n.
3in.
21n.

1 1/2in.
1 1/4in.

1in.
3/4In.
1/2In.
3/8in.
1/4in.

#4
#8

#10
#16

#30
#40
#50

#100
#200

% PASSING

100
100
100
100
99
98
89
77
59
51

g

43

39
31

29
23
16
13
11

7
5.1

REVIEWED BY..,(!-'J'ir,.- _



amecf3

• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS. NO.1

MARICOPA COUNTY, ARIZONA
SOIL
F-2A

JOB NO:

WORK ORDER NO:
LAB NO:

DATE SAMPLED:

4-117-001021
8
166
5/25/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136/C117)

MECHANICAL ANALYSIS

•

•

SIEVE SIZE

6in.
4in.
3in.
2in.

1 1/2in:
1 1/4in.

1in.
3/4in.
1/2in.
3/8in.

1/4in.

#4
#8

#10
#16
#30
#40
#50

#100
#200

..

% PASSING

100
100
100
100
100
99
93
84
70
60
50
46

38

36
29
20
16
12
8

4.6

REVIEWED BY..(,,{'-1~-------



ame&
• PROJECT: .

LOCATION:
MATERIAL:

SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY, ARIZONA
SOIL
F-4A

JOB NO:

WORK ORDER NO:
LAB NO:

DATE SAMPLED:

4-117-001021
8
170
5/25/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136/C117)

MECHANICAL ANALYSIS

•

•

•

SIEVE SIZE

6in.
4in.
3in.
2in.

1 1/2in.
1 1/4in.

1in.
3/4in.

1/2in.
3/8in.
1/4in.

#4
#8

#10
#16
#30
#40
#50

#100
#200

0/0 PASSING

100
100
100
100
100
98
87
79
60
50
40
36
26
23
17
12
10
8
6

4.3

REVIEWED BY_=-O~:l;l'l-/ _



ame&

• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
S91L
F-7 (SOURCE PILE)

JOB NO:
WORK ORDER NO:
LAB NO:
DATE SAMPLED:

4-117-001021
9
176
5/25/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C1361C117)

MECHANICAL ANALYSIS

•

•

SIEVE SIZE

6in.
4in.
3in.
2in.

1 1/2in.
1 1/4in.

1in.
3/4in.
1/2in.
3/8in.
1/4in.

#4
#8

#10
#16
#30
#40
#50
#100
#200

% PASSING

100
100
100
100
100
100
100
100
100
100
95
89
69
64
52
31
19
11
4

1.7

REVIEWED BY-l(!~.~~~~~q.. _



ame&
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
F·B (DRAIN)

JOB NO:
WORK ORDER NO:
LAB NO:
DATE SAMPLED:

4-117-001021
9
177
5/25/04

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136/C117)

MECHANICAL ANALYSIS

•

•

SIEVE SIZE

6in.
4in.
3in.
2in.

1 1/2in.
1 1/4in.

1in.
3/4in.
1/2in.
3/8in.
1/4in.

#4
#8

#10
#16

#30
#40
#50

#100
#200

%PASSING

100
100
100
100
100
100
100
100
100
100
95
90
72
67
53
32
20
12
4

1.7

REVIEWED BY ...:::::(!-;..·.:.;i~~:Ir--· _



• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
SEE BELOW

MOISTURE CONTENT OF SOIL (ASTM D2216)

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 1
LAB NO: SeE BELOW
DATE SAMPLED: 4/19/04

LAB # BORING DEPTH WETWT. DRYWT. MOISTURE
(gram) (gram) CONTENT

3 B-1 2.5-3.5' 387.2 375.4 3.1%

4 B-1 4.5-6.0' 516.7 492.3 5.0%
6 B-1 9.5-10.5' 393.8 370.2 6.4%

8 B-1 14.5-16.0' 495.2 465.4 6.4%

10 B-1 19.5-21.0' 626.1 588.2 6.4%
11 B-1 24.5-26.0' 598.7 576.5 3.9%

12 B-1 29.5-31.0' 551.8 499.8 10.4%

13 B-1 34.5-36.0' 236.5 214.5 10.3%

17 B-2 4.5-5.5' 361.7 343.1 5.4%

25 B-2 7.5-10.0' 510.3 480.9 6.1%

30 B-2 20.0-22.5' 526.5 501.1 5.1%

35 B-3 7.5-8.5' 405.1 383.8 5.6%

37 B-3 12.5-13.5' 381.5 358.7 6.4%

• 42 B-3 29.5-31.0 127.6 120.4 6.0%

49 B-4 4.5-5.5' 370.2 350.2 5.7%

50 B-4 .19.5-21.0' 524.4 508.4 3.1%

51 B-4 24.5-26.0' 614.3 602.9 1.9%

~3 B-4 34.5-35.0' 221.2 207.0 6.9%

54 B-4 39.5-41.0' 485.2 462.3 5.0%

65 B-5 4.5-5.5' 322.7 306.2 5.4%

66 B-5 7.5-9.0' 408.0 391.3 4.3%

67 B-5 9.5-10.5' 904.9 873.6 3.6%

68 B-5 12.5-13.5' 717.3 673.1 6.6%

69 B-5 14.5-16.0' 202.0 191.7 5.4%

71 B-5 19.5-20.5' 326.8 309.2 5.7%

85 B-6 2.5-3.5' 429.4 421.8 1.8%

103 B-7 14.5-15.5' 431.4 415.2 3.9%

•
A.

AASHTOR1.

REVIEWED BY;...~=,I'or-· _



PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO. 1
MARICOPA COUNTY, ARIZONA
SOIL
SEE BELOW

MOISTURE CONTENT OF SOIL (ASTM D2216)

amecf3
JOB NO: 4-117-001021
WORK ORDER NO: 2
LAB NO: SEE BELOW
DATE SAMPLED: 4/23/04

LAB # BORING WETWT. DRYWT. MOISTURE
(gram) (gram) CONTENT

132 M-1 624.6 579.5 7.8%
133 M-2 320.9 307.5 4.4%
134 M-3 619.0 589.1 5.1%
135 M-4 595.0 560.6 6.1%
136 M-5 643.8 600.8 7.2%
137 M-6 689.3 660.6 4.3%
138 M-7 603.3 581.9 3.7%
139 M·8 306.9 294.4 4.2%
140 M-9 297.8 288.2 3.3%
141 M-10 665.5 638.4 4.2%
142 M-11 598.6 575.6 4.0%
143 M-12 592.8 564.9 4.9%

•

•
A.

M$HTORf.

REVIEWED BY~



ame&
• 'PROJECT:

LOCATION:

MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY. ARIZONA
SOIL

F-6A

JOB NO:
WORK ORDER NO:

LAB NO:
DATE SAMPLED:

4-117-001021
8
174
5/25/04

•

SAND EQUIVALENT VALUE FOR SOILS AND FINE AGGREGATE(ASTM D2419)

CLAY READING: 11.3 11.9 11.3
SAND READING: 3.3 3.3 3.1

SAND EQUIVALENT: 29.2 27.7 27.4
SAND EQ. RECORDED: 30.0 28.0 28.0

SAND EQ. AVERAGE: 29

SAND EQUIVALENT: 29
SPECIFICATION:

MSHTORtI

• REVIEWED BY"';:(!,'=-fg~ _



amec!'
•

PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
F-1A

JOB NO:
WORK ORDER NO:
LAB NO:
DATE SAMPLED:

4·117-001021
8
164
05/25/04

SOUNDNESS OF AGGREGATE BY USE OF SODIUM SULFATE OR MAGNESIUM SULFATE (ASTM CBB)

SODIUM SULFATE SOUNDNESS FOR COARSE AGGREGATE

Passing Retained

Grading on

original

sample

Weight

before

testing

(g)

Weight

after

testing

(g)

Percent

loss

Corrected

percent

loss

1 1/2" 3/4" 36.6% 510.1 502.9 1.4% 0.5%

3/4" 3/8" 44.3% 1000.9 995.5 0.5% 0.2%

• 3/S" #4 19.1% 300.5 297.0 1.2% 0.2%

Total: 100.0% Total Loss: 1%

SODIUM SULFATE SOUNDNESS FOR FINE AGGREGATES

#4 #8 7.2% 100.0 96.0 4.0% 0.3%

#S #16 23.4% 100.0 97.5 2.5% 0.6%

#16 #30 20.6% 100.1 95.5 4.6% 0.9%

#30 #50 48.S% 92.6 90.8 1.9% 0.9%

100.0% Total Loss: 3%

•
MSHTORtt



ame&
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA

SOIL
F-4A

JOB NO:
WORK ORDER NO:
LAB NO:
DATE SAMPLED:

4·117·001021
8
170
OS/25/04

SOUNDNESS OF AGGREGATE BY USE OF SODIUM SULFATE OR MAGNESIUM SULFATE (ASTM C8S)

MAGNESIUM SULFATE SOUNDNESS FOR COARSE AGGREGATE

Grading on Weight Weight Percent Corrected

• original before after loss percent

Passing Retained sample testing testing loss

(g) (g)

1 1/2" 3/4" 31.1% 1016.2 966.2 4.9% 1.5%

3/4" 3/8" 46.5% 1001.0 950.6 5.0% 2.3%

3/8" #4 22.4% 300.3 281.9 6.1% 1.4%

Total: 100.0% Total Loss: 5%

•
AASHTORlI

REV'EWED BY~



• PROJECT: BUCKEYE FRS NO. 1
LOCATION: MARICOPA COUNTY, ARIZONA
MATERIAL: SEE BELOW
SAMPLE SOURCE: SeE BELOW

pH & RESISTIVITY (AZ 236)

amecfJ
JOB NO: 4-117.001021
WORK ORDER NO: 7
LAB NO: SEE BELOW
DATE SAMPLED: 05n~04

•

LAB NO

154
161

SAMPLE SOURCE

0-31-2
0·101-2

MATERIAL

SOIL
SOIL

pH

8.4
8.5

• . REVIEWED BY ....(J~~t..:..N~/~ _
~



• • am~
PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY, ARIZONA
MATERIAL: SOIL'
SAMPLE SOURCE: SEE BORING

JOB NO:
WORK ORDER NO:
LAB NO:
DATE SAMPLED:

4-117-001021
1
SEE BELOW
4/19/04

DENSITY OF SOIL IN PLACE BY THE DRIVE-CYLINDER METHOD(ASTM D2937)

MOISTURE
WETWGT. WEIGHT DRYWETWT. DRYWT. MOISTURE NUMBER + RINGS OF RINGS DENSITY SPECIFICLAB # BORING (g) (g) CONTENT OF RINGS (g) (g) (pet) GRAVITY POROSITY

3 B-1 @ 2.5-3.5' 387.2 375.4 3.1% 5.0 891.0 229.4 106.2 2.65 0.36
6 B-1 @ 9.5-10.5' 393.7 370.2 6.4% 6.0 1,041.8 270.8 100.0 2.65 0.40
17 B-2 @ 4.5-5.5' 361.7 343.1 5.4% 5.0 882.8 224.6 103.4 2.65 0.37
35 . B-3 @ 7.5-8.5' 405.1 383.8 5.6% 5.0 897.0 226.9 105.1 2.65 0.36
37 B-3 @ 12.5-13.5' 381.5 358.7 6.4% 5.0 839.7 224.6 95.8 2.65 0.42
49 B-4 @ 14.5-15.5' 370.2 350.2 5.7% 6.0 1,028.8 270.8 98.9 2.65 0.40
85 B-6 @ 2.5-3.5' 429.4 421.8 1.8% 5.0 951.8 228.7 117.6 2.65 0.29
103 B-7 @ 14.5-15.5' 431.4 415.2 3.9% 5.0 936.5 229.8 112.6 2.65 0.32

..

REVIEWED BY ..Jlt!1rC.-/..J-----



• • ame~

PROJECT:
LOCAnON:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, AZ
SOIL
SEE BELOW

JOB NO:
WORK ORDER NO:

LAB NO:
DATE SAMPLED:

4-117-001021
1
SEE BELOW
04/19/04

DEPARTMENT OF SUSTAINABLE NATURAL RESOURCES
SOIL SURVEY STANDARD TEST METHOD

BULK DENSITY OF A SOIL: CLOD METHOD

Mass of
Mass of Coated Bulk

Moisture Mass of Coated Specimen Specific
LAB # SAMPLE SOURCE WetWgt. DryWgt Content Specimen Specimen Underwater Gravity Bulk Density

(g) (g) (%) (g) (g) (g) (pet)

19 8-2 @ 14.5-16.5' 510.3 480.9 6.1 38.7 40.3 18.1 1.895 118.2
25 8-2 @ 5.0-10.0'0 517.5 489.7 5.7 223.7 227.4 104.3 1.880 117.3
26 8-2 @ 10.0-12.5' 516.5 486.6 6.1 71.2 73.2 30.6 1.763 110.0
27 B-2 @ 12.5-15.0' 507.3 486.2 4.3 48.5 50.0 22.8 1.899 118.5
29 8-2 @ 17.5-20.0' 526.5 501.1 5.1 261.2 266.1 112.6 1.764 110.1
30 8-2 @ 20.0-22.5' 501.4 481.7

..
4.1 430.1 437.7 188.2 1.784 111.3

31 8-2 @ 22.5-25.0' 590.0 552.4 6.8 76.0 78.3 31.1 1.702 106.2
56 B-4 @ 7.5-10.0' 511.6 493.6 3.6 761.8 771.4 355.8 1.881 117.4
58 8-4 @ 12.5-15.0' 516.5 503.7 2.5 102.7 103.7 48.7 1.906 118.9
60 8-4 @ 17.5-20.0' 366.4 353.7 3.6 28.0 28.4 12.9 1.860 116.1
61 8-4 @ 20.0-25.0' 543.1 506.6 7.2 106.4 111.1 45.3 1.756 109.6

REVIEWED BY~_. _



amecfi

• . PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
P-1

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
5
147
5nt04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400il·lb.ft/cu.ft) (ARIZ 225A)

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C136/C117)
DETERMINING PLASTIC LIMIT AND PLASTICITY INDEX OF SOILS (AASHTO T89 & T90)

MAXIMUM DRY DENSITY (pet):
OPTIMUM MOISTURE (%):

11S.3 I
12.2

SIEVE PERCENT
SIZE PASSING

Moisture (%)

94

ATTERBERG
LIMITS

92

65

82

45

59

99
97

84

54

36

75

100

100
100

100

100

100
100

100

6"
4"
3"
2"

11/2"
1 1/4"

1"
3/4"
1/2"
3/S"

1/4"

#4
#8
#10
#16
#30
#40
#50
#100
#200

..._.-......__....•_. ----_.. -- '-'-'-"-'"'' -_ ....__._------._--.._.._--_.._---,
i
I

I
!

I

i
i
!_. ' __ _0._.._ _._. __ ._.._ _._ __ _ ._ _.__ . ._.~.__.._ _. ,. ._...,. .J

121 -r---'"",---r--

4
-"-',.----r 1 j K =H RI "! I I "\ i

120 -r-' ,·----+--t-r---t---r-+\, I i--"T .
119 .----t.--.t- Iii -t---t-:-----t--"i--... I I I

I : I I I . '. II . .
118---1--1---.. "r-~+-' ;--'-"1 !-.-_.+:--+_.i--'j

! 117 . ------I·-·· ..f·-..·~.. --r'-"--l---f--; --~-_:~~~-'--+---l
~ 116 '-' ·f--i- ~! .. -f -' ..l-· -+.- .--+..- ! ----~.. --+ .. ---+-----1
'iii i::: iii iii \ I I

f::: =(::_~~:::~=~:F1·~ ~T:~
113 . --- ---~---j.-- -r- ·---1----(·-·-+-·---,.-----t--·[ ---j.... --.-+--.:..:.-.~I ; : i ! I j I I I

i ! j ! i ! J 1 I : I '-.

112 '-'---r---T--t--r--T-'-r- !·--T--r-'L·-t---- I

111 j---T--·t---j-·l---r---'---T-----r----! -----r--1
110 . I I ! ' I· I I

6 7 8 9 10 11 12 13 14 15 16 17 18

LL: 32
PL: 19
PI: 13

. USCS: SC

NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.651 ASSUMED.

•
THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL
REPORTING REQUIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLIENT'S REQUEST.

REVIEWED BY ..f:a~1?f~Il'------



ame&

• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
P-2

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
5
148
5nJ04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400ft.Jb-ftIcu.ft) (ARIZ 225A)

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C1361C117)
DETERMINING PLASTIC LIMIT AND PLASTICITY INDEX OF SOILS (AASHTO T89 & T90)

MAXIMUM DRY DENSITY (pet):
OPTIMUM MOISTURE (%):

118.9 I
11.5

SIEVE' PERCENT
SIZE PASSING

75
76

68

ATTERBERG
LIMITS

70

54

98
97

99

62

49

37
44

30

100

100
100

100

100
100

100

6"
4"
3"
2"

11/2"
1 114"

1"
3/4"
1/2"
3/8"
1/4"
#4
#8

#10
#16
#30
#40
#50
#100
#200

LL: 33
PL: 20
PI: 13

USCS: SC

--_._-_.._-----..------...- -~

Moisture (%)

r-----.-;2-1-.----.-.~~: I ~-:-~-.;- -,-.---i--~--:l

! 120· ..---~-.! I : .-J----L_-L--.~\~+--+--+-.--~ i
! 119 --~-.-~-.-L-+- ..-~.---L-~.-l.-4---+---~--~ i

: Ii, . i I .; , i j ,
118 --...--+---~ ...-..-+-.-~ : -t-o ! ----.~------+-.~-~!--j-

c I I , i i! i i \. i !
u 117 -- "'1-""+--"-+---- -- ....-+.. ---+"---'1- ---+-----t-··-T·-·--!----
a. I' 't' I I , ' I '.; ! ,i 116 ._.-t,:.__ ..j.--_--I,:--' "+-'-'-r-"r~--'-l'-' I.... -+-·-+----~I:---li
c .' I'" I I ,'.
~ 115 --- ---i--·--+ ...... t --,--+--+---+--'i' ---;--..·-:--~!---1

, i I' L' : ; i I I '·1 I~ ! . :: • I", t
L- 114 ·--·-l..--l----t---- - ...~_r.--_--l.- -_ ... ,. ,. --J
Q ! I Iii ~ ! ' , I

::;:::~~i~fr_fT=Ft-! itl
110 _. I , J ' , ' ; , , ' I

6 7 8 9 10 11 12 13 14 15 16 17 18i,

I,
I __.-_.. --, ..__.,.._~,_ .._---_.------

•

NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.651 ASSUMED.

•
THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL
REPORTING REQUIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLIENT'S REQUEST.

REVIEWED BY .....e...~'4~~~Ir------



• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY, ARIZONA
SOIL
P-3 '.

JOB NO:

WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021

5
149
5n104

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400ft-lb-ftlcu.ft) (ARIZ 225A)

SIEVE ANALYSIS OF FINE AND COARSE AGGREGATES (ASTM C1361C117)
DETERMINING PLASTIC LIMIT AND PLASTICITY INDEX OF SOILS (MSHTO T89 & T90)

MAXIMUM DRY DENSITY (pet):
OPTIMUM MOISTURE (%):

112.0 I
14.5

SIEVE PERCENT
SIZE PASSING

Moisture ("10)

100
100
100
100
100
100
100
99
97
96
93
92
85
83
78
71
67
63
55
46

ATTERBERG
LIMITS

6"
4"
3"
2"

11/2"
1 114"

1"
3/4"
1/2"
3/8"
1/4"
#4
#8
#10
#16
#30
#40
#50

#100
#200

191817161514131211109

1151 ' I I T I , I , " I

114 ..._ .._} L._-+_..~.'--"+-.-l-J-LL.! --t-·-· I
I I I : I ! , ' , , 1

I I . I I ! ' I I I
113 -i---··t--+-_·-L_-+..-+.---+--t-.--t : -1

, : ! I i II ! i ! Jl
112--·-t---- I I ---+---.+._! . -! ; _.l...• -".

'5' i ; : i ' : I :, I
So 111 I I !' ,i I ; .

~ 110- :·-=T:_~~._~=-.~~~-.-.JL·~~=-'-T-=-~·_-~-·-~r~-·-r~~~:l
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NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: ASSUMED.

•
THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL
REPORTING REQUIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLIENTS REQUEST.

REVIEWED BY~(!",-~....,,,:'Y~ _



amecfi
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
0-2 1-2

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
153
5/25/04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12.400ft-lb-ftlcu.ft) (ASTMD69BA)

MAXIMUM DRY DENSITY (pef):
OPTIMUM MOISTURE (%):

124.0
11.6

.--.---_ ..__ _---------_._----------_.._-------_._._---

• '124

co 123
u
c.
~ 122
'iii
t:
~ 121 .

~

o 120

6 7 8 9 10 11 12 13 14 15 16 17

Moisture (%)

NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.751 ASSUMED.

REVIEWED BY~
www.amec.com

THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL

AMEC Earth &~ii~~l;litIM, ~SlUIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLIENT'S REQUEST.

•
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ame&
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY. ARIZONA
SOIL
0-3 1-2

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
154
5/25/04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400ft·lb.ft/cu.ft) (ASTMD698A)

MAXIMUM DRY DENSITY (pcf):
OPTIMUM MOISTURE (%):

122.4
11.1

125

124

123

122

~. 121

120

Iff 119.e:
~ 118
Ul

Iii 117c
~ 116c
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114

113

112
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I i i i I I I" '1"-
-- \

-- •..... i'\..
/ '" "-'--.

/
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j "

'\.."'. I

I? ""
-- .. / '\..

/ I '.,j
/ !

/

/
•

110

4 5 6 7 8 9 10

Moisture (%)

11 12 13 14 15 16

NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.651 ASSUMED.

THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL
AMEC Earth & ~1WCil.fMiQUIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLIENTS REQUEST.

• i~j.tOl. _a~<oom ~EWEO .Y;:='~""~'-tr------



ame&
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO. 1
MARICOPA COUNTY, ARIZONA
SOIL
0-71-2

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
158
5/25/04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400ft-lb·ft/cu.ft) (ASTMD698A)

MAXIMUM DRY DENSITY (pef):
OPTIMUM MOISTURE ('Yo):

119.0
12.6

---_.,-_.,._..... __... --.._..... __._-----,---

•

Moisture (%)

..,---_._-----_.-.._-,--

NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.651 ASSUMED.

THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL
AMEC Earth &~4f1'imlR6c:1UIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLlENrS REQUEST.

• i~1016 ~
F'~ _ .•mee.com REVlEWEDBY~O



ame&
e PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
0-93-4

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
160
5/25/04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400ft·lb-ft/cu.ft) (ASTMD698A)

MAXIMUM DRY DENSITY (pef):
OPTIMUM MOISTURE (%):

116.4
11.6

119

118

e 117

I;:' 116
u
oS
~

.~ 115
GI

Q

~
Q 114

113

112

I I
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lUI
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I \
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.''- \

/./
v/ '",,- \f---- ----

~// \.,
- ....,.*

111

5 6 7 8 9 10 11

Moisture (%)

12 13 14 15 16 17

NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.651 ASSUMED.

THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL

AMEC Earth &~fr!~flI6iI.~UIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLIENTS REQUEST.
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ame&
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY. ARIZONA
SOIL
0-101-2

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
161
5/25/04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400ft-lb-ft/cu.ft) (ASTMD698A)

MAXIMUM DRY DENSITY (pef):
OPTIMUM MOISTURE (%):

121.7
11.3

r------------------------------------'--------,
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6 7 8 9 10 11 12 13 14 15 16 17 18

Moisture ('Yo)

NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.651 ASSUMED.

REVIEWED BY.f1:I-----www.amec.com

THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL
AMEC Earth & ElNifWMe~ R£OUIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLIENTS REQUEST.

• i:~."""'··-j016
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ame&

• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
D-12 1-3

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
163
5/25/04

LABORATORY COMPACTION CHARACTERISTICS OF SOILS USING
STANDARD EFFORTS (12,400ft-lb·ft/cu.ft) (ASTMD698A)

MAXIMUM DRY DENSITY (pef):
OPTIMUM MOISTURE (%):

123.0
11.2
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Moisture (%)
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NOTE: THE ZERO AIR VOIDS CURVE REPRESENTS A SPECIFIC GRAVITY OF: 2.851 ASSUMED.

THIS IS A SUMMARIZED REPORT OF THE REFERENCED PROCEDURES AND DOES NOT INCLUDE ALL
AMEC Earth & Effl91?~~.fiKBUIREMENTS. ADDITIONAL DATA CAN BE PROVIDED AT CLlENrS REQUEST.
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• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:
SAMPLE PREP:
TARGET:

BUCKEYE FRS NO. 1
MARICOPA COUNTY, ARIZONA
SOIL
0-101-2
REMOLDED TO 95% MAX DRY DENSITY AND OPT. MOISTURE
MAX DRY DENSITY D698A 121.6 pet@ 11.3% OPT. MOISTURE

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 7
LAB NO: 161
DATE SAMPLED: 5/25/04

MEASUREMENT OF HYDRAULIC CONDUCTIVITY OF SATURATED POROUS MATERIALS
USING A FLEXIBLE WALL PERMEAMETER (ASTM 5084;90)

"CV" METHOD C

AVERAGE PERMEABILITY 3.15E-08 em/see

INITIAL LENGTH OF SPECIMEN 7.15 em

INITIAL DIAMETER OF SPECIMEN 7.15 em

INITIAL WATER CONTENT 10.2 %

INITIAL DRY UNIT WEIGHT 116.3 pet

INITIAL VOLUME 17.52 eu.in

PERMEANT L1aUID BOTTLED WATER

MAGNITUDE OF TOTAL BACK PRESSURE 65.8 psi

• EFFECTIVE CONSOLIDATION STRESS 5 psi

RANGE OF HYDRAULIC GRADIENT USED 16.2 to 12.4

FINAL LENGTH OF SPECIMEN 6.46 em

FINAL DIAMETER OF SPECIMEN 7.12 em

FINAL WATER CONTENT 11.6 %

FINAL DRY UNIT WEIGHT 129.8 pet

FINAL VOLUME 15.70 eu.in

DEGREE OF SATURATION (BEFORE AND AFTER TEST) 60% and 102%

SPECIFIC GRAVITY USED IN CALCULATIONS OF SATURATION 2.725

TIME INTERVAL

see

1889

2094

AMEC Earth & Environmentaf.r~~
1405 West Auto Drive 2498

•

Tempe, Arizona 85284-1016
Tel +1 (480) 940-2320
Fax +1 (480) 785-0970

K

em/see

2.99E-08

3.12E-08

3.09E-08

3.41E-08

www.amee.com

K

fUyr.

0.03

0.03

0.03

0.04

REVIEWED BY.;...s..C_'..J.].o:.)iHL',fe~------
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•
PROJECT:

. LOCATION:
MATERIAL:
SAMPLE SOURCE:
SAMPLE PREP:
TARGET:

BUCKEYE FRS NO. 1
MARICOPA COUNTY. ARIZONA
SOIL
D-31-2
REMOLDED TO 95% MAX DRY DENSITY AND OPT. MOISTURE
MAX DRY DENSITY D698A 122.4 pet @ 11.1% OPT. MOISTURE

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 7
LAB NO: 154
DATE SAMPLED: 5/25/04

MEASUREMENT OF HYDRAULIC CONDUCTIVITY OF SATURATED POROUS MATERIALS
USING A FLEXIBLE WALL PERMEAMETER (ASTM 5084-90)

"CV" METHOD C

AVERAGE PERMEABILITY 3.46E-08 em/sec

INITIAL LENGTH OF SPECIMEN 7.15 em

INITIAL DIAMETER OF SPECIMEN 7.15 em

INITIAL WATER CONTENT 11.6 %

INITIAL DRY UNIT WEIGHT 115.8 pet

INITIAL VOLUME 17.52 eu.in

PERMEANT LIQUID BOTTLED WATER

MAGNITUDE OF TOTAL BACK PRESSURE 63.9 psi

• EFFECTIVE CONSOLIDATION STRESS 5 psi

. RANGE OF HYDRAULIC GRADIENT USED 15.4 to 13.2

FINAL LENGTH OF SPECIMEN 7.13 em

FINAL DIAMETER OF SPECIMEN 7.18 em

FINAL WATER CONTENT 12.7 %

FINAL DRY UNIT WEIGHT 115.1 pet

FINAL VOLUME 17.62 eu.in

DEGREE OF SATURATION (BEFORE AND AFTER TEST) 96% and 102%

SPECIFIC GRAVITY USED IN CALCULATIONS OF SATURATION 2.395

TIME INTERVAL

see

697

870

1043
AMEC Earth & Environmental, Inc.

•

1405 West Auto Drive 1220
Tempe. Arizona 85284-1016
Tel +1 (480) 940-2320
Fax +1 (480) 785-0970

K

em/sec

3.48E-08

3.43E-08

3.48E-08

3.45E-08

www.amee.com

K

ftlyr.

0.04

0.04

0.04

0.04

REVIEWED By~(!~<...,t"'·_--------



• PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY, AZ.
MATERIAL: SOIL
SAMPLE SOURCE: B-6 @ 9.5-10.5'

. SAMPLE PREP: INSITU

ame&
JOB NO: 4-117·001021
WORK ORDER NO: 1
LAB NO: 88
DATE SAMPLED: 4/19/04

ONE-DIMENSIONAL CONSOLIDATION PROPERTIES OF SOILS (ASTM D2435)

INITIAL VOLUME (cu.in)
INITIAL MOISTURE CONTENT
INITIAL DRY DENSITY(pcf)
INITIAL DEGREE OF SATURATION
INITIAL VOID RATIO
ESTIMATED SPECIFIC GRAVITY

4.60
4.9%
98.6
17%
0.84
2.895

FINAL VOLUME (cu.!n)
FINAL MOISTURE CONTENT
FINAL DRY DENSITY(pcf)

. FINAL DEGREE OF SATURATION
FINAL VOID RATIO
SATURATED AT

3.96
20.9%
114.1
104%
0.58
2tsf
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• PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY, AZ
MATERIAL: SOIL
SAMPLE SOURCE: B-6 @ 14.5-15.5'
SAMPLE PREP: INSITU

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 1
LAB NO: 90
DATE SAMPLED: 4119/04

ONE-DIMENSIONAL CONSOLIDATION PROPERTIES OF SOILS (ASTM D2435)

1.0..
jr .....r-...
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t.
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!\,... ........ ,
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•

INITIAL VOLUME (cu.in)
INITIAL MOISTURE CONTENT
INITIAL DRY DENSITY(pcf)
INITIAL DEGREE OF SATURATION
INITIAL VOID RATIO
ESTIMATED SPECIFIC GRAVITY

101

100
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Cll
'w 94
%

iii 93
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'0
:.e 91
~
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~ 89
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l!!
8 87

86

85

84

83

82

81
0.01

4.60
2.1%
95.7
7%
0.93
2.951

0.1

FINAL VOLUME (cu.in)
FINAL MOISTURE CONTENT
FINAL DRY DENSITY(pcf)
FINAL DEGREE OF SATURATION
FINAL VOID RATIO
SATURATED AT

1

Vertical Str,ss (tsf)

3.79
20.9%
115.8
105%
0.59
1 tsf

10

• MSHTOR11
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• PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY, AZ.
MATERIAL: SOIL
SAMPLE SOURCE: B-4 @ 2.5-3.5'
SAMPLE PREP: INSITU

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 1
LAB NO: 46
DATE SAMPLED: 4/19/04

ONE-DIMENSIONAL CONSOLIDATION PROPERTIES OF SOILS (ASTM 02435)
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•

INITIAL VOLUME (cu.in)
INITIAL MOISTURE CONTENT
INITIAL DRY DENSITY(pcf)
INITIAL DEGREE OF SATURATION
INITIAL VOID RATIO
ESTIMATED SPECIFIC GRAVITY

101

100
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97
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~ 95
DJ
'iii 94
X
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:5 92
'0
:o!e 91
t..
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~ 89

1 88
8 87

86

85

84

83

82

81

0.01

4.60
5.3%
95.5
17%
0.90
2.901

0.1

FINAL VOLUME (cu.in)
FINAL MOISTURE CONTENT
FINAL DRY DENSITY(pcf)
FINAL DEGREE OF SATURATION
FINAL VOID RATIO
SATURATED AT

Vertical Stress (tsf)

3.82
21.0%
114.7
105%
0.58
1 tsf

10

• MSHTOR11
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• PROJECT: BUCKEYE FRS NO. 1
LOCATION: MARICOPA COUNTY, AZ
MATERIAL: SOIL
SAMPLE SOURCE: 8-5 @ 4.5-5.5'
SAMPLE PREP: INSITU

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 1
LAB NO: 65
DATE SAMPLED: 4/19/04

ONE·DIMENSIONAL CONSOLIDATION PROPERTIES OF SOILS (ASTM 02435)

~ --
~~

\.

""'\..
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~,
~l,

'\..
1\
~

•

INITIAL VOLUME (cu.in)
INITIAL MOISTURE CONTENT
INITIAL DRY DENSITY(pcf)
INITIAL DEGREE OF SATURATION
INITIAL VOID RATIO
ESTIMATED SPECIFIC GRAVITY

101
100
99
98
97
96
95

:: 94
i 93
} 92
:! 91
~ 90
.5
'0 89
~ 88
c 87
o 86

~ 85

~ 84
8 83
u 82

81
80
79
78
77
76
75

0.01

4.60
5.5%
94.4
16%
1.07
3.125

0.1

FINAL VOLUME (cu.in)
FINAL MOISTURE CONTENT
FINAL DRY DENSITY(pcf)
FINAL DEGREE OF SATURATION
FINAL VOID RATIO
SATURATED AT

Vertical Stress (tsf)

3.49
19.3%
123.8
105%
0.57
1 tsf

10

• AASHTOR1'
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• PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY. AZ
MATERIAL: SOIL
SAMPLE SOURCE: B-8 @ 4.5-5.5'
SAMPLE PREP: INSITU

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 1
LAB NO: 120
DATE SAMPLED: 4/19/04

ONE-DIMENSIONAL CONSOLIDATION PROPERTIES OF SOILS (ASTM D2435)

-N ....
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\ ,

•

INITIAL VOLUME (cu.in)
INITIAL MOISTURE CONTENT
INITIAL DRY DENSITY(pcf)
INITIAL DEGREE OF SATURATION
INITIAL VOID RATIO
ESTIMATED SPECIFIC GRAVITY

101

100

99

98

97

96

95

- 94:c
Dl 93

! 92

~ 91
.s 90
'0 89

~ 88
§ 87
:;:l

~ 86

1 85
§ 84
o 83

82

81
80

79

78

77
76

0.01

4.60
6.0%
91.8
17%
1.04
2.995

0.1

FINAL VOLUME (cu.in)
FINAL MOISTURE CONTENT
FINAL DRY DENSITY(pcf)
FINAL DEGREE OF SATURATION
FINAL VOID RATIO
SATURATED AT

Vertical Stress (tst)

3.55
20.3%
118.6
105%
0.58
2 tsf

10

• MSIITOR1.
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• PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY, AZ.
MATERIAL: SOIL
SAMPLE SOURCE: B-4 @ 4.5-5.5'
SAMPLE PREP: INSITU

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 1
LAB NO: 47
DATE SAMPLED: 04/19/04

UNCONFINED COMPRESSION STRENGTH OF COHESIVE SOIL
APPLICABLE PORTIONS OF (ASTM 02166)

DIAMETER:
HEIGHT:
STRAIN RATE:
DRY DENSITY:

2.42 in
4.19 in
.007 inches/min.
99.2 Ib/cu.ft

MAXIMUM STRESS:
AT STRAIN:

9 psi
2.86%

REVIEWED BY~C!,.;,,";oF- _
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• PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY, AZ
MATERIAL: SOIL
SAMPLE SOURCE: B-4 @9.5-10.5'
SAMPLE PREP: INSITU

ame&
JOB NO: . 4-117-001021
WORK ORDER NO: 1
LAB NO: 48
DATE SAMPLED: 04119/04

UNCONFINED COMPRESSION STRENGTH OF COHESIVE SOIL
APPLICABLE PORTIONS OF (ASTM 02166)

DIAMETER:
HEIGHT:
STRAIN RATE:
DRY DENSITY:

2.42 in
3.71 in
.006 inches/min.

100.1 Ib/cu.ft

MAXIMUM STRESS:
AT STRAIN:

8 psi
2.56%
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0.00% . 1.00% 2.00% 3.00% 4.00% 5.00%

Strain (%)

6.00% 7.00% 8.00% 9.00%

•
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• PROJECT: BUCKEYE FRS NO.1
LOCATION: MARICOPA COUNTY, AZ.
MATERIAL: SOIL
SAMPLE SOURCE: B-4 @ 15.0-17.5'
SAMPLE PREP: INSITU

amecf3
JOB NO: 4-117-001021
WORK ORDER NO: 1
LAB NO: 59
DATE SAMPLED: 04/19/04

UNCONFINED COMPRESSION STRENGTH OF COHESIVE SOIL
APPLICABLE PORTIONS OF (ASTM D2166)

DIAMETER:
HEIGHT:
STRAIN RATE:
DRY DENSITY:

2.50 in
4.20 in
.032 inches/min.

100.3 Ib/cu.ft

MAXIMUM STRESS:
AT STRAIN:

53 psi
4.76%
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• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:
PREPARATION:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
D-11 2-4
REMOLDED WITH THE HARVARD COMPACTOR AT
INSITU MOISTURE

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 7
LAB NO: 162
SAMPLE DATE: OS/25/04

IDENTIFICATION AND CLASSIFICATION OF DISPERSIVE CLAY SOILS BY THE PINHOLE TEST(ASTM 04647)

FALLING

HEAD FLOW RATE COLOR PARTICLES

(mls.) (sec.) (ml/sec)

2" 15 30 0.50 Completely clear NONE

16 30 0.53 Completely clear NONE

16 30 0.53 Completely clear NONE

•
7"

15"

40"

27

27

27

50

50

50

115

30

30

30

30

30

30

30

0.90

0.90

0.90

1.67

1.67

1.67

3.83

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

NONE

NONE

NONE

NONE

NONE

NONE

NONE

CLASSIFICATION: NON DISPERSIVE ND2

AMEC Earth & Environmental, Inc.
1405 West Auto Drive

•

Tempe, Arizona 85284·1016
Tel +1 (480) 940·2320
Fax +1 (480) 785·0970 www.amec.comREVIEWEDBY-Ie~..,~t-/_---------

..



ame&
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:
PREPARATION:

BUCKEYE FRS NO.1 JOB NO:
MARICOPA COUNTY, ARIZONA WORK ORDER NO:
SOIL LAB NO:
0-81-3 SAMPLE DATE:
REMOLDED WITH THE HARVARD COMPACTOR AT INSITU fI WATER CONTENT:

4-117-001021
7
159
OS/25/04

IDENTIFICATION AND CLASSIFICATION OF DISPERSIVE CLAY SOILS BY THE PINHOLE TEST(ASTM 04647)

FALLING
HEAD FLOW RATE COLOR PARTICLES

(mls.) (sec.) (mf/sec)

2" 13 .30 0.43 Completely clear NONE

13 30 0.43 Completely clear NONE

14 30 0.47 Completely clear NONE

•
7"

15"

40"

35

35

35

40

40

40

95

30

30

30

30

30

30

30

1.17

1.17

1.17

1.33

1.33

1.33

3.17

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Dark

NONE

NONE

NONE

NONE

NONE

NONE

HEAVY

CLASSIFICATION: NON DISPERSIVE ND2

AMEC Earth & Environmental. Inc.
1405 West Auto Drive

•

Tempe, Arizona 85284-1016
Tel +1 (480) 940·2320
Fax +1 (480) 785·0970

. ...

www.amec.comREVIEWEDBY..Ja...L.!("- _



ame&

• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:
PREPARATION:

BUCKEYE FRS NO.1
MARICOPA COUNTY. ARIZONA
SOIL
D-52-4
REMOLDED WITH THE HARVARD COMPACTOR AT
INSITU MOISTURE

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
156
OS/25/04

IDENTIFICATION AND CLASSIFICATION OF DISPERSIVE CLAY SOILS BY THE PINHOLE TEST(ASTM D4647)

•

HEAD

2"

7"

15"

40"

(mls.)

11

11

30

30

28

44

45

45

80

80

81

FLOW RATE

(sec.)

30

30

30

30

30

30

30

30

30

30

30

(mf/sec)

0.37

0.37

1.00

1.00

0.93

1.47

1.50

1.50

2.67

2.67

2.70

COLOR

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

FALLING

PARTICLES

NONE

NONE

NONE

NONE

NONE

NONE

NONE

NONE

NONE

NONE

NONE

CLASSIFICATION: NON DISPERSIVE ND1

AMEC Earth & Environmental, Inc.
1405 West Auto Drive

•

Tempe, Arizona 85284-1016
Tel +1 (480) 940-2320
Fax +1 (480) 785·0970 www.amec:comREVIEWEDBY ~<4'::::;.i-b- _

"



ame&

• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:
PREPARATION:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
0-1 1-2
REMOLDED WITH THE HARVARD COMPACTOR AT
INSITU MOISTURE

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
7
152
05/25/04

IDENTIFICATION AND CLASSIFICATION OF DISPERSIVE CLAY SOILS BY THE PINHOLE TEST(ASTM 04647)

FALLING

HEAD FLOW RATE COLOR PARTICLES

(mls.) (sec.) (ml/sec)

2" 13 30 0.43 Completely clear NONE

14 30 0.47 Completely clear NONE

14 30 0.47 Completely clear NONE

•
7"

15"

40"

30

30

30

48

48

48

93

30

30

30

30

30

30

30

1.00

1.00

1.00

1.60

1.60

1.60

3.10

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

Completely clear

NONE

NONE

NONE

NONE

NONE

NONE

NONE

CLASSIFICATION: NON DISPERSIVE ND2

AMEC Earth &Environmental, Inc.
1405 West Auto Drive

•

Tempe, Arizona 85284-1016
Tel +1 (480) 940-2320
Fax +1 (480) 785-0970

'.

www.amec.com REVIEWED BY-l;t~~*I_' _



PR~:
LO~N:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
SEE BELOW

amecf3
JOB NO: 4-117-001021
WORK ORDER NO: 7
LAB NO: SEE BELOW
DATE SAMPLED: 04/23/04

DETERMINING DISPERSIBILITY OF CLAYEY SOILS BY THE CRUMB TEST METHOD
(USBR 5400-89)

LAB#S SAMPLE SOURCE DISH#S 2 MIN. 15MIN. 1 HOUR 24 HOURS
GRADE ·C GRADE ·C GRADE ·C GRADE ·C

165 F-1B 13-6-11 2 21.0· 2 21.0· 2 21.0· 2 21.0·

171 F-4B 10-1-7 1 21.0· 1 21.0· 1 21.0· 1 21.0·

173 F-5B 18·14-2 2 21.0· 2 21.0· 2 21.0· 2 21.0·

175 F-6S 12-17-6 1 21.0· 1 21.0· 1 21.0· 1 21.0·

•

AMEC Earth & Environmental, Inc.
1405 West Auto Drive

•

Tempe, Arizona 85284·1016
Tel +1 (480) 940-2320
Fax +1 (480) 785·0970 www.amec.com



• 4-117-001021 W.O. #7

Soil Crumb Specimen after 24 hours
Grade 2 - Intermediate

Lab 165
F-18

•

•

Soil Crumb Specimen after 24 hours
Grade 1- Nondispersive

Lab 171
F-48



• 4-117-001 021 W.O. #7

Soil Crumb Specimen after 24 hours .
Grade 2 - Intermediate

Lab 173
F-58

•

•

Soil Crumb Specimen after 24 hours
Grade 1- Nondispersive

Lab 175
F-68



ame&
• PROJECT:

LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY, ARIZONA
SOIL

COMPOSITE GRAVEL AND EMBANKMENT SOIL

JOB NO:
WORK ORDER NO:
LAB NO:
SAMPLE DATE:

4-117-001021
4
145+146
OS/25/04

FILTER TEST FOR NEW FILTER MATERIAL (FILTER MATERIAL A)

PSI
VOLUME IN

mls TIME COLOR



arne

• PROJECT:

LOCATION:

MATERIAL:

SAMPLE SOURCE:

BUCKEYE FRS NO.1

MARICOPA COUNTY, ARIZONA
SOIL

COMPOSITE GRAVEL AND EMBANKMENT SOIL

JOB NO:

WORK ORDER NO:
LAB NO:

SAMPLE DATE:

4-117-001021

8
145+146

05/25/04

FILTER TEST FOR NEW FILTER MATERIAL (FILTER MATERIAL A)

PSI
VOLUME IN

mls TIME COLOR

50 167 30 sec. Cloudy

42 367 1 min. 30 sec. Cloudy

40 539 2 min. Cloudy

38 694 2 min. 30 sec. Cloudy

62 1038 3 min. Cloudy

64 1245 3 min. 30 sec. Cloudy• 64 1376 4 min. Sli~htly Cloudy

61 1534 4 min. 30 sec. Slightly Cloudy

58 1723 5 min. Slightly Cloudy

52 1835 5 min. 30 sec. Slightly Cloudy

50 1997 6 min. Slightly Cloudy

50 2142 6 min. 30 sec. Slightly Cloudy

50 2400 7 min. Slightly Cloudy

50 2567 7 min. 30 sec. Clear

47 2696 8 min. Clear

48 2832 8 min. 30 sec. Clear

48 2950 9 min. Clear

48 3080 9 min. 30 sec. Clear

49 5558 20 min. Clear

49 7881 30 min. Clear

NOTE: Hole opening was 1/4" wide all the way through. The end of the hole had no blowout.

• REVIEWED BY (JY



• PROJECT:
LOCATION:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL

721 +00 COMPOSITE GRAVEL AND EMBANKMENT SOIL

amec
JOB NO: 4-117-001021
WORK ORDER NO: 8
SAMPLE DATE: OS/25/04

FILTER TEST FOR THE EXISTING FILTER DRAIN

VOLUME IN
PSI mls TIME COLOR

40 222 30 sec. Cloudy

40 370 1 min. Cloudy

40 540 1 min. 30 sec. Cloudy

60 724 2 min. Cloudy

50 865 2 min. 30 sec. Cloudy

52 987 3min. Slightly Cloudy

56 1130 3 min. 30 sec. Slightly Cloudy• 54 1269 4 nfin. Slightly Cloudy

52 1410 4 min. 30 sec. Clear

52 1549 5 min. Clear

52 1685 5 min. 30 sec. Clear

54 1815 6 min. Clear

54 1956 6 min. 30 sec. Clear

54 2085 7min. Clear

54 2212 7 min. 30 sec. Clear

52 2340 8min. Clear

58 2463 8 min. 30 sec. Clear

50 2609 9 min. Clear

50 2730 9 min. 30 sec. Clear

50 2849 10 Clear

50 5099 20 min. Clear

50 7245 30 min. Clear

NOTE: Slot was slightly larger at the in-flow end, the slot was closed at the out-flow end. Slot closed

• about half inch from end.

REVIEWED BY~-



• ~ MOlZZ LABORATORY. INC.

~~
Soil Analysis Report

AMEC
Mr. Cliff Metz
3232 W Virginia Ave
Phoenix, AZ 85009-1502

Project: 4-117-001021

Sampler:

Date Received: 4/27/2004

Date Reported: 51412004

PO Number: 3119-1633

Lab Number: 4070-01

ADOTNu"kmR~u"emenu

Calcium Carbonate, CaC03

Lab Number: 4070-02

ADOT Nutrient Requirements

• Calcium Carbonate, CaG03

Lab Number: 4070-03

ADOT Nutrient Requirements

Calcium Carbonate, CaC03

Lab Number: 4070-04

ADOT Nutrient Requirements

Calcium Carbonate, CaC03

13 B-l@34.5-36'

Method

ADOT732

43 B-3 @ 29.5-31'

Method

ADOT732

66 B-S@7.S-9'

Method

ADOT732

69 B-S@ 14.5-16'

Method

ADOT732

Result Units

5.2 %

Result Units

2.0 %

Result Units

12 %

Result Units

7.9 %

- _. ~- - .. - - ._._. - -" --"- _. - "._- '- _.._- _.- - - '- - --- .._.
. Lab Number: 4070-05 79 B-5@27.5-30'
.. --- -- ---_.-- -_._- -_. -- -- --_.- _.-..

•
ADOTNutrient Requiremenu

Calcium Carbonate, CaC03

Method

ADOT732

Result Units

5.2 %

2109 S. 48th Street, Suite 101 Tempe, AZ 85282 602-454-2376 (Phone) 602-454-9243 (Fax)
Page 1 of2

TOO~
XVd 9t:9T too~/to/so



• ~ MOTU LABORATORY, INC.

~~
Soil Analysis Report

AMEC
Mr. Cliff Metz
3232 W Virginia Ave
Phoenix, AZ 85009·1502

• •

•

Project: 4·] 17-00] 02]

Sampler:

Date Received: 4127/2004
Date Reported: 5/4/2004

PO Number: 3119-1633

Approved By:

2109 S. 48th Street, Suite 101 Tempe, AZ 85282 602-454-2376 (Phone) 602-454-9243 (Fax)

Page 2 of2

600~
XVd 6t:9T t006/tO/SO



~ MOTZZ LABORATORY, INC.

AMEC
Mr. Cliff Metz
1405 West Auto Drive
Tempe, AZ 85284-1016

Soil Analysis Report
Projcct: 4-117-001021

Sampler:

Date Received: 6/3/2004

Date Reported: 6/10/2004

PO Number: 3119-1660

Result Units

ILab Number: 4172~1 166~F_2A.:..::..... _

ADOTNutrknt Requirements Method

_________...J

Exchangeable Sodium, Excb Na ARIZ 729a

•

48 ppm

Approved By:

• 2.J09 S. 48th Street., Suite 101 Tempe, AZ 85282 602-454-2376 (Phone) 602-454-9243 (Fax)

Page 1 of 1
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PR~:
LO~N:
MATERIAL:
SAMPLE SOURCE:

BUCKEYE FRS NO.1
MARICOPA COUNTY, ARIZONA
SOIL
SEE BELOW

ame&
JOB NO: 4-117-001021
WORK ORDER NO: 8
LAB NO: SEE BELOW
DATE SAMPLED: 04/23/04

DETERMINING D1SPERSIBILITY OF CLAYEY SOILS BY THE CRUMB TEST METHOD
(USBR 5400-89)

LAB#S SAMPLE SOURCE DISH#S 2 MIN. 15 MIN. 1 HOUR 24 HOURS
GRADE ·C GRADE ·C GRADE ·C GRADE ·C

165 F-1B 13-6-11 2 21.0· 2 21.0· 2 21.0· 2 21.0·

171 F-4B 10-1-7 1 21.0° 1 21.0° 1 21.0· 1 21.0·

173 F-5B 18-14-2 2 21.0· 2 21.0· 2 21.0· 2 21.0·

175 F-68 12-17-6 1 21.0· 1 21.0· 1 21.0· 1 21.0·

•

•



•

•

•



•

•

•

APPENDIX I

SEEPAGE & STABILITY ANALYSES

ame&·



• • •
FIGURE 1-1

Buckeye FRS No.1 Transient State Seepage under Maximum Pool Condition
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e e •FIGURE 1-2

Buckeye FRS No.1 Static Stability Analysis Under Rapid Drawdown From Maximum Pool Condition

................................... .. ........ .. .. .. .. .. ......... . .. .. .. ... .. .. .... .. .. . .. .. .. ..... ..... ...... .. ...... ... .. .. ......... .'" .... '" '"...........................................................................
...................... A ..
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" ..

Material Type Unit Weight Cohesion Phi
(pet) (psf) (degree)

Embankment 110 200 30
Filter 100 0 32
Foundation 110 500 30

30

20 Factor of Safety = 1.47 ~

10

~
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•

•

•

amecfJ

APPENDIX J

FLOOD RETENrlON OF FEBRUARY 2003



FC:OMC ALERT System Streamflow Data Display
SOle: Depth (feet) shown is arbitrary and mayor may not represent the actual depth of water at the

I ,a_
:owever, the Discharge (efs) is the true total flow with depth f datum differences taken into account.

5203 Buckeye FRS #1 Pressure Transducer

Time
23:58:07
23:57:38
23:52:58
23:51:18
23:50:18
23:48:58
23:43:27
23:42:58
23:41:38
23:38:47
23:38:18
23:37:38
23:34:38
23:32:18
23:31:47
23:29:18
23:23:18
23:21:18
22:31:38
22:30:38
22:11:58
22:10:38
22:09:58
22:07:38
22:06:27
22:05:58
22:02:18
21:57:38
21:55:38
21:54:58
21:52:38
21:46:38
21:45:58
21:38:58
21:36:18
21:35:38
21:25:27
21:24:58
20:55:47
20:55:18
20:36:58
20:36:27
20:35:58
20:18:08
20:17:38
20:03:18
20:02:18
19:56:38
19:55:18
19:53:58
19:50:18
19:46:38
19:42:58

late
12/15/2003
12/15/2003
12/15/2003
12/15/2003
'2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/ 15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003

2/.52003
2/ 003
2/ 003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
2/15/2003
l/15/2003
U 15/2003
l115/2003
l115/2003
!/15/2003
!115/2003
!/15/2003
!115/2003
~115/2003

~/15/2003

:/15/2003
:/15/2003
:/15/2003
./15/2003

./11°03
/1 03
/1 03
/15/2003
/15/2003
/15/2003
115/2003
/15/2003

feet
0.26
0.06
0.26
0.36
0.06
0.21
0.31
0.11
0.36
0.11
0.36
0.16
0.36
0.26
0.06
0.31
0.31
0.11
0.31
0.51
0.31
0.51
0.31
0.51
0.46
0.26
0.46
0.26
0.26
0.46
0.26
0.46
0.26
0.26
0.46
0.26
0.46
0.26
0.46
0.26
0.46
0.31
0.61
0.41
0.66
0.46
0.66
0.46
0.66
0.46
0.66
0.46
0.66

cfs
53
47
53
57
47
52
55
48
57
48
57
50
57
53
47
55
55
48
55
62
55
62
55
62
60
53
60
53
53
60
53
60
53
53
60
53
60
53
60
53
60
55
66
59
68
60
68
60
68
60
68
60
68



02/15/2003 19:42:18 0.46 60

02/15/2003 19:29:08 0.66 68

02/ 1 5 /2 0-03 19:28:38 0.46 60

02/15/2003 19:26:38 0.66 68

02/ 15/2003 19:25:38 0.46 60

02/15/2003 19:22:58 0.66 68

02.
2003 19:22:18 0.46 60

02 2003 19:18:18 0.66 68

02/15/2003 19:16:58 0.46 60
82/15/2003 19:09:48 0.66 68
J2/15/2003 19:09:18 0.46 60
)2/15/2003 18:47:18 0.71 70
)2/ 15/2003 18:42:58 0.51 62
)2/15/2003 18:33:48 0.76 72
)2/15/2003 18:33:18 0.56 64
)2/ 15/2003 17:10:58 0.76 72
)2/15/2003 15:34:59 0.96 80
)2/15/2003 15:33:19 1.16 88
)2/15/2003 15:31:59 0.96 80
)2/15/2003 15:12:39 1.16 88
)2/15/2003 15:08:59 0.96 80
)2/15/2003 14:01:19 1.16 88
>2/ J.5/2003 13:55;39 1. 36 97

l2/15/2003 13:52:19 1.16 88
12/15/2003 13:31:00 1. 36 97
12/15/2003 13:15:19 1. 26 92
12/15/2003 13:12:39 1. 46 101
12/15/2003 13:10:39 1. 26 92
12/15/2003 13:08:59 1. 46 101
12/15/2003 13:01:19 1. 26 92
'2/15/2003 11:44:59 1. 46 101
·2/15/2003 11:40:39 1. 66 110
2/15/2003 11:37:39 1. 66 110

2/.003 11:36;19 1. 46 101
2/ 003 11:33:39 1. 66 110
2/15/2003 11:24:19 1. 46 101
2/15/2003 11:21:59 1. 66 110
2/15/2003 11:16:39 1. 46 101
2/15/2003 09:26:19 1.71 113
2/15/2003 08:15:40 1.91 122
2/15/2003 07:31:00 2.11 130
2/15/2003 07:28:00 2.01 126
2/15/2003 07:22:41 2.21 134
2/15/2003 07:17:09 2.21 134
2/15/2003 07:16:40 2.01 126
2/15/2003 07:07;40 2.21 134
2/15/2003 07:04:40 2.01 126
2/15/2003 07:03:20 2.26 136
2/15/2003 06:56:20 2.06 128
2/15/2003 06:55:40 2.26 136
2/15/2003 06:51:40 2.26 136
2/15/2003 06:50:20 2.06 128
2/15/2003 05:28:00 2.26 136
2/15/2003 05:26:20 2.46 144
2/15/2003 05:25:20 2.26 136
2/15/2003 05:24:20 2.46 144
2/15/2003 05:21:00 2.26 136
2/15/2003 05:15:20 2.46 144
2/15/2003 05:11:00 2.26 136
2/15/2003 05:06:00 2.46 1442/.03 05:02:20 2.46 144
2/1 03 05;01:40 2.26 136
2115/2003 03:48:00 2.46 144
2/15/2003 03:47:20 2.66 152
2/15/2003 03:41:00 2.46 144
~/15/2003 03:38:20 2.66 152
U15/2003 03:37:40 2.46 144



I 02/ 15/2003 03:31:40 2.66 152
02/15/2003 03:31:00 2.46 144
02/15/2003 03:21:40 2.66 152
02/15/2003 03:18:20 2.46 144
n/15/2003 02:32:20 2.66 152
)2/15/2003 02:31:40 2.86 160
)2/.003 02:29:20 2.61 150
)2/ 003 02:27:00 "-'" 2 .81 . 158
)2/15/2003 02:25:20 2.61 150
)2/15/2003 02:24:20 2.81 158
)2/15/2003 02:23:20 2.61 150
)2/15/2003 02:21:10 2.66 152
)2/15/2003 02:20:40 2.86 160
)2/15/2003 02:14:00 2.66 152
)2/15/2003 02:12:40 2.86 160
)2/15/2003 02:10:00 2.66 152
12/15/2003 02:02:20 2.86 160
12/15/2003 02:01:20 2.66 152
12/15/2003 01:59:50 2.86 160
'2/15/2003 01:58:40 2.91 162
'2/15/2003 01:58:00 2.66 152
2/15/2003 01:42:00 2.86 160
2/15/2003 01:40:40 2.66 152
2/15/2003 01:38:50 2.86 160
2/15/2003 01:38:20 2.66 152
2/15/2003 01:31:01 2.86 160
2/15/2003 01:18:10 2.91 162
2/15/2003 01:17:40 2.66 152
2/15/2003 00:57:30 2.96 164
2/15/2003 00:57:00 2.76 156
2/15/2003 00:01:41 2.96 164
2/15/2003 00:00:21 3.16 172

2/.003 23:55:30 2.96 164
2/ 003 23:55:01 3.16 172
2/ 003 23:52:11 2.96 164
2/14/2003 23:51:41 3.16 172
2/14/2003 23:48:01 2.96 164
2/14/2003 23:47:01 3.16 172
2/14/2003 23:41:01 2.96 164
2/14/2003 23:36:01 3.16 172
2/14/2003 23:35:21 2.96 164
2/14/2003 23:31:10 2.96 164
2/14/2003 23:28:12 3.06 168
2/14/2003 23:27:41 3.26 177
2/14/2003 23:05:21 3.06 168
2/14/2003 23:00:01 3.26 177
~/14/2003 22:58:21 3.06 168
~/14/2003 22:51:41 3.26 177
!/14/2003 22:45:30 3.06 168
!114/2003 22:45:01 3.36 181
!/14/2003 22:35:21 3.16 172
!/14/2003 22:34:41 3.36 181
~/14/2003 22:11:21 3.16 172
~ /14/2 003 22:00:41 3.36 181
:/14/2003 21:59:41 3.16 172
:/14/2003 20:44:01 3.56 188
:/14/2003 20:43:21 3.36 181
:/14/2003 20:42:01 3.56 188
:/14/2003 20:41:21 3.26 177

/1.03 20:36:41 3.51 187
/1 03 20:35:41 3.31 179
/1 03 20:35:02 3.61 190
/14/2003 20:17:01 3.41 183
/14/2003 19:37:31 3.61 190
/14/2003 19:37:01 3.41 183
/14/2003 19:31:01 3.61 190
/14/2003 18:40:41 3.76 196



02/ HJ~003 18:38:31 3.56 188
02/14/2003 18:38:01 3.76 196

02/14/2003 18:33:21 3.56 188

02/14/2003 17:11:01 3.76 196

02/14/2003 17:10:22 3.96 204

02/14/2003 16:47:21 3.96 204

02.
2003 16:46:21 3.76 196

02 2003 15:11:22 3.96 204
02/ 4/2003 15:07:02 4.16 212
02/14/2003 15:01:02 3.96 204
02/14/2003 13:31:03 4.16 212
02/14/2003 13:21:42 4.16 212
02/14/2003 13:20:31 4.36 220
02/14/2003 13:09:02 4.36 220
02114/2003 13:06:42 4.16 212
02/14/2003 12:56:02 4.36 220
02/14/2003 12:54:02 4.16 212
02/14/2003 12:42:22 4.36 220
0,.2/14/2003 12:41:42 4.16 212
02/14/2003 11:16:42 4.36 220
02/14/2003 11:01:12 4.56 228
02/14/2003 10:55:23 4.56 228
02/14/2003 10:52:22 4.36 220
02/14/2003 09:50:42 4.56 228
32/14/2003 09:41:42 4.56 228
)2/14/2003 09:39:02 4.76 236
)2/14/2003 09:33:03 4.56 228
)2/14/2003 08:20:02 4.76 236
)2/14/2003 08:07:23 4.76 236
)2/14/2003 08:06:02 4.86 240
)2/14/2003 08:05:32 4.76 236
)2/14/2003 08:05:03 4.96 243
)2/14/2003 07:57:03 4.7"6 236

l2/.003 01':55:23 4.96 243
)2/ 003 07:54:03 4.76 236
12/14/2003 07:52:23 4.96 243
12/14/2003 07:46:23 4.96 243
12/14/2003 07:45:43 4.76 236
'2/14/2003 07:32:03 4.96 243
'2/14/2003 07:31:03 4.76 236
2/14/2003 06:36:13 4.96 243
2/14/2003 06:35:43 4.76 236
2114/2003 06:05:13 4.96 243
2/14/2003 06:04:43 4.76 236
2/14/2003 05:59:03 4.76 236
2/14/2003 05:57:43 4.96 243
2/14/2003 05:33:43 4.76 236
2/14/2003 05:30:03 4.56 228
2/14/2003 05:27:43 4.76 236
2/14/2003 05:25:03 4.56 228
2/14/2003 05:24:32 4.76 236
2/14/2003 05:23:33 4.71 234
2/14/2003 05:23:03 4.51 226
2/14/2003 05:22:03 4.76 236
2/14/2003 05:09:23 4.56 228
2/14/2003 05:06:43 4.36 220
2/14/2003 05:05:23 4.56 228
2/14/2003 05:03:23 4.36 220
2/14/2003 05:02:43 4.56 228
2/14/2003 04:47:23 4.31 218U.03 04:20:23 3.91 202
~/ 03 04:16:23 3.66 192
~/14/2003 04:14:43 3.86 200
!/14/2003 03:58:03 3.66 192
!/14/2003 03:30:44 3.26 177
!/14/2003 03:19:43 3.06 168
!/14/2003 03:07:03 2.86 160



02/14/:::003 03:04:43 2.86 160

02/14/2003 02:53:03 2.66 152

02/14/2003 02:35:23 2.46 144

02/14/2003 02:31:43 2.26 136

02/14/2003 02:29:43 2.46 144

02/14/2003 02:18:23 2.26 136

02.'003 02: 13: 14 2.06 128

02 2003 02:12:43 2.26 136

02/ /2003 02: 07: 13 2.06 128

02/14/2003 02:06:43 1. 86 120

02/14/2003 02:05:23 1. 86 120
02/14/2003 02:04:53 2.06 128
02/14/2003 02:00:44 2.06 128
02/14/2003 01:59:03 1. 86 120
02/14/2003 01:58:33 2.11 130
02/14/2003 01:56:23 2.06 128
02/14/2003 01:55:46 1. 86 120
02/14/2003 01:54:44 2.06 128
02/14/2003 01:39:43 1. 86 120
02/14/2003 01:38:33 1. 66 110
02/14/2003 01:38:03 1. 86 120
02/14/2003 01:22:03 1. 61 108
02/14/2003 01:21:23 1. 36 97

02/ 14/2003 01:18:43 1.41 99
02/14/2003 00:56:23 1. 21 90
02/14/2003 00:55:24 1. 01 82
32/14/2003 00:44:03 1. 01 82
J2/14/2003 00:29:03 0.81 74
)2/ 14/2003 00:27:25 0.56 64
)2/14/2003 00:26:43 0.81 74
)2/14/2003 00:26:13 0.56 64
)2/ 14/2003 00:24:23 0.76 72
)2/ 14/2003 00:21:43 0.46 60

)2/.003 00:21:03 0.66 68
)2/ 003 00:18:43 0.56 64
)2/14/2003 00:18:13 0.36 57
)2/ 14/2003 00:14:43 0.56 64
)2/ 14/2003 00:02:03 0.36 57
)2/ 14/2003 00:01:23 0.16 50
12/ 13 /2003 23:53:44 0.36 57
12/ 13 /2003 23:34:04 0.11 48
12/13/2003 23:18:04 -0.09 42
12/13/2003 23:09:34 -0.29 35
12/13/2003 23:09:04 -0.09 42
2/ 13 /2003 23:08:04 -0.54 27
2/13/2003 23:06:13 -0.34 33
2/13/2003 23:04:04 -0.34 33
2/ 13 /2003 23:02:44 -0.54 27
2/13/2003 23:02:13 -0.34 33
2/13/2003 23:01:04 -0.49 28
2/13/2003 22:48:53 -0.94 16
2/13/2003 22:48:24 -0.74 21
2/13/2003 22:43:24 -0.94 16
2/13/2003 22:37:33 -1.14 13
2/13/2003 22:37:04 -1.34 11
2/13/2003 22:36:24 -1.14 13
2/13/2003 22:34:04 -1. 34 11
2/13/2003 22:31:44 -1.54 9
2/13/2003 22:29:24 -1.74 6
2/13/2003 22:27:25 -1.94 4

2/.003 19:31:05 -2.49 0
2/ 003 13:31:06 -2.49 0
2/13/2003 07:31:06 -2.49 0
2/13/2003 01:31:07 -2.49 0
2/12/2003 19:30:40 -2.49 0
2/1212003 13:30:41 -2.49 0
2/12/2003 07:30:41 -2.49 0



02/1l/~003 19:30:43 -2.49 0
02/11/2003 13:30:46 -2.49 0
02/1i/2003 07:30:44 -2.49 0
02/11/2003 01:30:45 -2.49 0
02/10/2003 19:30:46 -2.49 0
02/10/2003 13:30:47 -2.49 0

02.2003 07:30:47 -2.49 0
02 2003 01:30:48 -2.49 0

•

•



FCDMC ALERT System Data Display
~" .

5200 Buckeye FRS #1
?recipitation Gage• inches

3.15
3.15
3.15
3.15
3.15
3.15
3.15
3.15
3.11
3.07
3.03
2.99
2.95
2.91
2.87
2.80
2.76
2.68
2.64
2.60
2.56
2.52
2.48
2.44
2.40
2.36
2.36
2.24
2.20
2.17
2.13
2.09
2.05
2.01
1. 97
1. 93
1. 85
1. 81
1. 81
1. 77
1. 73
1. 69
1. 65
1. 65
1. 61
1. 57
1. 54
1. 50
1. 42
1. 38
1. 34
1. 30
1. 26
1. 22
1.18
1.14
1.10
1.06

Time
19:30:58
13:31:00
07:31:00
01:31:01
19:31:01
13:31:03
07:31:03
01:58:06
00:49:26
00:29:34
00:28:27
00:27:53
00:25:46
00:23:34
00:17:51
00:14:15
23:21:13
22:25:54
21:26:33
20:57:33
20:26:19
20:14:40
20:08:11
20:03:02
19:57:45
19:31:05
18:59:45
18:26:03
18:09:46
18:03:26
17:59:53
17:56:47
17:48:39
17:33:05
17:10:53
16:36:42
13:50:25
13:31:06
13:12:55
12:49:14
07:51:45
07:33:35
07:31:06
07:21:41
07:13:27
07:05:38
06:49:58
06:44:57
06:18:39
06:09:08
05:59:48
05:44:42
05:16:01
05:01:35
04:55:34
04:43:54
03:53:36
02:32:26

)at:e
,2/15/2003
12/15/2003
12/15/2003
12/15/2003
12/14/2003
12/14/2003
12/14/2003
'2/14/2003

1

'2/14/2003
2/14/2003

, 2/14/2003
2/14/2003
2/14/2003
2/14/2003
2/14/2003
2/14/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003

2/.003
2/ 003
2/1 2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2113/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
2/13/2003
!/13/2003
!/13/2003
l/13/2003
l/13/2003
!/13/2003
!/13/2003!/1103
!/1 03
:/13 003
~/13/2003

:/13/2003
:/ 13/2003
:/13/2003
:/13/2003



02/1~/2003 02:11:15
02/13/200~ 01:31:07
O~ /1212003
02/12;'2003
02/12/2003
02/12/2003
02;'.003
02/ 2003
02/11/2003
02/11/2003
02/1112003
02/10/2003
02/10/2003
02/10/2003
D2/10/2003

•

•

22:19:30
21:37:13
19:30:40
13:30:41
07:30:41
01:30:42
19:30:43
07:30:44
01:30:45
19:30.:46
13:30:47
07:30:47
01:30:48

1. 02
0.98
0.94
0.91
0.87
0.83
0.83
0.83
0.83
0.83
0.83
0.83
0.83
0.83
0.83



Feb. 14, 2003 Field Trir•

P2140061.JPG
Looking west at ponding adjacent to the embankment from Sta. 710+00.

P2140062.JPG

•

View of the inlet channel at Sta.

Buckeye FRS #1



Buckeye FRS #1

•

P2140064.JPG
Looking west at ponding along the upstream toe from Sta.' 730+00.

• ~4. 2003 Field Trip•

P2140068.JPG
View of ponding at the NE intersection of Johnson Camp Road and Buckeye FRS #1.

D?1A(H)7n IDr:: 0')1 Af"\(17Q ID~



P2140079.JPG
View of the principal outlet inlet. Note lack of debris on the trash rack.

•

P2140080.JPG
Looking west at the principal outlet approach channel.

Feb. 14, 20~rip

•



Note the high bank above the erosion.



Buckeye FRS #1

e • • Feb. 14,2003 Field T

P2140092.JPG
Looking southeast at the principal outlet channel. Note erosion at the toe of the left high bank.

P2140089.JPG
Looking south at the principal outlet channel. Note erosion at the toe' of the left high bank.
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